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17.2.2
UE Acquire the MBMS data based on the SIB13 and MCCH message /MCCH and MTCH are on different MCHs

<Unchanged Skipped>
17.2.2.3.2
Test procedure sequence
Table 17.2.2.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	In the current MCCH modification period SS transmits MCCH Modification notification for notification indicator 0
	-
	MCCH Modification notification
	-
	-

	2
	In frame number SFN Mod 512 =1(FDD)/0(TDD) ; i.e. start of next MCCH modification period, the SS transmits a valid MAC PDU including  ‘MCH Scheduling Information MAC Control Element with LCID=’00001’, Stop MTCH= ‘11111111111’ and MCCH RLC PDU(carrying MBSFNAreaConfiguration) 
	<--
	MAC PDU (MCH Scheduling Information MAC Control Element: LCID=’00001’, Stop MTCH= ‘11111111111’, MCCH RLC PDU)
	-
	-

	-
	Exception; Steps 3 and 4 are repeated 15 times
	-
	-
	-
	-

	3
	In frame with SFN MOD 32 =1(FDD)/0(TDD ), the SS transmits  MCH MAC PDU containing MCH Scheduling Information MAC Control Element: LCID=’00001’, Stop MTCH= ‘00000000001’, and MCCH RLC PDU(carrying  MBSFNAreaConfiguration)
	<--
	MAC PDU (MCH Scheduling Information MAC Control Element: LCID=’00001’, Stop MTCH= ‘00000000001’, MCCH RLC PDU)
	-
	-

	4
	In frame with SFN MOD 32 =5 (FDD)/4 (TDD) the SS transmits MCH MCCH PDU containing  MTCH RLC PDUcarrying  1 MBMS packet
	<--
	MAC PDU (MTCH RLC PDU)
	-
	-

	5
	The SS transmits an UE TEST LOOP MODE C MBMS PACKET COUNTER REQUEST message. 
	<--
	UE TEST LOOP MODE C MBMS PACKET COUNTER REQUEST
	-
	-

	6
	Check: Does the UE responds with UE TEST LOOP MODE C MBMS PACKET COUNTER RESPONSE with number of reported MBMS Packets received on the MTCH is greater than zero?
	-->
	UE TEST LOOP MODE C MBMS PACKET COUNTER RESPONSE
	1
	P

	Note 1: The Imcs used in steps 2 and 3 is signallingMCS-r9 and that in step 4 is dataMCS-r9.

Note 2: The subframe number for steps 2,3 and 4 is determined by subframeAllocation which is 1 (FDD)/ 9 (TDD).


17.2.2.3.3
Specific message contents
Table 17.2.2.3.3-1: SystemInformationBlockType2 for Cell 1 (preamble)

	Derivation Path: 36.508 table 4.4.3.3-1, condition MBMS


Table 17.2.2.3.3-1a: ACTIVATE TEST MODE (preamble)

	Derivation Path: 36.508, Table 4.7A-1, condition UE TEST LOOP MODE C.


Table 17.2.2.3.3-1b: CLOSE UE TEST LOOP (preamble)

	Derivation Path: 36.508, Table 4.7A-3, condition UE TEST LOOP MODE C


Table 17.2.2.3.3-3: MBSFNAreaConfiguration (steps 2 and 3, Table 17.2.2.3.2-1)

	Derivation Path: 36.508 table 4.6.1-4A

	Information Element
	Value/remark
	Comment
	Condition

	MBSFNAreaConfiguration-r9 ::= SEQUENCE {
	
	
	

	  commonSF-Alloc-r9 SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {
	
	
	

	    commonSF-AllocPeriod-r9
	rf16
	
	

	    pmch-InfoList-r9  SEQUENCE (SIZE (0..maxPMCH-PerMBSFN)) OF SEQUENCE {
	
	
	

	      pmch-Config-r9 SEQUENCE {
	
	
	

	        sf-AllocEnd-r9
	3
	
	

	        dataMCS-r9
	0
	
	

	        mch-SchedulingPeriod-r9
	rf32
	E-UTRAN configures mch-SchedulingPeriod of the (P)MCH listed first in PMCH-InfoList to be smaller than or equal to mcch-RepetitionPeriod.
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


