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< Unchanged sections omitted >
4.6.3
Radio resource control information elements

< Unchanged sections omitted >
-
PRACH-Config-v1310-DEFAULT

Table 4.6.3-7A: PRACH-Config-v1310-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-Config-v1310-DEFAULT ::= SEQUENCE {
	
	
	

	  rsrp-ThresholdsPrachInfoList-r13 SEQUENCE (SIZE(1..3)) OF {}
	Not present
	
	

	  rsrp-ThresholdsPrachInfoList-r13 SEQUENCE (SIZE(1..3)) OF {
	1 entry
	Threshold values to determine the CE level for PRACH
	CEmodeA

	    RSRP-Range[1]
	42
	-99dBm
	

	  }
	
	
	

	  mpdcch-startSF-CSS-RA-r13 CHOICE {
	
	
	

	    fdd-r13
	v1
	
	FDD

	    tdd-r13
	v1
	ENUMERATED { v1, v2, v4, v5, v8, v10, v20, spare }
	TDD

	  }
	
	
	

	  prach-HoppingOffset-r13
	Not present 
	
	

	  prach-ParametersListCE-r13 SEQUENCE (SIZE(1..maxCE-Level-r13)) OF SEQUENCE {
	2 entries
	1: CE level 0

2: CE level 1
	CEmodeA

	    PRACH-ParametersCE-r13[1] SEQUENCE {
	
	
	

	      prach-ConfigIndex-r13[1]
	3
	
	RF

	
	4
	
	SIG_FDD OR RRM_FDD

	
	53
	
	SIG_TDD OR RRM_TDD

	      prach-FreqOffset-r13[1]
	See subclause 4.6.8 
	Same as prach-FrequencyOffset
	

	      prach-StartingSubframe-r13[1]
	sf2
	
	

	      maxNumPreambleAttemptCE-r13[1]
	n5
	
	

	      numRepetitionPerPreambleAttempt-r13[1]
	n1
	
	

	      mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[1]
	1 entry
	
	

	        mpdcch-NarrowbandsToMonitor-r13[1]
	1
	
	RF OR RRM

	
	Value as specified in TS 36.523-3 clause 7.3.3.9
	
	SIG

	      mpdcch-NumRepetition-RA-r13[1]
	r1
	
	

	      prach-HoppingConfig-r13[1]
	off
	
	

	....}
	
	
	

	    PRACH-ParametersCE-r13[2] SEQUENCE {
	
	
	

	      prach-ConfigIndex-r13[2]
	3
	
	RF 

	
	4
	
	SIG_FDD OR RRM_FDD

	
	53
	
	SIG_TDD OR RRM_TDD

	      prach-FreqOffset-r13[2]
	See subclause 4.6.8 
	
	

	      prach-StartingSubframe-r13[2]
	sf128
	
	

	      maxNumPreambleAttemptCE-r13[2]
	n5
	
	

	      numRepetitionPerPreambleAttempt-r13[2]
	n128
	
	

	      mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[2] {
	1 entry
	
	

	        mpdcch-NarrowbandsToMonitor-r13[1]
	1
	
	RF OR RRM

	
	Value as specified in TS 36.523-3 clause 7.3.3.9
	
	SIG

	……}
	
	
	

	      mpdcch-NumRepetition-RA-r13[2]
	r4
	
	

	      prach-HoppingConfig-r13[2]
	off
	
	

	….}
	
	
	

	  }
	
	
	

	  initial-CE-level-r13
	0
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	RF
	Used for RF, performance and RRM testing

	RRM
	Used for RRM testing

	RRM_FDD
	Used for RRM testing in FDD cell environment

	RRM_TDD
	Used for RRM testing in TDD cell environment

	SIG
	Used for protocol testing

	SIG_FDD
	Used for protocol testing in FDD cell environment

	SIG_TDD
	Used for protocol testing in TDD cell environment

	CEmodeA
	Used for CE mode A testing
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