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{Start of changes}
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Aggregated Channel Bandwidth: The RF bandwidth in which a UE transmits and receives multiple contiguously aggregated carriers.
Aggregated Transmission Bandwidth Configuration: The number of resource block allocated within the aggregated channel bandwidth.
<Unchanged Sections Skipped>
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ABS
Almost Blank Subframe

ACLR
Adjacent Channel Leakage Ratio

ACS
Adjacent Channel Selectivity

A-MPR
Additional Maximum Power Reduction 
<Unchanged Sections Skipped>
PMI
Precoding Matrix Indicator

PRACH
Physical Random Access Channel

PRB
Physical Resource Block

ProSe
Proximity-based Services
PSBCH
Physical Sidelink Broadcast CHannel

PSCCH
Physical Sidelink Control CHannel

PSDCH
Physical Sidelink Discovery CHannel
PSS
Primary Synchronization Signal

PSS_RA
PSS-to-EPRE ratio for the channel PSS
PSSCH
Physical Sidelink Shared CHannel

PSSS
Primary Sidelink Synchronization Signal

PUCCH
Physical Uplink Control Channel
PUSCH
Physical Uplink Shared ChannelRE
Resource Element

RE
Resource Element

REFSENS
Reference Sensitivity power level

RI
Rank Indicator

RLC
Radio Link Control

RMC
Reference Measurement Channel

r.m.s
Root Mean Square

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RS
Reference Signal

RSRP
Reference Signal Received Power

SCC
Secondary Component Carrier

SCG
Secondary Carrier Group

SCH
Synchronization Channel

SDU
Service Data Unit

SFBC
Space-Frequency Block Coding

SINR
Signal-to-Interference-and-Noise Ratio

SNR
Signal-to-Noise Ratio

SRS
Sounding Reference Signal

SSS
Secondary Synchronization Signal

SSSS
Secondary Sidelink Synchronization Signal

SSS_RA
SSS-to-RS EPRE ratio for the channel SSSSSSS
Secondary Sidelink Synchronization Signal
TDD
Time Division Duplex

TP
Transmission Point

TPC
Transmit Power Control

TPMI
Transmitted Precoding Matrix Indicator

TTI
Transmission Time Interval

UE
User Equipment

UL
Uplink

UL-MIMO
Up Link Multiple Antenna transmission

UMTS
Universal Mobile Telecommunications System

UpPTS
Uplink Pilot Time-Slot

UTRA
UMTS Terrestrial Radio Access

UTRAN
UMTS Terrestrial Radio Access Network
V2X
Vehicle to Everything

xCH_RA
xCH-to-RS EPRE ratio for the channel xCH in all transmitted OFDM symbols not containing RS

xCH_RB
xCH-to-RS EPRE ratio for the channel xCH in all transmitted OFDM symbols containing RS

{End of changes}
