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	Reason for change:
	Table 8.1.8.2.1.1-1 of TS 36.508 specifies defaultValue for rlc-Config-r13 and logicalChannelConfig and refers to 36.331 Clause 9.2.1.1 for the values which should be configured.
However, TS 36.331 in Clause 6.7.3.2 RadioResourceConfigDedicated-NB specifies that “defaultValue” is NULL, and the values defined in Clause 9.2.1.1 only apply for “explicitValue”

	
	

	Summary of change:
	Table 8.1.8.2.1.1-1 has been changed to use “explicitValue” instead of “defaultValue”
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	The rlc-Config-r13 and logicalChannelConfig will be signalled as NULL.
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< Unchanged sections omitted >
8.1.8.2.1
NB-IoT SRB and DRB parameters

8.1.8.2.1.1
NB-IoT SRB configurations

Table 8.1.8.2.1.1-1: SRB-ToAddMod-NB-DEFAULT
	Derivation Path: 36.331 clause 6.7.3

	Information Element
	Value/remark
	Comment
	Condition

	SRB-ToAddMod-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  rlc-Config-r13 CHOICE {
	
	
	

	    explicitValue
	
	Default values defined in subclause 9.2.1.1 of  TS 36.331
	

	  }
	
	
	

	  logicalChannelConfig CHOICE {
	
	
	

	    explicitValue
	
	Default values defined in subclause 9.2.1.1 of  TS 36.331
	

	  }
	
	
	

	}
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