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{Start of changes}
Annex E (normative):
Cell configuration mapping

The cells used in TS 36.521-3 do not correspond to the cells defined in TS 36.508 [7] section 4.4.2. Tables E-1, E-2 and E-3 describes the mapping between cells described in TS 36.521-3 and those defined in TS 36.508 [7]. Table E-4 describe the mapping between Ncells described in TS 36.521-3 and those defined in TS 36.508 [7] For each test case the cells as defined in TS 36.508 [7] section 4.4.2 and section 8.1.4.2 are listed in one row. The test case shall apply the RF parameters as defined in TS 36.521-3 according to the column heading.

NOTE:
For example if the second cell in a test case is an inter-frequency cell then Cell3 from TS 36.508 [7] section 4.4.2 is used with the radio parameters as defined for Cell2 in TS 36.521-3.

<Unchanged Sections Skipped>
Table E-5: Cell configuration mapping for 4DL CA RRM testing
	Test Case
	36.521-3

Cell1
	36.521-3

Cell2
	36.521-3

Cell3
	36.521-3

Cell4
	36.521-3

Cell5
	36.521-3

Cell6
	36.521-3

Cell7

	8.16.51
8.16.52

8.16.53

8.16.55
8.16.56

8.16.57
8.16.58

8.16.59

8.16.61
8.16.62
8.16.63
	Default Test Settings for a CA_XA-YA-ZA-RA
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	1
	Y
	2
	Z
	3
	R
	4
	R
	6
	
	
	
	

	
	Default Test Settings for a CA_XA-YD
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	1
	Y
	2
	Y
	3
	Y
	4
	Y
	6
	
	
	
	

	
	Default Test Settings for a CA_XD-YA
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	
	
	
	

	
	Default Test Settings for a CA_XC-YC
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	1
	X
	2
	Y
	3
	Y
	4
	Y
	6
	
	
	
	

	
	Default Test Settings for a CA_XA-YA-ZC
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	1
	Y
	2
	Z
	3
	Z
	4
	Z
	6
	
	
	
	

	
	Default Test Settings for a CA_XA-YC-ZA
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	1
	Y
	2
	Y
	3
	Z
	4
	Z
	6
	
	
	
	

	
	Default Test Settings for a CA_XC-YA-ZA
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	1
	X
	2
	Y
	3
	Z
	4
	Z
	6
	
	
	
	

	8.16.54

8.16.60

8.16.64
	Default Test Settings for a CA_XA-YA-ZA-RA
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	R
	1
	X
	2
	Y
	3
	Z
	4
	Z
	6
	
	
	
	

	
	Default Test Settings for a CA_XD-YA
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	Y
	1
	X
	2
	X
	3
	X
	4
	X
	6
	
	
	
	

	
	Default Test Settings for a CA_XA-YC-ZA
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	Z
	1
	X
	2
	Y
	3
	Y
	4
	Y
	6
	
	
	
	

	
	Default Test Settings for a CA_XC-YA-ZA
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	Z
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	
	
	
	

	9.1.44
9.1.46Note 3
9.1.47Note 3
9.2.45
	Default Test Settings for a CA_XA-YA-ZA-RA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	Y
	2
	Y
	3
	Z
	4
	Z
	6
	R
	10
	R
	11

	
	Default Test Settings for a CA_XA-YD

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	Y
	2
	Y
	3
	Y
	4
	Y
	6
	Y
	10
	Y
	11

	
	Default Test Settings for a CA_XD-YA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	X
	2
	X
	3
	X
	4
	X
	6
	Y
	10
	Y
	11

	
	Default Test Settings for a CA_XC-YC

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Y
	10
	Y
	11

	
	Default Test Settings for a CA_XA-YA-ZC

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	Y
	2
	Y
	3
	Z
	4
	Z
	6
	Z
	10
	Z
	11

	
	Default Test Settings for a CA_XA-YC-ZA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	Y
	2
	Y
	3
	Y
	4
	Y
	6
	Z
	10
	Z
	11

	
	Default Test Settings for a CA_XC-YA-ZA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Z
	10
	Z
	11

	9.1.45

9.2.46
	Default Test Settings for a CA_XA-YA-ZA-RA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	R
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Z
	10
	Z
	11

	
	Default Test Settings for a CA_XD-YA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	Y
	1
	X
	2
	X
	3
	X
	4
	X
	6
	X
	10
	X
	11

	
	Default Test Settings for a CA_XA-YC-ZA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	Z
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Y
	10
	Y
	11

	
	Default Test Settings for a CA_XC-YA-ZA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	Z
	1
	X
	2
	X
	3
	X
	4
	X
	6
	Z
	10
	Z
	11

	Note 1:
All cells shall use the same range (mid) independently of the range information given in Table 4.4.2-1 of TS 36.508 [7].

Note 2:
X, Y, Z and R correspond to the bands in the CA Configuration is specified in 5.4.2A.1 of TS 36.521-1 [10]. E.g. for CA_2A-2A-4A-5A, X=2, Y=2, Z=4, R=5. For TDD FDD CA Configuration, FDD bands shall precede TDD bands. E.g. for CA_2A-2A-42A-66A, X=2, Y=2, Z=66, R=42.

Note 3:
These test cases require to swap the bands so that every band in the CA Configuration is used as PCC. In the most generic case XA-YA-ZA-RA, the test case shall be run four times: CA_XA-YA-ZA-RA, CA_YA-ZA-RA-XA, CA_ZA-RA- XA-YA and CA_RA- XA-YA-ZA.

Note 4:
For simplicity, this table does not consider CA Type B. For CA Type B, the corresponding Type C default test settings shall be used. For example, for CA_XB-YA-ZA, the entry for CA_XC-YA-ZA shall be used.


Table E-6: Cell configuration mapping for 5DL CA RRM testing
	Test Case
	36.521-3

Cell1
	36.521-3

Cell2
	36.521-3

Cell3
	36.521-3

Cell4
	36.521-3

Cell5
	36.521-3

Cell6
	36.521-3

Cell7
	36.521-3

Cell8
	36.521-3

Cell9

	8.16.65

8.16.67

8.16.69
8.16.70

8.16.71

8.16.72

8.16.73
8.16.74

8.16.75

8.16.77

8.16.78
	Default Test Settings for a CA_XA-YA-ZA-RA-SA
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	Y
	2
	Z
	3
	R
	4
	S
	6
	S
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XA-YE
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	Y
	2
	Y
	3
	Y
	4
	Y
	6
	Y
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XE-YA
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	X
	2
	X
	3
	X
	4
	Y
	6
	Y
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XC-YD
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	X
	2
	Y
	3
	Y
	4
	Y
	6
	Y
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XD-YC
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Y
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XA-YA-ZD
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	Y
	2
	Z
	3
	Z
	4
	Z
	6
	Z
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XA-YD-ZA
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	Y
	2
	Y
	3
	Y
	4
	Z
	6
	Z
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XD-YA-ZA
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	X
	2
	X
	3
	Y
	4
	Z
	6
	Z
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XA-YC-ZC
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	Y
	2
	Y
	3
	Z
	4
	Z
	6
	Z
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XC-YA-ZC
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	X
	2
	Y
	3
	Z
	4
	Z
	6
	Z
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XC-YC-ZA
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	X
	2
	Y
	3
	Y
	4
	Z
	6
	Z
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XA-YA-ZA-RC
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	Y
	2
	Z
	3
	R
	4
	R
	6
	R
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XA-YA-ZC-RA
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	Y
	2
	Z
	3
	Z
	4
	R
	6
	R
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XA-YC-ZA-RA
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	Y
	2
	Y
	3
	Z
	4
	R
	6
	R
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XC-YA-ZA-RA
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	X
	2
	Y
	3
	Z
	4
	R
	6
	R
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XF
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	X
	2
	X
	3
	X
	4
	X
	6
	X
	11
	
	
	
	
	
	

	8.16.66
8.16.68

8.16.76
	Default Test Settings for a CA_XA-YA-ZA-RA-SA
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	S
	1
	X
	2
	Y
	3
	Z
	4
	R
	6
	R
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XE-YA
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	Y
	1
	X
	2
	X
	3
	X
	4
	X
	6
	X
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XA-YD-ZA
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	Z
	1
	X
	2
	Y
	3
	Y
	4
	Y
	6
	Y
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XD-YA-ZA
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	Z
	1
	X
	2
	X
	3
	X
	4
	Y
	6
	Y
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XC-YC-ZA
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	Z
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Y
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XA-YA-ZC-RA
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	R
	1
	X
	2
	Y
	3
	Z
	4
	Z
	6
	Z
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XA-YC-ZA-RA
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	R
	1
	X
	2
	Y
	3
	Y
	4
	Z
	6
	Z
	11
	
	
	
	
	
	

	
	Default Test Settings for a CA_XC-YA-ZA-RA
	
	
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	SCC4
	Neigh
	
	
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	R
	1
	X
	2
	X
	3
	Y
	4
	Z
	6
	Z
	11
	
	
	
	
	
	

	9.1.48
9.1.50 Note 3
9.1.51 Note 3
9.2.47


	Default Test Settings for a CA_XA-YA-ZA-RA-SA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	Y
	2
	Y
	3
	Z
	4
	Z
	6
	R
	10
	R
	11
	S
	12
	S
	14

	
	Default Test Settings for a CA_XA-YE

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	Y
	2
	Y
	3
	Y
	4
	Y
	6
	Y
	10
	Y
	11
	Y
	12
	Y
	14

	
	Default Test Settings for a CA_XE-YA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	X
	2
	X
	3
	X
	4
	X
	6
	X
	10
	X
	11
	Y
	12
	Y
	14

	
	Default Test Settings for a CA_XC-YD

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Y
	10
	Y
	11
	Y
	12
	Y
	14

	
	Default Test Settings for a CA_XD-YC

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	X
	2
	X
	3
	X
	4
	X
	6
	Y
	10
	Y
	11
	Y
	12
	Y
	14

	
	Default Test Settings for a CA_XA-YA-ZD

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	Y
	2
	Y
	3
	Z
	4
	Z
	6
	Z
	10
	Z
	11
	Z
	12
	Z
	14

	
	Default Test Settings for a CA_XA-YD-ZA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	Y
	2
	Y
	3
	Y
	4
	Y
	6
	Y
	10
	Y
	11
	Z
	12
	Z
	14

	
	Default Test Settings for a CA_XD-YA-ZA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	X
	2
	X
	3
	X
	4
	X
	6
	Y
	10
	Y
	11
	Z
	12
	Z
	14

	
	Default Test Settings for a CA_XA-YC-ZC

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	Y
	2
	Y
	3
	Y
	4
	Y
	6
	Z
	10
	Z
	11
	Z
	12
	Z
	14

	
	Default Test Settings for a CA_XC-YA-ZC

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Z
	10
	Z
	11
	Z
	12
	Z
	14

	
	Default Test Settings for a CA_XC-YC-ZA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Y
	10
	Y
	11
	Z
	12
	Z
	14

	
	Default Test Settings for a CA_XA-YA-ZA-RC

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	Y
	2
	Y
	3
	Z
	4
	Z
	6
	R
	10
	R
	11
	R
	12
	R
	14

	
	Default Test Settings for a CA_XA-YA-ZC-RA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	Y
	2
	Y
	3
	Z
	4
	Z
	6
	Z
	10
	Z
	11
	R
	12
	R
	14

	
	Default Test Settings for a CA_XA-YC-ZA-RA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	Y
	2
	Y
	3
	Y
	4
	Y
	6
	Z
	10
	Z
	11
	R
	12
	R
	14

	
	Default Test Settings for a CA_XC-YA-ZA-RA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Z
	10
	Z
	11
	R
	12
	R
	14

	
	Default Test Settings for a CA_XF

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	X
	2
	X
	3
	X
	4
	X
	6
	X
	10
	X
	11
	X
	12
	X
	14

	9.1.49
9.2.48
	Default Test Settings for a CA_XA-YA-ZA-RA-SA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	S
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Z
	10
	Z
	11
	R
	12
	R
	14

	
	Default Test Settings for a CA_XE-YA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	Y
	1
	X
	2
	X
	3
	X
	4
	X
	6
	X
	10
	X
	11
	X
	12
	X
	14

	
	Default Test Settings for a CA_XA-YD-ZA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	Z
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Y
	10
	Y
	11
	Y
	12
	Y
	14

	
	Default Test Settings for a CA_XD-YA-ZA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	Z
	1
	X
	2
	X
	3
	X
	4
	X
	6
	X
	10
	X
	11
	Y
	12
	Y
	14

	
	Default Test Settings for a CA_XC-YC-ZA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	Z
	1
	X
	2
	X
	3
	X
	4
	X
	6
	Y
	10
	Y
	11
	Y
	12
	Y
	14

	
	Default Test Settings for a CA_XA-YA-ZC-RA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	R
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Z
	10
	Z
	11
	Z
	12
	Z
	14

	
	Default Test Settings for a CA_XA-YC-ZA-RA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	R
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Y
	10
	Y
	11
	Z
	12
	Z
	14

	
	Default Test Settings for a CA_XC-YA-ZA-RA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh
	SCC4
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	R
	1
	X
	2
	X
	3
	X
	4
	X
	6
	Y
	10
	Y
	11
	Z
	12
	Z
	14

	Note 1:
All cells shall use the same range (mid) independently of the range information given in Table 4.4.2-1 of TS 36.508 [7].

Note 2:
X, Y, Z, R and S correspond to the bands in the CA Configuration is specified in 5.4.2A.1 of TS 36.521-1 [10]. E.g. for CA_2A-2A-4A-4A-5A, X=2, Y=2, Z=4, R=4, S=5. For TDD FDD CA Configuration, FDD bands shall precede TDD bands. E.g. for CA_2A-2A-41A-42A-66A, X=2, Y=2, Z=66, R=41, S=42.

Note 3:
These test cases require to swap the bands so that every band in the CA Configuration is used as PCC. In the most generic case CA_XA-YA-ZA-RA-SA, the test case shall be run five times: CA_XA-YA-ZA-RA-SA, CA_YA-ZA-RA-SA-XA, CA_ZA-RA-SA-XA-YA, CA_RA-SA-XA-YA-ZA and CA_SA-XA-YA-ZA-RA.

Note 4:
For simplicity, this table does not consider CA Type B. For CA Type B, the corresponding Type C default test settings shall be used. For example, for CA_XB-YA-ZA-RA, the entry for CA_XC-YA-ZA-RA shall be used.


Annex F (normative):
Measurement uncertainties and Test Tolerances

The requirements of this clause apply to all applicable tests in the present document.

F.1
Acceptable uncertainty of Test System (normative)

See TS 36.521-1[10] Annex F1.

F.1.1
Measurement of test environments
See TS 36.521-1[10] Annex F1.1.

{End of changes}
