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	pc_DualRM_Coding and pc_AutomaticHRPD_PDN_Connection  pics, which are being used in TTCN, are missing in TS 36.523-2
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	Other comments:
	R5-173681-> R5-174516, withdrawn due to change in title, replaced with R5-174517


A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	

	2
	Support of Allowed CSG list
	36.331 Annex B.2
	Rel-8
	pc_Allowed_CSG_list
	For Rel-8: CSG autonomous search is optional.

For Rel-9 or later releases: CSG autonomous search is mandatory for UEs supporting CSG full functionality.

	3
	Support of Short Message Service (SMS) MT over SGs
	23.272, 8.2.4, 8.2.5
	Rel-8
	pc_SMS_SGs_MT
	

	….. [MANY ROWS SKIPPED HERE]

	141
	Support of eventA3 for intra-frequency neighbouring cells in normal coverage and CE Mode A
	36.306, 4.3.29.3
	Rel-13
	pc_IntraFreqA3_CE_ModeA
	

	142
	Support of intra-frequency handover to target cell in normal coverage and CE Mode A
	36.306, 4.3.29.5
	Rel-13
	pc_IntraFreqHO_CE_ModeA
	

	143
	Support of Control plane CIoT
	24.301, 5.3.15
	Rel-13
	pc_Control_Plane_CIoT_Optimisation
	

	144
	Support of S1-U data transfer
	24.301, 5.3.15
	Rel-13
	pc_S1_U_DataTransfer
	

	1XX
	Support of automatic PDN connection trigger on HRPD cell reselection
	X.s0057, 6.4.1
	Rel-8
	pc_AutomaticHRPD_PDN_Connection
	

	1ZZ
	Support for Dual RM Coding
	36.331, 6.3.6
	Rel-10
	pc_DualRM_Coding
	


