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1. Overall Description:

As part of the LTE_4Rx_AP_DL-UEConTest RAN5 WI, legacy RRM (36.521-3) and RF performance (36.521-1 Clause 8 and 9) test cases are expected to support  UEs requiring both 2Rx and 4Rx DL Antenna Connectors. The TP has to select one of the branches based on UE’s capabilities. The general rule for RRM and RF performance legacy tests is that a UE supporting 2-Rx only band/CA configuration should be tested using the 2-Rx branch and 4-Rx branch should be selected if UE supports 4-Rx on any single carrier band or CA configuration.
The lack of distinction between 2Rx and 4Rx in the test case number and title can have a big impact on Test Case validation and certification due to the reasons detailed in R5-175201, attached to this document.

2. Actions:

To GCF CAG and PTCRB PVG groups.

ACTION: 
RAN5 respectfully asks GCF CAG and PTCRB PVG to take the above information into consideration while handling the validation of the 4Rx branch of the legacy RRM and RF performance test cases.
3. Date of Next TSG-RAN WG5 Meetings:
TSG-RAN5 Meeting#77 
 27th Nov – 1st Dec 2017
Reno, US

TSG-RAN5 Meeting#78 
 26th Feb – 2nd Mar 2018
Athens, Greece

