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5.5.1
General

The following conditions apply throughout subclause 5.5:
Table 5.5.1-1: Conditions

	Condition
	Explanation

	ON-NETWORK
	Message/IE sent only in on-network scenario.

	OFF-NETWORK
	Message/IE sent only in off-network scenario.

	PRIVATE-CALL
	Message/IE sent only as part of a Private call handling.

	GROUP-CALL
	Message/IE sent only as part of a Group call handling.

	EMERGENCY-CALL
	Message/IE sent only as part of an Emergency call handling.

	IMMPERIL-CALL
	Message/IE sent only as part of an Immanent Peril call handling.

	EMERGENCY-ALERT
	Message/IE sent only as part of an Emergency Alert


5.5.2
Default SIP message and other information elements

Editor's Note:
The following SIP messages do not currently contain parameters pertaining to security.  Edits for security aspects will be made for RAN5#78.

5.5.2.1
SIP ACK

5.5.2.1.1
SIP ACK from the UE

Table 5.5.2.1.1-1: SIP ACK from the UE
	Derivation Path: TS 24.229 [16], Clause A.2.1.4.2, A.2.2.4.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	

	RFC 3261 [22]
	

	  Method
	"ACK"
	
	
	

	  Request-URI
	"sip:mcptt-server-A@mcptt-op.gov"
	
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	
	

	RFC 3261 [22]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	any allowed value"
	IP address or FQDN and protected server port of the UE
	
	

	  via-branch
	any allowed value
	Value starting with ‘z9hG4bk’
	
	

	Route
	
	

	RFC 3261 [22]
	

	  route-param
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	URIs of the Record-Route header sent to the UE in 183, 180 or 200 response (whichever response used for request message to be acknowledged and contained Record-Route header) in reverse order
	
	

	From
	
	

	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	  tag
	"1"
	Local tag of the dialog ID 
	
	

	To
	
	

	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	
	
	

	  tag
	"2"
	Remote tag of the dialog ID
	
	

	Call-ID
	
	

	RFC 3261 [22]
	

	  callid
	same value as in INVITE message
	
	
	

	CSeq
	
	

	RFC 3261 [22]
	

	  value
	same value as in INVITE message
	
	
	

	  method
	"ACK"
	
	
	

	Max-Forwards
	
	
	RFC 3261 [22]
	

	  value
	any allowed value
	Non-zero value
	
	

	
	
	
	

	
	
	
	

	Content-Length
	
	

	RFC 3261 [22]
	

	  value
	"0"
	No message body included - end of SIP message
	
	


5.5.2.1.2
SIP ACK from the SS
Table 5.5.2.1.2-1: SIP ACK from the SS
	Derivation Path: TS 24.229 [16], Clause A.2.1.4.2, A.2.2.4.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	RFC 3261 [22]
	

	  Method
	"ACK"
	
	
	

	  Request-URI
	"sip:mcptt-client-B@mcptt-op.gov"
	
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	
	
	RFC 3261 [22]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	"sip:mcptt-client-B@mcptt-op.gov:14000"
	
	
	

	  via-branch
	"z9hG4bkmcpttss2"
	Value starting with ‘z9hG4bk’
	
	

	Route
	not present
	
	RFC 3261 [22]
	

	  route-param
	not present
	
	
	

	From
	
	
	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	
	
	

	  tag
	"1"
	Local tag of the dialog ID 
	
	

	To
	
	
	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	  tag
	"2"
	Remote tag of the dialog ID
	
	

	Call-ID
	
	
	RFC 3261 [22]
	

	  callid
	"11111111@mcptt-op.gov"
	Same value as in request message
	
	

	CSeq
	
	
	RFC 3261 [22]
	

	  value
	"4711"
	Same value as in request message
	
	

	  method
	"ACK"
	
	
	

	Max-Forwards
	
	
	RFC 3261 [22]
	

	  value
	"70"
	The recommended initial value is 70 in RFC 3261.
	
	

	Content-Length
	
	
	RFC 3261 [22]
	

	  value
	"0"
	No message body included - end of SIP message
	
	


5.5.2.2
SIP BYE
5.5.2.2.1
SIP BYE from the UE

Table 5.5.2.2.1-1: SIP BYE from the UE
	Derivation Path: TS 24.229 [16], Clause A.2.1.4.3, A.2.2.4.3

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	

	RFC 3261 [22]
	

	  Method
	"BYE"
	
	
	

	  Request-URI
	"12345678@mcptt-server-A.mcptt-op.gov"
	The URI of the MCPTT session identity to leave
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	
	

	RFC 3261 [22]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	same value as in INVITE message
	
	
	

	  via-branch
	any allowed value
	Value starting with ‘z9hG4bK’
	
	

	Route
	
	
	RFC 3261 [22]
	

	  route-param
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	URIs of the Record-Route header response in reverse order
	
	

	From
	
	

	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	The URI of the UE
	
	

	  tag
	"1"
	Local tag of the dialog ID
	
	

	To
	
	

	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	The URI of the SS
	
	

	  tag
	"2"
	Remote tag of the dialog ID
	
	

	Call-ID
	
	

	RFC 3261 [22]
	

	  callid
	same value as in INVITE message
	
	
	

	
	
	
	
	

	
	
	
	
	

	CSeq
	
	

	RFC 3261 [22]
	

	  value
	value of CSeq sent by the endpoint within its previous request in the same dialog but increased by one
	
	
	

	  method
	"BYE"
	
	
	

	Require
	
	


	RFC 3261 [22]

RFC 3329 [X]
	

	  option-tag
	"sec-agree"
	
	
	

	Proxy-Require
	
	


	RFC 3261 [22]

RFC 3329 [X]
	

	  option-tag
	"sec-agree"
	
	
	

	Max-Forwards
	
	

	RFC 3261[22]
	

	  value
	any allowed value
	Non-zero value
	
	

	P-Access-Network-Info
	
	
	RFC 7315 [X]
RFC 7913 [X]
	

	  access-net-spec
	any allowed value
	Access network technology and, if applicable, the cell ID
	
	

	P-Asserted-Identity
	
	
	RFC 3325 [X]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	The URI of the UE
	
	

	Content-Length
	
	

	RFC 3261 [22]
	

	  value
	"0"
	No message body included - end of SIP message
	
	


5.5.2.2.2
SIP BYE from the SS
Table 5.5.2.2.2-1: SIP BYE from the SS
	Derivation Path: TS 24.229 [16], Clause A.2.1.4.3, A.2.2.4.3

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	RFC 3261 [22]
	

	  Method
	"BYE"
	
	
	

	  Request-URI
	"12345678@mcptt-server-A.mcptt-op.gov"
	The URI of the MCPTT session identity to leave
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	
	
	RFC 3261 [22]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	same value as in INVITE message
	
	
	

	  via-branch
	"z9hG4bKmcpttss3"
	Value starting with ‘z9hG4bK’
	
	

	Route
	
	
	RFC 3261 [22]
	

	  route-param
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	URIs of the Record-Route header response in reverse order
	
	

	From
	
	
	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	The URI of the SS
	
	

	  tag
	"1"
	local tag of the dialog ID
	
	

	To
	
	
	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	The URI of the UE
	
	

	  tag
	"2"
	remote tag of the dialog ID
	
	

	Call-ID
	
	
	RFC 3261 [22]
	

	  callid
	same value as in INVITE message
	
	
	

	CSeq
	
	
	RFC 3261 [22]
	

	  value
	value of CSeq sent by the endpoint within its previous request in the same dialog but increased by one
	
	
	

	  method
	"BYE"
	
	
	

	Require
	
	
	RFC 3261 [22]

RFC 3329 [X]
	

	  option-tag
	"sec-agree"
	
	
	

	Proxy-Require
	
	
	RFC 3261 [22]

RFC 3329 [X]
	

	  option-tag
	"sec-agree"
	
	
	

	Max-Forwards
	
	
	RFC 3261[22]
	

	  value
	"70"
	The recommended initial value is 70 in RFC 3261.
	
	

	P-Access-Network-Info
	Not present
	
	RFC 7315 [X]
RFC 7913 [X]
	

	  access-net-spec
	
	
	
	

	P-Asserted-Identity
	
	
	RFC 3325 [X]
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	The URI of the SS
	
	

	Content-Length
	
	
	RFC 3261 [22]
	

	  value
	"0"
	No message body included - end of SIP message
	
	


5.5.2.3
SIP CANCEL

Table 5.5.2.3-1: SIP CANCEL
	FFS

	Derivation Path: TS 24.229 [16], Clause A.2.1.4.4, A.2.2.4.4

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	
	

	  Method
	"CANCEL"
	
	
	

	  Request-URI
	same value as in the INVITE being cancelled
	
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	


5.5.2.4
SIP INFO

Table 5.5.2.4-1: SIP INFO
	FFS

	Derivation Path: TS 24.229 [16], Clause  A.2.1.4.6, A.2.2.4.6

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	
	

	  Method
	"INFO"
	
	
	

	  Request-URI
	"sip:mcptt-client-A@mcptt-op.gov""
	
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	


5.5.2.5
SIP INVITE

5.5.2.5.1
SIP INVITE from the UE

Table 5.5.2.5.1-1: SIP INVITE from the UE
	Derivation Path: TS 24.229 [16], Clause A.2.1.4.7, A.2.2.4.7

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	


	RFC 3261 [22]

RFC 5031 [X]
	

	  Method
	"INVITE"
	
	
	

	  Request-URI
	"sip:mcptt-server-A@mcptt-op.gov"
	The public service identity identifying the participating MCPTT function serving the MCPTT user
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	
	


	RFC 3261 [22] 

RFC 3581 [X]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	any allowed value
	IP address or FQDN and protected server port of the UE
	
	

	
	
	
	
	

	  via-branch
	any allowed value
	Value starting with ‘z9hG4bK’
	
	

	Route
	
	
	RFC 3261 [22]
	

	  route-param
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	<sip:SS P-CSCF address: protected server port of SS;lr>, <sip:px_scscf;lr>
	
	

	From
	
	

	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	  tag
	"1"
	
	
	

	To
	
	


	RFC 3261 [22] 

RFC 5031 [X]
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	
	
	

	Call-ID
	
	

	RFC 3261 [22]
	

	  callid
	any allowed value
	
	
	

	
	
	

	

	
	
	
	

	CSeq
	
	

	RFC 3261 [22]
	

	  value
	any allowed value
	
	
	

	  method
	"INVITE"
	
	
	

	Supported
	
	



	RFC 3261 [22]
	

	  option-tag
	"timer"
	
	
	

	Session-Expires
	
	
	RFC 4028 [X]
	

	  generic-param
	any allowed value
	
	
	

	P-Early-Media
	
	

	RFC 5009 [X]
	

	  em-parm
	"inactive"
	
	
	

	Require
	
	
	RFC 3261 [22]

RFC 3312 [X]
RFC 3329 [X]
	

	  option-tag
	"sec-agree"
	
	
	

	Proxy-Require
	
	
	RFC 3261 [22]

RFC 3329 [X]
	

	  option-tag
	"sec-agree"
	
	
	

	P-Asserted-Identity
	
	
	RFC 3325 [X]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	Contact
	
	







	RFC 3261 [22
RFC 3840 [X]
	

	  addr-spec
	"sip:[5555::aaa:bbb:ccc:eee]"
	SIP URI with IP address or FQDN and protected server port of UE
	
	

	
	"sip:mcptt-client-A@mcptt-op.gov:" protected server port as chosen by the UE
	
	
	

	  feature-param
	"+g.3gpp.mcptt"
	This media feature tag when used in a SIP request or a SIP response indicates that the function sending the SIP message supports Mission Critical Push To Talk (MCPTT) communication.
	
	

	  feature-param
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	This URN indicates that the device has the capabilities to support the mission critical push to talk (MCPTT) service.
	
	

	  feature-param
	"audio"
	This feature tag indicates that the device supports audio as a streaming media type.
	
	

	Max-Forwards
	
	

	RFC 3261 [22]
	

	  value
	any allowed value
	Non-zero value
	
	

	P-Access-Network-Info
	
	

	RFC 7315 [X]
	

	  access-net-specs
	any allowed value
	Access network technology and, if applicable, the cell ID
	
	

	Accept
	
	
	RFC 3261 [22]
	

	  media-range
	"application/sdp, application/vnd.3gpp.mcptt-info+xml"
	
	
	

	P-Preferred-Service
	
	
	RFC 6050 [X]
	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	P-Preferred-Identity
	
	

	RFC 3325 [X]
	

	  PPreferredID-value
	"sip:mcptt-client-A@mcptt-op.gov" 
	Contains the public user identity of the MCPTT user
	
	

	
	
	

	
	

	
	
	
	
	

	Accept-Contact
	
	TS 24.379 [9] clause 10.1.1.2.1.1 part 5 requires an Accept-Contact header

	RFC 3841 [X]
	

	  ac-value
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	Accept-Contact
	
	TS 24.379 [9] clause 10.1.1.2.1.1 part 7 requires an Accept-Contact header in addition to the one above

	RFC 3841 [X]
	

	
	
	
	
	

	  ac-value
	"+g.3gpp.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	Answer-Mode
	
	
	RFC 5373 [X]
	

	  answer-mode-value
	"Auto"
	
	
	

	Resource-Priority
	
	
	RFC 4412 [X]

RFC 7134 [X]

RFC 8101 [X]
	EMERGENCY-CALL or IMMPERIL-CALL

	  r-value
	"mcpttp.value"
	"value" set to the value of the <resource-priority-namespace> element contained in the <emergency-resource-priority> element contained in the <OnNetwork> element of the MCPTT service configuration documents
	
	EMERGENCY-CALL

	  r-value
	"mcpttq.value"
	"value" set to the value of the <resource-priority-priority> element contained in the <emergency-resource-priority> element contained in the <OnNetwork> element of the MCPTT service configuration document
	
	EMERGENCY-CALL

	  r-value
	"mcpttp.value"
	"value" set to the value of the <resource-priority-namespace> element contained in the <imminent-peril-resource-priority> element contained in the <OnNetwork> element of the MCPTT service configuration documents
	
	IMMPERIL-CALL

	  r-value
	"mcpttq.value"
	"value" set to the value of the <resource-priority-priority> element contained in the <imminent-peril-resource-priority> element contained in the <OnNetwork> element of the MCPTT service configuration document
	
	IMMPERIL-CALL

	
	
	
	
	

	
	
	
	
	

	Priv-Answer-Mode
	
	
	RFC 5373 [X]
	PRIVATE-CALL

	  answer-mode-value
	"Auto"
	
	
	

	    require
	optional
	Parameter has no value
	
	

	Content-Type
	"multipart/mixed;boundary="any allowed value
	

	RFC 5621 [X]
	

	  Content-Length
	length of message body
	

	RFC 3261 [22]
	

	    Message-body
	
	

	RFC 3261 [22]
	

	
	
	
	

	      MIME-Content-Type
	"application/sdp"
	
	RFC 4566 [X]
	

	        SDP Message
	As described in Table 5.5.2.22.1.1-1
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	TS 24.379 [9] clause F.1
	

	        MCPPT-Info
	As described in Table 5.5.2.22.2.1-1
	
	
	

	      MIME-Content-Type
	"application/resource-lists"
	
	RFC 5366 [X]
	PRIVATE-CALL

	        Resource-lists
	As described in Table 5.5.2.22.3.1-1
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	
	TS 24.379 [9] clause F.3
	

	        Location-info
	As described in Table 5.5.2.22.4.1-1
	
	
	


5.5.2.5.2
SIP INVITE from the SS

Table 5.5.2.5.2-1: SIP INVITE from the SS

	Derivation Path: TS 24.229 [16], Clause A.2.1.4.7, A.2.2.4.7

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	RFC 3261 [22]

RFC 5031 [X]
	

	  Method
	"INVITE"
	
	
	

	  Request-URI
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	
	Via header for the P-CSCF that communicates with the called party
	RFC 3261 [22] 

RFC 3581 [X]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	The SS P-CSCF address and the SS protected server port
	
	

	  via-branch
	"z9hG4bKmcpttss1"
	Value starting with ‘z9hG4bK’
	
	

	Via
	
	Via header for the other endpoint (the caller)
	RFC 3261 [22] 

RFC 3581 [X]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	"sip:mcptt-client-B@mcptt-op.gov:14000"
	
	
	

	  via-branch
	"z9hG4bKmcpttss4"
	Value starting with ‘z9hG4bK’
	
	

	Record-Route
	
	The record-route corresponding to the top Via header
	RFC 3261 [22]
	

	  route-param
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	<sip:SS P-CSCF address: protected server port of SS;lr>
	
	

	From
	
	
	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	
	
	

	  tag
	"2"
	
	
	

	To
	
	
	RFC 3261 [22] 

RFC 5031 [X]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	Call-ID
	
	
	RFC 3261 [22]
	

	  callid
	"11111111@mcptt-op.gov"
	
	
	

	CSeq
	
	
	RFC 3261 [22]
	

	  value
	"4711"
	
	
	

	  method
	"INVITE"
	
	
	

	Supported
	
	
	RFC 3261 [22]
	

	  option-tag
	"100rel"
	This option tag indicates that the UA can send or receive reliable provisional responses.
	
	

	  option-tag
	"timer"
	TS 24.379 clause 6.3.2.2.3 requires this option tag
	
	

	  option-tag
	"tdialog"
	TS 24.379 clause 6.3.2.2.3 requires this option tag
	
	

	  option-tag
	"norefersub"
	TS 24.379 clause 6.3.2.2.3 requires this option tag
	
	

	P-Called-Party-ID
	
	
	RFC 7315 [X]
	

	  called-pty-id-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	Session-Expires
	
	
	RFC 4028 [X]
	

	  generic-param
	"1800"
	The recommended initial value is 1800 in RFC 4028.
	
	

	P-Early-Media
	
	
	RFC 5009 [X]
	

	  em-parm
	"inactive"
	
	
	

	Require
	
	
	RFC 3261 [22]

RFC 3312 [X]
RFC 3329 [X]
	

	  option-tag
	"sec-agree"
	
	
	

	Proxy-Require
	
	
	RFC 3261 [22]

RFC 3329 [X]
	

	  option-tag
	"sec-agree"
	
	
	

	P-Asserted-Identity
	
	
	RFC 3325 [X]
	

	  addr-spec
	"sip:mcptt-client-B@mcptt-op.gov"
	
	
	

	Contact
	
	
	RFC 3261 [22]
RFC 3840 [X]
	

	  addr-spec
	"sip:mcptt-client-B@mcptt-op.gov:14000"
	SIP URI with IP address or FQDN and protected server port of the calling UE
	
	

	  feature-param
	"+g.3gpp.mcptt"
	This media feature tag when used in a SIP request or a SIP response indicates that the function sending the SIP message supports Mission Critical Push To Talk (MCPTT) communication.
	RFC 3840 [x] clause 9

	

	  feature-param
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	This URN indicates that the device has the capabilities to support the mission critical push to talk (MCPTT) service.
	RFC 3840 [x] clause 9
	

	  feature-param
	"audio"
	This feature tag indicates that the device supports audio as a streaming media type.
	RFC 3840 [x] clause 10.1
	

	  feature-param
	"isfocus"
	TS 24.379 [9] clause 10.1.1.3.2 requires the "isfocus" media feature tag or else the MCPTT function will reject the SIP INVITE
	
	

	Max-Forwards
	
	
	RFC 3261 [22]
	

	  value
	"70"
	The recommended initial value is 70 in RFC 3261.
	
	

	P-Access-Network-Info
	Not present
	
	RFC 7315 [X]
	

	  access-net-specs
	
	
	
	

	Accept
	
	
	RFC 3261 [22]
	

	  media-range
	"application/sdp, application/vnd.3gpp.mcptt-info+xml"
	
	
	

	P-Preferred-Service
	
	
	RFC 6050 [X]
	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	P-Preferred-Identity
	
	
	RFC 3325 [X]
	

	  PPreferredID-value
	"sip:mcptt-client-B@mcptt-op.gov" 
	Contains the public user identity of the MCPTT user
	
	

	Accept-Contact
	
	TS 24.379 [9] clause 10.1.1.2.1.1 part 5 requires an Accept-Contact header
	RFC 3841 [X]
	

	  ac-value
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	Accept-Contact
	
	TS 24.379 [9] clause 10.1.1.2.1.1 part 7 requires an Accept-Contact header in addition to the one above
	RFC 3841 [X]
	

	  ac-value
	"+g.3gpp.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	Answer-Mode
	
	
	RFC 5373 [X]
	

	  answer-mode-value
	"Auto"
	
	
	

	Priv-Answer-Mode
	
	
	RFC 5373 [X]
	PRIVATE-CALL

	  answer-mode-value
	"Auto"
	
	
	

	      require
	present
	parameter has no value
	
	

	Resource-Priority
	
	
	RFC 4412 [X]

RFC 7134 [X]

RFC 8101 [X]
	EMERGENCY-CALL or IMMPERIL-CALL

	  r-value
	"mcpttp.value"
	"value" set to the value of the <resource-priority-namespace> element contained in the <emergency-resource-priority> element contained in the <OnNetwork> element of the MCPTT service configuration documents
	
	EMERGENCY-CALL

	  r-value
	"mcpttq.value"
	"value" set to the value of the <resource-priority-priority> element contained in the <emergency-resource-priority> element contained in the <OnNetwork> element of the MCPTT service configuration document
	
	EMERGENCY-CALL

	  r-value
	"mcpttp.value"
	"value" set to the value of the <resource-priority-namespace> element contained in the <imminent-peril-resource-priority> element contained in the <OnNetwork> element of the MCPTT service configuration documents
	
	IMMPERIL-CALL

	  r-value
	"mcpttq.value"
	"value" set to the value of the <resource-priority-priority> element contained in the <imminent-peril-resource-priority> element contained in the <OnNetwork> element of the MCPTT service configuration document
	
	IMMPERIL-CALL

	Content-Type
	"multipart/mixed;boundary="any allowed value
	
	RFC 5621 [X]
	

	  Content-Length
	length of message body
	
	RFC 3261 [22]
	

	    Message-body
	
	
	RFC 3261 [22]
	

	      MIME-Content-Type
	"application/sdp"
	
	
	

	        SDP Message
	As described in Table 5.5.2.22.1.2-1
	
	RFC 4566 [X]
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	
	

	        MCPPT-Info
	As described in Table 5.5.2.22.2.2-1
	
	
	

	      MIME-Content-Type
	"application/resource-lists"
	
	RFC 5366 [X]
	PRIVATE-CALL

	        Resource-lists
	As described in Table 5.5.2.22.3.2-1
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	
	TS 24.379 [9] clause F.3
	

	        Location-info
	As described in Table 5.5.2.22.4.1-1
	
	
	


5.5.2.6
SIP re-INVITE
5.5.2.6.1
SIP re-INVITE from the UE
See Table 5.5.2.5.1-1.
5.5.2.6.1
SIP re-INVITE from the SS

See Table 5.5.2.5.2-1.


	

	
	
	
	

	
	
	



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	


	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	

	

	
	
	
	

	
	
	

	

	
	
	
	

	
	
	
	

	
	
	


	

	
	
	
	

	
	
	
	

	
	
	

	

	
	
	
	

	
	
	




	

	
	
	
	

	
	
	

	

	
	
	
	

	
	
	
	

	
	
	



	

	
	
	
	

	
	
	

	

	
	
	
	

	
	
	

	

	
	
	
	

	
	
	

	

	
	
	
	

	
	
	







	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	

	

	
	
	
	

	
	
	

	

	
	
	
	

	
	
	

	

	
	
	
	

	
	
	


	

	
	
	
	

	
	
	

	

	
	
	
	

	
	
	

	

	
	
	
	

	
	
	


	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	


	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	

	

	
	
	
	

	
	
	


	

	
	
	
	

	
	
	

	

	
	
	

	

	
	
	

	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


5.5.2.7
SIP MESSAGE

5.5.2.7.1
SIP MESSAGE from the UE

Table 5.5.2.7.1-1: SIP MESSAGE
	Derivation Path: TS 24.229 [16], Clause A.2.1.4.7a, A.2.2.4.7a

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	


	RFC 3261 [22]

RFC 5031 [X]
	

	  Method
	"MESSAGE"
	
	
	

	  Request-URI
	"sip:mcptt-server-A@mcptt-op.gov"
	The public service identity identifying the originating participating MCPTT function serving the MCPTT user 
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	
	


	RFC 3261 [22]

RFC 3581 [X]
	

	  sent-protocol 
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	any allowed value
	IP address or FQDN and protected server port of the UE 
	
	

	  via-branch
	any allowed value
	Value starting with ‘z9hG4bK’
	
	

	From
	
	

	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	The URI of the UE
	
	

	  tag
	any allowed value 
	
	
	

	To
	
	


	RFC 3261 [22]

RFC 5031 [X]
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	The URI of the SS
	
	

	Call-ID
	
	

	RFC 3261 [22]
	

	  callid
	any allowed value
	value not checked, but stored for later reference
	
	

	
	
	
	
	

	
	
	
	
	

	Cseq
	
	

	RFC 3261 [22]
	

	  value
	any allowed value
	
	
	

	  method
	"MESSAGE"
	
	
	

	Max-Forwards
	
	

	RFC 3261 [22]
	

	  value
	any allowed value
	Non-zero value
	
	

	P-Access-Network-Info 
	
	

	RFC 7315 [X]
	

	  access-net-spec
	any allowed value
	Access network technology and, if applicable, the cell ID
	
	

	Route
	
	

	RFC 3261 [22]
	

	  route-param
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	<sip:SS P-CSCF address:protected server port of P-CSCF;lr>, <sip:px_scscf;lr>
	
	

	P-Preferred-Service
	
	
	RFC 6050 [X]
	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	Content-Type
	"multipart/mixed;boundary="any allowed value
	

	RFC 5621 [X]
	

	  Content-Length
	length of message body
	

	RFC 3261 [22]
	

	    Message-body
	
	

	RFC 3261 [22]
	

	
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	TS 24.379 [9] clause F.1
	

	        MCPPT-Info
	As described in Table 5.5.2.22.2.1-1
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	TS 24.379 [9] clause F.4
	

	        MCPPT-Affiliation-Command
	As described in Table 5.5.2.22.7-1
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


5.5.2.7.2
SIP MESSAGE from the SS
Table 5.5.2.7.2-1: SIP MESSAGE from the SS
	Derivation Path: TS 24.229 [16], Clause A.2.1.4.7a, A.2.2.4.7a

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	RFC 3261 [22]

RFC 5031 [X]
	

	  Method
	"MESSAGE"
	
	
	

	  Request-URI
	"sip:mcptt-client-A@mcptt-op.gov"
	The public service identity identifying the originating participating MCPTT function serving the MCPTT user 
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	
	Via header for the P-CSCF that communicates with the called party
	RFC 3261 [22] 

RFC 3581 [X]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	The SS P-CSCF address and the SS protected server port
	
	

	  via-branch
	"z9hG4bKmcpttss7"
	Value starting with ‘z9hG4bK’
	
	

	Via
	
	Via header for the other endpoint (the caller)
	RFC 3261 [22] 

RFC 3581 [X]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	"sip:mcptt-client-B@mcptt-op.gov:14000"
	
	
	

	  via-branch
	"z9hG4bKmcpttss8"
	Value starting with ‘z9hG4bK’
	
	

	From
	
	
	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	
	
	

	  tag
	"2" 
	
	
	

	To
	
	
	RFC 3261 [22]

RFC 5031 [X]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	Call-ID
	
	
	RFC 3261 [22]
	

	  callid
	"11111111@mcptt-op.gov"
	
	
	

	Cseq
	
	
	RFC 3261 [22]
	

	  value
	"4711"
	
	
	

	  method
	"MESSAGE"
	
	
	

	Max-Forwards
	
	
	RFC 3261 [22]
	

	  value
	"70"
	The recommended initial value is 70 in RFC 3261.
	
	

	Route
	
	
	RFC 3261 [22]
	

	  route-param
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	<sip:SS P-CSCF address:protected server port of P-CSCF;lr>, <sip:px_scscf;lr>
	
	

	P-Preferred-Service
	
	
	RFC 6050 [X]
	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	Content-Type
	"multipart/mixed;boundary="any allowed value
	
	RFC 5621 [X]
	

	  Content-Length
	length of message body
	
	RFC 3261 [22]
	

	    Message-body
	
	
	RFC 3261 [22]
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	TS 24.379 [9] clause F.1
	

	        MCPPT-Info
	As described in Table 5.5.2.22.2.1-1
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	TS 24.379 [9] clause F.4
	

	        MCPPT-Affiliation-Command
	As described in Table 5.5.2.22.7-1
	
	
	


5.5.2.8
SIP NOTIFY
This message is sent by the SS.
Table 5.5.2.8-1: SIP NOTIFY
	Derivation Path: TS 24.229 [16] Clause A.2.1.4.8, A2.2.4.8

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	

	RFC 3261 [22]
	

	  Method
	"NOTIFY"
	
	
	

	  Request-URI
	"sip:mcptt-client-A@mcptt-op.gov"
	The URI of the UE
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	
	

	RFC 3261 [22]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	
	
	

	  via-branch
	"z9hG4bKmcpttss5"
	Value starting with ‘z9hG4bK’
	
	

	
	
	

	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	Via
	
	

	RFC 3261 [22]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	"sip:mcptt-server-A@mcptt-op.gov:14000"
	Home domain name
	
	

	  via-branch
	"z9hG4bKmcpttss6"
	Value starting with ‘z9hG4bK’
	
	

	From
	
	

	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	
	
	

	  tag
	same value as used in the To header of the 200 response to the SUBSCRIBE for message
	
	
	

	To
	
	

	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	  tag
	same value as received in From tag of SUBSCRIBE for message
	
	
	

	Call-ID
	
	

	RFC 3261 [22]
	

	  callid
	same as value received in SUBSCRIBE message 
	
	
	

	
	
	
	
	

	
	
	
	
	

	Cseq
	
	

	RFC 3261 [22]
	

	  value
	value of CSeq sent by the SS within its previous request in the same dialog but increased by one
	
	
	

	  method
	"NOTIFY"
	
	
	

	Contact
	
	

	RFC 3261 [22]
	

	  addr-spec 
	"sip:mcptt-server-A@mcptt-op.gov"
	
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	  feature-param
	"+g.3gpp.icsi-ref= urn:urn- 7:3gpp-service.ims.icsi.mcptt"
	
	
	

	Event
	
	


	RFC 6665 [X]
RFC 3842 [X]
	

	  event-type
	"presence"
	
	
	

	Max-Forwards
	
	

	RFC 3261 [22]
	

	  value
	"70"
	The recommended initial value is 70 in RFC 3261.
	
	

	Subscription-State
	
	

	RFC 6665 [X]
	

	  substate-value
	"active"
	
	
	

	  expires
	"7200"
	
	
	

	Content-Type
	"application/pidf+xml"
	


	RFC 3261 [22]

RFC 3842 [X]
	

	  Content-Length
	length of message-body 
	
	RFC 3261 [22]
	

	    Message-body
	
	

	RFC 3261 [22]
	

	      MIME-Content-Type
	"application/pidf+xml"
	
	TS 24.379 [9] clause 9.3.1
	

	        PIDF
	As described in Table 5.5.2.22.5-1
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


5.5.2.9
SIP OPTIONS
Table 5.5.2.9-1: SIP OPTIONS
	FFS

	Derivation Path: TS 24.229 [16] Clause A.2.1.4.9, A2.2.4.9

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	
	

	  Method
	"OPTIONS"
	
	
	

	  Request-Disposition
	FFS
	
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	


5.5.2.10
SIP PRACK
5.5.2.10.1
SIP PRACK from the UE

Table 5.5.2.10.1-1: SIP PRACK from the UE
	Derivation Path: TS 24.229 [16] Clause A.2.1.4.10, A2.2.4.10

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line 
	
	

	RFC 3261 [22]
	

	  Method
	"PRACK"
	
	
	

	  Request-URI
	"sip:mcptt-server-A@mcptt-op.gov"
	The same URI value as the recipient of PRACK has earlier sent in its Contact header within the same dialog
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	
	

	RFC 3261 [22]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	same value as in INVITE message
	
	
	

	  via-branch
	any allowed value
	Value starting with ‘z9hG4bK’
	
	

	Route
	
	
	RFC 3261 [22]
	

	  route-param
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	URIs of the Record-Route header of 183 response (or 180 when applicable) in reverse order
	
	

	From
	
	

	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	  tag
	"1"
	Local tag of the dialog ID
	
	

	To
	
	

	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	
	
	

	  tag
	"2"
	Remote tag of the dialog ID
	
	

	Call-ID 
	
	

	RFC 3261 [22]
	

	  callid
	same value as in INVITE message
	
	
	

	
	
	
	
	

	
	
	
	
	

	CSeq
	
	

	RFC 3261 [22]
	

	  value
	value of CSeq sent by the endpoint within its previous request in the same dialog but increased by one 
	
	
	

	  method
	"PRACK"
	
	
	

	Max-Forwards
	
	

	RFC 3261 [22]
	

	  value
	any allowed value
	Non-zero value
	
	

	RAck
	
	

	RFC 3261 [22]
	

	  response-num
	same value as in RSeq header of the reliable response
	
	
	

	  cseq-num
	same value as in CSeq of reliable response
	
	
	

	  method
	same value as in CSeq of reliable response
	
	
	

	P-Access-Network-Info 
	
	
	RFC 7315 [X]
	

	  access-net-spec
	any allowed value
	Access network technology and, if applicable, the cell ID
	
	

	Content-Length 
	
	

	RFC 3261 [22]
	

	  value
	"0"
	No message body included - end of SIP message
	
	


5.5.2.10.2
SIP PRACK from the SS

Table 5.5.2.10.2-1: SIP PRACK from the SS
	Derivation Path: TS 24.229 [16] Clause A.2.1.4.10, A2.2.4.10

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line 
	
	
	RFC 3261 [22]
	

	  Method
	"PRACK"
	
	
	

	  Request-URI
	"sip:mcptt-client-A@mcptt-op.gov"
	The same URI value as the recipient of PRACK has earlier sent in its Contact header within the same dialog
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	
	
	RFC 3261 [22]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	Same value as in INVITE message
	
	
	

	  via-branch
	"z9hG4bKmcpttss7"
	Value starting with ‘z9hG4bK’
	
	

	From
	
	
	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	
	
	

	  tag
	"1"
	Local tag of the dialog ID
	
	

	To
	
	
	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	  tag
	"2"
	Remote tag of the dialog ID
	
	

	Call-ID 
	
	
	RFC 3261 [22]
	

	  callid
	"11111111@mcptt-op.gov"
	
	
	

	CSeq
	
	
	RFC 3261 [22]
	

	  value
	"4712" 
	Value of CSeq sent by the endpoint within its previous request in the same dialog but increased by one
	
	

	  method
	"PRACK"
	
	
	

	Max-Forwards
	
	
	RFC 3261 [22]
	

	  value
	"70"
	The recommended initial value is 70 in RFC 3261.
	
	

	RAck
	
	
	RFC 3261 [22]
	

	  response-num
	same value as in RSeq header of the reliable response
	
	
	

	  cseq-num
	same value as in CSeq of reliable response
	
	
	

	  method
	same value as in CSeq of reliable response
	
	
	

	Content-Length 
	
	
	RFC 3261 [22]
	

	  value
	"0"
	No message body included - end of SIP message
	
	


5.5.2.11
SIP PUBLISH
This message is sent by the UE.
Table 5.5.2.11-1: SIP PUBLISH
	Derivation Path: TS 24.229 [16] Clause A.2.1.4.10A, A.2.2.4.10A

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	


	RFC 3261 [22]

RFC 5031 [X]
	

	  Method
	"PUBLISH"
	
	
	

	  Request-URI
	"sip:mcptt-server-A@mcptt-op.gov"
	The public service identity identifying the originating participating MCPTT function serving the MCPTT user
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Route
	
	

	RFC 3261 [22]
	

	  route-param
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	<sip:SS P-CSCF address:protected server port of P-CSCF;lr>, <sip:px_scscf;lr>
	
	

	Via
	
	


	RFC 3261 [22]

RFC 3581 [X]
	

	  sent-protocol 
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	any allowed value
	IP address or FQDN and protected server port of the UE
	
	

	  via-branch
	any allowed value
	Value starting with ‘z9hG4bK’
	
	

	From
	
	

	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov" 
	
	
	

	  tag
	"1"
	
	
	

	To
	
	


	RFC 3261 [22]

RFC 5031 [X]
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov" 
	
	
	

	Expires
	
	
	RFC 3261 [22]

RFC 3903 [X]
	

	  delta-seconds
	"4294967295"
	
	
	

	
	
	

	
	

	
	
	
	
	

	Cseq
	
	

	RFC 3261 [22]
	

	  value
	any allowed value
	
	
	

	  method
	"PUBLISH"
	
	
	

	Call-ID
	
	

	RFC 3261 [22]
	

	  callid
	any allowed value 
	
	
	

	
	
	
	
	

	
	
	
	
	

	Max-Forwards
	
	
	RFC 3261 [22]
	

	  value
	any allowed value
	
	
	

	P-Access-Network-Info 
	
	
	RFC 7315 [X]
RFC 7913 [X]
	

	  access-net-spec
	any allowed value
	Access network technology and, if applicable, the cell ID
	
	

	Event
	
	
	RFC 3903 [X]
	

	  event-type
	"presence"
	
	
	

	P-Preferred-Service
	
	
	RFC 6050 [X]

	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	Accept
	
	
	RFC 3261 [22]
	

	  media-range
	"application/pidf+xml"
	
	
	

	P-Asserted-Identity
	
	
	RFC 3325 [X]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	Content-Type
	"multipart/mixed;boundary="any allowed value
	

	RFC 5621 [X]
	

	  Content-Length
	length of message body
	

	RFC 3261 [22]
	

	    Message-body
	
	

	RFC 3261 [22]
	

	
	
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	TS 24.379 [9] clause F.1
	

	        MCPPT-Info
	As described in Table 5.5.2.22.2.1-1
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	      MIME-Content-Type
	"application/pidf+xml"
	
	TS 24.379 [9] clause 9.3.1
	

	        PIDF
	As described in Table 5.5.2.22.5-1
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


5.5.2.12
SIP REFER
This message is sent by the UE.
Table 5.5.2.12-1: SIP REFER
	Derivation Path: TS 24.229 [16] Clause A.2.1.4.11, A.2.2.4.11

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	


	RFC 3261 [22]

RFC 5031 [X]
	

	  Method
	"REFER"
	
	
	

	  Request-URI
	"sip:sessionB@cf-B@ims-op.net"
	The session identity of the pre-established session
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Via
	
	


	RFC 3261 [22]

RFC 3581 [X]
	

	  sent-protocol 
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	any allowed value"
	IP address or FQDN and protected server port of the UE
	
	

	  via-branch
	
	Value starting with ‘z9hG4bK’
	
	

	Route 
	
	
	RFC 3261 [22]
	

	  route-param
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	<sip:SS P-CSCF address: protected server port of SS;lr>, <sip:px_scscf;lr>
	
	

	From
	
	

	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	The URI of the UE
	
	

	  tag
	"1"
	Local tag of the dialog ID
	
	

	To
	
	


	RFC 3261 [22]

RFC 5031 [X]
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	The URI of the SS
	
	

	  tag
	"2"
	Remote tag of the dialog ID
	
	

	Call-ID
	
	

	RFC 3261 [22]
	

	  callid
	any allowed value
	Value different to that received in REGISTER message
	
	

	CSeq
	
	

	RFC 3261 [22]
	

	  value
	value of CSeq sent by the UE within its previous request in the same dialog but increased by one
	
	
	

	  method
	"REFER"
	
	
	

	P-Preferred-Identity 
	
	
	RFC 3325 [X]
	

	  PPreferredID-value
	"sip:mcptt-client-A@mcptt-op.gov"
	The public user identity
	
	

	Supported
	
	



	RFC 3261 [22]

RFC 6442 [X]

RFC 4488 [X]
	

	  option-tag
	"norefersub"
	
	
	

	Refer-Sub
	
	

	RFC 4488 [X]
	

	  refer-sub-value
	"false"
	
	
	

	Target-Dialog
	
	

	RFC 4538 [X]
	

	  callid
	"sip:sessionB@cf-B@ims-op.net"
	The session identity of the pre-established session
	
	

	Require
	
	



	RFC 3261 [22]

RFC 3312 [X]
RFC 3329 [X]
	

	  option-tag
	"sec-agree"
	
	
	

	  option-tag
	"multiple-refer"
	
	
	

	Proxy-Require
	
	


	RFC 3261 [22]

RFC 3329 [X]
	

	  option-tag
	"sec-agree"
	
	
	

	Contact
	
	






	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	The URI of the UE
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	  feature-param
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  feature-param
	"audio"
	
	
	

	Refer-To
	
	

	RFC 3515 [X]
	

	  addr-spec
	a Content-ID ("cid") Uniform Resource Locator (URL) as specified in IETF RFC 2392 that points to an application/resource-lists MIME body as specified in IETF RFC 5366
	
	
	

	
	
	
	
	

	
	
	
	
	

	Max-Forwards
	
	

	RFC 3261 [22]
	

	  value
	any allowed value
	Non-zero value
	
	

	P-Access-Network-Info 
	
	

	RFC 7315 [X]
	

	  access-net-specs
	any allowed value
	Access network technology and, if applicable, the cell ID
	
	

	P-Preferred-Service 
	
	

	RFC 6050 [X]
	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	Accept-Contact
	
	Contains the g.3gpp.icsi-ref media  feature tag
	RFC 3841 [X]
	

	  ac-value
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	Accept-Contact
	
	Contains the g.3gpp.mcptt feature tag

	RFC 3841 [X]
	

	
	
	
	
	

	  ac-value
	"+g.3gpp.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	Priv-Answer-Mode
	
	
	RFC 5373 [X]
	PRIVATE-CALL

	  answer-mode-value
	"Auto"
	
	
	

	    require
	optional
	Parameter has no value
	
	

	Content-Type
	"multipart/mixed;boundary="any allowed value
	

	RFC 5621 [X]
	

	  Content-Length
	length of message body
	

	RFC 3261 [22]
	

	    Message-body
	
	

	RFC 3261 [22]
	

	      MIME-Content-Type
	"application/sdp"
	
	RFC 4566 [X]
	

	        SDP Message
	As described in Table 5.5.2.22.1.1-1
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	TS 24.379 [9] clause F.1
	

	        MCPPT-Info
	As described in Table 5.5.2.22.2.1-1
	
	
	

	      MIME-Content-Type
	"application/resource-lists"
	
	RFC 5366 [X]
	PRIVATE-CALL

	        Resource-lists
	As described in Table 5.5.2.22.3.1-1
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	
	TS 24.379 [9] clause F.3
	

	        Location-info
	As described in Table 5.5.2.22.4.1-1
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


5.5.2.13
SIP REGISTER
This message is sent by the UE.
Table 5.5.2.13-1: SIP REGISTER
	Derivation Path: TS 24.229 [16] Clause A.2.1.4.12, A.2.2.4.12

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	RFC 3261 [22]
	

	  Method
	"REGISTER"
	
	
	

	  Request-URI
	"sip:mcptt-server-A@mcptt-op.gov"
	The public service identity of the participating MCPTT function serving the MCPTT user
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	P-Preferred-Identity 
	
	

	RFC 3325 [X]
	

	  PPreferredID-value
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	Contact
	
	
	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	The URI of the UE
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	  feature-param
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  feature-param
	"audio"
	
	
	

	Accept-Contact
	
	Contains the g.3gpp.icsi-ref media  feature tag
	RFC 3841 [X]
	

	  ac-value
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	Accept-Contact
	
	Contains the g.3gpp.mcptt feature tag

	RFC 3841 [X]
	

	  ac-value
	"+g.3gpp.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	P-Preferred-Service 
	
	
	RFC 6050 [X]
	

	  Service-ID
	'urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	

	
	

	

	
	
	
	

	
	
	
	

	
	
	
	

	Supported
	
	



	RFC 3261 [22]
RFC 6442

RFC 4488
	

	  option-tag
	"timer"
	
	
	

	Session-Expires
	
	
	RFC 4028 [X]
	

	  generic-param
	any allowed value
	
	
	

	Content-Type
	"application/sdp"
	


	RFC 3261 [22]

RFC 3842 [X]
	

	  Content-Length
	length of message-body 
	

	RFC 3261 [22]
	

	    Message-body
	
	

	RFC 3261 [22]
	

	      MIME-Content-Type
	"application/sdp"
	
	RFC 4566 [X]
	

	        SDP Message
	As described in Table 5.5.2.22.1.1-1
	
	
	

	
	
	
	


5.5.2.14
SIP SUBSCRIBE
This message is sent by the UE.
Table 5.5.2.14-1: SIP SUBSCRIBE
	Derivation Path: TS 24.229 [16] Clause A.2.1.4.13, A.2.2.4.13

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	


	RFC 3261 [22]
RFC 5031 [X]
	

	  Method
	"SUBSCRIBE"
	
	
	

	  Request-URI
	"sip:mcptt-server-A@mcptt-op.gov"
	The public service identity identifying the originating participating MCPTT function serving the MCPTT user
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	Route
	
	

	RFC 3261 [22]
	

	  route-param
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	<sip:SS P-CSCF address:protected server port of P-CSCF;lr>, <sip:px_scscf;lr>
	
	

	Via
	
	


	RFC 3261 [22]

RFC 3581 [X]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	any allowed value
	IP address or FQDN and protected server port of the UE
	
	

	  via-branch
	any allowed value
	value starting with ‘z9hG4bK’
	
	

	From
	
	

	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	  tag
	"1"
	
	
	

	To
	
	


	RFC 3261 [22]

RFC 5031 [X]
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	
	
	

	Contact
	
	
	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	The URI of the UE
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	  feature-param
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  feature-param
	"audio"
	
	
	

	Expires
	
	
	RFC 3261 [22]

RFC 3903 [X]
	

	  value
	"4294967295"
	
	
	

	
	
	

	
	

	
	
	
	
	

	Require
	
	
	RFC 3261 [22]

RFC 3329 [X]
	

	  option-tag
	"sec-agree"
	
	
	

	Proxy-Require
	
	
	RFC 3261 [22]

RFC 3329 [X]
	

	  option-tag
	"sec-agree"
	
	
	

	Cseq
	
	

	RFC 3261 [22]
	

	  value
	any allowed value
	
	
	

	  method
	"SUBSCRIBE"
	
	
	

	Call-ID
	
	

	RFC 3261 [22]
	

	  callid
	any allowed value
	
	
	

	
	
	
	
	

	
	
	
	
	

	Max-Forwards
	
	
	RFC 3261 [22]
	

	  value
	any allowed value
	Non-zero value
	
	

	P-Access-Network-Info
	
	
	RFC 7315 [X]

RFC 7913 [X]
	

	  access-net-spec
	any allowed value
	Access network technology and, if applicable, the cell ID
	
	

	Event
	
	
	RFC 6665 [X]
	

	  event-type
	"presence"
	
	
	

	Accept
	
	
	RFC 3261 [22]
	

	  media-range
	"application/pidf+xml"
	
	
	

	P-Preferred-Service
	
	
	RFC 6050 [X]
	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	P-Asserted-Identity
	
	
	RFC 3325 [X]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	Content-Type
	"multipart/mixed;boundary="any allowed value
	

	RFC 5621 [X]
	

	  Content-Length
	length of message body
	

	RFC 3261 [22]
	

	    Message-body
	
	

	RFC 3261 [22]
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	TS 24.379 [9] clause F.1
	

	        MCPPT-Info
	As described in Table 5.5.2.22.2.1-1
	
	
	

	      MIME-Content-Type
	"application/simple-filter+xml"
	
	TS 24.379 [9] clause 9.3.2
	

	        SIMPLE-FILTER
	As described in Table 5.52.22.6-1
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	

	

	
	
	
	

	
	
	
	

	
	
	
	


5.5.2.15
SIP UPDATE
5.5.2.15.1
SIP UPDATE from the UE

Table 5.5.2.15.1-1: SIP UPDATE from the UE
	Derivation Path: TS 24.229 [16] A.2.1.4.14, A.2.2.4.14

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	


	RFC 3261 [22]

RFC 5031 [X]
	

	  Method
	"UPDATE"
	
	
	

	  Request-URI
	"sip:mcptt-server-A@mcptt-op.gov"
	The same URI value as the recipient of UPDATE has earlier sent in its Contact header within the same dialog
	
	

	  SIP-Version
	'SIP/2.0"
	
	
	

	Via
	
	


	RFC 3261 [22]

RFC 3581 [X]
	

	  sent-protocol 
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	any allowed value
	IP address or FQDN and protected server port of the UE
	
	

	  via-branch
	any allowed value
	Value starting with ‘z9hG4bK’
	
	

	Route
	
	
	RFC 3261 [22]
	

	  route-param
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	URIs of previous response in reverse order
	
	

	From
	
	

	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	The URI of the UE
	
	

	  tag
	"1"
	Local tag of the dialog ID
	
	

	To
	
	
RFC 3261 [22]

RFC 5031 [X]
	
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	The URI of the SS
	
	

	  tag
	"2"
	Remote tag of the dialog ID
	
	

	Call-ID
	
	

	RFC 3261 [22]
	

	  callid
	any allowed value
	
	
	

	Contact 
	
	


	RFC 3261 [22]
	

	  addr-spec
	"sip:sessionB@cf-B@ims-op.net" 
	The URI that identifies the pre-established session
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	  feature-param
	"+g.3gpp.icsi-ref= urn:urn- 7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  feature-param
	"isfocus"
	
	
	

	  feature-param
	"audio"
	
	
	

	
	
	

	

	
	
	
	

	CSeq
	
	

	RFC 3261 [22]
	

	  value
	any allowed value
	
	
	

	  method
	"UPDATE"
	
	
	

	Require
	
	
	RFC 3261 [22]

RFC 3329 [X]
	

	  option-tag
	"sec-agree"
	
	
	

	Proxy-Require
	
	
	RFC 3261 [22]

RFC 3329 [X]
	

	  option-tag
	"sec-agree"
	
	
	

	Max-Forwards
	
	
	RFC 3261 [22]
	

	  value
	any allowed value
	Non-zero value
	
	

	P-Access-Network-Info
	
	
	RFC 7315 [X]

RFC 7913 [X]
	

	  access-net-spec
	any allowed value
	Access network technology and, if applicable, the cell ID
	
	

	Content-Type
	"application/sdp"
	


	RFC 5621 [X]
	

	  Content-Length
	length of message-body 
	
	RFC 3261 [22]
	

	    Message-body
	
	

	RFC 3261 [22]
	

	      MIME-Content-Type
	"application/sdp"
	
	RFC 4566 [X]
	

	        SDP Message
	As described in Table 5.5.2.22.1.1-1
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


5.5.2.15.2
SIP UPDATE from the SS

Table 5.5.2.15.2-1: SIP UPDATE from the SS
	Derivation Path: TS 24.229 [16] A.2.1.4.14, A.2.2.4.14

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	RFC 3261 [22]

RFC 5031 [X]
	

	  Method
	"UPDATE"
	
	
	

	  Request-URI
	"sip:mcptt-client-A@mcptt-op.gov"
	The same URI value as the recipient of UPDATE has earlier sent in its Contact header within the same dialog
	
	

	  SIP-Version
	'SIP/2.0"
	
	
	

	Via
	
	
	RFC 3261 [22]

RFC 3581 [X]
	

	  sent-protocol 
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	"sip:mcptt-server-A@mcptt-op.gov:14000"
	
	
	

	  via-branch
	any allowed value
	Value starting with ‘z9hG4bK’
	
	

	From
	
	
	RFC 3261 [22]
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	The URI of the SS
	
	

	  tag
	"2"
	Remote tag of the dialog ID
	
	

	To
	
	RFC 3261 [22]

RFC 5031 [X]
	
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	The URI of the UE
	
	

	  tag
	"1"
	Local tag of the dialog ID
	
	

	Call-ID
	
	
	RFC 3261 [22]
	

	  callid
	"11111111@mcptt-op.gov"
	
	
	

	Contact 
	
	
	RFC 3261 [22]
	

	  addr-spec
	"sip:sessionB@cf-B@ims-op.net" 
	The URI that identifies the pre-established session
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	  feature-param
	"+g.3gpp.icsi-ref= urn:urn- 7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  feature-param
	"isfocus"
	
	
	

	  feature-param
	"audio"
	
	
	

	CSeq
	
	
	RFC 3261 [22]
	

	  value
	value of CSeq sent by the endpoint within its previous request in the same dialog but increased by one
	
	
	

	  method
	"UPDATE"
	
	
	

	Max-Forwards
	
	
	RFC 3261 [22]
	

	  value
	"70"
	The recommended initial value is 70 in RFC 3261.
	
	

	Content-Type
	"application/sdp"
	
	RFC 5621 [X]
	

	  Content-Length
	length of message-body 
	
	RFC 3261 [22]
	

	    Message-body
	
	
	RFC 3261 [22]
	

	      MIME-Content-Type
	"application/sdp"
	
	RFC 4566 [X]
	

	        SDP Message
	As described in Table 5.5.2.22.1.1-1
	
	
	


5.5.2.16
SIP 1xx

5.5.2.16.1
SIP 100 (Trying)
This message is sent by the UE or the SS.
Table 5.5.2.16.1-1: SIP 100 (Trying)
	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	

	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"100"
	
	
	

	  Reason-Phrase
	"Trying"
	
	
	

	Via
	
	

	
	

	  via-parm
	same value as received in INVITE message
	
	
	

	From
	 
	

	
	

	  addr-spec
	same value as received in INVITE message
	
	
	

	  tag
	same value as received in INVITE message
	
	
	

	To
	
	

	
	

	  addr-spec
	same value as received in INVITE message
	
	
	

	Call-ID
	
	

	
	

	  callid
	same value as received in INVITE message
	
	
	

	CSeq
	
	

	
	

	  value
	same value as received in INVITE message
	
	
	

	Content-Length
	
	

	
	

	  value
	"0"
	No message body included - end of SIP message
	
	


5.5.2.16.2
SIP 180 (Ringing)
5.5.2.16.2.1
SIP 180 (Ringing) from the UE
Table 5.5.2.16.2.1-1: SIP 180 (Ringing) from the UE
	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	

	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"180"
	
	
	

	  Reason-Phrase
	"Ringing"
	
	
	

	Record-Route
	
	

	
	

	  rec-route
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	Same value as received in INVITE
	
	

	Via
	
	Via header for the P-CSCF that communicates with the called party.
same value as received in INVITE message
	RFC 3261 [22] 

RFC 3581 [X]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	The SS P-CSCF address and the SS protected server port
	
	

	  via-branch
	"z9hG4bKmcpttss1"
	Value starting with ‘z9hG4bK’
	
	

	Via
	
	Via header for the other endpoint (the caller).

same value as received in INVITE message
	RFC 3261 [22] 

RFC 3581 [X]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	"sip:mcptt-client-B@mcptt-op.gov:14000"
	
	
	

	  via-branch
	"z9hG4bKmcpttss4"
	Value starting with ‘z9hG4bK’
	
	

	
	
	

	

	
	
	
	

	From
	
	

	
	

	  addr-spec
	same value as received in INVITE message
	
	
	

	  tag
	same value as received in INVITE message
	
	
	

	To
	
	

	
	

	  addr-spec
	same value as received in INVITE message
	
	
	

	  tag
	"1"
	
	
	

	Contact 
	
	



	
	

	  addr-spec
	"sip:[5555::aaa:bbb:ccc:eee]"
	SIP URI with IP address or FQDN and protected server port of UE
	
	

	
	"sip:mcptt-client-A@mcptt-op.gov:" protected server port as chosen by the UE
	
	
	

	  feature-param
	"audio"
	
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	  feature-param
	"+g.3gpp.icsi-ref= urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  feature-param
	"isfocus"
	
	
	

	Supported
	
	

	
	

	  option-tag
	"norefersub"
	
	
	

	Rseq
	
	

	
	

	  response-num
	previous RSeq number sent in the same direction incremented by one
	
	
	

	Call-ID 
	
	

	
	

	  callid
	"11111111@mcptt-op.gov"
	
	
	

	
	
	



	
	

	
	
	
	
	

	CSeq
	
	

	
	

	  value
	"4711"
	
	
	

	Content-Length
	
	

	
	

	  value
	"0"
	No message body included - end of SIP message
	
	


5.5.2.16.2.2
SIP 180 (Ringing) from the SS

Table 5.5.2.16.2.1-1: SIP 180 (Ringing) from the UE
	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"180"
	
	
	

	  Reason-Phrase
	"Ringing"
	
	
	

	Record-Route
	
	
	
	

	  rec-route
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	Same value as received in INVITE
	
	

	Via
	
	
	RFC 3261 [22] 

RFC 3581 [X]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	same value as received in INVITE
	IP address or FQDN and protected server port of the UE
	
	

	  via-branch
	same value as received in INVITE
	Value starting with ‘z9hG4bK’
	
	

	From
	
	
	
	

	  addr-spec
	same value as received in INVITE message
	
	
	

	  tag
	"1"
	
	
	

	To
	
	
	
	

	  addr-spec
	same value as received in INVITE message
	
	
	

	  tag
	"2"
	
	
	

	Contact 
	
	
	
	

	  addr-spec
	"sip:mcptt-client-B@mcptt-op.gov:14000"
	px_CalleeContactUri
	
	

	  feature-param
	"audio"
	
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	  feature-param
	"+g.3gpp.icsi-ref= urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  feature-param
	"isfocus"
	
	
	

	Supported
	
	
	
	

	  option-tag
	"norefersub"
	
	
	

	Rseq
	
	
	
	

	  response-num
	previous RSeq number sent in the same direction incremented by one
	
	
	

	Call-ID 
	
	
	
	

	  callid
	same value as received in INVITE message
	
	
	

	CSeq
	
	
	
	

	  value
	same value as received in INVITE message
	
	
	

	Content-Length
	
	
	
	

	  value
	"0"
	No message body included - end of SIP message
	
	


5.5.2.16.3
SIP 183 (Session Progress)
5.5.2.16.3.1
SIP 183 (Session Progress) from the UE

Table 5.5.2.16.3.1-1: SIP 183 (Session Progress) from the UE
	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	

	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"183"
	
	
	

	  Reason-Phrase
	"Session progress"
	
	
	

	Record-Route
	
	

	
	

	  rec-route
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	Same value as received in INVITE
	
	

	Via
	
	Via header for the P-CSCF that communicates with the called party.

same value as received in INVITE message
	RFC 3261 [22] 

RFC 3581 [X]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	The SS P-CSCF address and the SS protected server port
	
	

	  via-branch
	"z9hG4bKmcpttss1"
	Value starting with ‘z9hG4bK’
	
	

	Via
	
	Via header for the other endpoint (the caller).

same value as received in INVITE message
	RFC 3261 [22] 

RFC 3581 [X]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	"sip:mcptt-client-B@mcptt-op.gov:14000"
	
	
	

	  via-branch
	"z9hG4bKmcpttss4"
	Value starting with ‘z9hG4bK’
	
	

	
	
	

	
	

	
	
	
	
	

	Require
	
	

	
	

	  option-tag
	"100rel"
	
	
	

	From
	
	

	
	

	  addr-spec
	same value as received in INVITE message
	
	
	

	  tag
	same value as received in INVITE message
	
	
	

	To
	
	

	
	

	  addr-spec
	same value as received in INVITE message
	
	
	

	  tag
	"1"
	
	
	

	Contact
	
	



	
	

	  addr-spec
	"sip:[5555::aaa:bbb:ccc:eee]"
	SIP URI with IP address or FQDN and protected server port of UE
	
	

	
	"sip:mcptt-client-A@mcptt-op.gov:" protected server port as chosen by the UE
	
	
	

	  feature-param
	"audio"
	
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	  feature-param
	"+g.3gpp.icsi-ref= urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  feature-param
	"isfocus"
	
	
	

	Supported
	
	


	
	

	  option-tag
	"norefersub"
	
	
	

	Rseq
	
	

	
	

	  response-num
	previous RSeq number sent in the same direction incremented by one
	
	
	

	Call-ID 
	
	

	
	

	  callid
	"11111111@mcptt-op.gov"
	Same value as received in INVITE message
	
	

	
	
	



	
	

	
	
	
	
	

	CSeq   
	
	

	
	

	  value
	"4711"
	Same value as received in INVITE message
	
	

	P-Answer-State
	
	optional


	
	

	  value
	"unconfirmed"
	
	
	

	P-Asserted-Identity
	
	
	RFC 3325 [X]
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	The URI of the UE
	
	

	Content-Length
	
	


	RFC 3261 [22]
	

	  value
	"0"
	No message body included - end of SIP message

	
	

	
	
	

	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


5.5.2.16.3.2
SIP 183 (Session Progress) from the SS

Table 5.5.2.16.3.2-1: SIP 183 (Session Progress) from the SS
	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	
	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"183"
	
	
	

	  Reason-Phrase
	"Session progress"
	
	
	

	Record-Route
	
	
	
	

	  rec-route
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	Same value as received in INVITE
	
	

	Via
	
	Via header for the P-CSCF that communicates with the called party.

same value as received in INVITE message
	RFC 3261 [22] 

RFC 3581 [X]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	same value as received in INVITE
	IP address or FQDN and protected server port of the UE
	
	

	  via-branch
	same value as received in INVITE
	Value starting with ‘z9hG4bK’
	
	

	Require
	
	
	
	

	  option-tag
	"100rel"
	
	
	

	From
	
	
	
	

	  addr-spec
	same value as received in INVITE message
	
	
	

	  tag
	"1"
	
	
	

	To
	
	
	
	

	  addr-spec
	same value as received in INVITE message
	
	
	

	  tag
	"2"
	
	
	

	Contact
	
	
	
	

	  addr-spec
	"sip:mcptt-client-B@mcptt-op.gov:14000"
	px_CalleeContactUri
	
	

	  feature-param
	"audio"
	
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	  feature-param
	"+g.3gpp.icsi-ref= urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  feature-param
	"isfocus"
	
	
	

	Supported
	
	
	
	

	  option-tag
	"norefersub"
	
	
	

	Rseq
	
	
	
	

	  response-num
	previous RSeq number sent in the same direction incremented by one
	
	
	

	Call-ID 
	
	
	
	

	  callid
	same value as received in INVITE message
	
	
	

	CSeq   
	
	
	
	

	  value
	same value as received in INVITE message
	
	
	

	P-Answer-State
	
	
	
	

	  value
	"unconfirmed"
	
	
	

	P-Asserted-Identity
	
	
	RFC 3325 [X]
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	The URI of the SS
	
	

	Content-Length
	
	
	RFC 3261 [22]
	

	  value
	"0"
	No message body included - end of SIP message
	
	


5.5.2.17
SIP 2xx

5.5.2.17.1
SIP 200 (OK)
5.5.2.17.1.1
SIP 200 (OK) from the UE

Table 5.5.2.17.1.1-1: SIP 200 (OK) from the UE
	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	

	
	

	  SIP-Version 
	"SIP/2.0"
	
	
	

	  Status-Code 
	"200"
	
	
	

	  Reason-Phrase
	"OK"
	
	
	

	
	
	

	

	
	
	
	

	Via
	
	Via header for the P-CSCF that communicates with the called party.

same value as received in INVITE message
	RFC 3261 [22] 

RFC 3581 [X]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	The SS P-CSCF address and the SS protected server port
	
	

	  via-branch
	"z9hG4bKmcpttss1"
	Value starting with ‘z9hG4bK’
	
	

	Via
	
	Via header for the other endpoint (the caller).

same value as received in INVITE message
	RFC 3261 [22] 

RFC 3581 [X]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	"sip:mcptt-client-B@mcptt-op.gov:14000"
	
	
	

	  via-branch
	"z9hG4bKmcpttss4"
	Value starting with ‘z9hG4bK’
	
	

	Record-Route
	
	

	
	

	  rec-route
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	
	
	

	From
	
	

	
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	
	
	

	  tag
	"2"
	
	
	

	To
	
	

	
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	  tag
	"1"
	
	
	

	P-Asserted-Identity
	
	
	
	

	addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	
	
	

	Contact
	
	



	
	

	  addr-spec 
	"sip:mcptt-server-A@mcptt-op.gov"
	
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	  feature-param
	"+g.3gpp.icsi-ref= urn:urn- 7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  feature-param
	"isfocus"
	
	
	

	  feature-param
	"audio"
	
	
	

	Call-ID
	
	

	
	

	  callid
	"11111111@mcptt-op.gov"
	
	
	

	
	
	



	
	

	
	
	
	
	

	CSeq
	
	

	
	

	  value
	"4711"
	
	
	

	Require 
	
	

	
	

	  option-tag
	"timer"
	
	
	

	Session-Expires
	
	


	
	

	  generic-param
	"3600"
	
	
	

	  refresher
	"uac"
	
	
	

	Supported
	
	




	
	

	  option-tag
	"tdialog"
	
	
	

	  option-tag
	"norefersub"
	
	
	

	  option-tag
	"explicitsub"
	
	
	

	  option-tag
	"nosub"
	
	
	

	Content-Type
	"application/sdp"
	


	RFC 5621 [X]
	

	  Content-Length
	length of message-body 
	
	RFC 3261 [22]
	

	    Message-body
	
	

	RFC 3261 [22]
	

	      MIME-Content-Type
	"application/sdp"
	
	RFC 4566 [X]
	

	        SDP Message
	As described in Table 5.5.2.22.1.1-1
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


5.5.2.17.1.2
SIP 200 (OK) from the SS

Table 5.5.2.17.1.2-1: SIP 200 (OK) from the SS
	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	
	
	

	  SIP-Version 
	"SIP/2.0"
	
	
	

	  Status-Code 
	"200"
	
	
	

	  Reason-Phrase
	"OK"
	
	
	

	Via
	
	Via header for the P-CSCF that communicates with the called party.

same value as received in INVITE message
	RFC 3261 [22] 

RFC 3581 [X]
	

	  sent-protocol
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	same value as received in INVITE
	IP address or FQDN and protected server port of the UE
	
	

	  via-branch
	same value as received in INVITE
	Value starting with ‘z9hG4bK’
	
	

	Record-Route
	
	
	
	

	  rec-route
	"sip:mcptt-p-cscf-A@mcptt-op.gov:4060;lr"
	Same value as received in INVITE
	
	

	From
	
	
	
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	  tag
	"1"
	
	
	

	To
	
	
	
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	
	
	

	  tag
	"2"
	
	
	

	P-Asserted-Identity
	
	
	
	

	addr-spec
	"sip:mcptt-cleint-A@mcptt-op.gov"
	
	
	

	Contact
	
	
	
	

	  addr-spec 
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	  feature-param
	"+g.3gpp.mcptt"
	
	
	

	  feature-param
	"+g.3gpp.icsi-ref= urn:urn- 7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  feature-param
	"isfocus"
	
	
	

	  feature-param
	"audio"
	
	
	

	Call-ID
	
	
	
	

	  callid
	same value as received in INVITE message
	
	
	

	CSeq
	
	
	
	

	  value
	same value as received in INVITE message
	
	
	

	Require 
	
	
	
	

	  option-tag
	"timer"
	
	
	

	Session-Expires
	
	
	
	

	  generic-param
	"3600"
	
	
	

	  refresher
	"uac"
	
	
	

	Supported
	
	
	
	

	  option-tag
	"tdialog"
	
	
	

	  option-tag
	"norefersub"
	
	
	

	  option-tag
	"explicitsub"
	
	
	

	  option-tag
	"nosub"
	
	
	

	Content-Type
	"application/sdp"
	
	RFC 5621 [X]
	

	  Content-Length
	length of message-body 
	
	RFC 3261 [22]
	

	    Message-body
	
	
	RFC 3261 [22]
	

	      MIME-Content-Type
	"application/sdp"
	
	RFC 4566 [X]
	

	        SDP Message
	As described in Table 5.5.2.22.1.1-1
	
	
	


5.5.2.18
SIP 3xx

5.5.2.18.1
SIP 302 (Moved Temporarily)

Table 5.5.2.18.1-1: SIP 302 (Moved Temporarily)
	FFS

	Delivery Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	

	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"302"
	
	
	

	  Reason-Phrase
	"Moved Temporarily"
	
	
	


5.5.2.19
SIP 4xx

5.5.2.19.1
SIP 403 (Forbidden)

Table 5.5.2.19.1-1: SIP 403 (Forbidden)
	FFS

	Delivery Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	

	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"403"
	
	
	

	  Reason-Phrase
	"Forbidden"
	
	
	

	Warning
	
	
	
	

	  mcptt-warn-code
	"100"
	
	
	

	  mcptt-warn-text
	"function not allowed due to" <detailed reason>
	
	
	


5.5.2.19.2
SIP 404 (Not Found)

Table 5.5.2.19.2-1: SIP 404 (Not Found)
	FFS

	Delivery Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	

	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"404"
	
	
	

	  Reason-Phrase
	"Not Found"
	
	
	


5.5.2.19.3
SIP 423 (Interval Too Brief)

Table 5.5.2.19.3-1: SIP 423 (Interval Too Brief)
	FFS

	Delivery Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	

	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"423"
	
	
	

	  Reason-Phrase
	"Internal Too Brief"
	
	
	


5.5.2.19.4
SIP 480 (Temporarily unavailable)
This message is sent by the UE.
Table 5.5.2.19.4-1: SIP 480 (Temporarily unavailable)
	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	

	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"480"
	
	
	

	  Reason-Phrase
	"Temporarily Unavailable"
	
	
	

	Via
	
	

	
	

	  sent-protocol 
	"SIP/2.0/UDP"
	
	
	

	  sent-by
	any allowed value
	IP address or FQDN and protected server port of the UE
	
	

	  via-branch
	any allowed value
	Value starting with ‘z9hG4bK’
	
	

	From
	
	

	
	

	  addr-spec
	"sip:mcptt-client-A@mcptt-op.gov"
	The URI of the UE
	
	

	  tag
	"1"
	
	
	

	To
	
	

	
	

	  addr-spec
	"sip:mcptt-server-A@mcptt-op.gov"
	The URI of the SS
	
	

	  tag
	"2"
	
	
	

	Warning
	
	

	
	

	  warn-code
	"110"
	
	
	

	  warn-text
	"user declined the call invitation"
	
	
	

	Call-ID
	
	

	
	

	  callid
	"11111111@mcptt-op.gov"
	
	
	

	CSeq
	
	

	
	

	  value
	"4711"
	
	
	

	  method
	"INVITE"
	
	
	

	Content Length
	
	

	
	

	  value
	"0"
	No message body included - end of SIP message
	
	


5.5.2.19.5
SIP 486 (Busy Here)

Table 5.5.2.19.5-1: SIP 486 (Busy Here)
	FFS

	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	

	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"486"
	
	
	

	  Reason-Phrase
	"Busy Here"
	
	
	


5.5.2.19.6
SIP 488 (Not Acceptable Here)

Table 5.5.2.19.6-1: SIP 488 (Not Acceptable Here)
	FFS

	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	

	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"488"
	
	
	

	  Reason-Phrase
	"Not Acceptable Here"
	
	
	


5.5.2.20
SIP 5xx

5.5.2.20.1
SIP 500 (Server Internal Error)

Table 5.5.2.20.1-1: SIP 500 (Server Internal Error)
	FFS

	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	

	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"500"
	
	
	

	  Reason-Phrase
	"Server Internal Error"
	
	
	


5.5.2.21
SIP 6xx

5.5.2.21.1
SIP 606 (Not Acceptable)

Table 5.5.2.21.1-1: SIP 606 (Not Acceptable)
	FFS

	Derivation Path: RFC 3261 [22]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	

	
	

	  SIP-Version
	"SIP/2.0"
	
	
	

	  Status-Code
	"606"
	
	
	

	  Reason-Phrase
	"Not Acceptable"
	
	
	


5.5.2.22
SIP Message Bodies
5.5.2.22.1
SDP
5.5.2.22.1.1
SDP from the UE
Table 5.5.2.22.1-1: SDP from the UE

	Derivation Path: RFC 4566 [X]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Session description:
	
	
	RFC 4566 clause 5
	

	  Protocol Version
	"0"
	v= line
	RFC 4566 [X] clause 5.1
	

	  Origin
	
	o= line
	RFC 4566 [X] clause 5.2
	

	    username
	"mcptt-client-A"
	Username of client
	
	

	    sess-id
	any allowed value
	A numeric string such that the tuple of <username>, <sess-id>, <nettype>, <addrtype>, and <unicast-address> forms a globally unique identifier for the session.
	
	

	    sess-version
	any allowed value
	
	
	

	    nettype
	"IN"
	
	
	

	    addrtype
	px_IP_ConnectionAddressTypeAll
	"IP4" or "IP6"

	
	

	    unicast-address
	px_IP_ConnectionAddressAll
	
	
	

	  Session Name
	at least one UTF-8-encoded character, or if no name is given, a single empty space
	s= line
	RFC 4566 [X] clause 5.3
	

	  Connection Data
	not required if included in all media
	c= line

Included if the media plane control channel uses a different IP address than other media described in the SDP
	RFC 4566 [X] clause 5.7
	

	    nettype
	"IN"
	
	
	

	    addrtype
	px_IP_ConnectionAddressTypeAll
	"IP4" or "IP6"
	
	

	    connection-address
	px_IP_ConnectionAddressAll
	
	
	

	  Bandwidth
	
	b= line
	RFC 4566 [X] clause 5.8
	

	    bwtype
	"AS:"
	bwtype:bandwidth
	
	

	    bandwidth
	any allowed value
	
	TS 26.114 [X] Table K.6
	

	Time description
	
	
	RFC 4566 [X] clause 5
	

	  Timing
	
	t= line
	RFC 4566 [X] clause 5.9
	

	    start-time
	"0"
	
	
	

	    stop-time
	"0"
	
	
	

	Media descriptions
	
	
	RFC 4566 [X] clause 5
	

	  media description
	
	m= line

media = audio
	RFC 4566 [X] clause 5.14

RFC 4867 [X]
	

	    media
	"audio"
	
	
	

	    port
	any allowed value
	The transport port to which the media stream is sent
	
	

	    proto
	"RTP/AVP"
	
	
	

	    fmt
	any allowed value(s)
	
	
	

	  media title
	"speech"
	i= line
	RFC 4566 clause 5
	

	  Connection Data
	
	c= line

Included if the media plane for audio uses a different IP address than other media described in the SDP
	RFC 4566 [X] clause 5.7
	

	    nettype
	"IN"
	
	
	

	    addrtype
	px_IP_ConnectionAddressTypeAudio
	
	
	

	    connection-address
	px_IP_ConnectionAddressAudio
	
	
	

	  media attribute
	
	a= line

attribute = rtpmap
	RFC 4566 [X] clause 5.13
	

	    rtpmap
	
	
	RFC 4566 [X] clause 6
	

	      payload type
	"99"
	
	
	

	      encoding name
	"AMR-WB"
	
	
	

	      clock rate
	16000
	
	RFC 4867 [X] clause 8.3
	

	      encoding parameter
	"1" if present
	Channel number
	
	

	  media attribute
	
	a= line

attribute = fmtp
	RFC 4566 [X] clause 5.13
	

	    fmtp
	"fmtp"
	
	RFC 4566 [X] clause 6
	

	      format
	the value given in fmt in the audio media description
	
	
	

	      format specific parameters
	
	Parameters of WB-AMR codec
	
	

	        mode-change-capability
	"2"
	To be able to interoperate fully with gateways to circuit switched networks
	RFC 4867 [X] clause 8.2
	

	        max-red
	"0"
	No redundancy will be used
	RFC 4867 [X] clause 8.2
	

	  media attribute
	
	a= line

attribute =ptime
	RFC 4566 clause 5.13
	

	    ptime
	any allowed value
	packet time
	RFC 4566 clause 6
	

	  media attribute
	
	a= line

attribute =maxptime
	RFC 4566 clause 5.13
	

	    maxptime
	any allowed value
	maximum packet time
	RFC 4566 clause 6
	

	  media description
	
	m= line

media = application
	RFC 4566 [X] clause 5.14

RFC 4867 [X]
	

	    media
	"application"
	
	
	

	    port
	any allowed value
	
	
	

	    proto
	"udp"
	
	
	

	    fmt
	"MCPTT"
	
	
	

	  Connection Data
	
	c= line

Included if the media plane control channel uses a different IP address than other media described in the SDP
	RFC 4566 [X] clause 5.7
	

	    nettype
	"IN"
	
	
	

	    addrtype
	px_IP_ConnectionAddressTypeApp
	
	
	

	    connection-address
	px_IP_ConnectionAddressApp
	
	
	

	  media attribute
	
	a= line

attribute = fmtp
	RFC 4566 clause 5.13
	

	    fmtp
	
	
	RFC 4566 [X] clause 6
	

	      format
	“MCPTT”
	
	
	

	      format specific parameters
	
	
	
	

	        mc_queueing
	optional
	Parameter has no value
	TS 24.380
cl. 12.1.2.3
	

	        mc_priority
	not present

or

any allowed value
	Any integer value in the range of 1..255
	TS 24.380
cl. 12.1.2.3
	

	        mc_granted
	present
	Parameter has no value
	TS 24.380
cl. 12.1.2.3
	

	        mc_implicit_request
	present
	Parameter has no value
	TS 24.380
cl. 12.1.2.3
	

	  media attribute
	
	a= line

attribute = key-mgmt
	RFC 4566 clause 5.13
	PRIVATE-CALL

	    key-mgmt
	
	
	TS 24.379 [9] clause 6.2.1
	

	      mikey
	MIKEY-SAKKE I_MESSAGE as specified in TS 36.579-1 [2], Table 5.5.9.1-2
	
	RFC 4567 [X]
	


5.5.2.22.1.2
SDP from the SS
Table 5.5.2.22.1.2-1: SDP from the SS

	Derivation Path: RFC 4566 [X]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Session description:
	
	
	RFC 4566 clause 5
	

	  Protocol Version
	"0"
	v= line
	RFC 4566 [X] clause 5.1
	

	  Origin
	
	o= line
	RFC 4566 [X] clause 5.2
	

	    username
	"MCPTT-client-B"
	Username of client sending message
	
	

	    sess-id
	"12345678"
	A numeric string such that the tuple of <username>, <sess-id>, <nettype>, <addrtype>, and <unicast-address> forms a globally unique identifier for the session.
	
	

	    sess-version
	"12345678"
	
	
	

	    nettype
	"IN"
	
	
	

	    addrtype
	"IP4" or "IP6"
	This depends on the unicast address of the UE
	
	

	    unicast-address
	unicast address for UE
	
	
	

	  Session Name
	at least one UTF-8-encoded character, or if no name is given, a single empty space
	s= line
	RFC 4566 [X] clause 5.3
	

	  Bandwidth
	
	b= line
	RFC 4566 [X] clause 5.8
	

	    bwtype
	"AS:"
	bwtype:bandwidth
	
	

	    bandwidth
	"38"
	kilobits per second;

Maximum AMR-WB at 23.85 kbps but limit to 12.65 kbps plus overhead
	TS 26.114 [X] Table K.6
	

	Time description
	
	
	RFC 4566 [X] clause 5
	

	  Timing
	
	t= line
	RFC 4566 [X] clause 5.9
	

	    start-time
	"0"
	
	
	

	    stop-time
	"0"
	
	
	

	Media descriptions
	
	
	RFC 4566 [X] clause 5
	

	  media description
	
	m= line

media = audio
	RFC 4566 [X] clause 5.14

RFC 4867 [X]
	

	    media
	"audio"
	
	
	

	    port
	"49152"
	The transport port to which the media stream is sent
	RFC 6335 [X] clause 6
	

	    proto
	"RTP/AVP"
	
	
	

	    fmt
	"99"
	RTP/AVP payload type for AMR-WB is dynamic
	
	

	  media title
	"speech"
	i= line
	RFC 4566 clause 5
	

	  Connection Data
	
	c= line
	RFC 4566 [X] clause 5.7
	

	    nettype
	"IN"
	
	
	

	    addrtype
	"IP4" or "IP6"
	This depends on the connection address
	
	

	    connection-address
	FFS
	
	
	

	  media attribute
	
	a= line

attribute = rtpmap
	RFC 4566 [X] clause 5.13
	

	    rtpmap
	"rtpmap"
	
	RFC 4566 [X] clause 6
	

	      payload type
	"99"
	
	
	

	      encoding name
	"AMR-WB"
	
	
	

	      clock rate
	16000
	
	RFC 4867 [X] clause 8.3
	

	      encoding parameter
	"1" if present
	Channel number
	
	

	  media attribute
	
	a= line

attribute = fmtp
	RFC 4566 [X] clause 5.13
	

	    fmtp
	
	
	RFC 4566 [X] clause 6
	

	      format
	"99"
	
	
	

	      format specific parameters
	
	Parameters of WB-AMR codec
	
	

	        mode-change-capability
	"2"
	To be able to interoperate fully with gateways to circuit switched networks
	RFC 4867 [X] clause 8.2
	

	        max-red
	"0"
	No redundancy will be used
	RFC 4867 [X] clause 8.2
	

	  media attribute
	
	a= line

attribute =ptime
	RFC 4566 clause 5.13
	

	    ptime
	“20”
	packet time
	RFC 4566 clause 6
	

	  media attribute
	
	a= line

attribute =maxptime
	RFC 4566 clause 5.13
	

	    maxptime
	“240”
	maximum packet time
	RFC 4566 clause 6
	

	  media description
	
	m= line

media = application
	RFC 4566 [X] clause 5.14

RFC 4867 [X]
	

	    media
	"application"
	
	
	

	    port
	"49153"
	
	
	

	    proto
	"udp"
	
	
	

	    fmt
	"MCPTT"
	
	
	

	  Connection Data
	
	c= line
	RFC 4566 [X] clause 5.7
	

	    nettype
	"IN"
	
	
	

	    addrtype
	"IP4" or "IP6"
	This depends on the connection address
	
	

	    connection-address
	FFS
	
	
	

	  media attribute
	
	a= line

attribute = fmtp
	RFC 4566 clause 5.13
	

	    fmtp
	
	
	RFC 4566 [X] clause 6
	

	      format
	“MCPTT”
	
	
	

	      format specific parameters
	
	
	
	

	        mc_queueing
	optional
	Parameter has no value
	TS 24.380
cl. 12.1.2.3
	

	        mc_priority
	"5"
	Any integer value in the range of 1..255
	TS 24.380
cl. 12.1.2.3
	

	        mc_granted
	Present
	Parameter has no value
	TS 24.380
cl. 12.1.2.3
	

	        mc_implicit_request
	Present
	Parameter has no value
	TS 24.380
cl. 12.1.2.3
	

	  media attribute
	
	a= line

attribute = key-mgmt
	RFC 4566 clause 5.13
	PRIVATE-CALL

	    key-mgmt
	
	
	TS 24.379 [9] clause 6.2.1
	

	      mikey
	MIKEY-SAKKE I_MESSAGE as specified in TS 36.579-1 [2], Table 5.5.9.1-2
	
	RFC 4567 [X]
	


5.5.2.22.2
MCPTT-INFO
5.5.2.22.2.1
MCPTT-INFO from the UE

Table 5.5.2.22.2.1-1: MCPTT-INFO from the UE

	Derivation Path: TS 24.379 [9] clause F.1.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    mcptt-access-token
	not present
	
	
	

	    session-type
	"prearranged"
	
	
	GROUP-CALL

	
	"private"
	
	
	PRIVATE-CALL

	    mcptt-request-uri
	"sip:mcptt-group-A@mcptt-op.gov"
	The URI of the group
	
	GROUP-CALL

	
	"sip:mcptt-client-B@mcptt-op.gov"
	The URI of the invited MCPTT Client
	
	PRIVATE-CALL

	    mcptt-calling-user-id
	not present
	
	
	

	    mcptt-called-party-id
	not present
	
	
	

	    mcptt-calling-group-id
	not present
	
	
	

	    required
	not present
	
	
	

	    emergency-ind
	not present
	
	
	

	
	present
	
	
	EMERGENCY-CALL

	    alert-ind
	not present
	
	
	

	
	present
	
	
	EMERGENCY-CALL

	    imminentperil-ind
	not present
	
	
	

	
	present
	
	
	EMERGENCY-CALL

	    broadcast-ind
	not present
	
	
	

	    mc-org"
	not present
	
	
	

	    floor-state
	not present
	
	
	

	    associated-group-id
	"sip:mcptt-group-A@mcptt-op.gov" if mcptt-request-uri contains a temporary group identity; otherwise, not present
	if the <mcptt-request-uri> element contains a group identity then this element can include an MCPTT group ID associated with the group identity in the <mcptt-request-uri> element. E.g. if the <mcptt-request-uri> element contains a temporary group identity (TGI), then the <associated-group-id> element can contain the constituent MCPTT group ID
	TS 24.379 [9] clause F.1.3
	GROUP-CALL

	
	not present
	
	
	PRIVATE-CALL

	    originated-by
	not present
	
	
	

	    MKFC-GKTPs
	not present
	
	
	

	    mcptt-client-id
	"sip:mcptt-client-A@mcptt-op.gov"
	The URI of the MCPTT Client
	
	

	    alert-ind-rcvd
	not present
	
	
	


5.5.2.22.2.2
MCPTT-INFO from the SS

Table 5.5.2.22.2.2-1: MCPTT-INFO from the SS

	Derivation Path: TS 24.379 [9] clause F.1.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    mcptt-access-token
	not present
	
	
	

	    session-type
	"prearranged"
	
	
	GROUP-CALL

	
	"private"
	
	
	PRIVATE-CALL

	    mcptt-request-uri
	"sip:mcptt-client-A@mcptt-op.gov"
	The URI of the called user
	
	

	    mcptt-calling-user-id
	"sip:mcptt-client-B@mcptt-op.gov"
	The URI of the calling user
	
	

	    mcptt-called-party-id
	not present
	
	
	

	    mcptt-calling-group-id
	"sip:mcptt-group-A@mcptt-op.gov"
	The URI of the group
	
	GROUP-CALL

	
	not present
	
	
	PRIVATE-CALL

	    required
	not present
	
	
	

	    emergency-ind
	not present
	
	
	

	
	present
	
	
	EMERGENCY-CALL

	    alert-ind
	not present
	
	
	

	
	present
	
	
	EMERGENCY-CALL

	    imminentperil-ind
	not present
	
	
	

	
	present
	
	
	EMERGENCY-CALL

	    broadcast-ind
	not present
	
	
	

	    mc-org"
	not present
	
	
	

	    floor-state
	not present
	
	
	

	    associated-group-id
	not present
	
	
	

	    originated-by
	not present
	
	
	

	    MKFC-GKTPs
	not present
	
	
	

	    mcptt-client-id
	not present
	
	
	

	    alert-ind-rcvd
	not present
	
	
	


5.5.2.22.3
RESOURCE-LISTS
5.5.2.22.3.1
RESOURCE-LISTS from the UE

Table 5.5.2.22.3.1-1: RESOURCE-LISTS from the UE

	Derivation Path: TS 24.379 [9] clause F.1.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	        resource-lists
	
	
	
	

	          list
	
	
	
	

	            entry
	"sip:mcptt-client-B@mcptt-op.gov"
	The MCPTT of the invited user
	
	


5.5.2.22.3.2
RESOURCE-LISTS from the SS
Table 5.5.2.22.3.2-1: RESOURCE-LISTS from the SS

	Derivation Path: TS 24.379 [9] clause F.1.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	        resource-lists
	
	
	
	

	          list
	
	
	
	

	            entry
	"sip:mcptt-client-A@mcptt-op.gov"
	The MCPTT of the invited user
	
	


5.5.2.22.4
LOCATION-INFO
5.5.2.22.4.1
Report in LOCATION-INFO
Table 5.5.2.22.4.1-1: Report in LOCATION-INFO
	Derivation Path: TS 24.379 [9] clause F.3

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	
	
	
	

	  Report
	
	
	
	

	    TriggerID
	not present
	An optional element which can occur multiple times that contain the value of the <TriggerId> attribute associated with a trigger that has fired
	
	

	    CurrentLocation
	
	A mandatory element that contains the location information
	
	

	      CurrentServingEcgi
	optional
	This is optional depending on the configuration sent by the SS
	
	

	      NeighbouringEcgi
	optional
	This is optional depending on the configuration sent by the SS
	
	

	      MbmsSaId
	optional
	This is optional depending on the configuration sent by the SS
	
	

	      MbsfnArea
	optional
	This is optional depending on the configuration sent by the SS
	
	

	      CurrentCoordinate
	optional
	This is optional depending on the configuration sent by the SS
	
	

	    ReportID
	not present
	Optional

Attribute is used to return the value in the <RequestId> attribute in the <Request> element
	
	

	    ReportType
	"Emergency"
	Required

The <ReportType> attribute has two values "Emergency" and "NonEmergency" used to inform whether the client is sending the report in an emergency situation or not.
	
	

	      EmergencyEventType
	"GroupCallEmergency"
	
	
	GROUP-CALL and EMERGENCY-CALL

	      EmergencyEventType
	"GroupCallImminentPeril"
	
	
	GROUP-CALL and IMMPERIL-CALL

	      EmergencyEventType
	"PrivateCallEmergency"
	
	
	PRIVATE-CALL and EMERGENCY-CALL

	      EmergencyEventType
	"InitiateEmergencyAlert"
	
	
	IMMPERIL-CALL


5.5.2.22.4.2
Configuration in LOCATION-INFO
Table 5.5.2.22.4.2-1: Configuration in LOCATION-INFO
	Derivation Path: TS 24.379 [9] clause F.3

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	
	
	
	

	  Configuration
	
	
	
	

	    ConfigureScope
	"Full"
	Options are Full or Update.

Full will cause the MCPTT Client to replace any previous configuration, whereas Update means the parameters in the current message will be in addition to any previous configuration
	
	

	    NonEmergencyLocationInformation
	
	
	
	

	      ServingEcgi
	optional
	An optional element specifying that the serving E-UTRAN Cell Global Identity (ECGI) needs to be reported
	
	

	      NeighbouringEcgi
	optional
	An optional element that can occur multiple times, specifying that neighbouring ECGIs need to be reported
	
	

	      MbmsSaId
	optional
	An optional element specifying that the serving MBMS Service Area Id needs to be reported;
	
	

	      MbsfnArea
	optional
	An optional element specifying that the MBSFN area Id needs to be reported;
	
	

	      GeographicalCoordinate
	optional
	An optional element specifying that the geographical coordinate specified in subclause 6.1 in 3GPP TS 23.032 [54] needs to be reported
	
	

	      minimumIntervalLength
	"300"
	A mandatory element specifying the minimum time the MCPTT client needs to wait between sending location reports. The value is given in seconds
	
	

	    EmergencyLocationInformation"
	
	
	
	

	      ServingEcgi
	optional
	An optional element specifying that the serving E-UTRAN Cell Global Identity (ECGI) needs to be reported
	
	

	      NeighbouringEcgi
	optional
	An optional element that can occur multiple times, specifying that neighbouring ECGIs need to be reported
	
	

	      MbmsSaId
	optional
	An optional element specifying that the serving MBMS Service Area Id needs to be reported;
	
	

	      MbsfnArea
	optional
	An optional element specifying that the MBSFN area Id needs to be reported;
	
	

	      GeographicalCoordinate
	optional
	An optional element specifying that the geographical coordinate specified in subclause 6.1 in 3GPP TS 23.032 [54] needs to be reported
	
	

	      minimumIntervalLength
	"30"
	A mandatory element specifying the minimum time the MCPTT client needs to wait between sending location reports. The value is given in seconds
	
	

	    TriggeringCriteria
	
	
	
	

	      CellChange
	not present
	
	
	

	        AnyCellChange
	not present
	An optional element - the presence of this element specifies that any cell change is a trigger
	
	

	          TriggerID
	not present
	Mandatory if AnyCellChange is present - shall be set to a unique string
	
	

	        EnterSpecificCell
	not present
	An optional element -  specifying an ECGI which when entered triggers a location report
	
	

	          TriggerID
	not present
	Mandatory if EnterSpecificCell is present - shall be set to a unique string
	
	

	        ExitSpecificCell
	not present
	An optional element - specifying an ECGI which when exited triggers a location report
	
	

	          TriggerID
	not present
	Mandatory if ExitSpecificCell is present - shall be set to a unique string
	
	

	      TrackingAreaChange
	not present
	
	
	

	        AnyTrackingAreaChange
	not present
	An optional element - the presence of this element specifies that any tracking area change is a trigger
	
	

	          TriggerID
	not present
	Mandatory if AnyTrackingAreaChange is present – shall be set to a unique string
	
	

	        EnterSpecificTrackingArea
	not present
	An optional element -  specifying a Tracking Area Id which when entered triggers a location report
	
	

	          TriggerID
	not present
	Mandatory if EnterSpecificTrackingArea is present – shall be set to a unique string
	
	

	        ExitSpecificTrackingArea
	not present
	An optional element - specifying a Tracking Area Id which when exited triggers a location report
	
	

	          TriggerID
	not present
	Mandatory if ExitSpecificTrackingArea is present – shall be set to a unique string
	
	

	      PlmnChange
	not present
	
	
	

	        AnyPlmnChange
	not present
	An optional element - the presence of this element specifies that any PLMN change is a trigger
	
	

	          TriggerID
	not present
	Mandatory if AnyPlmnChange is present – shall be set to a unique string
	
	

	        EnterSpecificPlmn
	not present
	An optional element - specifying a PLMN Id which when entered triggers a location report
	
	

	          TriggerID
	not present
	Mandatory if EnterSpecificPlmn is present – shall be set to a unique string
	
	

	        ExitSpecificPlmn
	not present
	An optional element - specifying a PLMN Id which when exited triggers a location report
	
	

	          TriggerID
	not present
	Mandatory if ExitSpecificPlmn is present – shall be set to a unique string
	
	

	      MbmsSaChange
	not present
	
	
	

	        AnyMbmsSaChange
	not present
	An optional element - the presence of this element specifies that any MBMS SA change is a trigger
	
	

	          TriggerID
	not present
	Mandatory if AnyMbmsSaChange is present – shall be set to a unique string
	
	

	        EnterSpecificMbmsSa
	not present
	An optional element - specifying an MBMS Service Area Id which when entered triggers a location report
	
	

	          TriggerID
	not present
	Mandatory if EnterSpecificMbmsSa is present – shall be set to a unique string
	
	

	        ExitSpecificMbmsSa
	not present
	An optional element - specifying an MBMS Service Area Id which when exited triggers a location report
	
	

	          TriggerID
	not present
	Mandatory if ExitSpecificMbmsSa is present – shall be set to a unique string
	
	

	      MbsfnAreaChange
	not present
	
	
	

	        AnyMbsfnAreaChange
	not present
	
	
	

	          TriggerID
	not present
	An optional element - the presence of this element specifies that any MBSFN area change is a trigger
	
	

	        EnterSpecificMbsfnArea
	not present
	Mandatory if AnyMbsfnAreaChange is present – shall be set to a unique string
	
	

	          TriggerID
	not present
	An optional element - specifying an MBSFN area which when entered triggers a location report
	
	

	        ExitSpecificMbsfnArea
	not present
	Mandatory if EnterSpecificMbsfnArea is present – shall be set to a unique string
	
	

	          TriggerID
	not present
	An optional element - specifying an MBSFN area which when exited triggers a location report
	
	

	      PeriodicReport
	not present
	An optional element specifying that periodic location reports shall be sent. The value in seconds specifies the reporting interval
	
	

	        TiggerID
	not present
	Mandatory if PeriodicReport is present – shall be set to a unique string
	
	

	      TravelledDistance
	not present
	An optional element specifying that the travelled distance shall trigger a report. The value in metres specified the travelled distance
	
	

	        TiggerID
	not present
	Mandatory if TravelledDistance is present – shall be set to a unique string
	
	

	      McpttSignallingEvent
	not present
	
	
	

	        InitialLogOn
	not present
	An optional element - specifying that an initial log on triggers a location report
	
	

	          TriggerID
	not present
	Mandatory if InitialLogOn is present – shall be set to a unique string
	
	

	        GroupCallNonEmergency
	not present
	An optional element - specifying that a non-emergency group call triggers a location report
	
	

	          TriggerID
	not present
	Mandatory if GroupCallNonEmergency is present – shall be set to a unique string
	
	

	        PrivateCallNonEmergency
	not present
	An optional element - specifying that a non-emergency private call triggers a location report
	
	

	          TriggerID
	not present
	Mandatory if PrivateCallNonEmergency is present – shall be set to a unique string
	
	

	        LocationConfigurationReceived
	not present
	An optional element - specifying that a received location configuration triggers a location report
	
	

	          TriggerID
	not present
	Mandatory if LocationConfigurationReceived is present – shall be set to a unique string
	
	

	      GeographicalAreaChange
	not present
	
	
	

	        AnyAreaChange
	not present
	An optional element - the presence of this element specifies that any geographical area change is a trigger
	
	

	          TriggerID
	not present
	Mandatory if AnyAreaChange is present – shall be set to a unique string
	
	

	        EnterSpecificArea
	not present
	An optional element - specifying a geographical area which when entered triggers a location report
	
	

	          TriggerID
	not present
	Mandatory if EnterSpecificArea is present – shall be set to a unique string
	
	

	          GeographicalArea
	not present
	An optional element
	
	

	            TriggerID
	not present
	Mandatory if GeographicalArea is present – shall be set to a unique string
	
	

	            PolygonArea
	not present
	An optional element specifying the area as a polygon specified in subclause 5.2 in 3GPP TS 23.032 [X]
	
	

	              Corner
	not present
	
	
	

	            EllipsoidArcArea
	not present
	An optional element specifying the area as an Ellipsoid Arc specified in subclause 5.7 in 3GPP TS 23.032 [X]
	
	

	              Center
	not present
	
	
	

	              Radius
	not present
	
	
	

	              OffsetAngle
	not present
	
	
	

	              IncludedAngle
	not present
	
	
	

	        ExitSpecificAreaType
	not present
	An optional element - specifying a geographical area which when exited triggers a location report
	
	

	          TriggerID
	not present
	Mandatory if ExitSpecificAreaType is present – shall be set to a unique string
	
	

	          GeographicalArea
	not present
	An optional element
	
	

	            TriggerID
	not present
	Mandatory if GeographicalArea is present – shall be set to a unique string
	
	

	            PolygonArea
	not present
	An optional element specifying the area as a polygon specified in subclause 5.2 in 3GPP TS 23.032 [X]
	
	

	              Corner
	not present
	
	
	

	            EllipsoidArcArea
	not present
	An optional element specifying the area as an Ellipsoid Arc specified in subclause 5.7 in 3GPP TS 23.032 [X]
	
	

	              Center
	not present
	
	
	

	              Radius
	not present
	
	
	

	              OffsetAngle
	not present
	
	
	

	              IncludedAngle
	not present
	
	
	


5.5.2.22.4.3
Request in LOCATION-INFO

Table 5.5.2.22.4.3-1: Request in LOCATION-INFO
	Derivation Path: TS 24.379 [9] clause F.3

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	
	
	
	

	  Request
	
	
	
	

	    RequestID
	"1"
	The RequestID that the MCPTT Client will reference in the Report
	
	


5.5.2.22.5
PIDF
Table 5.5.2.22.5-1: PIDF
	Derivation Path: TS 24.379 [9] clause 9.3.1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	presence entity
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	  tuple id
	"sip:mcptt-client-A@mcptt-op.gov"
	
	
	

	    status
	
	
	
	

	      affiliation
	
	
	
	

	        group
	"sip:mcptt-group-A@mcptt-op.gov"
	
	
	

	        client
	not present
	
	
	

	        status
	
	
	
	

	          affiliating
	
	
	
	

	          affiliated
	not present
	
	
	

	          deaffiliating
	not present
	
	
	

	        expires
	not present
	
	
	

	..p-id
	FFS
	set to an identifier of a SIP PUBLISH request
	
	


5.5.2.22.6
SIMPLE-FILTER
Table 5.5.2.22.6-1: SIMPLE-FILTER
	Derivation Path: TS 24.379 [9] clause 9.3.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	filter-set
	"sip:mcptt-client-A@mcptt-op.gov"
	
	RFC 4661 [X
	

	  nc-bindings
	"sip:mcptt-client-A@mcptt-op.gov"
	
	RFC 4661 [X
	

	    ns-binding urn
	"urn:ietf:params:xml:ns:pidf"
	
	RFC 4661 [X
	

	    ns-binding urn
	"urn:3gpp:ns:mcpttPresInfo:1.0"
	TS 24.379 [9] clause 9.3.2.2 requires two separate ns-binding elements
	RFC 4661 [X
	

	  filter id
	"123"
	The value of the 'id' attribute MUST be unique within the <filter-set> element. 

Does not contain the 'uri' element.

Does not contain the 'domain' element.
	RFC 4661 [X]
	

	    what
	
	
	RFC 4661 [X]
	

	      include 
	//presence/tuple[@id="sip:mcptt-client-A@mcptt-op.gov"]
	contains the value, according to IETF RFC 4661 [63], set to concatenation of the '//presence/tuple[@id="' string, the MCPTT client ID, and the '"]' string
	RFC 4661 [X]
	


5.5.2.22.7
MCPTT-AFFILIATION-COMMAND
Table 5.5.2.22.7-1: MCPTT-AFFILIATION-COMMAND
	Derivation Path: TS 24.379 [9] clause F.4

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	command-list
	
	
	
	

	  affiliate
	
	
	
	

	  de-affiliate
	not present
	
	
	

	    group
	"sip:mcptt-group-A@mcptt-op.gov"
	MCPTT group name
	
	


[Sections skipped here]
5.6.3
XML schema for MCPTT location information

From TS 24.379 clause F.3.2:

<?xml version="1.0" encoding="UTF-8"?>

<xs:schema xmlns:xs="http://www.w3.org/2001/XMLSchema" xmlns:mcpttloc="urn:3gpp:ns:mcpttLocationInfo:1.0" targetNamespace="urn:3gpp:ns:mcpttLocationInfo:1.0" elementFormDefault="qualified" attributeFormDefault="unqualified"

xmlns:xenc="http://www.w3.org/2001/04/xmlenc#">


<xs:import namespace="http://www.w3.org/2001/04/xmlenc#"/>


<xs:element name="location-info" id="loc">



<xs:annotation>




<xs:documentation>Root element, contains all information related to location configuration, location request and location reporting for the MCPTT service</xs:documentation>



</xs:annotation>



<xs:complexType>




<xs:choice>





<xs:element name="Configuration" type="mcpttloc:tConfigurationType"/>





<xs:element name="Request" type="mcpttloc:tRequestType"/>





<xs:element name="Report" type="mcpttloc:tReportType"/>





<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>




</xs:choice>




<xs:anyAttribute namespace="##any" processContents="lax"/>



</xs:complexType>


</xs:element>


<xs:complexType name="tConfigurationType">



<xs:sequence>




<xs:element name="NonEmergencyLocationInformation" type="mcpttloc:tRequestedLocationType" minOccurs="0"/>




<xs:element name="EmergencyLocationInformation" type="mcpttloc:tRequestedLocationType" minOccurs="0"/>




<xs:element name="TriggeringCriteria" type="mcpttloc:TriggeringCriteriaType"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:attribute name="ConfigScope">




<xs:simpleType>





<xs:restriction base="xs:string">






<xs:enumeration value="Full"/>






<xs:enumeration value="Update"/>





</xs:restriction>




</xs:simpleType>



</xs:attribute>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="tRequestType">



<xs:complexContent>




<xs:extension base="mcpttloc:tEmptyType">





<xs:attribute name="RequestId" type="xs:string" use="required"/>




</xs:extension>



</xs:complexContent>


</xs:complexType>


<xs:complexType name="tReportType">



<xs:sequence>




<xs:element name="TriggerId" type="xs:string" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="CurrentLocation" type="mcpttloc:tCurrentLocationType"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:attribute name="ReportID" type="xs:string" use="optional"/>



<xs:attribute name="ReportType" use="required">




<xs:simpleType>





<xs:restriction base="xs:string">






<xs:enumeration value="Emergency"/>






<xs:enumeration value="NonEmergency"/>





</xs:restriction>




</xs:simpleType>



</xs:attribute>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="TriggeringCriteriaType">



<xs:sequence>




<xs:element name="CellChange" type="mcpttloc:tCellChange" minOccurs="0"/>




<xs:element name="TrackingAreaChange" type="mcpttloc:tTrackingAreaChangeType" minOccurs="0"/>




<xs:element name="PlmnChange" type="mcpttloc:tPlmnChangeType" minOccurs="0"/>




<xs:element name="MbmsSaChange" type="mcpttloc:tMbmsSaChangeType" minOccurs="0"/>




<xs:element name="MbsfnAreaChange" type="mcpttloc:tMbsfnAreaChangeType" minOccurs="0"/>




<xs:element name="PeriodicReport" type="mcpttloc:tIntegerAttributeType" minOccurs="0"/>




<xs:element name="TravelledDistance" type="mcpttloc:tIntegerAttributeType" minOccurs="0"/>




<xs:element name="McpttSignallingEvent" type="mcpttloc:tSignallingEventType" minOccurs="0"/>




<xs:element name="GeographicalAreaChange" type="mcpttloc:tGeographicalAreaChange"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="tCellChange">



<xs:sequence>




<xs:element name="AnyCellChange" type="mcpttloc:tEmptyTypeAttribute" minOccurs="0"/>




<xs:element name="EnterSpecificCell" type="mcpttloc:tSpecificCellType" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="ExitSpecificCell" type="mcpttloc:tSpecificCellType" minOccurs="0" maxOccurs="unbounded"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="tEmptyType"/>


<xs:simpleType name="tEcgi">



<xs:restriction base="xs:string">




<xs:pattern value="\d{3}\d{3}[0-1]{28}"/>



</xs:restriction>


</xs:simpleType>


<xs:complexType name="tSpecificCellType">



<xs:simpleContent>




<xs:extension base="mcpttloc:tEcgi">





<xs:attribute name="TriggerId" type="xs:string" use="required"/>




</xs:extension>



</xs:simpleContent>


</xs:complexType>


<xs:complexType name="tEmptyTypeAttribute">



<xs:complexContent>




<xs:extension base="mcpttloc:tEmptyType">





<xs:attribute name="TriggerId" type="xs:string" use="required"/>




</xs:extension>



</xs:complexContent>


</xs:complexType>


<xs:complexType name="tTrackingAreaChangeType">



<xs:sequence>




<xs:element name="AnyTrackingAreaChange" type="mcpttloc:tEmptyTypeAttribute" minOccurs="0"/>




<xs:element name="EnterSpecificTrackingArea" type="mcpttloc:tTrackingAreaIdentity" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="ExitSpecificTrackingArea" type="mcpttloc:tTrackingAreaIdentity" minOccurs="0" maxOccurs="unbounded"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:simpleType name="tTrackingAreaIdentityFormat">



<xs:restriction base="xs:string">




<xs:pattern value="\d{3}\d{3}[0-1]{16}"/>



</xs:restriction>


</xs:simpleType>


<xs:complexType name="tTrackingAreaIdentity">



<xs:simpleContent>




<xs:extension base="mcpttloc:tTrackingAreaIdentityFormat">





<xs:attribute name="TriggerId" type="xs:string" use="required"/>




</xs:extension>



</xs:simpleContent>


</xs:complexType>


<xs:complexType name="tPlmnChangeType">



<xs:sequence>




<xs:element name="AnyPlmnChange" type="mcpttloc:tEmptyTypeAttribute" minOccurs="0"/>




<xs:element name="EnterSpecificPlmn" type="mcpttloc:tPlmnIdentity" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="ExitSpecificPlmn" type="mcpttloc:tPlmnIdentity" minOccurs="0" maxOccurs="unbounded"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:simpleType name="tPlmnIdentityFormat">



<xs:restriction base="xs:string">




<xs:pattern value="\d{3}\d{3}"/>



</xs:restriction>


</xs:simpleType>


<xs:complexType name="tPlmnIdentity">



<xs:simpleContent>




<xs:extension base="mcpttloc:tPlmnIdentityFormat">





<xs:attribute name="TriggerId" type="xs:string" use="required"/>




</xs:extension>



</xs:simpleContent>


</xs:complexType>


<xs:complexType name="tMbmsSaChangeType">



<xs:sequence>




<xs:element name="AnyMbmsSaChange" type="mcpttloc:tEmptyTypeAttribute" minOccurs="0"/>




<xs:element name="EnterSpecificMbmsSa" type="mcpttloc:tMbmsSaIdentity" minOccurs="0"/>




<xs:element name="ExitSpecificMbmsSa" type="mcpttloc:tMbmsSaIdentity" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:simpleType name="tMbmsSaIdentityFormat">



<xs:restriction base="xs:integer">




<xs:minInclusive value="0"/>




<xs:maxInclusive value="65535"/>



</xs:restriction>


</xs:simpleType>


<xs:complexType name="tMbmsSaIdentity">



<xs:simpleContent>




<xs:extension base="mcpttloc:tMbmsSaIdentityFormat">





<xs:attribute name="TriggerId" type="xs:string" use="required"/>




</xs:extension>



</xs:simpleContent>


</xs:complexType>


<xs:complexType name="tMbsfnAreaChangeType">



<xs:sequence>




<xs:element name="EnterSpecificMbsfnArea" type="mcpttloc:tMbsfnAreaIdentity" minOccurs="0"/>




<xs:element name="ExitSpecificMbsfnArea" type="mcpttloc:tMbsfnAreaIdentity" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:simpleType name="tMbsfnAreaIdentityFormat">



<xs:restriction base="xs:integer">




<xs:minInclusive value="0"/>




<xs:maxInclusive value="255"/>



</xs:restriction>


</xs:simpleType>


<xs:complexType name="tMbsfnAreaIdentity">



<xs:simpleContent>




<xs:extension base="mcpttloc:tMbsfnAreaIdentityFormat">





<xs:attribute name="TriggerId" type="xs:string" use="required"/>




</xs:extension>



</xs:simpleContent>


</xs:complexType>


<xs:complexType name="tIntegerAttributeType">



<xs:simpleContent>




<xs:extension base="xs:integer">





<xs:attribute name="TriggerId" type="xs:string" use="required"/>




</xs:extension>



</xs:simpleContent>


</xs:complexType>


<xs:complexType name="tTravelledDistanceType">



<xs:sequence>




<xs:element name="TravelledDistance" type="xs:positiveInteger"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="tSignallingEventType">



<xs:sequence>




<xs:element name="InitialLogOn" type="mcpttloc:tEmptyTypeAttribute" minOccurs="0"/>




<xs:element name="GroupCallNonEmergency" type="mcpttloc:tEmptyTypeAttribute" minOccurs="0"/>




<xs:element name="PrivateCallNonEmergency" type="mcpttloc:tEmptyTypeAttribute" minOccurs="0"/>




<xs:element name="LocationConfigurationReceived" type="mcpttloc:tEmptyTypeAttribute" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type=" mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="tEmergencyEventType">



<xs:sequence>




<xs:element name="GroupCallEmergency" type="mcpttloc:tEmptyTypeAttribute" minOccurs="0"/>




<xs:element name="GroupCallImminentPeril" type="mcpttloc:tEmptyTypeAttribute" minOccurs="0"/>




<xs:element name="PrivateCallEmergency" type="mcpttloc:tEmptyTypeAttribute" minOccurs="0"/>




<xs:element name="InitiateEmergencyAlert" type="mcpttloc:tEmptyTypeAttribute" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="tRequestedLocationType">



<xs:sequence>




<xs:element name="ServingEcgi" type="mcpttloc:tEmptyType" minOccurs="0"/>




<xs:element name="NeighbouringEcgi" type="mcpttloc:tEmptyType" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="MbmsSaId" type="mcpttloc:tEmptyType" minOccurs="0"/>




<xs:element name="MbsfnArea" type="mcpttloc:tEmptyType" minOccurs="0"/>




<xs:element name="GeographicalCordinate" type="mcpttloc:tEmptyType" minOccurs="0"/>




<xs:element name="minimumIntervalLength" type="xs:positiveInteger"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="tCurrentLocationType">



<xs:sequence>




<xs:element name="CurrentServingEcgi" type="mcpttloc:tLocationType" minOccurs="0"/>




<xs:element name="NeighbouringEcgi" type="mcpttloc:tLocationType" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="MbmsSaId" type="mcpttloc:tLocationType" minOccurs="0"/>




<xs:element name="MbsfnArea" type="mcpttloc:tLocationType" minOccurs="0"/>




<xs:element name="CurrentCoordinate" type="mcpttloc:tPointCoordinate" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:simpleType name="protectionType">



<xs:restriction base="xs:string">




<xs:enumeration value="Normal"/>




<xs:enumeration value="Encrypted"/>



</xs:restriction>


</xs:simpleType>


<xs:complexType name="tLocationType">



<xs:choice minOccurs="1" maxOccurs="1">




<xs:element name="Ecgi" type="mcpttloc:tEcgi" minOccurs="0"/>




<xs:element name="SaId" type="mcpttloc:tMbmsSaIdentity" minOccurs="0"/>




<xs:element name="MbsfnAreaId" type="mcpttloc:tMbsfnAreaIdentity" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax"/>




<xs:element name="anyExt" type="mcpttinfo:anyExtType" minOccurs="0"/>



</xs:choice>



<xs:attribute name="type" type="protectionType"/>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="tGeographicalAreaChange">



<xs:sequence>




<xs:element name="AnyAreaChange" type="mcpttloc:tEmptyTypeAttribute" minOccurs="0"/>




<xs:element name="EnterSpecificAreaType" type="mcpttloc:tSpecificAreaType" minOccurs="0"/>




<xs:element name="ExitSpecificAreaType" type="mcpttloc:tSpecificAreaType" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="tSpecificAreaType">



<xs:sequence>




<xs:element name="GeographicalArea" type="mcpttloc:tGeographicalAreaDef"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:attribute name="TriggerId" type="xs:string" use="required"/>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="tPointCoordinate">



<xs:sequence>




<xs:element name="longitude" type="mcpttloc:tCoordinateType"/>




<xs:element name="latitude" type="mcpttloc:tCoordinateType"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="tCoordinateType">



<xs:choice minOccurs="1" maxOccurs="1">




<xs:element name="threebytes" type="mcpttloc:tThreeByteType" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax"/>




<xs:element name="anyExt" type="mcpttinfo:anyExtType" minOccurs="0"/>



</xs:choice>



<xs:attribute name="type" type="protectionType"/>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:simpleType name="tThreeByteType">



<xs:restriction base="xs:integer">




<xs:minInclusive value="0"/>




<xs:maxInclusive value="16777215"/>



</xs:restriction>


</xs:simpleType>


<xs:complexType name="tGeographicalAreaDef">



<xs:sequence>




<xs:element name="PolygonArea" type="mcpttloc:tPolygonAreaType" minOccurs="0"/>




<xs:element name="EllipsoidArcArea" type="mcpttloc:tEllipsoidArcType" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="tPolygonAreaType">



<xs:sequence>




<xs:element name="Corner" type="mcpttloc:tPointCoordinate" minOccurs="3" maxOccurs="15"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="tEllipsoidArcType">



<xs:sequence>




<xs:element name="Center" type="mcpttloc:tPointCoordinate"/>




<xs:element name="Radius" type="xs:nonNegativeInteger"/>




<xs:element name="OffsetAngle" type="xs:unsignedByte"/>




<xs:element name="IncludedAngle" type="xs:unsignedByte"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttloc:anyExtType" minOccurs="0"/>



</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="anyExtType">



<xs:sequence>




<xs:any namespace="##any" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>


</xs:sequence>


</xs:complexType>

</xs:schema>
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