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7.1.6
Off-network / Group Call / Merge Two Calls
7.1.6.1
Test Purpose (TP)

(1)

with { UE ... }

ensure that {
  when { UE ... and/or ... }

    then { UE ... and/or ... }

            }

7.1.6.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.379 clause 10.2.2.4.6.1, TS 24.380 clause 7.2.3.2.3. Unless otherwise stated these are Rel-13 requirements.
[TS 24.379, clause 10.2.2.4.6.1]

When in the "S3: part of ongoing call" state, upon receiving a GROUP CALL ANNOUNCEMENT message with the MCPTT group ID IE matching the stored MCPTT group ID of the call and:
1)
the Originating MCPTT user ID IE is different from the stored originating MCPTT user ID of the call; or 

2)
the Call identifier IE is different from the stored call identifier of the call;

then:
1)
if the stored current call type associated with the call type control state machine is "BASIC GROUP CALL" and the value of the Call type IE of GROUP CALL ANNOUNCEMENT message is either "IMMINENT PERIL GROUP CALL" or "EMERGENCY GROUP CALL";

2)
if the stored current call type associated with the call type control state machine is "IMMINENT PERIL GROUP CALL" and the value of the Call type IE of GROUP CALL ANNOUNCEMENT message is "EMERGENCY GROUP CALL";

3)
if the stored current call type associated with the call type control state machine being equal to the Call type IE of the GROUP CALL ANNOUNCEMENT message and the Call start time IE of the GROUP CALL ANNOUNCEMENT message being lower than the stored call start time of the call; or

4)
if the stored current call type associated with the call type control state machine being equal to the Call type IE of the GROUP CALL ANNOUNCEMENT message and the Call start time IE of the GROUP CALL ANNOUNCEMENT message being equal to the stored call start time of the call and the Call identifier IE of the GROUP CALL ANNOUNCEMENT message being lower than the stored call identifier of the call;

the MCPTT client:

1)
shall store the value of the SDP IE of the GROUP CALL ANNOUNCEMENT message as the SDP body of the call;
2)
shall store the value of the Call identifier IE of the GROUP CALL ANNOUNCEMENT message as the call identifier of the call;
3)
shall store the value of the Originating MCPTT user ID IE of the GROUP CALL ANNOUNCEMENT message as the originating MCPTT user ID of the call;
4)
shall store the value of the Refresh interval IE of the GROUP CALL ANNOUNCEMENT message as the refresh interval of the call;
5)
shall store the value of the Call start time IE of the GROUP CALL ANNOUNCEMENT message as the call start time of the call;
6)
shall adjust the media session based on the stored SDP body of the call and restart floor control as terminating floor participant as specified in subclause 7.2 in 3GPP TS 24.380 [5];
7)
shall stop timer TFG6 (max duration);

8)
shall start timer TFG6 (max duration) with value as specified in subclause 10.2.2.4.1.2;
9)
shall stop timer TFG2 (call announcement); and

10)
shall start timer TFG2 (call announcement) with value according to rules and procedures as specified in subclause 10.2.2.4.1.1.1; and

11)
shall remain in the "S3: part of ongoing call" state.

[TS 24.380, clause 7.2.3.2.3]

When an MCPTT call is established the terminating floor participant:

1.
shall create an instance of a floor participant state transition diagram for basic operation state machine;

2.
shall start timer T230 (Inactivity); and

3.
shall enter 'O: silence' state.

7.1.6.3
Test description

7.1.6.3.1
Pre-test conditions

System Simulator:

-


UE:

-


Preamble:

-


7.1.6.3.2
Test procedure sequence

Table 7.1.6.3.2-1: Main Behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	
	
	
	
	

	2
	
	
	
	
	

	...
	
	
	
	
	


Table 7.1.6.3.2-2: Parallel Behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	
	
	
	
	

	2
	
	
	
	
	

	...
	
	
	
	
	


7.1.6.3.3
Specific message contents

Table 7.1.6.3.3-1: Message Xa (step Yk, Table 7.1.6.3.2-x)

	Derivation Path: TS 36.508 Table X.x, condition C

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	


Table 7.1.6.3.3-2: Message Xb (step Ykk, Table 7.1.6.3.2-y)

	Derivation Path: TS 36.508, Table Z.z

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	


