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	Reason for change:
	Some of test requirement have identified that the test cases applicability will required UE support FGI bit 103 (PDSCH transmission mode 9 when up to 4 CSI reference signal ports are configured). However, the current test condition are not included this features.

Some condition need to be corrected.

	
	

	Summary of change:
	Corrected test condition for following RF test cases to include FGI bit 103:

· 8.3.1.1.4, added new Cyy1

· 8.3.2.1.5, added new Cyy2
· 8.3.2.2.1_D_1 updated TBD to C25a
· 8.3.3.1.1, added new Cyy3
· 8.3.3.1.2, added new Cyy4
· 8.10.1.1.5, added new TC and new C113e

· 8.10.1.2.5, added new C198c

· 8.10.1.2.6, added new C198b

· 8.11.1.1.2, added new C145c

· 8.11.1.2.2, added new C156e

· 9.3.1.2.3, added new Cxx1
· 9.3.1.2.4, added new Cxx2

· 9.3.5.2.1, updated C44z to include FGI bit 103

· 9.3.5.2.2, updated C45i to include FGI bit 103

· 9.9.2.2.1, updated C199 to include FGI bit 103

· 9.9.2.2.2, updated C200 to include FGI bit 103
Corrected condition to as following:

· 8.3.2.1.3_D, changed from C25a to C26, and corrected C26 condition to TDD only
· Corrected C210 and added features for Support of FDD-TDD CA with PCell in TDD band (A.4.5-1/14)
· 8.10.1.1.3, change from C113b to new C113d for aadded features of Enhanced performance requirements type A for LTE (A.4.3-7/1)
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	Other comments:
	The changes also impacted to WIC “TEI11_Test”, “TEI10_Test, LTE_4Rx_AP_DL-UEConTest”, “TEI12_Test, LTE_SC_enh_L1-UEConTest”, “TEI12_Test, LTE_NAICS-UEConTest”, “TEI13_Test, LTE_LAA-UEConTest”, “TEI13_Test, LTE_MTCe2_L1-UEConTest”


{Start of changes}
4.1
RF conformance test cases

NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Additional Information

	
	
	
	Condition
	Comments
	
	

	
	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C186
	UE supporting E-UTRA Power Class 3
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.2.2_1
	UE Maximum Output Power for HPUE
	Rel-10
	C39
	UE supporting E-UTRA Power Class 1 or Power Class 2
	D04
	FDD

	
	
	
	
	
	
	TDD

	<Unchanged Sections Skipped>

	
	Performance Requirement

	8.2.1.1.1
	FDD PDSCH Single Antenna Port Performance
	Rel-8
	C01
	UE supporting E-UTRA FDD
	Each ""Test Number"" to be performed once, in a chosen band supporting tested BW
	Test execution not necessary if 8.2.1.1.1_A.1 or 8.2.1.1.1_A.2 is executed.

	8.2.1.1.1_1
	FDD PDSCH Single Antenna Port Performance (Release 9 and forward)
	Rel-9
	C31
	UE supporting E-UTRA FDD

(UE categories 1, 2)
	Each ""Test Number"" to be performed once, in a chosen band supporting tested BW
	Test execution not necessary if 8.2.1.1.1_A.1 or 8.2.1.1.1_A.2 is executed.

	<Unchanged Sections Skipped>

	8.2.1.2.5
	FDD PDSCH Transmit Diversity 2x2 with TM2 Interference Model -- Enhanced Performance Requirement Type B
	Rel-12
	C150
	UE supporting E-UTRA FDD and the enhanced performance requirements type B for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.2.1.2.6
	FDD PDSCH Transmit Diversity 2x2 with TM9 Interference Model -- Enhanced Performance Requirement Type B
	Rel-12
	C150
	UE supporting E-UTRA FDD and the enhanced performance requirements type B for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.2.1.3.1
	FDD PDSCH Open Loop Spatial Multiplexing 2x2
	Rel-8
	C13b
	UE supporting E-UTRA FDD (UE categories >=2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	Test execution not necessary if 8.2.1.3.1_A.1 or 8.2.1.3.1_A.2 is executed.

	8.2.1.3.1_1
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 (Release 11 and forward)
	Rel-11
	 C13b
	UE supporting E-UTRA FDD (UE categories >=2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	Test execution not necessary if 8.2.1.3.1_A.1

or 8.2.1.3.1_A.2 is executed.

	<Unchanged Sections Skipped>

	8.2.2.2.6
	TDD PDSCH Transmit Diversity 2x2 with TM2 Interference Model - Enhanced Performance Requirement Type B
	Rel-12
	C151
	UE supporting E-UTRA TDD and the enhanced performance requirements type B for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.2.2.2.7
	TDD PDSCH Transmit Diversity 2x2 with TM9 Interference Model - Enhanced Performance Requirement Type B
	Rel-12
	C151
	UE supporting E-UTRA TDD and the enhanced performance requirements type B for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.2.2.3
	Void
	
	
	
	
	

	8.2.2.3.1
	TDD PDSCH Open Loop Spatial Multiplexing 2x2
	Rel-8
	C02
	UE supporting E-UTRA TDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	Test execution not necessary if 8.2.2.3.1_A.1 or .2 is executed.

	<Unchanged Sections Skipped>

	8.3.1.1.1_H
	FDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 without a simultaneous transmission for eDL-MIMO for 256QAM in DL
	Rel-12
	C25h
	UE supporting E-UTRA FDD and eDL-MIMO and 256QAM in DL and Feature Group Indicator 103
	
	

	8.3.1.1.2_D
	FDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 with a simultaneous transmission for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and Feature Group Indicator 103
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.1.1.3
	FDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM9 Interference Model - Enhanced Performance Requirement Type A
	Rel-11
	C40
	UE supporting E-UTRA FDD and Feature Group Indictor 103 and supporting the enhanced performance requirements type A for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.1.1.4
	FDD PDSCH Closed Loop Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM9 Interference Model - Enhanced Performance Requirement Type B
	Rel-12
	Cyy1
	UE supporting E-UTRA FDD and the enhanced performance requirements type B for LTE and Feature Group Indicator 103
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.1.1.6
	FDD PDSCH Closed Loop Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM3 interference model - Enhanced Performance Requirement Type B
	Rel-12
	C150
	UE supporting E-UTRA FDD and the enhanced performance requirements type B for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.1.1.7
	FDD PDSCH Closed Loop Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM10 serving cell configuration and TM9 interference model - Enhanced Performance Requirement Type B
	Rel-12
	C175
	UE supporting E-UTRA FDD, enhanced performance requirements type B and PDSCH Tranmission mode 10 for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.1.2.1_D
	FDD PDSCH Dual-layer Spatial Multiplexing for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and Feature Group Indicator 103
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.1.2.1_D_1
	FDD PDSCH Dual-layer Spatial Multiplexing for eDL-MIMO (Release 11 and forward)
	Rel-11
	C25
	UE supporting E-UTRA FDD and Feature Group Indicator 103
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.1.2.2
	FDD PDSCH Dual-layer Spatial Multiplexing - Enhanced Performance Requirement Type C
	Rel-12
	C144
	UE supporting E-UTRA FDD and Feature Group Indicator 103 and Enhanced Performance Requirement TypeC for LTE (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.1.3.1_F
	FDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Same Cell ID and single NZP CSI-RS resource for CoMP
	Rel-11
	C50
	UE supporting E-UTRA FDD and Maximum CSI processes of One on a component carrier within a band with PDSCH transmission mode 10 (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.1.3.2_F
	FDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Same Cell ID and multiple NZP CSI-RS resources for CoMP
	Rel-11
	C52
	UE supporting E-UTRA FDD and Maximum CSI processes of Three or Four on a component carrier within a band with PDSCH transmission mode 10 (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.1.3.3_F
	FDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Different Cell ID, Colliding CRS and single NZP CSI-RS resource for CoMP
	Rel-11
	C117
	UE supporting E-UTRA FDD and Maximum CSI processes of One, Three or Four on a component carrier within a band with PDSCH transmission mode 10 (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.2.1.1
	TDD PDSCH Single-layer Spatial Multiplexing on antenna port 5 (Release 8 and forward)
	Rel-8
	C02
	UE supporting E-UTRA TDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.2.1.1_1
	TDD PDSCH Single-layer Spatial Multiplexing on antenna port 5 (Release 9 and forward)
	Rel-9
	C16
	UE supporting E-UTRA TDD (UE category 1)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.2.1.2
	TDD PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 without a simultaneous transmission
	Rel-9 only
	C34
	UE supporting E-UTRA TDD and supporting enhanced dual layer TDD.
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	
	
	Rel-10
	C02
	UE supporting E-UTRA TDD.
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.2.1.2_D
	TDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 without a simultaneous transmission for eDL-MIMO
	Rel-10
	C26
	UE supporting E-UTRA TDD and Feature Group Indicator 104
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.2.1.2_H
	TDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 without a simultaneous transmission for eDL-MIMO for 256QAM in DL
	Rel-12
	C26h
	UE supporting E-UTRA TDD and 256QAM in DL and Feature Group Indicator 104
	
	

	8.3.2.1.3
	TDD PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 with a simultaneous transmission
	Rel-9 only
	C34
	UE supporting E-UTRA TDD and supporting enhanced dual layer TDD.
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	
	
	Rel-10
	C02
	UE supporting E-UTRA TDD.
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.2.1.3_D
	TDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 with a simultaneous transmission for eDL-MIMO
	Rel-10
	C26
	UE supporting E-UTRA TDD and Feature Group Indicator 104
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.2.1.4
	TDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM9 Interference Model - Enhanced Performance Requirement Type A
	Rel-11
	C41
	UE supporting E-UTRA TDD and Feature Group Indictor 103 and supporting the enhanced performance requirements type A for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.2.1.5
	TDD PDSCH Closed Loop Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM9 Interference Model - Enhanced Performance Requirement Type B
	Rel-12
	Cyy2
	UE supporting E-UTRA TDD and the enhanced performance requirements type B for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.2.1.7
	TDD PDSCH Closed Loop Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM3 interference model - Enhanced Performance Requirement Type B
	Rel-12
	C151
	UE supporting E-UTRA TDD and the enhanced performance requirements type B for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.2.1.8
	TDD PDSCH Closed Loop Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM10 serving cell configuration and TM9 interference model - Enhanced Performance Requirement Type B
	Rel-12
	C176
	UE supporting E-UTRA TDD, enhanced performance requirements type B and PDSCH Tranmission mode 10 for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.2.2.1
	TDD PDSCH Dual-layer Spatial Multiplexing
	Rel-9 only
	C34
	UE supporting E-UTRA TDD and supporting enhanced dual layer TDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	
	
	Rel-10
	C02
	UE supporting E-UTRA TDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.2.2.1_D
	TDD PDSCH Dual-layer Spatial Multiplexing for eDL-MIMO
	Rel-10
	C25a
	UE supporting E-UTRA TDD and Feature Group Indicator 103
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.2.2.1_D_1
	TDD PDSCH Dual-layer Spatial Multiplexing for eDL-MIMO (Release 11 and forward)
	Rel-11
	C25a
	UE supporting E-UTRA TDD and Feature Group Indicator 103
	TBD
	

	8.3.2.2.2
	TDD PDSCH Dual-layer Spatial Multiplexing - Enhanced Performance Requirement Type C
	Rel-12
	C143
	UE supporting E-UTRA TDD and Enhanced Performance Requirement TypeC for LTE (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.2.4.1_F
	TDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Same Cell ID and single NZP CSI-RS resource for CoMP
	Rel-11
	C51
	UE supporting E-UTRA TDD and Maximum CSI processes of One on a component carrier within a band with PDSCH transmission mode 10 (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.2.4.2_F
	TDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Same Cell ID and multiple NZP CSI-RS resources for CoMP
	Rel-11
	C53
	UE supporting E-UTRA TDD and Maximum CSI processes of Three or Four on a component carrier within a band with PDSCH transmission mode 10 (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.2.4.3_F
	TDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Different Cell ID, Colliding CRS and single NZP CSI-RS resource for CoMP
	Rel-11
	C118
	UE supporting E-UTRA TDD and Maximum CSI processes of One, Three or Four on a component carrier within a band with PDSCH transmission mode 10 (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.3.1.1
	LAA Dual-Layer Spatial Multiplexing with DM-RS with FDD as PCell
	Rel-13
	Cyy3
	UE supporting E-UTRA FDD and downlink LAA with FDD as Pcell and Feature Group Indicator 103
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.3.3.1.2
	LAA Dual-Layer Spatial Multiplexing with DM-RS with TDD as Pcell
	Rel-13
	Cyy4
	UE supporting E-UTRA TDD and downlink LAA and Feature Group Indicator 103
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.4.1.1
	FDD PCFICH/PDCCH Single-antenna Port Performance
	Rel-8
	C01
	UE supporting E-UTRA FDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.4.1.2
	Void
	
	
	
	
	

	8.4.1.2.1
	FDD PCFICH/PDCCH Transmit Diversity 2x2
	Rel-8 only
	C09
	UE supporting E-UTRA FDD and operating bands supporting 1,4 MHz Bandwidth
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	<Unchanged Sections Skipped>

	8.10.1.1.3
	FDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x4 with TM4 Interference Model – Enhanced Performance Requirement Type A
	Rel-11
	C113d
	UE supporting E-UTRA FDD with 4Rx antenna ports and the enhanced performance requirements type A for LTE 
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.10.1.1.4
	FDD PDSCH Closed Loop Spatial Multiplexing 4x4
	Rel-10
	C113b
	UE supporting E-UTRA FDD with 4Rx antenna ports
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.10.1.1.5
	FDD PDSCH Single-layer Spatial Multiplexing 2x4 on antenna ports 7 or 8 with TM9 interference model – Enhanced Performance Requirement Type A
	Rel-11
	C113e
	UE supporting E-UTRA FDD with 4Rx antenna ports and the enhanced performance requirements type A for LTE and Feature Group Indicator 103
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.10.1.1.6
	FDD Dual-Layer Spatial Multiplexing 2x4 (User-Specific Reference Symbols)
	Rel-10
	C113c
	UE supporting E-UTRA FDD and Feature Group Indicator 103 and 4Rx antenna ports
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.10.1.1.7
	FDD Open-loop spatial multiplexing, 3 Layer Multiplexing with 4 Tx Antenna Ports
	Rel-10
	C220
	UE supporting E-UTRA FDD with 4Rx antenna ports and 3-layer spatial multiplexing
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.10.1.1.8
	FDD Closed-loop spatial multiplexing performance, 4 Layers spatial multiplexing 4 Tx antennas
	Rel-10
	C220
	UE supporting E-UTRA FDD with 4Rx antenna ports and 4-layer spatial multiplexing
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.10.1.1.9
	FDD 4 Layer Spatial Multiplexing (User-Specific Reference Symbols)
	Rel-10
	C113c
	UE supporting E-UTRA FDD and eDL-MIMO and Feature Group Indicator 103 and 4Rx antenna ports
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.10.1.2.1
	TDD PDSCH Transmit Diversity 2x4
	Rel-10
	C198
	UE supporting E-UTRA TDD with 4Rx antenna ports
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.10.1.2.2
	TDD PDSCH Open Loop Spatial Multiplexing 2x4
	Rel-10
	C198
	UE supporting E-UTRA TDD with 4Rx antenna ports
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.10.1.2.3
	TDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x4 with TM4 Interference Model – Enhanced Performance Requirement Type A
	Rel-11
	C198a
	UE supporting E-UTRA TDD with 4Rx antenna ports and the enhanced performance requirements type A for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.10.1.2.4
	TDD PDSCH Closed Loop Spatial Multiplexing 4x4
	Rel-10
	C198
	UE supporting E-UTRA TDD with 4Rx antenna ports
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.10.1.2.5 
	TDD PDSCH Single-layer Spatial Multiplexing 2x4 on antenna ports 7 or 8 with TM9 interference model – Enhanced Performance Requirement Type A
	Rel-11
	C198c
	UE supporting E-UTRA TDD with 4Rx antenna ports and the enhanced performance requirements type A for LTE and Feature Group Indicator 103
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.10.1.2.6
	TDD Dual-Layer Spatial Multiplexing 2x4 (User-Specific Reference Symbols)
	Rel-10
	C198b
	UE supporting E-UTRA TDD with 4Rx antenna ports and Feature Group Indicator 103
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.10.1.2.7
	TDD Open-loop spatial multiplexing, 3 Layer Multiplexing with 4 Tx Antenna Ports
	Rel-10
	C235
	UE supporting E-UTRA TDD with 4Rx antenna ports and 3-layer spatial multiplexing
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.10.1.2.8
	TDD Closed-loop spatial multiplexing performance, 4 Layers spatial multiplexing 4 Tx antennas
	Rel-10
	C235
	UE supporting E-UTRA TDD with 4Rx antenna ports and 4-layer spatial multiplexing
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	<Unchanged Sections Skipped>

	8.10.4.2.1
	FDD localized EPDCCH performance with TM9 2x4
	Rel-10
	C166
	UE supporting E-UTRA FDD and EPDCCH and Feature Group Indicator 103 with 4Rx antenna ports
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.10.4.2.2
	TDD localized EPDCCH performance with TM9 2x4
	Rel-10
	C167
	UE supporting E-UTRA TDD and EPDCCH and Feature Group Indicator 103 with 4Rx antenna ports
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.11.1.1.1
	FDD and half-duplex FDD Closed-loop spatial multiplexing performance for UE category M1
	Rel-13
	C145a
	UE supporting E-UTRA FDD and UE category M1
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.11.1.1.2
	FDD and half-duplex FDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 for UE category M1
	Rel-13
	C145c
	UE supporting E-UTRA FDD and UE category M1
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.11.1.1.3
	FDD and half-duplex FDD PDSCH Transmit Diversity 2x1 for UE category M1
	Rel-13
	C145a
	UE supporting E-UTRA FDD and UE category M1 and Feature Group Indicator 103
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.11.1.2.1
	TDD Closed-loop spatial multiplexing performance for UE category M1 (Cell-Specific Reference Symbols)
	Rel-13
	C156b
	UE supporting E-UTRA TDD and UE category M1
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.11.1.2.2
	TDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 for UE category M1
	Rel-13
	C156e
	UE supporting E-UTRA TDD and UE category M1 and Feature Group Indicator 103
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.11.1.2.3
	TDD PDSCH Transmit Diversity for UE category M1
	Rel-13
	C156b
	UE supporting E-UTRA TDD and UE category M1
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	8.11.1.2.3_1
	TDD PDSCH Transmit Diversity for UE category M1 (CEModeB)
	Rel-13
	C156d
	UE supporting E-UTRA TDD and UE category M1 and CE Mode B
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	<Unchanged Sections Skipped>

	9.3.1.2.1_D
	FDD CQI Reporting under fading conditions - PUSCH 3-1 for eDL-MIMO
	Rel-10
	C25
	UE supporting E-UTRA FDD and Feature Group Indicator 103
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	9.3.1.2.2_D
	TDD CQI Reporting under fading conditions - PUSCH 3-1 for eDL-MIMO
	Rel-10
	C25a
	UE supporting E-UTRA TDD and Feature Group Indicator 103
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	9.3.1.2.3
	FDD CQI Reporting under fading conditions - PUSCH 3-1 for 256QAM in DL
	Rel-12
	Cxx1
	UE supporting E-UTRA FDD and 256QAM in DL(UE category 11-12 and UE DL category >=11) and Feature Group Indicator 103
	
	

	9.3.1.2.4
	TDD CQI Reporting under fading conditions - PUSCH 3-1 for 256QAM in DL
	Rel-12
	Cxx2
	UE supporting E-UTRA TDD and 256QAM in DL(UE category 11-12 and UE DL category >=11) and Feature Group Indicator 103
	
	

	9.3.1.3.1_E.1
	FDD CQI Reporting under fading conditions - PUSCH 3-0 for feICIC (non-MBSFN ABS)
	Rel-11
	C79
	UE supporting E-UTRA FDD and CRS interference handling and Feature Group Indicator 115
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	<Unchanged Sections Skipped>

	9.3.5.1.1
	FDD CQI Reporting under fading conditions - PUCCH 1-0 - Enhanced Performance Requirement Type A
	Rel-11
	C44
	UE supporting E-UTRA FDD and the enhanced performance requirements type A for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	9.3.5.1.2
	TDD CQI Reporting under fading conditions - PUCCH 1-0 - Enhanced Performance Requirement Type A
	Rel-11
	C45
	UE supporting E-UTRA TDD and the enhanced performance requirements type A for LTE
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	9.3.5.2.1
	FDD CQI Reporting under fading conditions - PUCCH 1-1 - Enhanced Performance Requirement Type A
	Rel-11
	C44z
	UE supporting E-UTRA FDD and the enhanced performance requirements type A for LTE (UE Category >= 2) and Feature Group Indicator 103
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	9.3.5.2.2
	TDD CQI Reporting under fading conditions - PUCCH 1-1 - Enhanced Performance Requirement Type A
	Rel-11
	C45i
	UE supporting E-UTRA TDD and the enhanced performance requirements type A for LTE (UE Category >= 2) and Feature Group Indicator 103
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	9.3.6.1_F.1
	FDD CQI Reporting under fading conditions with Single CSI process for CoMP
	Rel-11
	C50a
	UE supporting E-UTRA FDD and Maximum CSI processes of One on a component carrier within a band with PDSCH transmission mode 10
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	<Unchanged Sections Skipped>

	9.3.8.1.1
	FDD CQI Reporting under fading conditions - PUCCH 1-1 (Cell-Specific Reference Symbols) TM4 - Enhanced Receiver Type B
	Rel-12
	C152
	UE supporting E-UTRA FDD and the enhanced performance requirements type B for LTE (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	9.3.8.1.2
	TDD CQI Reporting under fading conditions - PUCCH 1-1 (Cell-Specific Reference Symbols) TM4 - Enhanced Receiver Type B
	Rel-12
	C153
	UE supporting E-UTRA TDD and the enhanced performance requirements type B for LTE (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	9.3.8.2.1
	FDD CQI Reporting under fading conditions - PUCCH 1-1 (CSI Reference Symbol) TM9 - Enhanced Receiver Type B
	Rel-12
	C152
	UE supporting E-UTRA FDD and the enhanced performance requirements type B for LTE (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	9.3.8.2.2
	TDD CQI Reporting under fading conditions - PUCCH 1-1 (CSI Reference Symbol) TM9 - Enhanced Receiver Type B
	Rel-12
	C153
	UE supporting E-UTRA TDD and the enhanced performance requirements type B for LTE (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	9.4.1.1.1
	FDD PMI Reporting - PUSCH 3-1 (Single PMI)
	Rel-8
	C01
	UE supporting E-UTRA FDD
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	<Unchanged Sections Skipped>

	9.9.2.1.1
	FDD CQI Reporting under fading conditions - PUCCH 1-0 - Enhanced Performance Requirement Type A 1x4
	Rel-11
	C197
	UE supporting E-UTRA FDD with 4Rx antenna ports and the enhanced performance requirements type A for LTE
	Each" Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	9.9.2.1.2
	TDD CQI Reporting under fading conditions - PUCCH 1-0 - Enhanced Performance Requirement Type A 1x4
	Rel-11
	C198
	UE supporting E-UTRA TDD with 4Rx antenna ports and the enhanced performance requirements type A for LTE
	Each" Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	9.9.2.2.1
	FDD CQI Reporting under fading conditions - PUCCH 1-1 - Enhanced Performance Requirement Type A2 x4
	Rel-11
	C199
	UE supporting E-UTRA FDD with 4Rx antenna ports and the enhanced performance requirements type A for LTE (UE Category >= 2) and Feature Group Indicator 103
	Each" Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	9.9.2.2.2
	TDD CQI Reporting under fading conditions - PUCCH 1-1 - Enhanced Performance Requirement Type A2 x4
	Rel-11
	C200
	UE supporting E-UTRA TDD with 4Rx antenna ports and the enhanced performance requirements type A for LTE (UE Category >= 2) and Feature Group Indicator 103
	Each" Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	9.9.3.1.1
	TDD PMI Reporting - PUSCH 3-1 (Single PMI) 8x4
	Rel-10
	C179
	UE supporting E-UTRA TDD and eDL-MIMO and Feature Group Indicator 104 with 4Rx antenna ports (UE Category >= 2)
	Each" Test Number" to be performed once, in a chosen band supporting tested BW
	

	<Unchanged Sections Skipped>

	10.2_1
	TDD MBMS performance (Fixed Reference Channel) (Release 13 and forward)
	Rel-13
	C04
	UE supporting E-UTRA TDD and MBMS
	Performed once
	

	Note 1:
Due to UE capability signalling for UL 64QAM is introduced from Rel-12, this test case can optionally be executed with a Rel-12 UE.

Note 2:
For a transition period until RAN5#72, this condition in version 13.0.0 of 36.521-2 shall be used. This is to ensure no test coverage is lost before the UL 64QAM test case becomes available.

Note 3:
Equivalent aggregated bandwidth is defined as: 
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Table 4.1-1a: Applicability of RF conformance test cases Conditions

	C01
IF NOT(A.4.3-4a/1) AND A.4.1-1/1 THEN R ELSE N/A

	C01h
IF (A.4.1-1/1 AND A.4.5-1/18) THEN R ELSE N/A

	C02
IF NOT(A.4.3-4a/1) AND A.4.1-1/2 THEN R ELSE N/A

	C02h
IF (A.4.1-1/2 AND A.4.5-1/18) THEN R ELSE N/A

	<Unchanged Sections Skipped>

	C25x
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 AND A.4.4-3a/103) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C25y
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/2 AND A.4.4-3b/103) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C26
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/2 AND A.4.4-3b/104)) THEN R ELSE N/A

	C26h
IF (((A.4.1-1/1 AND A.4.4-3a/104) OR (A.4.1-1/2 AND A.4.4-3b/104)) AND A.4.5-1/18) THEN R ELSE N/A

	C27
Void

	C28
IF (NOT(A.4.3-4a/1) AND ((A.4.1-1/1 AND A.4.4-3a/104 AND A.4.4-3a/110) OR (A.4.1-1/2 AND A.4.4-3b/104 AND A.4.4-3b/110)) AND A.4.2-1/4) THEN R ELSE N/A

	C28y
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/2 AND A.4.4-3a/104 AND A.4.4-3a/110) AND A.4.2-1/4 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C29
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.4-3a/115) THEN R ELSE N/A

	C30
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.4-3b/115) THEN R ELSE N/A

	<Unchanged Sections Skipped>

	C43
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.2-1/1 AND NOT A.4.6.2-2/1) THEN R ELSE N/A

	C43h
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.2-1/1 AND NOT A.4.6.2-2/1 AND A.4.5-1/18) THEN R ELSE N/A

	C44
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.3-7/1) THEN R ELSE N/A

	C44z
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.3-7/1 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8) AND A.4.4-3a/103) THEN R ELSE N/A

	C45
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.3-7/1) THEN R ELSE N/A

	C45i
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.3-7/1 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8) AND A.4.4-3b/103) THEN R ELSE N/A

	C46
Void

	C47
Void

	<Unchanged Sections Skipped>

	C112
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.3-4a/1) THEN R ELSE N/A

	C112a
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.3-4aa/1) THEN R ELSE N/A

	C112b
IF (A.4.1-1/8 AND A.4.3-4 c/1) THEN R ELSE N/A

	C113
IF NOT(A.4.3-4a/1) THEN R ELSE N/A

	C113a
IF (A.4.5-1/22) THEN R ELSE N/A

	C113b
IF (A.4.1-1/1 AND A.4.5-1/37) THEN R ELSE N/A

	C113c
IF (A.4.1-1/1 AND A.4.5-1/37 AND A.4.4-3a/103) THEN R ELSE N/A

	C113d
IF (A.4.1-1/1 AND A.4.5-1/37 AND A.4.3-7/1) THEN R ELSE N/A

	C113e
IF (A.4.1-1/1 AND A.4.5-1/37 AND A.4.3-7/1 AND A.4.4-3a/103) THEN R ELSE N/A

	C113h
IF (A.4.5-1/18) THEN R ELSE N/A

	C114
IF (A.4.1-1/2 AND A.4.6.1-1/2) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10))THEN R ELSE N/A

	C115
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.2-1/1 AND A.4.6.2-2/1) THEN R ELSE N/A

	C116
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.3-1/1 AND A.4.6.3-2/1) THEN R ELSE N/A

	<Unchanged Sections Skipped>

	C142
IF (NOT(A.4.3-4/1 OR A.4.3-4a/1) AND A.4.1-1/1 AND A.4.3-7/3) THEN R ELSE N/A

	C143
IF (NOT(A.4.3-4/1 OR A.4.3-4a/1) AND A.4.1-1/2 AND A.4.3-7/3) THEN R ELSE N/A

	C144
IF (NOT(A.4.3-4/1 OR A.4.3-4a/1) AND A.4.1-1/1 AND A.4.3-7/3 AND A.4.4-3a/103) THEN R ELSE N/A

	C145
IF A.4.1-1/1 AND A.4.3-4a/1 THEN R ELSE N/A

	C145a
IF A.4.1-1/1 AND A.4.3-4aa/1 THEN R ELSE N/A

	C145b
IF A.4.1-1/1 AND (A.4.3-4aa/1 OR A.4.5-1/25) THEN R ELSE N/A

	C145c
IF A.4.1-1/1 AND (A.4.3-4aa/1 OR A.4.5-1/25) AND A.4.4-3a/103 THEN R ELSE N/A

	C146
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 AND A.4.1-1/2) AND A.4.6.3-1/1) THEN R ELSE N/A

	C147
IF ((NOT(A.4.3-4a/1) AND A.4.1-1/1 OR A.4.1-1/2) AND A.4.5-1/17) THEN R ELSE N/A

	C148
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.1-1/2 AND A.4.6.1-2/2 AND A.4.5-1/17) THEN R ELSE N/A

	C149
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.5-1/13 AND A.4.5-1/17) THEN R ELSE N/A

	C150
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.3-7/4) THEN R ELSE N/A

	C151
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.3-7/4) THEN R ELSE N/A

	C152
IF (NOT(A.4.3-4/1 OR A.4.3-4a/1) AND A.4.1-1/1 AND A.4.3-7/4) THEN R ELSE N/A

	C153
IF (NOT(A.4.3-4/1 OR A.4.3-4a/1) AND A.4.1-1/2 AND A.4.3-7/4) THEN R ELSE N/A

	C154
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/15 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C155
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/14 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C156
IF A.4.1-1/2 AND A.4.3-4a/1 THEN R ELSE N/A

	C156a
IF A.4.1-1/2 AND A.4.3-4aa/1 THEN R ELSE N/A

	C156b
IF A.4.1-1/2 AND (A.4.3-4aa/1 OR A.4.5-1/25) THEN R ELSE N/A

	C156c
IF A.4.1-1/1 AND (A.4.3-4aa/1 AND A.4.5-1/26) THEN R ELSE N/A

	C156d
IF A.4.1-1/2 AND (A.4.3-4aa/1 AND A.4.5-1/26) THEN R ELSE N/A

	C156e
IF A.4.1-1/2 AND (A.4.3-4aa/1 AND A.4.5-1/26) AND A.4.4-3b/103 THEN R ELSE N/A

	C157
IF A.4.1-1/1 AND A.4.3-4a/1 AND A.4.4-3a/103 THEN R ELSE N/A

	C158
IF A.4.1-1/2 AND A.4.3-4a/1 AND A.4.4-3b/103 THEN R ELSE N/A

	C159
IF (NOT(A.4.3-4a/1 OR A.4.5-1/17) AND (A.4.1-1/1 OR A.4.1-1/2) AND A.4.5-1/13) THEN R ELSE N/A

	C160
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.3-1/1 AND A.4.6.3-2/1 AND A.4.5-1/17) THEN R ELSE N/A

	C161
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.2-1/1 AND A.4.6.2-2/1 AND A.4.5-1/17) THEN R ELSE N/A

	C162
IF A.4.5-1/23 THEN R ELSE N/A

	C163
IF A.4.5-1/24 THEN R ELSE N/A

	C164
IF (NOT(A.4.3-4a/1) AND A.4.2-1/6 AND A.4.5-1/37) THEN R ELSE N/A

	C165
IF (NOT(A.4.3-4a/1) AND A.4.2-1/6 AND A.4.5-1/38) THEN R ELSE N/A

	C166
IF (NOT(A.4.3-4a/1) AND A.4.2-1/6 AND A.4.4-3a/103 AND A.4.5-1/37) THEN R ELSE N/A

	C167
IF (NOT(A.4.3-4a/1) AND A.4.2-1/6 AND A.4.4-3a/103 AND A.4.5-1/38) THEN R ELSE N/A

	C168
IF (A.4.5-1/22 AND NOT A.4.5-1/18) THEN R ELSE N/A

	C169
IF A.4.1-1/1 AND A.4.2-1/8 AND NOT (A.4.3-4/1 OR A.4.3-4/2 OR A.4.3-4a/1) THEN R ELSE N/A

	C170
IF A.4.1-1/2 AND A.4.2-1/8 AND NOT (A.4.3-4/1 OR A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4a/1) THEN R ELSE N/A

	C171
IF A.4.1-1/1 AND A.4.2-1/8 AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/9 OR A.4.3-4/10) AND (NOT A.4.5-1/18) THEN R ELSE N/A

	C172
IF A.4.1-1/2 AND A.4.2-1/8 AND (A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/9 OR A.4.3-4/10) AND (NOT A.4.5-1/18) THEN R ELSE N/A

	C173
IF A.4.1-1/1 AND A.4.2-1/8 AND A.4.5-1/18 THEN R ELSE N/A

	C174
IF A.4.1-1/2 AND A.4.2-1/8 AND A.4.5-1/18 THEN R ELSE N/A

	C175
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.5-1/12 AND A.4.3-7/4) THEN R ELSE N/A

	C176
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.5-1/12 AND A.4.3-7/4) THEN R ELSE N

	C177
IF (A.4.5-1/38) THEN R ELSE N/A

	C178
IF (A.4.2-1/4 AND A.4.4-3a/103 AND A.4.5-1/37 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C179
IF (A.4.2-1/4 AND A.4.4-3a/104 AND A.4.5-1/38 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C180
IF (A.4.5-1/37 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C181
IF (A.4.5-1/38 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C182
IF (A.4.2-1/4 AND A.4.4-3a/103 AND A.4.5-1/37 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C183
IF (A.4.4-3a/103 AND A.4.5-1/38 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C184
IF (A.4.5-1/38) THEN R ELSE N/A

	C185
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.2-1/1 AND A.4.6.2-2/1 AND A.4.5-1/17) THEN R ELSE N/A

	C186
IF A.4.3-3b/2 AND NOT(A.4.3-4a/1) THEN R ELSE N/A

	C187
IF (A.4.1-1/1 OR A.4.1-1/2) AND ((A.4.1-1/2 AND A.4.6.1-1/4) OR A.4.6.3-1/6 OR A.4.6.3-1/7)) THEN R ELSE N/A

	C188
IF (A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/3) THEN R ELSE N/A

	C189 
IF (A.4.1-1/1 AND (NOT A.4.5-1/18) AND (A.4.6.3-1/6 OR A.4.6.2-1/3) AND (A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C190
IF (A.4.1-1/1 AND (A.4.6.1-1/4 OR A.4.6.3-1/6 OR A.4.6.3-1/7) AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C191
IF (A.4.1-1/1 AND (A.4.6.3-1/10 OR A.4.6.2-1/3) AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C192
IF (A.4.1-1/1 AND (A.4.6.1-1/4 OR A.4.6.3-1/6 OR A.4.6.3-1/7) AND (A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C193
IF (A.4.1-1/1 AND (A.4.6.3-1/10 OR A.4.6.2-1/3) AND (A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C194
IF (A.4.1-1/2 AND (A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12) AND (A.4.6.2-1/4 OR A.4.6.3-1/6 OR A.4.6.3-1/7 OR A.4.6.3-1/12 OR A.4.6.2-1/3 or A.4.6.3-1/11)) THEN R ELSE N/A

	C195
IF A.4.5-1/37 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4a/8) THEN R ELSE N/A

	C196
IF A.4.5-1/38 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4a/8) THEN R ELSE N/A

	C197
IF A.4.5-1/37 AND A.4.3-7/1 THEN R ELSE N/A

	C198
IF A.4.5-1/38 AND A.4.3-7/1 THEN R ELSE N/A

	C198a
IF A.4.1-1/2 AND A.4.5-1/38 AND A.4.3-7/1 THEN R ELSE N/A

	C198b
IF A.4.1-1/2 AND A.4.5-1/38 THEN R ELSE N/A

	C198c
IF A.4.1-1/2 AND A.4.5-1/38 AND A.4.3-7/1 AND A.4.4-3b/103 THEN R ELSE N/A

	C199
IF A.4.5-1/37 AND A.4.3-7/1 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12) AND A.4.4-3a/103) THEN R ELSE N/A

	C200
IF A.4.5-1/38 AND A.4.3-7/1 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12) AND A.4.4-3b/103) THEN R ELSE N/A

	C201
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/39 AND (A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12) THEN R ELSE N/A

	C202
IF ((NOT(A.4.3-4a/1) AND A.4.1-1/1 OR A.4.1-1/2) AND A.4.3-3b/4 AND A.4.2-1/3) THEN R ELSE N/A

	C203
IF ((A.4.5-1/37) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12 )) THEN R ELSE N/A

	C204
IF ((A.4.5-1/38) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12 )) THEN R ELSE N/A

	C205
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 AND A.4.4-3a/103 AND A.4.5-1/37) AND A.4.2-1/4 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C206
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/2 AND A.4.4-3b/103 AND A.4.5-1/38) AND A.4.2-1/4 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C207
IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 AND A.4.1-1/2) AND A.4.6.3-1/1 AND A.4.5-1/32) THEN R ELSE N/A

	C208
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.6.3-1/1 AND A.4.5-1/32) THEN R ELSE N/A

	C209
IF A.4.1-1/1 AND A.4.5-1/15 AND A.4.5-1/32 THEN R ELSE N/A

	C210
IF A.4.1-1/2 AND A.4.5-1/14 AND A.4.5-1/32 THEN R ELSE N/A

	C211
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.6.3-1/12 OR A.4.6.2-1/3 OR A.4.6.3-1/11) THEN R ELSE N/A

	C212
IF (A.4.1-1/1 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12) AND (A.4.6.3-1/6 OR A.4.6.3-1/7 OR A.4.6.3-1/12 OR A.4.6.2-1/3 or A.4.6.3-1/11)) THEN R ELSE N/A

	C213
IF (A.4.1-1/2 AND (NOT A.4.5-1/18) AND (A.4.6-1/3 OR A.4.6.2-1/3 OR A.4.6.3-1/6 OR A.4.6.3-1/7 OR A.4.6.3-1/9 OR A.4.6.3-1/10 OR A.4.6.3-1/11 OR A.4.6.3-1/12) AND (A.4.3-4a/6 OR A.4.3-4a/7 OR A.4.3-4a/10)) THEN R ELSE N/A

	C214
IF (A.4.1-1/1 AND (4.6.3-1/6 OR A.4.6.3-1/7 OR A.4.6.3-1/10 OR A.4.6.2-1/4 OR A.4.6.2-1/5) AND (A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C215
IF (A.4.1-1/1 AND (A.4.6.3-1/8 OR A.4.6.3-1/13 OR A.4.6.2-1/15) AND (A.4.3-4/8 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C216
IF (A.4.1-1/1 AND 4.6.3-1/14 AND (A.4.3-4/8 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C217
IF A.4.1-1/2 AND A.4.5-1/15 AND A.4.5-1/32 THEN R ELSE N/A

	C218
IF A.4.1-1/1 AND A.4.5-1/15 AND A.4.5-1/32 AND A.4.4-3a/103 THEN R ELSE N/A

	C219
IF A.4.1-1/2 AND A.4.5-1/32 AND A.4.4-3a/103 THEN R ELSE N/A

	C220
IF A.4.1-1/1 AND (A.4.5-1/37 AND A.4.5-1/46) THEN R ELSE N/A

	C221
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.6.3-1/13 OR A.4.6.3-1/15 OR A.4.6.3-1/16 OR A.4.6.3-1/17 OR A.4.6.2-1/6 OR A.4.6.2-1/7 OR A.4.6.2-1/8) THEN R ELSE N/A

	C222
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6.3-1/14) OR (A.4.1-1/2 AND A.4.6.1-1/5) THEN R ELSE N/A

	C223
IF (A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/4) THEN R ELSE N/A

	C224
IF A.4.2-1/8 THEN R ELSE N/A

	C225
IF (A.4.2-1/8 AND A.4.5-1/27) THEN R ELSE N/A

	C226
IF (A.4.1-1/1 AND A.4.5-1/37 AND A.4.5-1/46 AND (A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4a/8)) THEN R ELSE N/A

	C227
(A.4.1-1/1 AND (A.4.6.1-1/1 OR A.4.6.1-1/2 OR A.4.6.3-1/1) AND A.4.5-1/37 AND A.4.5-1/46 AND (A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12 OR A.4.3-4a/4 OR A.4.3-4a/5 OR A.4.3-4a/6 OR A.4.3-4a/7 OR A.4.3-4a/10)) THEN R ELSE N/A

	C228
IF (A.4.1-1/1 AND A.4.6.2-1/1 AND A.4.5-1/37 AND A.4.5-1/46 AND (A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12 OR A.4.3-4a/4 OR A.4.3-4a/5 OR A.4.3-4a/6 OR A.4.3-4a/7 OR A.4.3-4a/10)) THEN R ELSE N/A

	C229
IF (A.4.1-1/1 AND AND (A.4.6.1-1/3 OR A.4.6.3-1/3 OR A.4.6.3-1/4) AND A.4.5-1/37 AND A.4.5-1/46 AND (A.4.3-4/11 OR A.4.3-4/12 OR A.4.3-4a/6 OR A.4.3-4a/7 OR A.4.3-4a/10 OR A.4.3-4a/11 OR A.4.3-4a/13)) THEN R ELSE N/A

	C230
IF (A.4.1-1/1 AND AND (A.4.6.3-1/2 OR A.4.6.2-1/2) AND A.4.5-1/37 AND A.4.5-1/46 AND (A.4.3-4/11 OR A.4.3-4/12 OR A.4.3-4a/6 OR A.4.3-4a/7 OR A.4.3-4a/10 OR A.4.3-4a/11 OR A.4.3-4a/13)) THEN R ELSE N/A

	C231
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/15 AND (A.4.5-1/37 OR A.4.5-1/38) AND A.4.3-7/1 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C232
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/14 AND (A.4.5-1/37 OR A.4.5-1/38) AND A.4.3-7/1 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	<Unchanged Sections Skipped>

	C233
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/15 AND (A.4.4-3a/103 AND A.4.4-3b/103) AND (A.4.5-1/37 OR A.4.5-1/38) AND A.4.3-7/1 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C234
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/1 AND A.4.5-1/14 AND (A.4.4-3a/103 AND A.4.4-3b/103) AND (A.4.5-1/37 OR A.4.5-1/38) AND A.4.3-7/1 AND (A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12)) THEN R ELSE N/A

	C235
IF A.4.1-1/2 AND (A.4.5-1/37 AND A.4.5-1/46) THEN R ELSE N/A

	Cxx1
IF (A.4.1-1/1 AND A.4.5-1/18 AND A.4.4-3a/103) THEN R ELSE N/A

	Cxx2
IF (A.4.1-1/2 AND A.4.5-1/18 AND A.4.4-3b/103) THEN R ELSE N/A

	Cyy1
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.3-7/4 AND A.4.4-3a/103) THEN R ELSE N/A

	Cyy2
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.3-7/4 AND A.4.4-3b/103) THEN R ELSE N/A

	Cyy3
IF A.4.1-1/1 AND A.4.5-1/15 AND A.4.5-1/32 AND A.4.4-3a/103 THEN R ELSE N/A

	Cyy4
IF A.4.1-1/2 AND A.4.5-1/14 AND A.4.5-1/32 AND A.4.4-3b/103 THEN R ELSE N/A

	Note 1:
Cxxxh applicability is defined for small cell enhancements for physical layer related test.


{End of changes}
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