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< Unchanged sections have been omitted >
6.3.5A.1.x
Power Control Absolute power tolerance for CA(SRS carrier based switching)
Editor's note:
This test case is not complete. Following aspects are either missing or not yet determined:
- Test Configuration is left FFS.
6.3.5A.1.x.1
Test purpose

To verify the ability of the UE transmitter to set its initial output power to a specific value for the first sub-frame at the start of a contiguous transmission or non-contiguous transmission with a transmission gap on each active component carriers larger than 20ms.

6.3.5A.1.x.2
Test applicability

This test applies to all types of E-UTRA UE release 14 and forward that support SRS carrier based switching.

6.3.5A.1.x.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.3.5A.1.0
6.3.5A.1.x.4
Test description

6.3.5A.1.x.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and CC combinations based on E-UTRA CA configurations specified in subclause 5.4.2A.1. All of these configurations shall be tested with applicable test parameters for each CA Configuration, and are shown in table 6.3.5A.1.x.4.1-1. The details of the uplink reference measurement channel (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.3.5A.1.x.4.1-1: Test Configuration Table
FFS
1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.32 as appropriate.

2.
The parameter settings for the cell are set up according to TS 36.508 [7] clause 4.4.3.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1 and C.3.0, and uplink signals according to Annex H.1 and H.3.0.

4.
The UL Reference Measurement channel is set according to Table 6.3.5A.1.x.4.1-1.

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 6.3.5A.1.x.4.3. Any PDCCH DCI format 0 sent to the UE during the configuration should have TPC command 0dB.

6.3.5A.1.x.4.2
Test procedure
Same test procedure as in clause 6.3.5A.1.1.4.2 with the following exceptions.
-
Instead of Table 6.3.5A.1.1.4.1-1( use Table 6.3.5A.1.x.4.1-1.
-
Instead of clause 6.3.5A.1.1.4.3( use clause 6.3.5A.1.x.4.3.
6.3.5A.1.x.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6 with the following exceptions.

Table 6.3.5A.1.x.4.3-1: UplinkPowerControlCommon: Test point 1

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-25 UplinkPowerControlCommon-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlCommon-DEFAULT ::= SEQUENCE {

p0-NominalPUSCH
	-105
	Test point 1 to verify a UE relative low initial power transmission
	


Table 6.3.5A.1.x.4.3-2: UplinkPowerControlCommonSCell-r10: Test point 1

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-25A UplinkPowerControlCommonSCell-r10-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlCommonSCell-r10 ::= SEQUENCE {

p0-NominalPUSCH-r10
	-105
	Test point 1 to verify a UE relative low initial power transmission
	


Table 6.3.5A.1.x.4.3-3: UplinkPowerControlCommon: Test point 2

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-25 UplinkPowerControlCommon-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlCommon-DEFAULT ::= SEQUENCE {

p0-NominalPUSCH
	-93
	Test point 2 to verify a UE relative high initial power transmission
	


Table 6.3.5A.1.x.4.3-4: UplinkPowerControlCommonSCell-r10: Test point 2

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-25A UplinkPowerControlCommonSCell-r10-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlCommonSCell-r10 ::= SEQUENCE {

p0-NominalPUSCH-r10
	-93
	Test point 2 to verify a UE relative high initial power transmission
	


Table 6.3.5A.1.x.4.3-5: PhysicalConfigDedicated

	Derivation Path: TS 36.508 [7] clause 5.5.1.2, Table 5.5.1.2.1 PhysicalConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  uplinkPowerControlDedicated
	UplinkPowerControlDedicated-DEFAULT
	See subclause 4.6.3
	 RBC

	
	UplinkPowerControlDedicated-DEFAULT
	See subclause 4.6.3
	UL CA


Table 6.3.5A.1.x.4.3-6: UplinkPowerControlDedicated

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-26 UplinkPowerControlDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-UE-PUSCH
	1
	
	 RBC

	
	0
	
	UL CA

	}
	
	
	


6.3.5A.1.x.5
Test requirement

For intra-band contiguous carrier aggregation bandwidth class C, the absolute power control tolerance per component carrier measured in step (5) of the test procedure is not to exceed the values specified in Table 6.3.5A.1.x.5-1 and 6.3.5A.1.x.5-2. The test requirement tables are originated from tables 6.3.5.1.5-1 and 6.3.5.1.5-2.
Table 6.3.5A.1.x.5-1: Absolute power tolerance for SRS carrier based switching: test point 1

	
	Channel bandwidth / expected output power (dBm)

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Expected Measured power Normal conditions
	-14.8 dBm
	-10.8 dBm
	-8.6 dBm
	-5.6 dBm
	-3.9 dBm
	-2.6 dBm

	Power tolerance

f ≤ 3.0GHz
3.0GHz < f ≤ 4.2GHz
	± 10.0dB

± 10.4dB
	± 10.0dB

± 10.4dB
	± 10.0dB

± 10.4dB
	± 10.0dB

± 10.4dB
	± 10.0dB

± 10.4dB
	± 10.0dB

± 10.4dB

	Expected Measured power Extreme conditions
	-14.8 dBm
	-10.8 dBm
	-8.6 dBm
	-5.6 dBm
	-3.9 dBm
	-2.6 dBm

	Power tolerance

f ≤ 3.0GHz
3.0GHz < f ≤ 4.2GHz
	± 13.0dB

± 13.4dB
	± 13.0dB

± 13.4dB
	± 13.0dB

± 13.4dB
	± 13.0dB

± 13.4dB
	± 13.0dB

± 13.4dB
	± 13.0dB

± 13.4dB

	Note 1:
The lower power limit shall not exceed the minimum output power requirements defined in sub-clause 6.3.2.A.0


Table 6.3.5A.1.x.5-2: Absolute power tolerance for SRS carrier based switching: test point 2

	
	Channel bandwidth / expected output power (dBm)

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Expected Measured power Normal conditions
	-2.8 dBm
	1.2 dBm
	3.4 dBm
	6.4 dBm
	8.2 dBm
	9.4 dBm

	Power tolerance

f ≤ 3.0GHz
3.0GHz < f ≤ 4.2GHz
	± 10.0dB

± 10.4dB
	± 10.0dB

± 10.4dB
	± 10.0dB

± 10.4dB
	± 10.0dB

± 10.4dB
	± 10.0dB

± 10.4dB
	± 10.0dB

± 10.4dB

	Expected Measured power Extreme conditions
	-2.8 dBm
	1.2 dBm
	3.4 dBm
	6.4 dBm
	8.2 dBm
	9.4 dBm

	Power tolerance

f ≤ 3.0GHz
3.0GHz < f ≤ 4.2GHz
	± 13.0dB

± 13.4dB
	± 13.0dB

± 13.4dB
	± 13.0dB

± 13.4dB
	± 13.0dB

± 13.4dB
	± 13.0dB

± 13.4dB
	± 13.0dB

± 13.4dB

	Note 1:
The upper power limit shall not exceed the maximum output power requirements defined in sub-clause 6.2.2A.0


<< End of changes >>
