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1.
Introduction

For test cases involving Emergency session set-up without IMS emergency registration, when the emergency call is released, test prose refers to TS 34.229 Annex C.32 (Steps 4-5) for MO termination or C.33 (Steps 3-4) for MT termination. In both these mentioned procedures, it is the SS that initiates the EPS bearer deactivation.

As per TS 24.229 “L.2.2.6.1 General”: 

“When the emergency registration expires, the UE should disconnect the PDN connection for emergency bearer services as described in 3GPP TS 24.301 [8J]”
Due to the above, for the case when the emergency session was established without a valid IMS emergency registration, a conformant UE may consider the IMS emergency registration as invalid. When the said emergency call is disconnected, since no valid IMS emergency registration exists, the UE may initiate the emergency PDN disconnect procedure.

2.
Discussion
As a consequence of the above, a conformant UE may trigger emergency PDN disconnect on termination of the IMS emergency call even before the network releases the EPS Bearer associated with the Emergency Call. Therefore, the existing test cases where the emergency call is established without IMS emergency registration needs to be corrected to handle UE initiated Emergency PDN Disconnect message.
Potential list of test cases impacted by this change: 
· TS 34.229 TC 19.4.x

· TS 36.523-1 TC 11.2.x

Possible ways forward on handling this situation are: 
1) Implement conditional step to handle UE initiated PDN disconnect in procedures TS 34.229 Annex C.32 (Steps 4-5) for MO termination or C.33 (Steps 3-4) for MT termination, for the case when IMS Emergency registration doesn’t exists. SS shall wait for certain duration to see if UE initiates the PDN disconnect else it can proceed with EPS bearer deactivation. 
2) Implement the changes mentioned in (1) as new Annex C.32a for MO termination / C.33a for MT termination and refer to these in test cases where the IMS emergency call is established without valid IMS emergency Registration.

3) Implement the conditional step to handle UE initiated PDN disconnect in impacted test cases in TS 34.229 / TS 36.523-1
3.
Proposals
Approach (2) proposed above is recommended.  
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