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{Start of changes}

–
NPRACH-ConfigSIB-NB-DEFAULT

Table 8.1.6.3-5: NPRACH-ConfigSIB-NB-DEFAULT

	Derivation Path: 36.331 clause 6.7.3

	Information Element
	Value/remark
	Comment
	Condition

	NPRACH-ConfigSIB-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  nprach-CP-Length-r13
	us66dot7
	
	

	  rsrp-ThresholdsPrachInfoList-r13
	Not present
	Only one resource
	

	  nprach-ParametersList-r13 SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF SEQUENCE {
	1 entry
	
	

	    nprach-Periodicity-r13
	ms80 
	
	

	    nprach-StartTime-r13
	ms32
	
	

	    nprach-SubcarrierOffset-r13
	n12
	
	

	    nprach-NumSubcarriers-r13
	n12
	
	

	    nprach-SubcarrierMSG3-RangeStart-r13
	oneThird
	
	

	    maxNumPreambleAttemptCE-r13
	n6
	
	

	    numRepetitionsPerPreambleAttempt-r13
	n1
	
	

	    npdcch-NumRepetitions-RA-r13
	r16
	
	

	    npdcch-StartSF-CSS-RA-r13
	v4
	
	

	    npdcch-Offset-RA-r13
	zero
	
	

	  }
	
	
	

	}
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