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4.6
Default NG-RAN RRC message and information elements contents
<Start of next modified section>
4.6.1
Contents of RRC messages
Editor’s Note: Details are FFS. This input is based on TS 38.331 v0.1.0 work in progress.   
–
RRCReconfiguration

Table [4.6.1-1]: RRCReconfiguration
	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	FFS 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcReconfiguration ::= SEQUENCE {
	FFS
	
	

	        radioBearerConfig
	FFS
	
	

	        masterCellGroupConfig
	FFS
	
	

	        secondaryCellGroupToAddModList
	FFS
	
	

	        secondaryCellGroupToReleaseList
	FFS
	
	

	        measConfig
	FFS
	
	

	        dedicatedNAS-MessageList
	Not present
	
	

	        otherConfig
	Not present
	
	

	        fullConfig
	Not present
	
	

	        lateNonCriticalExtension
	Not present
	
	

	        nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC_MCG_and_SCG
	E-UTRA-NR Dual Connectivity with MCG and SCG.

	EN-DC_MCG_split
	E-UTRA-NR Dual Connectivity with MCG split. FFS if anything is needed in this table.

	EN-DC_SCG_split
	E-UTRA-NR Dual Connectivity with SCG split.


4.6.2
System information blocks
FFS 

4.6.3
Radio resource control information elements 

FFS 

4.6.4
UE capability information elements
FFS 

4.6.5
Other information elements

FFS 

<End of modified section>
