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<Start of Changes>

4.4.3.3
Common contents of system information blocks

<Unchanged Text Skipped>

-
SystemInformationBlockType21
The IE SystemInformationBlockType21 contains the resource pool information for V2X sidelink communication.
Table 4.4.3.3-19: SystemInformationBlockType21
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType21-r14 ::= SEQUENCE {
	
	
	

	  sl-V2X-ConfigCommon-r14 SEQUENCE {
	
	
	

	    v2x-CommRxPool-r14
	Not present
	
	

	    v2x-CommTxPoolNormalCommon-r14
	Not present
	
	

	    p2x-CommTxPoolNormalCommon-r14
	Not present
	
	

	    v2x-CommTxPoolExceptional-r14
	Not present
	
	

	    v2x-SyncConfig-r14
	Not present
	
	

	    v2x-InterFreqInfoList-r14 SEQUENCE (SIZE (0..maxFreqV2X-1-r14)) OF SL-InterFreqInfoV2X-r14 {
	
	1 entry
	

	      SL-InterFreqInfoV2X-r14[1]
	SL-InterFreqInfoV2X-r14-DEFAULT using condition SIB
	
	

	    }
	
	
	

	    v2x-ResourceSelectionConfig-r14
	Not present
	
	

	    zoneConfig-r14 SEQUENCE {}
	Not present
	
	

	    typeTxSync-r14
	enb
	ENUMERATED {gnss, enb, ue, spare1}
	

	    thresSL-TxPrioritization-r14
	Not present
	
	

	    anchorCarrierFreqList-r14
	Not present
	
	

	    offsetDFN-r14
	Not present
	
	

	    cbr-CommonTxConfigList-r14
	Not present
	
	

	  }
	
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	


<End of Changes>
