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	Reason for change:
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< Unchanged sections omitted >

4.6
Default RRC message and information elements contents

This clause contains the default values of common RRC messages and information elements, which unless indicated otherwise in specific clauses of TS 36.521-1 [21], TS 36.521-3 [34], TS 36.523-1 [18] and other clauses in this specification. All the messages and information elements are listed in alphabetical order.

4.6.1
Contents of RRC messages

< Unchanged tables omitted >
–
RRCConnectionReconfiguration
Table 4.6.1-8: RRCConnectionReconfiguration
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 ::= SEQUENCE {
	
	
	

	        measConfig
	Not present
	
	

	
	MeasConfig-DEFAULT
	
	MEAS

	        mobilityControlInfo
	Not present
	
	

	
	MobilityControlInfo-HO
	
	HO, HO-TO-EUTRA

	        dedicatedInfoNASList
	Not present
	
	

	
	Set according to specific message content
	
	SRB2-DRB(n, m)

DRB(n, m)

SRB1-SRB2-DRB(n,m)
AM-DRB-ADD(bid)

UM-DRB-ADD(bid)

DRB-REL(bid)
DRB-Mod

	        radioResourceConfigDedicated
	Not present
	
	

	
	RadioResourceConfigDedicated-SRB2-DRB(n, m)
	
	SRB2-DRB(n, m)

	
	RadioResourceConfigDedicated-DRB(n, m)
	
	DRB(n, m)

	
	RadioResourceConfigDedicated-AM-DRB-ADD(bid)
	
	AM-DRB-ADD(bid)

	
	RadioResourceConfigDedicated-UM-DRB-ADD(bid)
	
	UM-DRB-ADD(bid)

	
	RadioResourceConfigDedicated-DRB-REL(bid)
	
	DRB-REL(bid)

	
	RadioResourceConfigDedicated-HO
	
	HO

	
	RadioResourceConfigDedicated-HO-TO-EUTRA(n, m)
	
	HO-TO-EUTRA(n,m)

	
	RadioResourceConfigDedicated-DRB-Mod
	
	DRB-Mod

	
	RadioResourceConfigDedicated-SCell_AddMod
	
	SCell_AddMod

	
	RadioResourceConfigDedicated-PCell-PATTERN
	
	PCell-PATTERN

	        securityConfigHO
	Not present
	
	

	
	SecurityConfigHO-DEFAULT
	
	HO, HO-TO-EUTRA

	        nonCriticalExtension ::= SEQUENCE {
	
	
	

	          lateNonCriticalExtension ::= SEQUENCE {
	
	
	4Rx_PCC

	            lateNonCriticalExtension
	Not present
	
	

	            nonCriticalExtension ::= SEQUENCE {
	
	
	

	              antennaInfoDedicatedPCell-v10i0 ::= SEQUENCE {
	
	
	

	                maxLayersMIMO-r10
	fourLayers
	
	

	              }
	
	
	

	              nonCriticalExtension SEQUENCE {}
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	          nonCriticalExtension ::= SEQUENCE {
	
	
	

	            otherConfig-r9
	OtherConfig-r9
	
	OtherConfig

	            fullConfig-r9
	Not present
	
	

	            nonCriticalExtension ::= SEQUENCE {
	
	
	

	              sCellToReleaseList-r10
	Not present
	
	

	              sCellToAddModList-r10 ::= SEQUENCE (SIZE (1..maxSCell-r10)) OF
	The same number of entries as the configured SCell(s)
	n denotes the index of the entry
	SCell_AddMod

	                sCellToAddMod-r10[n] ::= SEQUENCE {


	SCellToAddMod-r10-DEFAULT
	
	

	                  antennaInfoDedicatedSCell-v10i0 ::= SEQUENCE {
	
	
	4Rx_SCC

	                    maxLayersMIMO-r10
	fourLayers
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	              nonCriticalExtension ::= SEQUENCE {
	
	
	

	                systemInfomationBlockType1Dedicated-r11
	Not present
	
	

	                nonCriticalExtension ::= SEQUENCE {
	
	
	

	                  wlan-OffloadInfo-r12 CHOICE {}
	Not present
	
	

	                  wlan-OffloadInfo-r12 CHOICE {
	
	
	

	                    release
	NULL
	
	WLAN-OffloadRelease

	                    setup ::= SEQUENCE {
	
	
	WLAN-OffloadSetup

	                      wlan-OffloadConfigDedicated-r12
	WLAN-OffloadConfig-DEFAULT
	
	

	                      t350-r12
	min10
	
	

	                    }
	
	
	

	                  }
	
	
	

	                  scg-Configuration-r12
	Not present
	
	

	                  scg-Configuration-r12
	SCG-Configuration-r12-DEFAULT
	
	PSCell_Release,

PSCell_Mod,

PSCell_Add_Split_DRB, PSCell_Add_SCG_DRB

	                  sl-SyncTxControl-r12
	Not present
	
	

	                  sl-DiscConfig-r12
	Not present
	
	

	                  sl-CommConfig-r12
	Not present
	
	

	                  nonCriticalExtension ::= SEQUENCE {}
	Not present
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SRB2-DRB(n,m)
	Establishment of a SRB and DRB combination with n x AM DRB and m x UM DRB (including establishment of SRB2)

	DRB(n,m)
	Establishment of additional n x AM DRB:s and m x UM DRB:s (SRB2 should already be established)

	AM-DRB-ADD(bid)
	Establishment of a single additional AM DRB with bearer identity bid (SRB2 should already be established)

	UM-DRB-ADD(bid)
	Establishment of a single additional UM DRB with bearer identity bid (SRB2 should already be established)

	DRB-REL(bid)
	Release of the DRB with bearer identity bid

	HO
	Intra LTE handover

	MEAS
	A measurement is configured

	HO-TO-EUTRA(n,m)
	Inter-RAT handover to E-UTRA including the establishment of a SRB1, SRB2 and n x AM DRB plus m x UM DRB

	nonFullConfig
	The field is not present in case of handover within E-UTRA when the fullConfig is included or in case of handover of handover to E-UTRA; otherwise it is optional present, need ON.

	DRB-Mod
	Modification of already established DRB ID 2 and is used for sending Modify EPS Bearer Context Request message (SRB2 should already be established)

	SCell_AddMod
	Addition or modification of SCell(s)

	PCell-PATTERN
	eICIC Serving Cell Pattern

	OtherConfig
	Other Configuration is configured

	WLAN-OffloadSetup
	When Dedicated WLAN Offload parameters need to be configured in UE

	WLAN-OffloadRelease
	When Dedicated WLAN Offload parameters need to be released in UE

	PSCell_Mod
	Modification of PSCell(s)

	PSCell_Release
	Release of PSCell

	PSCell_Add_Split_DRB
	Add PSCell(s) and setup of Split DRB

	PSCell_Add_SCG_DRB
	Add PSCell(s) and setup of SCG DRB

	4Rx_PCC
	For 4Rx testcases with more than 2 Layers on PCC

	4Rx_SCC
	For 4Rx testcases with more than 2 Layers on SCC


< End of changes >

