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	Reason for change:
	A number of references numbers temporarily denoted as XX exist. These need to be replaced with real numbers. 

	
	

	Summary of change:
	Reference numbers temporarily denoted as XX replaced with real numbers.
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	Other comments:
	The present CR has chosen to set fixed references numbers to facilitate those being used in other CRs. These numbers have been used in other CRs and therefore shall not be modified during implementation of the present CR.
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23.1.2.3.3
Specific message contents

Table 23.1.2.3.3-1: SystemInformationBlockType2 (preamble and all steps Table 23.1.2.3.2-1)
	Derivation Path: 36.508 clause 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  cIoT-EPS-OptimisationInfo-r13 SEQUENCE (SIZE (1.. maxPLMN-r11)) OF SEQUENCE {
	
	
	

	    up-CIoT-EPS-Optimisation-r13
	false
	
	

	  }
	
	
	


Table 23.1.2.3.3-2: Message CLOSE UE TEST LOOP (step 1, Table 23.1.2.3.2-1)

	Derivation path: TS 36.508 [18], table 4.7A-3

	Information Element
	Value/Remark
	Comment
	Condition

	UE test loop mode
	'00000111'B
	UE test loop mode H setup (SMS)
	

	Operation mode and repetitions
	
	
	

	  M0
	'0'B
	data is returned in uplink at the SMC SAP
	

	  R6..R0
	'0000010'B
	2

The received DL message in uplink shall be looped back 2 times
	

	Uplink data delay
	'00111100'B
	T_delay_modeG timer=60 sec

0..255 seconds (binary coded, T7 is most significant bit and T0 least significant bit)
	


Table 23.1.2.3.3-3: Message DOWNLINK NAS TRANSPORT (step 3, Table 23.1.2.3.2-1)

	Derivation path: TS 36.508 [18], Table 4.7.2-12A

	Information Element
	Value/Remark
	Comment
	Condition

	NAS message container
	An arbitrary value
	SMS message (i.e. CP-DATA) as defined in subclause 7.2 in 3GPP TS 24.011 [54]
	


Table 23.1.2.3.3-4: Message UPLINK NAS TRANSPORT (step 9, Table 23.1.2.3.2-1)

	Derivation path: TS 36.508 [18], Table 8.2.30

	Information Element
	Value/Remark
	Comment
	Condition

	NAS message container
	The same NAS message container (SMS) sent in DOWNLINK NAS TRANSPORT Table 23.1.2.3.2-1
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