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1 Introduction

Recently many CA configurations are defined and number of CA pattern (e.g. CA_XA-YA-ZC…) is increasing. In the current RAN5 spec TS 36.521-1, test points about some receiver test cases are defined per CA pattern and this causes expansion of amount of specification. This document proposes alternative description about test configuration tables.
Purpose of this document is optimization of the specification (removal of redundant description) and not reduction of the test points.
2 Discussion

In the current specification TS 36.521-1, following receiver Test cases are using same Test configuration table (except for only 7.4A.X using 64-QAM in DL MOD).

7.4A.X

Maximum input level for YDL CA
7.5A.X

Adjacent Channel Selectivity (ACS) for YDL CA
7.6.1A.X
In-band blocking for YDL CA
7.6.2A.X
Out-of-band blocking for YDL CA
7.6.3A.X
Narrow band blocking for YDL CA
7.8.1A.X
Wideband intermodulation for YDL CA
In the test configuration tables, test parameters are defined per CA configuration type. However CA type of “Intra-band contiguous + Inter-band” are divided into some patterns. For example in 4DL case, there are three default test patterns, CA_XC-YA-ZA, CA_XA-YC-ZA, and CA_XA-YA-ZC. This description leads to increase in amount of specification and complexity. This expansion is not critical issue when we are treating only low number of CC. However in case treating high number of CC such as 4CC or 5CC this expansion becomes critical issue.
Table 7.4A.7.4.1-1: Test Configuration Table
	Test Parameters for CA Configurations

	ID
	PCC
	SCC1
	SCC2
	SCC3

	
	Band
	Range
	NRB
	Band
	Range
	NRB
	Band
	Range
	NRB
	Band
	Range
	NRB

	
	UL MOD
	DL MOD
	ULalloc
	DLalloc
	UL 

MOD
	DL MOD
	ULalloc
	DLalloc
	UL 

MOD
	DL MOD
	ULalloc
	DLalloc
	UL MOD
	DL MOD
	ULalloc
	DLalloc

	Default Test Settings for CA_XB-YA-ZA and CA_XC-YA-ZA Configuration (Intra-band contiguous + Inter-band)

	1
	X
	Mid/CC1
	REFSENS
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs
	Y
	Mid
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB

	2
	X
	Mid/CC1
	REFSENS
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs
	Y
	Mid
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB

	3
	Y
	Mid
	REFSENS
	ALL RBs
	X
	Mid/CC1
	N/A
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB

	4
	Y
	Mid
	REFSENS
	ALL RBs
	X
	Mid/CC1
	N/A
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Highest NRB

	5
	Z
	Mid
	REFSENS
	ALL RBs
	Y
	Mid
	N/A
	ALL RBs
	X
	Mid/CC1
	N/A
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB

	6
	Z
	Mid
	REFSENS
	ALL RBs
	Y
	Mid
	N/A
	ALL RBs
	X
	Mid/CC1
	N/A
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Lowest NRB

	Default Test Settings for CA_XA-YB-ZA and CA_XA-YC-ZA Configuration (Intra-band contiguous + Inter-band)

	1
	X
	Mid
	REFSENS
	ALL RBs
	Y
	Mid/CC1
	N/A
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB

	2
	X
	Mid
	REFSENS
	ALL RBs
	Y
	Mid/CC1
	N/A
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Highest NRB

	3
	Y
	Mid/CC1
	REFSENS
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs
	X
	Mid
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB

	4
	Y
	Mid/CC1
	REFSENS
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs
	X
	Mid
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB

	5
	Z
	Mid
	REFSENS
	ALL RBs
	X
	Mid
	N/A
	ALL RBs
	Y
	Mid/CC1
	N/A
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB

	6
	Z
	Mid
	REFSENS
	ALL RBs
	X
	Mid
	N/A
	ALL RBs
	Y
	Mid/CC1
	N/A
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Lowest NRB

	Default Test Settings for CA_XA-ZA-YB and CA_XA-ZA-YC Configuration (Intra-band contiguous + Inter-band)

	1
	Y
	Mid/CC1
	REFSENS
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs
	X
	Mid
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB

	2
	Y
	Mid/CC1
	REFSENS
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs
	X
	Mid
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB

	3
	X
	Mid
	REFSENS
	ALL RBs
	Y
	Mid/CC1
	N/A
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB

	4
	X
	Mid
	REFSENS
	ALL RBs
	Y
	Mid/CC1
	N/A
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Highest NRB

	5
	Z
	Mid
	REFSENS
	ALL RBs
	X
	Mid
	N/A
	ALL RBs
	Y
	Mid/CC1
	N/A
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB

	6
	Z
	Mid
	REFSENS
	ALL RBs
	X
	Mid
	N/A
	ALL RBs
	Y
	Mid/CC1
	N/A
	ALL RBs
	Y
	Mid/CC2
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Lowest NRB


Following is proposed test configuration table to handle this issue about 4DL CA. Three default Test Settings are combined into only one Settings and amount of description is decreased (from 18 rows to 6 rows).  To adjust each test point we need to use same index “X” for Intra-band contiguous Band (yellow highlighted).

We can use same approach for 5DL CA and rows in table are also reduced (from 32 (8 points x 4 patterns) to 8). Moreover we can only update title of the Default Test Settings when new CA types are defined in the future. 
[Proposal] Table 7.4A.7.4.1-1: Test Configuration Table
	Test Parameters for CA Configurations

	ID
	PCC
	SCC1
	SCC2
	SCC3

	
	Band
	Range
	NRB
	Band
	Range
	NRB
	Band
	Range
	NRB
	Band
	Range
	NRB

	
	UL MOD
	DL MOD
	ULalloc
	DLalloc
	UL 

MOD
	DL MOD
	ULalloc
	DLalloc
	UL 

MOD
	DL MOD
	ULalloc
	DLalloc
	UL MOD
	DL MOD
	ULalloc
	DLalloc

	Default Test Settings for CA_XB-YA-ZA and CA_XC-YA-ZA Configuration (Intra-band contiguous + Inter-band)
Default Test Settings for CA_YA-XB-ZA and CA_YA-XC-ZA Configuration (Intra-band contiguous + Inter-band)
Default Test Settings for CA_YA-ZA-XB and CA_YA-ZA-XC Configuration (Intra-band contiguous + Inter-band)

	1
	X
	Mid/CC1
	REFSENS
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs
	Y
	Mid
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB

	2
	X
	Mid/CC1
	REFSENS
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs
	Y
	Mid
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB

	3
	Y
	Mid
	REFSENS
	ALL RBs
	X
	Mid/CC1
	N/A
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB

	4
	Y
	Mid
	REFSENS
	ALL RBs
	X
	Mid/CC1
	N/A
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs
	Z
	Mid
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Highest NRB

	5
	Z
	Mid
	REFSENS
	ALL RBs
	Y
	Mid
	N/A
	ALL RBs
	X
	Mid/CC1
	N/A
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB

	6
	Z
	Mid
	REFSENS
	ALL RBs
	Y
	Mid
	N/A
	ALL RBs
	X
	Mid/CC1
	N/A
	ALL RBs
	X
	Mid/CC2
	N/A
	ALL RBs

	
	QPSK
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Highest NRB
	N/A
	64-QAM
	
	Lowest NRB
	N/A
	64-QAM
	
	Lowest NRB


In the test procedure corresponding CA configuration about “Intra-band contiguous + Inter-band” are already combined into one configuration and we don’t have to update table.
Table 7.4A.7.4.2-1: Test repetition and measurement configuration

	CA configuration
	ID

(Note 1)
	Throughput measured on (Note 3)
	Table with test parameters to select (Note 2)

	Intra-band contiguous
	1
	PCC, SCC1, SCC2,SCC3
	7.4A.7.5-1

	
	2
	
	

	Inter-band
	1
	SCC1
	7.4A.7.5-2

	
	
	SCC2
	

	
	
	SCC3
	

	
	2
	SCC1
	

	
	
	SCC2
	

	
	
	SCC3
	

	
	3
	SCC1
	

	
	
	SCC2
	

	
	
	SCC3
	

	
	4
	SCC1
	

	
	
	SCC2
	

	
	
	SCC3
	

	Intra-band contiguous + Inter-band
	1
	SCC2
SCC3
	7.4A.7.5-2

	
	2
	
	

	
	3
	SCC1, SCC2, SCC3
	7.4A.7.5-1
7.4A.7.5-2

	
	4
	
	

	
	5
	SCC1, SCC2, SCC3
	7.4A.7.5-2
7.4A.7.5-1

	
	6
	
	

	Intra-band non-contiguous + Inter-band
	1
	SCC2, SCC3
	7.4A.7.5-2

	
	2
	SCC1, 
	7.4A.7.5-2

	
	
	SCC2
	

	
	
	SCC3
	

	
	3
	 SCC1,
	7.4A.7.5-2

	
	
	SCC2
	

	
	
	SCC3
	

	Intra-band non-contiguous + Intra-band contiguous
	1
	PCC
	7.4A.7.5-2

	
	
	SCC1, SCC2, SCC3
	7.4A.7.5-1

	
	2
	SCC2
	7.4A.7.5-1

	
	
	PCC, SCC1, SCC3
	7.4A.7.5-2
7.4A.7.5-1

	Intra-band non-contiguous + Intra-band non-contiguous
	1
	SCC2

SCC3
	7.4A.7.5-2

	
	2
	
	


Same updates/approaches for test configuration tables can be applied to following CA configurations.
	CA configuration
	CA configuration in detail
	Example
	Remarks

	4DL CA

	Intra-band contiguous + Inter-band
	CA_XB-YA-ZA
CA_XC-YA-ZA
	CA_3C-7A-20A
	Use index “X” for Intra contiguous band

	
	CA_YA-XB-ZA

CA_YA-XC-ZA
	CA_1A-3C-7A
	

	
	CA_YA-ZA-XB

CA_YA-ZA-XC
	CA_1A-3A-40C
	

	Intra-band non-contiguous + Inter-band
	CA_XA-XA-YA-ZA
	CA_2A-2A-5A-30A
	Use index “X” for Intra non-contiguous band

	
	CA_YA-XA-XA-ZA
	CA_3A-7A-7A-8A
	

	
	CA_YA-ZA-XA-XA
	CA_1A-3A-7A-7A
	

	5DL CA

	Intra-band contiguous + Inter-band
	CA_YA-ZA-XB-RA
CA_YA-ZA-XC-RA
	CA_3A-28A-41C-42A
	Use index “X” for Intra contiguous band

	
	CA_YA-ZA-RA-XB

CA_YA-ZA-RA-XC
	CA_1A-3A-21A-42C
	

	Intra-band contiguous + Intra-band contiguous + Inter-band
	CA_XB-YB-ZA
CA_XB-YC-ZA
CA_XC-YB-ZA
CA_XC-YC-ZA
	CA_2C-5B-30A
	Use index “X” and “Y” for Intra contiguous bands

	
	CA_ZA-XB-YB

CA_ZA-XB-YC
CA_ZA-XC-YB

CA_ZA-XC-YC
	CA_1A-3C-7C
	

	Intra-band non-contiguous + Inter-band
	CA_XA-XA-YA-ZA-RA
	CA_2A-2A-5A-12A-66A
	Use index “X” for Intra non-contiguous band

	
	CA_YA-ZA-XA-XA-RA
	CA_1A-3A-7A-7A-26A
	

	
	CA_YA-ZA-RA-XA-XA
	CA_1A-3A-5A-7A-7A
	


3 Proposal
RAN5 RF WG will update Test configuration table in 4, 5DL receiver test cases below according to the discussion above.
7.4A.X

Maximum input level for YDL CA
7.5A.X

Adjacent Channel Selectivity (ACS) for YDL CA
7.6.1A.X
In-band blocking for YDL CA
7.6.2A.X
Out-of-band blocking for YDL CA
7.6.3A.X
Narrow band blocking for YDL CA
7.8.1A.X
Wideband intermodulation for YDL CA
Appendix

Corresponding CRs in RAN5#77 are R5-176713 (CR 3934) and R5-176718 (CR 3936).
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