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7.6.2A
Out-of-band blocking for CA

7.6.2A.0
Minimum conformance requirements

For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one E-UTRA band, the out-of-band blocking requirements are defined with the uplink active on the band(s) other than the band whose downlink is being tested. The throughput in the downlink measured shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Tables 7.6.2.3-1 and 7.6.2A.0-0. For E-UTRA CA configurations including an operating band without uplink operation (as noted in Table 5.2-1), the requirements for all downlinks shall be met with the uplink active in the band(s) capable of UL operation. The UE shall meet these requirements for each component carrier while all downlink carriers are active.
For inter-band carrier aggregation with one component carrier per operating band and the uplink active in two E-UTRA bands, the out-of-band blocking requirements specified above shall be met with the transmitter power for the uplink set to 7 dB below PCMAX_L,c for each serving cell c.
For E-UTRA CA configurations including an operating band without uplink band or an operating band with an unpaired DL part (as noted in Table 5.2-1), the requirements for all downlinks shall be met with the single uplink carrier active in each band capable of UL operation. For E-UTRA CA configurations listed in Table 7.3A.0-0a under conditions for which reference sensitivity for the operating band being tested is N/A, the out-of-band blocking requirements of subclause 7.6.2A.0 do not apply.
Table 7.6.2A.0-0: Out-of-band blocking for inter-band carrier aggregation

	Parameter
	Unit
	Range 1
	Range 2
	Range 3

	Pw
	dBm
	Table 7.6.2.3-1 for all component carriers

	Pinterferer
	dBm
	-44 + RIB,c
	-30 + RIB,c
	-15 + RIB,c

	Finterferer
(CW)
	MHz
	-60 < f – FDL_Low(j) < -15
or

15 < f – FDL_High(j) < 60


	-85 < f – FDL_Low(j) ≤ -60
or

60 ≤ f – FDL_High(j) < 85


	1 ≤ f ≤ FDL_Low(1) – 85
or

FDL_High(j) + 85 ≤ f

≤ FDL_Low(j+1) – 85 with 

j < X
or 

FDL_High(X) + 85 ≤ f

≤ 12750

	Note 1:
FDL_Low(j) and FDL_High(j) denote the respective lower and upper frequency limits of the operating band containing carrier j, j = 1,…,X, with carriers numbered in increasing order of carrier frequency and X the number of component carriers in the band combination (X ≤ 5 for the present version of this specification).

Note 2:
For FDL_Low(j+1) – FDL_High(j) < 145 MHz and FInterferer in FDL_High(j) < f < FDL_Low(j+1), FInterferer can be in both Range 1 and Range 2. Then the lower of the PInterferer applies.

Note 3:
For FDL_Low(j) – 15 MHz ≤ f ≤ FDL_High(j) + 15 MHz the appropriate adjacent channel selectivity and in-band blocking requirements in the respective subclauses 7.5.1A and 7.6.1.1A shall be applied for carrier j.

Note 4:
RIB,c according to Table 7.3.3-1A applies when serving cell c is measured.

Note 5
For inter-band CA combinations containing Bands 42 or 43, the interferer with respect to Band 42 or Band 43 shall have power level (PInterferer) for Range 3 modified to -20 + RIB,c dBm for FInterferer > 2800 MHz and FInterferer < 4400 MHz. 

NOTE 6:
For inter-band CA combinations containing Bands 7 and 38 simultaneously, for FInterferer Bands 7 and 38 are considered as one single band as follows: FDL_Low = 2570 MHz and FDL_High = 2690 MHz. For Range 2, the following applies for FDL_Low: -95 < f – FDL_Low ≤ -60 or 60 ≤ f – FDL_High < 85. For Range 3 the following applies 1 ≤ f ≤ FDL_Low -95 or FDL_High + 85 ≤ f ≤ 12750.
NOTE 7:
For CA_20A-28A the FDL_low(1) is given by the lower limit of the restricted operating frequency range in Band 28 and FDL_high(2) by Band 20 (Table 5.2A-2).


Table 7.6.2A.0-0a: out-of-band blocking for inter-band carrier aggregation with band 46 and with one active uplink

	Parameter
	Unit
	Range 1
	Range 2
	Range 3

	Pwanted
	dBm
	Table 7.6.2.1-1 for all component carriers

	Pinterferer
	dBm
	-44 + RIB,c
	-30 + RIB,c
	-15 + RIB,c 

(NOTE 5)

	Finterferer
(CW)
	MHz
	-60 < f – FDL_Low(j) < -15

with j ≤ K

or

15 < f – FDL_High(j) < 60

with j ≤ K
	-85 < f – FDL_Low(j) ≤ -60

or

60 ≤ f – FDL_High(j) < 85
	1 ≤ f ≤ FDL_Low(j) – 85

or 

FDL_High(j) + 85 ≤ f

≤ 12750


	NOTE 1:
FDL_Low(j) and FDL_High(j), j = 1,…,K,…N, denote the respective lower and upper frequency limits of the (non-overlapping) operating bands of the CA configuration numbered in increasing order of frequency, with N the number of bands in the band combination and K the number of bands with FDL_High ≤ 3800 MHz.

NOTE 2:
For FDL_Low(j) – 15 MHz ≤ f ≤ FDL_High(j) + 15 MHz the appropriate adjacent channel selectivity and in-band blocking requirements in the respective subclauses 7.5.1A and 7.6.1.1A shall be applied for carrier j ≤ K.
NOTE 3:
For FDL_Low(j) – 60 MHz ≤ f ≤ FDL_High(j) + 60 MHz the appropriate adjacent channel selectivity and in-band blocking requirements in the respective subclauses 7.5.1A and 7.6.1.1A shall be applied for carrier K < j ≤ N.

NOTE 4:
RIB,c according to Table 7.3.1-1A applies when serving cell c is measured.

NOTE 5:
The power level (PInterferer) for Range 3 is modified to -20 dBm for FInterferer > 4400 MHz except for band combinations with Band 42 or Band 43 for which PInterferer for Range 3 is modified to -20 dBm for FInterferer > 2800 MHz.


For Table 7.6.2A.0-0 in frequency ranges 1, 2 and 3, up to 
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 exceptions per downlink are allowed for spurious response frequencies for one active uplink when measured using a step size of 1 MHz.

For Table 7.6.2A.0-0 in frequency ranges 1, 2 and 3, up to 2∙
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 exceptions per downlink are allowed for spurious response frequencies for two active uplinks when measured using a step size of 1 MHz. For these exceptions the requirements in clause 7.7A.0 apply.
For intra-band contiguous carrier aggregations the downlink SCC(s) shall be configured at nominal channel spacing to the PCC. For FDD, the PCC shall be configured closest to the uplink band. All downlink carriers shall be active throughout the test. The uplink output power shall be set as specified in Table 7.6.2A.0-1 with the uplink configuration set according to Table 7.3A.0-1 for the applicable carrier aggregation configuration. For UE(s) supporting one uplink carrier, the uplink configuration of the PCC shall be in accordance with Table 7.3.3-2. 

The UE shall fulfil the minimum requirement in presence of an interfering signal specified in Tables 7.6.2A.0-1 and Tables 7.6.2A.0-2 being on either side of the aggregated signal. The throughput of each carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Tables 7.6.2A.0-1 and 7.6.2A.0-2. For operating bands with an unpaired DL part (as noted in Table 5.2-1), the requirements also apply for an SCC assigned in the unpaired part with parameters specified in Tables 7.6.2A.0-1 and 7.6.2A.0-2. 

For Table 7.6.2A.0-2 in frequency range 1, 2 and 3, up to 
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exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1MHz step size. For these exceptions the requirements of subclause 7.7 Spurious response are applicable.
Table 7.6.2A.0-1: Out-of-band blocking parameters
	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + CA Bandwidth Class specific value below

	
	
	9
	9
	9
	9
	9

	Note 1:
The transmitter shall be set to 4dB below PCMAX_L or PCMAX_L_CA as defined in subclause 6.2.5A.
Note 2:
Reference measurement channel is specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.


Table 7.6.2A.0-2: Out of band blocking
	CA configuration
	Parameter
	Units 
	Frequency 

	
	
	
	Range 1
	Range 2
	Range 3

	
	PInterferer
	dBm
	-44
	-30
	-15

	CA_1C, CA_2C, CA_3B, CA_3C, CA_5B, CA_7C, CA_8B, CA_12B, CA_23B, CA_27B, CA_38C, CA_40C, CA_40D, CA_40E, CA_41C, CA_41D, CA_41E, CA_42C1, CA_42D1, CA_42E1, CA_42F1, CA_43C1, CA_48C1, CA_48D1, CA_48E1, CA_48F1, CA_66B, CA_66C, CA_66D, CA_70C
	FInterferer (CW)
	MHz
	FDL_low -15 to

FDL_low -60 
	FDL_low -60 to

FDL_low -85 
	FDL_low -85 to 

1 MHz

	
	
	
	FDL_high +15 to

FDL_high + 60 
	FDL_high +60 to

FDL_high +85 
	FDL_high +85 to

+12750 MHz

	Note 1:
For CA_42C, the power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 
2800 MHz and FInterferer < 4400 MHz.


For intra-band non-contiguous carrier aggregation with one uplink carrier and two downlink sub-blocks, the out-of-band blocking requirements are defined with the uplink configuration in accordance with table 7.3A.0-3. For this uplink configuration, the UE shall meet the requirements for each sub-block as specified in subclauses 7.6.2.3 and 7.6.2A.0 for one component carrier and two component carriers per sub-block, respectively. The requirements apply with all downlink carriers active.
For Table 7.6.2.3-2 in frequency range 1, 2 and 3, up to 
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exceptions per assigned E-UTRA channel per sub-block of the E-UTRA CA configuration are allowed for spurious response frequencies when measured using a 1MHz step size. For these exceptions the requirements of subclause 7.7A.4.3 spurious response are applicable.

For Table 7.6.2.3-2 in frequency range 4, up to 
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exceptions per assigned E-UTRA channel per sub-block of the E-UTRA CA configuration are allowed for spurious response frequencies when measured using a 1MHz step size. For these exceptions the requirements of clause 7.7A.4.3 spurious response are applicable.

For intra-band non-contiguous carrier aggregation with two uplink carriers and two downlink carriers, the out-of-band blocking requirements are defined with the uplink configuration of the PCC and SCC being in accordance with Table 7.3A.0-4 and powers of both carriers set to PCMAX_L,c – 7 dBm. The UE shall meet the requirements specified in subclause 7.6.2A.0 for each component carrier while both downlink carriers are active.

For Table 7.6.2.3-2 in frequency range 1, 2 and 3, up to 2∙
[image: image6.wmf]é

ù

(

)

6

/

6

,

24

max

×

×

RB

N

 exceptions per assigned E-UTRA channel per sub-block of the E-UTRA CA configuration are allowed for spurious response frequencies for two active uplinks in the same operating band when measured using a 1MHz step size. For these exceptions the requirements of subclause 7.7 spurious response are applicable.

For Table 7.6.2.3-2 in frequency range 4, up to 2∙
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 exceptions per assigned E-UTRA channel per sub-block of the E-UTRA CA configuration are allowed for spurious response frequencies for two active uplinks in the same operating band when measured using a 1MHz step size. For these exceptions the requirements of clause 7.7 spurious response are applicable.

For combinations of intra-band and inter-band carrier aggregation with up to five downlink carriers (up to two non-contiguously sub-blocks per band and up to four contiguously aggregated carriers per band) and the uplink assigned to one E-UTRA band, the requirement is defined with the uplink active a band other than that supporting the downlink(s) under test. The uplink configuration shall be in accordance with Table 7.3A.0-3 when the uplink is active in the band supporting two non-contiguous component carriers, Table 7.3A.0-1 when the uplink is active in a band supporting two contiguous component carriers and in accordance with Table 7.3.3-2 when the uplink is active in a band supporting one carrier per band. The downlink PCC shall be configured closer to the uplink operating band than the downlink SCC(s) when the uplink is active in band(s) supporting contiguous aggregation of up to four component carriers. For the two non-contiguous component carriers within the same band, Pwanted in Table 7.6.2A.0-0 is set using RIBNC = 0 dB for all sub-block gaps (Table 7.3A.0-3) while a band supporting contiguously aggregated carriers the out-of-band blocking parameters in Table 7.6.2.3-1 are replaced by those specified in Table 7.6.2A.0-1. For each downlink the UE shall meet the out-of-band blocking requirements applicable for inter-band carrier aggregation with one component carrier per operating band but with up to four component carriers assigned to the same band with the following exception. All downlink carriers shall be active throughout the tests and the requirements for the downlinks shall be met with the single uplink carrier active in each band capable of UL operation.
The normative reference for this requirement is TS 36.101 [2] clause 7.6.2.1A.
7.6.2A.1
Out-of-band blocking for CA (intra-band contiguous DL CA and UL CA)
[Text skipped here]

7.6.2A.1.4.2
Test Procedure
1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.1 for all downlink physical channels.

2.
The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 7.6.2A.1.4.3.

3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.6.2A.1.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on the DL RMC.
5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.6.2A.1.4.1-1 on both PCC and SCC. Since the UE has no payload data to send, the UE sends uplink MAC padding bits on the UL RMC.

6.
Set the parameters of the CW signal generator for an interfering signal below the CA Band according to Table 7.6.2A.1.5-2. The frequency step size is 1MHz.

7.
Set the downlink signal level according to the table 7.6.2A.1.5-1 for both carriers. Send uplink power control commands to the UE (less or equal to 1dB step size should be used), to ensure that for at least the duration of the throughput measurement:
The PCC output power is within (+0dB, -3.4 dB) of (target level in Table 7.6.2A.1.5-1 + 10log(P_LCRB/NRB_alloc)), for carrier frequency f ≤ 3.0GHz,
or within (+0dB, -4 dB) of (target level in Table 7.6.2A.1.5-1 + 10log(P_LCRB/NRB_alloc)) for carrier frequency 3.0GHz < f ≤ 4.2GHz.
The SCC output power is within (+0dB, -3.4 dB) of (target level in Table 7.6.2A.1.5-1 + 10log(S_LCRB/NRB_alloc)), for carrier frequency f ≤ 3.0GHz,
or within (+0dB, -4 dB) of (target level in Table 7.6.2A.1.5-1 + 10log(S_LCRB/NRB_alloc)) for carrier frequency 3.0GHz < f ≤ 4.2GHz. 

8.
 Measure the average throughput for all the carrier(s) indicated in the Table 7.6.2A.7.4.2-1 simultaneously for duration sufficient to achieve statistical significance according to Annex G.2. Note that the statistical decision for each component carrier should be postponed until the statistical decisions for all component carriers are obtained simultaneously according to table G.2.4-1.
9.
Record the frequencies for which the throughput doesn't meet the requirements.

10.
Repeat steps from 6 to 9, using an interfering signal above the CA Band at step 5.
[Text skipped here]

7.6.2A.2
Out-of-band blocking for CA (intra-band contiguous DL CA without UL CA)

[Text skipped here]

7.6.2A.2.4.2
Test Procedure
1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.1 for all downlink physical channels.

2.
The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. 

3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.6.2A.2.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on the DL RMC.
5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.6.2A.2.4.1-1 on PCC. Since the UE has no payload data to send, the UE sends uplink MAC padding bits on the UL RMC.

6.
Set the parameters of the CW signal generator for an interfering signal below the CA Band according to Table 7.6.2A.1.5-2. The frequency step size is 1MHz.

7.
Set the downlink signal level according to the table 7.6.2A.1.5-1 for both carriers. Send uplink power control commands to the UE (less or equal to 1dB step size should be used), to ensure that the UE output power is within +0, - 3.4 dB of the target level in table 7.6.2A.1.5-1 for carrier frequency f ≤ 3.0GHz or within +0, -4.0 dB of the target level for carrier frequency 3.0GHz < f ≤ 4.2GHz, for at least the duration of the throughput measurement.
8.
 Measure the average throughput for all the carrier(s) indicated in the Table 7.6.2A.7.4.2-1 simultaneously for duration sufficient to achieve statistical significance according to Annex G.2. Note that the statistical decision for each component carrier should be postponed until the statistical decisions for all component carriers are obtained simultaneously according to table G.2.4-1..
9.
Record the frequencies for which the throughput doesn't meet the requirements.

10.
Repeat steps from 6 to 9, using an interfering signal above the CA Band at step 5.
[Text skipped here]

7.6.2A.3
Out-of-band blocking for CA (inter-band DL CA without UL CA)

[Text skipped here]

7.6.2A.4
Out-of-band blocking for CA (intra-band non-contiguous DL CA without UL CA)
[Text skipped here]

7.6.2A.4.4.2
Test Procedure

1.
Configure SCC according to Annex C0, C.1 and Annex C.3.2 for all downlink physical channels.

2.
The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 7.6.2A.4.4.3.

3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.6.2A.3.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on the DL RMC.
5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.6.2A.4.4.1-1 on PCC. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

6.
Set the parameters of the signal generator for an interfering signal below the CA band according to Table 7.6.2.5-2. The frequency step size is 1 MHz.

7.
Set the downlink signal level according to the table 7.6.2.5-1 for both carriers. Send uplink power control commands to the UE (less or equal to 1dB step size should be used), to ensure that the UE output power is within +0, - 3.4 dB of the target level in table 7.6.2.5-1 for carrier frequency f ≤ 3.0GHz or within +0, -4.0 dB of the target level for carrier frequency 3.0GHz < f ≤ 4.2GHz, for at least the duration of the throughput measurement.

8.
 Measure the average throughput for all the carrier(s) indicated in the Table 7.6.2A.7.4.2-1 simultaneously for duration sufficient to achieve statistical significance according to Annex G.2. Note that the statistical decision for each component carrier should be postponed until the statistical decisions for all component carriers are obtained simultaneously according to table G.2.4-1..
9. 
Record the frequencies for which the throughput doesn't meet the requirements.

10.
Repeat steps from 6 to 9, using an interfering signal above the CA band at step 6.

[Text skipped here]

7.6.2A.5
Out-of-band blocking for 3DL CA 

[Text skipped here]

7.6.2A.5.4.2
Test Procedure

1.
Configure SCCs according to Annex C.0, C.1 and Annex C.3.1 for all downlink physical channels.

2. 
The SS shall configure SCCs as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 7.6.2A.5.4.3

3.
SS activates SCCs by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.6.2A.5.4.1-1 through Table 7.6.2A.5.4.1-2 as appropriate on PCC and SCCs. The SS sends downlink MAC padding bits on the DL RMC.
5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.6.2A.5.4.1-1 through Table 7.6.2A.5.4.1-2 on PCC. Since the UE has no payload data to send, the UE sends uplink MAC padding bits on the UL RMC.

6.
Set the parameters of the CW signal generator for an interfering signal below the lowest CA Band according to the table indicated in the column "Table with interferer parameters to select" of Table 7.6.2A.5.4.2-1. The frequency step size is 1MHz. Use the highest RIB,c among CA bands for Pinterferer calculation.
7.
Set the downlink signal level according to the table indicated in the column "Table with transmission parameters to select" of Table 7.6.2A.5.4.2-1. Send uplink power control commands to the UE (less or equal to 1dB step size should be used), to ensure that the UE output power is within +0, - 3.4 dB of the target level in table 7.6.2A.5.5-1 for carrier frequency f ≤ 3.0GHz or within +0, -4.0 dB of the target level for carrier frequency 3.0GHz < f ≤ 4.2GHz, for at least the duration of the throughput measurement.
8.
 Measure the average throughput for all the carrier(s) indicated in the Table 7.6.2A.7.4.2-1 simultaneously for duration sufficient to achieve statistical significance according to Annex G.2. Note that the statistical decision for each component carrier should be postponed until the statistical decisions for all component carriers are obtained simultaneously according to table G.2.4-1.
9.
Record the frequencies for which the throughput doesn't meet the requirements and for each frequency, the carriers for which the throughput was not met.

10.
Repeat steps 6 to 8 for each recorded frequency-carrier pair, with exception of pairs for which RIB,c is the same as RIB used in Step 6. In Step 6 use only recorded frequencies for interferer placement and use RIB,c relevant to recorded carrier for Pinterferer calculation. Remove the frequency-carrier pairs that meet the throughput requirements from the record.

11.
If the CA Configuration includes multiple bands, repeat steps from 6 to 10 using an interfering signal in each gap between the CA bands, according to the table indicated in the column "Table with interferer parameters to select" of Table 7.6.2A.5.4.2-1.

12.
Repeat steps from 6 to 10, using an interfering signal above the highest CA Band according to the table indicated in the column "Table with interferer parameters to select" of Table 7.6.2A.5.4.2-1.
13.
Repeat steps 1 to 12 for each row of "Throughput measured on" column listed in the Table 7.6.2A.5.4.2-1.
[Text skipped here]

7.6.2A.6

7.6.2A.7
Out-of-band blocking for 4DL CA
[Text skipped here]

7.6.2A.7.4.2
Test Procedure

1.
Configure SCCs according to Annex C.0, C.1 and Annex C.3.1 for all downlink physical channels.

2. 
The SS shall configure SCCs as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 7.6.2A.7.4.3

3.
SS activates SCCs by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.6.2A.7.4.1-1 through Table 7.6.2A.7.4.1-2 as appropriate on PCC and SCCs. The SS sends downlink MAC padding bits on the DL RMC.
5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.6.2A.7.4.1-1 through Table 7.6.2A.7.4.1-2 on PCC. Since the UE has no payload data to send, the UE sends uplink MAC padding bits on the UL RMC.

6.
Set the parameters of the CW signal generator for an interfering signal below the lowest CA Band according to the table indicated in the column "Table with interferer parameters to select" of Table 7.6.2A.7.4.2-1. The frequency step size is 1MHz. Use the highest RIB,c among CA bands for Pinterferer calculation.

7.
Set the downlink signal level according to the table indicated in the column "Table with transmission parameters to select" of Table 7.6.2A.7.4.2-1. Send uplink power control commands to the UE (less or equal to 1dB step size should be used), to ensure that the UE output power is within +0, - 3.4 dB of the target level in table 7.6.2A.7.5-1 for carrier frequency f ≤ 3.0GHz or within +0, -4.0 dB of the target level for carrier frequency 3.0GHz < f ≤ 4.2GHz, for at least the duration of the throughput measurement.
8.
 Measure the average throughput for all the carrier(s) indicated in the Table 7.6.2A.7.4.2-1 simultaneously for duration sufficient to achieve statistical significance according to Annex G.2. Note that the statistical decision for each component carrier should be postponed until the statistical decisions for all component carriers are obtained simultaneously according to table G.2.4-1.
9.
Record the frequencies for which the throughput doesn't meet the requirements and for each frequency, the carriers for which the throughput was not met.

10.
Repeat steps 6 to 8 for each recorded frequency-carrier pair, with exception of pairs for which RIB,c is the same as RIB used in Step 6. In Step 6 use only recorded frequencies for interferer placement and use RIB,c relevant to recorded carrier for Pinterferer calculation. Remove the frequency-carrier pairs that meet the throughput requirements from the record.

11.
If the CA Configuration includes multiple bands, repeat steps from 6 to 10 using an interfering signal in each gap between the CA bands, according to the table indicated in the column "Table with interferer parameters to select" of Table 7.6.2A.7.4.2-1.

12.
Repeat steps from 6 to 10, using an interfering signal above the highest CA Band according to the table indicated in the column "Table with interferer parameters to select" of Table 7.6.2A.7.4.2-1.

13.
Repeat steps 1 to 12 for each row of "Throughput measured on" column listed in the Table 7.6.2A.7.4.2-1.
[Text skipped here]

7.6.2A.8
Out-of-band blocking for 5DL CA
[Text skipped here]

7.6.2A.8.4.2
Test Procedure

1.
Configure SCCs according to Annex C.0, C.1 and Annex C.3.1 for all downlink physical channels.

2. 
The SS shall configure SCCs as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 7.6.2A.8.4.3

3.
SS activates SCCs by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 7.6.2A.8.4.1-1 through Table 7.6.2A.8.4.1-2 as appropriate on PCC and SCCs. The SS sends downlink MAC padding bits on the DL RMC.
5.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.6.2A.8.4.1-1 through Table 7.6.2A.8.4.1-2 on PCC. Since the UE has no payload data to send, the UE sends uplink MAC padding bits on the UL RMC.

6.
Set the parameters of the CW signal generator for an interfering signal below the lowest CA Band according to the table indicated in the column "Table with interferer parameters to select" of Table 7.6.2A.8.4.2-1. The frequency step size is 1MHz. Use the highest RIB,c among CA bands for Pinterferer calculation.

7.
Set the downlink signal level according to the table indicated in the column "Table with transmission parameters to select" of Table 7.6.2A.8.4.2-1. Send uplink power control commands to the UE (less or equal to 1dB step size should be used), to ensure that the UE output power is within +0, - 3.4 dB of the target level in table 7.6.2A.8.5-1 for carrier frequency f ≤ 3.0GHz or within +0, -4.0 dB of the target level for carrier frequency 3.0GHz < f ≤ 4.2GHz, for at least the duration of the throughput measurement.
8.
 Measure the average throughput for all the carrier(s) indicated in the Table 7.6.2A.7.4.2-1 simultaneously for duration sufficient to achieve statistical significance according to Annex G.2. Note that the statistical decision for each component carrier should be postponed until the statistical decisions for all component carriers are obtained simultaneously according to table G.2.4-1.
9.
Record the frequencies for which the throughput doesn't meet the requirements and for each frequency, the carriers for which the throughput was not met.

10.
Repeat steps 6 to 8 for each recorded frequency-carrier pair, with exception of pairs for which RIB,c is the same as RIB used in Step 6. In Step 6 use only recorded frequencies for interferer placement and use RIB,c relevant to recorded carrier for Pinterferer calculation. Remove the frequency-carrier pairs that meet the throughput requirements from the record.

11.
If the CA Configuration includes multiple bands, repeat steps from 6 to 10 using an interfering signal in each gap between the CA bands, according to the table indicated in the column "Table with interferer parameters to select" of Table 7.6.2A.8.4.2-1.

12.
Repeat steps from 6 to 10, using an interfering signal above the highest CA Band according to the table indicated in the column "Table with interferer parameters to select" of Table 7.6.2A.8.4.2-1.

13.
Repeat steps 1 to 12 for each row of "Throughput measured on" column listed in the Table 7.6.2A.8.4.2-1.
[Text skipped here]

7.6.2B
Out-of-band blocking for UL-MIMO
[Several sections skipped]
G.2
Statistical testing of receiver characteristics

G.2.1
General

The test of receiver characteristics is two fold.

1.
A signal or a combination of signals is offered to the RX port(s) of the receiver.

2.
The ability of the receiver to demodulate /decode this signal is verified by measuring the throughput.

In (2) is the statistical aspect of the test and is treated here.

The minimum requirement for all receiver tests is >95% of the maximum throughput.

All receiver tests are performed in static propagation conditions. No fading conditions are applied. 

G.2.2
Mapping throughput to error ratio

a)
The measured information bit throughput R is defined as the sum (in kilobits) of the information bit payloads successfully received during the test interval, divided by the duration of the test interval (in seconds).

b)
In measurement practice the UE indicates successfully received information bit payload by signalling an ACK to the SS.
If payload is received, but damaged and cannot be decoded, the UE signals a NACK.

c)
Only the ACK and NACK signals, not the data bits received, are accessible to the SS.
The number of bits is known in the SS from knowledge of what payload was sent.

d)
For the reference measurement channel, applied for testing, the number of bits is different in different subframes, however in a radio frame it is fixed during one test.

e)
The time in the measurement interval is composed of successfully received subframes (ACK), unsuccessfully received subframes (NACK) and no reception at all (DTX-subframes).

f)
DTX-subframes may occur regularly according the applicable reference measurement channel (regDTX).
In real live networks this is the time when other UEs are served. In TDD these are the UL and special subframes.
regDTX vary from test to test but are fixed within the test.

g)
Additional DTX-subframes occur statistically when the UE is not responding ACK or NACK where it should. (statDTX)
This may happen when the UE was not expecting data or decided that the data were not intended for it.

The pass / fail decision is done by observing the:

-
number of NACKs

-
number of ACKs and

-
number of statDTXs (regDTX is implicitly known to the SS)

The ratio (NACK + statDTX)/(NACK+ statDTX + ACK)is the Error Ratio (ER). Taking into account the time consumed by the ACK, NACK, and DTX-TTIs (regular and statistical), ER can be mapped unambiguously to throughput for any single reference measurement channel test.

G.2.3
Design of the test

The test is defined by the following design principles (see clause G.x, Theory….):

1.
The early decision concept is applied.

2.
A second limit is introduced: Bad DUT factor M>1

3.
To decide the test pass:

Supplier risk is applied based on the Bad DUT quality

To decide the test fail

Customer Risk is applied based on the specified DUT quality

The test is defined by the following parameters:

1.
Limit ER = 0.05 (Throughput limit = 95%)

2.
Bad DUT factor M=1.5 (selectivity)

3.
Confidence level CL = 95% (for specified DUT and Bad DUT-quality)

G.2.4
Numerical definition of the pass fail limits

Table G.2.4-1: pass fail limits
	ne
	nsp
	nsf
	ne
	nsp
	nsf
	ne
	nsp
	nsf
	ne
	nsp
	nsf

	0
	67
	NA
	39
	763
	500
	78
	1366
	1148
	117
	1951
	1828

	1
	95
	NA
	40
	778
	516
	79
	1381
	1166
	118
	1965
	1845

	2
	119
	2
	41
	794
	532
	80
	1396
	1183
	119
	1980
	1863

	3
	141
	7
	42
	810
	548
	81
	1412
	1200
	120
	1995
	1881

	4
	162
	14
	43
	826
	564
	82
	1427
	1217
	121
	2010
	1899

	5
	183
	22
	44
	842
	580
	83
	1442
	1234
	122
	2025
	1916

	6
	202
	32
	45
	858
	596
	84
	1457
	1252
	123
	2039
	1934

	7
	222
	42
	46
	873
	612
	85
	1472
	1269
	124
	2054
	1952

	8
	241
	53
	47
	889
	629
	86
	1487
	1286
	125
	2069
	1969

	9
	259
	64
	48
	905
	645
	87
	1502
	1303
	126
	2084
	1987

	10
	278
	76
	49
	920
	661
	88
	1517
	1321
	127
	2099
	2005

	11
	296
	88
	50
	936
	678
	89
	1532
	1338
	128
	2113
	2023

	12
	314
	100
	51
	952
	694
	90
	1547
	1355
	129
	2128
	2040

	13
	332
	113
	52
	967
	711
	91
	1562
	1373
	130
	2143
	2058

	14
	349
	126
	53
	983
	727
	92
	1577
	1390
	131
	2158
	2076

	15
	367
	140
	54
	998
	744
	93
	1592
	1407
	132
	2172
	2094

	16
	384
	153
	55
	1014
	760
	94
	1607
	1425
	133
	2187
	2111

	17
	401
	167
	56
	1029
	777
	95
	1623
	1442
	134
	2202
	2129

	18
	418
	181
	57
	1045
	793
	96
	1637
	1459
	135
	2217
	2147

	19
	435
	195
	58
	1060
	810
	97
	1652
	1477
	136
	2231
	2165

	20
	452
	209
	59
	1076
	827
	98
	1667
	1494
	137
	2246
	2183

	21
	469
	224
	60
	1091
	844
	99
	1682
	1512
	138
	2261
	2201

	22
	486
	238
	61
	1106
	860
	100
	1697
	1529
	139
	2275
	2218

	23
	503
	253
	62
	1122
	877
	101
	1712
	1547
	140
	2290
	2236

	24
	519
	268
	63
	1137
	894
	102
	1727
	1564
	141
	2305
	2254

	25
	536
	283
	64
	1153
	911
	103
	1742
	1582
	142
	2320
	2272

	26
	552
	298
	65
	1168
	928
	104
	1757
	1599
	143
	2334
	2290

	27
	569
	313
	66
	1183
	944
	105
	1772
	1617
	144
	2349
	2308

	28
	585
	328
	67
	1199
	961
	106
	1787
	1634
	145
	2364
	2326

	29
	602
	343
	68
	1214
	978
	107
	1802
	1652
	146
	2378
	2344

	30
	618
	359
	69
	1229
	995
	108
	1817
	1669
	147
	2393
	2361

	31
	634
	374
	70
	1244
	1012
	109
	1832
	1687
	148
	2408
	2379

	32
	650
	389
	71
	1260
	1029
	110
	1847
	1704
	149
	2422
	2397

	33
	667
	405
	72
	1275
	1046
	111
	1861
	1722
	150
	2437
	2415

	34
	683
	421
	73
	1290
	1063
	112
	1876
	1740
	151
	2452
	2433

	35
	699
	436
	74
	1305
	1080
	113
	1891
	1757
	152
	2466
	2451

	36
	715
	452
	75
	1321
	1097
	114
	1906
	1775
	153*)
	NA
	2469

	37
	731
	468
	76
	1336
	1114
	115
	1921
	1793
	 
	 
	 

	38
	747
	484
	77
	1351
	1131
	116
	1936
	1810
	*) note 2 in G.2.5


NOTE 1:
The first column is the number of errors (ne = number of NACK + statDTX)

NOTE 2:
The second column is the number of samples for the pass limit (nsp, ns=Number of Samples= number of NACK + statDTX + ACK)

NOTE 3:
The third column is the number of samples for the fail limit (nsf)

G.2.5
Pass fail decision rules

The pass fail decision rules apply for a single test, comprising one component in the test vector. The over all Pass /Fail conditions are defined in clause G.2.6and G.2A.6
Having observed   0  errors, pass the test at      67+    samples,                                                 otherwise continue

Having observed   1  error,   pass the test at     95+  otherwise continue

Having observed   2  errors,  pass the test at     119+  samples, fail the test at       2- samples,  otherwise continue

                                                                           Etc. etc.

Having observed 151 errors,  pass the test at  2452+  samples, fail the test at 2433- samples,  otherwise continue

Having observed 152 errors,  pass the test at  2466+  samples, fail the test at 2451- samples.                                                  

Where x+ means: x or more,        x- means x or less

NOTE 1:
an ideal DUT passes after 67 samples. The maximum test time is 2466 samples.

NOTE 2:
It is allowed to deviate from the early decision concept  by  postponing  the decision (pass/fail or continue). Postponing the decision to or beyond the end of Table G.2.4-1 requires a pass fail decision against the test limit: pass the DUT for ER<0.0618, otherwise fail.

G.2.6
Test conditions for receiver tests

Table G.2.6-1: Test conditions for receiver tests
	Test
	Statistical independence
	Number of components in the test vector, as specified in the test requirements and initial conditions of the applicable test
	Over all Pass/Fail condition

	7.3
Reference sensitivity level
	Yes: the inherent receiver noise is assumed to be AWGN
	tbd
	To pass 7.3 each component in the test vector must pass 

	7.3F.1
Reference sensitivity level without repetitions for category NB1
	Yes: the inherent receiver noise is assumed to be AWGN
	tbd
	To pass 7.3F each component in the test vector must pass

	7.4
Maximum input level
	Unclear: in case, clipping causes errors, errors are data dependent.
Statistical independence is assumed.
	tbd
	To pass 7.4 each component in the test vector must pass

	7.4A.3
Maximum input level for CA (inter-band DL CA without UL CA)
	Unclear: in case, clipping causes errors, errors are data dependent.
Statistical independence is assumed.
	tbd
	To pass 7.4A.3 each component in the test vector must pass

	7.4F
Maximum input level for category NB1
	Unclear: in case, clipping causes errors, errors are data dependent.

Statistical independence is assumed.
	tbd
	To pass 7.4f each component in the test vector must pass

	7.5
Adjacent Channel Selectivity (ACS)
	Unclear: errors are data dependent on the interferers data.
Statistical independence is assumed.
	tbd
	To pass 7.5 each component in the test vector must pass

	7.5A.3
Adjacent Channel Selectivity (ACS) for CA (inter-band DL CA without UL CA)
	Unclear: errors are data dependent on the interferers data.
Statistical independence is assumed.
	tbd
	To pass 7.5A.3 each component in the test vector must pass

	7.5F
Adjacent Channel Selectivity (ACS) for category NB1
	Unclear: errors are data dependent on the interferers data.
Statistical independence is assumed
	8
	To pass 7.5F each component in the test vector must pass

	7.6.1
In-band blocking
	Unclear: errors are data dependent on the interferers data.
Statistical independence is assumed.
	tbd
	To pass 7.6.1 each component in the test vector must pass

	7.6.1_1
In-band blocking with 4 Rx antenna ports
	Unclear: errors are data dependent on the interferers data.
Statistical independence is assumed.
	tbd
	To pass 7.6.1_1 each component in the test vector must pass

	7.6.1A.3
In-band blocking for CA (inter-band DL CA without UL CA)
	Unclear: errors are data dependent on the interferers data.
Statistical independence is assumed.
	tbd
	To pass 7.6.1A.3 each component in the test vector must pass

	7.6.2
Out of-band blocking
	yes: it is assumed that the CW interferer causes errors, which are independent and time invariant.
	tbd
	To pass 7.6.2, all except [tbd] components in the test vector must pass

	7.6.2A.3
Out-of-band blocking for CA (inter-band DL CA without UL CA)
	yes: it is assumed that the CW interferer causes errors, which are independent and time invariant.
	tbd
	To pass 7.6.2A.3, all except [tbd] components in the test vector must pass

	7.6.3
Narrow band blocking
	yes: it is assumed that the CW interferer causes errors, which are independent and time invariant.
	tbd
	To pass 7.6.3 each component in the test vector must pass

	7.6.3A.3
Narrow band blocking for CA (inter-band DL CA without UL CA)
	yes: it is assumed that the CW interferer causes errors, which are independent and time invariant.
	tbd
	To pass 7.6.3A.3 each component in the test vector must pass

	7.7
Spurious response
	yes: it is assumed that the CW interferer causes errors, which are independent and time invariant.
	tbd
	To pass 7.7 each component in the test vector must pass

	7.7A.3
Spurious response for CA (inter-band DL CA without UL CA)
	yes: it is assumed that the CW interferer causes errors, which are independent and time invariant.
	tbd
	To pass 7.7A.3 each component in the test vector must pass

	7.7F
Spurious response for category NB1
	yes: it is assumed that the CW interferer causes errors, which are independent and time invariant.
	tbd
	To pass 7.7F each component in the test vector must pass

	7.8.1
Wide band Intermodulation
	Unclear: errors are dependent on the data content of the interferer.
Statistical independence is assumed.
	tbd
	To pass 7.8.1 each component in the test vector must pass

	7.8.1A.3
Wide-band intermodulation for CA (inter-band DL CA without UL CA)
	Unclear: errors are dependent on the data content of the interferer.

Statistical independence is assumed.
	tbd
	To pass 7.8.1A.3 each component in the test vector must pass

	7.8.1F
Wide band Intermodulation for category NB1
	Unclear: errors are dependent on the data content of the interferer.

Statistical independence is assumed.
	tbd
	To pass 7.8.1F each component in the test vector must pass
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Statistical testing of receiver characteristics with CA
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