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<Change starts>

7.1.2.1a
Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by RRC / Non-contention based random access procedure for high speed scenario

7.1.2.1a.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { SS sends an RRCConnectionReconfiguration message including RACH-ConfigDedicated information element }

    then { UE sends a prach preamble given in the RACH-ConfigDedicated on the target cell which is identified in high speed train area}

            }

7.1.2.1a.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.321, clauses 5.1.2 and 5.1.4.

[TS 36.321, clause 5.1.2]

The Random Access Resource selection procedure shall be performed as follows:

-
If ra-PreambleIndex (Random Access Preamble) and ra-PRACH-MaskIndex (PRACH Mask Index) have been explicitly signalled and ra-PreambleIndex is not 000000:

-
the Random Access Preamble and the PRACH Mask Index are those explicitly signalled.
[TS 36.321, clause 5.1.4]

Once the Random Access Preamble is transmitted and regardless of the possible occurrence of a measurement gap, the UE shall monitor the PDCCH for Random Access Response(s) identified by the RA-RNTI defined below, in the RA Response window which starts at the subframe that contains the end of the preamble transmission [7] plus three subframes and has length ra-ResponseWindowSize subframes. The RA-RNTI associated with the PRACH in which the Random Access Preamble is transmitted, is computed as:

RA-RNTI= 1 + t_id+10*f_id

Where t_id is the index of the first subframe of the specified PRACH (0≤ t_id <10), and f_id is the index of the specified PRACH within that subframe, in ascending order of frequency domain (0≤ f_id< 6). The UE may stop monitoring for Random Access Response(s) after successful reception of a Random Access Response containing Random Access Preamble identifiers that matches the transmitted Random Access Preamble.

-
If a downlink assignment for this TTI has been received on the PDCCH for the RA-RNTI and the received TB is successfully decoded, the UE shall regardless of the possible occurrence of a measurement gap:

...

-
if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble (see subclause 5.1.3), the UE shall:

-
consider this Random Access Response reception successful;

-
process the received Timing Advance Command (see subclause 5.2);

-
indicate the preambleInitialReceivedTargetPower and the amount of power ramping applied to the latest preamble transmission to lower layers (i.e., (PREAMBLE_TRANSMISSION_COUNTER – 1) * powerRampingStep);

-
process the received UL grant value and indicate it to the lower layers;

-
if ra-PreambleIndex was explicitly signalled and it was not 000000 (i.e., not selected by MAC):

-
consider the Random Access procedure successfully completed.
7.1.2.1a.3
Test description

7.1.2.1a.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 2.

UE:

None.

Preamble:

-
UE is in state Generic RB Established (state 3) according to [18] in cell 1.

7.1.2.1a.3.2
Test procedure sequence

Table 7.1.2.1a.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 7.1.2.1a.3.2-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	Cell 2
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy exit condition for event A3 (M2 < M1).

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	The power level values are such that measurement results for Cell 1 (M1) and Cell 2 (M2) satisfy entry condition for event A3 (M2 > M1).


Table 7.1.2.1a.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	0A
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup intra frequency measurement.
	-
	-
	-
	-

	0B
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-
	-
	-
	-

	0C
	The SS changes Cell 1 and Cell 2 parameters according to the row "T1" in table 7.1.2.1.3.2-1.
	-
	-
	-
	-

	0D
	The UE transmits a MeasurementReport message on Cell 1 to report event A3 with the measured RSRP, RSRQ value for Cell 2.
	-
	-
	-
	-

	1
	The SS transmits an RRCConnectionReconfiguration message to order the UE to perform intra frequency handover to Cell 2, including explicit Random Access Preamble.
	-
	-
	-
	-

	2
	Check: Does the UE transmit Preamble on PRACH corresponding to ra-PreambleIndex in step 1?
	-->
	(PRACH Preamble)
	1
	P

	3
	The SS transmits Random Access Response on cell 2, with RAPID corresponding to ra-PreambleIndex in step 1
	<--
	Random Access Response
	-
	-

	4
	Check: Does the UE sends on cell 2, a MAC PDU containing RRCConnectionReconfigurationComplete?
	-->
	MAC PDU (RRCConnectionReconfigurationComplete)
	1
	P

	5
	Check: Does the test result of generic procedure in TS 36.508 subclause 6.4.2.3 indicates that UE is in E-UTRA RRC_CONNECTED state in cell 2?
	-
	-
	1
	-


7.1.2.1a.3.3
Specific message contents

Table 7.1.2.1a.3.3-1: RRCConnectionReconfiguration (step 1, table 7.1.2.1a.3.2-1)

	Derivation Path: 36.508, Table 4.6.1-8, condition RBC-HO

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        mobilityControlInfo SEQUENCE {
	MobilityControlInfo-HO
	
	

	          targetPhysCellId
	PhysicalCellIdentity of Cell 2 (see 36.508 clause 4.4.4.2)
	
	

	          carrierFreq
	Not present
	
	

	          radioResourceConfigCommon ::= SEQUENCE{
	RadioResourceConfigCommon-DEFAULT
	
	

	          highSpeedConfig-r14
	HighSpeedConfig-r14-DEFAULT
	
	

	          prach-Config-v1430
	PRACH-Config-v1430-DEFAULT
	
	

	         }
	
	
	

	          rach-ConfigDedicated SEQUENCE {
	
	
	

	            ra-PreambleIndex
	52 (see TS 36.211 
	
	FDD

	           ra-PreambleIndex
	52 (see TS 36.211 )
	
	TDD

	           ra-PRACH-MaskIndex
	0
	All
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
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