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	Reason for change:
	To address the AP#76.01: “Review generic procedure along with TC 22.4.22 to resolve issues raised”.

The T311 expiry and Dedicated RLF timer are present in two TCs. The test case 22.4.19 does not achieve this TP correctly as the UE will have not activated AS security when it is expected to activate T311.


	
	

	Summary of change:
	The test case 22.4.19 is marked as void and merged into 22.4.22
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	The action point will not be resolved. The TP in 22.4.19 will remain as a ‘false pass’.
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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	IDLE MODE
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	<unchanged rows skipped>
	
	
	
	
	
	
	

	
	
	
	
	
	

	...
	
	
	
	
	

	22.4.18
	NB-IoT / RRC connection reconfiguration / SRB reconfiguration / Success
	Rel-13
	C290
	UEs supporting NB-IoT and S1-U Data Transfer
	
	
	
	

	22.4.19
	Void
	
	
	
	
	
	
	

	22.4.20
	NB-IoT / Radio link failure / RRC connection re-establishment reject
	Rel-13
	C290
	UEs supporting NB-IoT and S1-U Data Transfer
	
	
	
	

	22.4.21
	NB-IoT / Radio link failure / Radio link recovery while T310 is running
	Rel-13
	C290
	UEs supporting NB-IoT and S1-U Data Transfer
	
	
	
	

	22.4.22
	NB-IoT / Radio link failure / T301 expiry / T311 expiry / Dedicated RLF timer (UP/S1-U)
	Rel-13
	C290
	UEs supporting NB-IoT and S1-U Data Transfer
	
	
	
	

	22.4.23
	NB-IoT / Radio link failure / T310 expiry / Dedicated RLF timer (CP CIoT)
	Rel-13
	C266
	UEs supporting NB-IoT
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