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	Other comments:
	


<Start of new section>
4.5A.xx
Generic Test Procedure for Converged IP Communications establishment establishment in EUTRA 
4.5A.xx.1
Initial conditions

System Simulator:

-
Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4.
User Equipment:

· The UE is in state Switched OFF (state 1) according to [18].

4.5A.xx.2
Definition of system information messages

N/A

4.5A.xx.3
Procedure

Table 4.5A.xx.3-1: Converged IP Communications service establishment in E-UTRA
	St
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The UE is switched on
	
	

	2-16
	Steps 2-16 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.
	-
	-

	17-20
	Steps 1-4 of the generic procedure to establish an additional PDN Connection specified in TS 36.508 subclause 4.5A.3 are performed.
	
	

	


4.5A.xx.4
Specific message contents

All specific message contents shall be referred to clause 4.6 and 4.7 with the exceptions below.

Table 4.5A.26.4-1: PDN CONNECTIVITY REQUEST (step 17)

	Derivation Path: Table 4.7.3-20

	Information Element
	Value/remark
	Comment
	Condition

	Access point name
	Any allowed value
	The UE includes a new APN.
	


Table 4.5A.xx.4-2: Message ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST (step 18)

	Derivation path: 

Table 4.6.1-8 with condition AM-DRB-ADD(1) for ADD_IMS or with condition AM-DRB-ADD(8) else

	Information Element
	Value/Remark
	Comment
	Condition

	EPS bearer identity
	'0101'B
	arbitrary value used for PDN connectivity being maintained during the test case
	ADD_IMS_MultiMedia and SMS 

	EPS bearer identity
	'1100'B
	arbitrary value used for additional non-IMS PDN connectivity
	ADD_IMS_Advanced_Messaging

	Procedure transaction identity
	PTI-1
	SS re-uses the particular PTI defined by UE for this present additional PDN connectivity request procedure
	

	EPS QoS
	See Reference default EPS bearer context #2 in table 6.6.1-1
	
	

	Access point name
	APN as provided in ESM INFORMATION RESPONSE or PDN CONNECTIVITY REQUEST
	
	


	Condition
	Expression
	Explanation

	ADD_IMS_MultiMedia and SMS
	pc_IMS AND 
pc_Provide_IMS_as_second_APN
	UE performs IMS registration for multi-media telephony and SMSoIP first, and IMS registration for advanced messaging services second.

	ADD_IMS_Advanced_Messaging
	pc_IMS AND 
NOT pc_Provide_IMS_as_second_APN
	UE performs IMS registration for advanced messaging services first, and IMS registration for multi-media telephony and SMSoIP second.


Table 4.5A.xx.4-3: Message ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT (step 20)

	Derivation path: Table 4.7.3-4

	Information Element
	Value/Remark
	Comment
	Condition

	EPS bearer identity
	(same value as used in step 2)
	
	

	Procedure transaction identity
	0
	No procedure transaction identity assigned
	


<End of new section>
<Start of new section>
4.5A.yy
Generic Test Procedure for Converged IP Communications establishment establishment in EPC / WLAN
4.5A.yy.1
Initial conditions

System Simulator:

-
WLAN Cell 27 according to Table 4.4.8-1 in [18].

User Equipment:

-
The UE has selected an ePDG and is registered onto the IMS network according to 4.5A.23.
4.5A.yy.2
Definition of system information messages

N/A

4.5A.yy.3
Procedure

Table 4.5A.yy.3-1: Converged IP Communications service establishment in EPC / WLAN

	St
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The UE establishes an IPsec tunnel using the IKEv2 protocol as defined in 3GPP TS 33.402 [55] clause 8.2.2, Figure 8.2.2-1.
	-
	-

	NOTE:
It is assumed that the WLAN AP association remains throughout the procedure.


4.5A.yy.4
Specific message contents

<End of new section>
