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7.1.9
Off-network / Group Call / Emergency Alert / Emergency Alert Retransmission / Cancel Emergency Alert / Client Originated (CO)
7.1.9.1
Test Purpose (TP)

(1)

with { UE ... }

ensure that {
  when { UE ... and/or ... }

    then { UE ... and/or ... }

            }

7.1.9.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.379 clauses 12.2.3.1, 12.2.3.2, 12.2.3.5. Unless otherwise stated these are Rel-13 requirements.
[TS 24.379, clause 12.2.3.1]

When in state "E1: Not in emergency state", upon receiving an indication from the MCPTT user to transmit an emergency alert for an MCPTT group ID, and the values of "/<x>/<x>/Common/MCPTTGroupCall/EmergencyAlert/Authorised" leaf node present in the user profile and "/<x>/<x>/Common/AllowedEmergencyAlert" present in group configuration as specified in 3GPP TS 24.383 [45] are set to "true", the MCPTT client:

1)
shall set the stored emergency state as "true";

2)
shall set the stored MCPTT group ID to the indicated MCPTT group ID;

3)
shall generate a GROUP EMERGENCY ALERT message as specified in subclause 15.1.16. In the GROUP EMERGENCY ALERT message, the MCPTT client:

a)
shall set the MCPTT group ID IE to the stored MCPTT group ID;

b)
shall set the Originating MCPTT user ID IE to own MCPTT user ID;
c)
shall set the Organization name IE to own organization name; and

d)
may set the User location IE with client's current location, if requested;

4)
 shall send the GROUP EMERGENCY ALERT message as specified in subclause 10.2.1.1.1;
5)
shall start timer TFE2 (emergency alert retransmission); and

6)
shall enter "E2: Emergency state" state.
[TS 24.379, clause 12.2.3.2]

When in state "E2: Emergency state", upon expiry of timer TFE2 (emergency alert retransmission), the MCPTT client:

1)
shall generate a GROUP EMERGENCY ALERT message as specified in subclause 15.1.16. In the GROUP EMERGENCY ALERT message, the MCPTT client:

a)
shall set the MCPTT group ID IE to the stored MCPTT group ID;

b)
shall set the originating MCPTT user ID IE to own MCPTT user ID;
c)
shall set the Organization name IE to own organization name; and

d)
may set the Location IE with client's current location, if requested; and

2)
 shall send the GROUP EMERGENCY ALERT message as specified in subclause 10.2.1.1.1;

3)
shall start the timer TFE2 (emergency alert retransmission); and
4)
shall remain in the current state.

[TS 24.379, clause 12.2.3.5]

When in "E2: Emergency state", upon receiving an indication from the MCPTT user to cancel an emergency alert and the value of "/<x>/<x>/Common/MCPTTGroupCall/EmergencyAlert/Cancel" leaf node present in the user profile as specified in 3GPP TS 24.383 [45] set to "true", the MCPTT client:

1)
shall set the stored emergency state as "false";

2)
shall generate a GROUP EMERGENCY ALERT CANCEL message as specified in subclause 15.1.18. In the GROUP EMERGENCY ALERT CANCEL message, the MCPTT client:

a)
shall set the MCPTT group ID IE to the stored MCPTT group ID;
b)
shall set the Originating MCPTT user ID IE to own MCPTT user ID; and
c)
shall set the Sending MCPTT user ID IE to own MCPTT user ID;
3)
shall send the GROUP EMERGENCY ALERT CANCEL message as specified in subclause 10.2.1.1.1;
4)
shall stop timer TFE2 (emergency alert retransmission); and
5)
shall enter "E1: Not in emergency state" state.
7.1.9.3
Test description

7.1.9.3.1
Pre-test conditions

System Simulator:

-


UE:

-


Preamble:

-


7.1.9.3.2
Test procedure sequence

Table 7.1.9.3.2-1: Main Behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	
	
	
	
	

	2
	
	
	
	
	

	...
	
	
	
	
	


Table 7.1.9.3.2-2: Parallel Behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	
	
	
	
	

	2
	
	
	
	
	

	...
	
	
	
	
	


7.1.9.3.3
Specific message contents

Table 7.1.9.3.3-1: Message Xa (step Yk, Table 7.1.9.3.2-x)

	Derivation Path: TS 36.508 Table X.x, condition C

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	


Table 7.1.9.3.3-2: Message Xb (step Ykk, Table 7.1.9.3.2-y)

	Derivation Path: TS 36.508, Table Z.z

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	


