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{Start of changes}
I.2.2
Tests for CA (Carrier aggregation)

I.2.2.1
CA Tx tests (Chapter 6)

CA Transmitter minimum requirements in 3GPP TS 36.101 [2] are already specified in separate clauses from the legacy requirements, bearing the suffix "A" in the number and "for CA" in the title. However minimum requirements have a wide coverage in terms of Annex I.1 bullet 3).

In TS 36.521-1 are specified several separate "individual tests" for different CA scenarios and UE capabilities.

Rule:

Following tests and clauses are specified in TS 36.521-1:

Test group clause:

<x.x.x>A
<Test> for CA

Individual tests:

<x.x.x>A.<y>
<Test> for CA (<CA type> <DL/UL support> <BW Class> <Release>)

where:

<x.x.x>
= number of the corresponding legacy test (if available), or number derived from TS 36.101 without potential suffix "A" (if no legacy test available)

<y>
= incrementing clause number (Arabic numeral)

<Test>
= title of the corresponding legacy test (if available), or title derived from TS 36.101 without potential suffix "for CA" (if no legacy test available)

<CA type>
= mandatory identifier {intra-band contiguous; intra-band non-contiguous; inter-band}

<DL/UL support>= mandatory identifier {DL CA without UL CA; DL CA and UL CA}

<BW Class>
= optional identifier showing UE CA Bandwidth class {Class B; Class C; Class D; Class E; Class F}. To be included only for intra-band contiguous scenarios, if there is already a test with the same title.

<Release>
= optional identifier showing the release applicability of the test. To be included only when there is already a test with the same title for earlier releases.

Examples:

1.2.3

Virtual test

1.2.3A
Virtual test for CA

1.2.3A.1
Virtual test for CA (intra-band contiguous DL CA and UL CA)

1.2.3A.2
Virtual test for CA (inter-band DL CA and UL CA)

1.2.3A.3
Virtual test for CA (intra-band non-contiguous DL CA and UL CA)
1.2.3A.4
Virtual test for CA (3UL CA)
I.2.2.2
CA Rx tests (Chapter 7)

Same as for Transmitter tests (Chapter 6) in Annex I.2.2.1 with following exception:
Examples:

1.2.3

Virtual test

1.2.3A
Virtual test for CA

1.2.3A.1
Virtual test for CA (intra-band contiguous DL CA and UL CA)

1.2.3A.2
Virtual test for CA (intra-band contiguous DL CA without UL CA)

1.2.3A.3
Virtual test for CA (inter-band DL CA without UL CA)
1.2.3A.4
Virtual test for CA (intra band non-contiguous DL CA without UL CA)
1.2.3A.5
Virtual test for CA (3DL CA)
1.2.3A.6
Virtual test for CA (inter-band DL CA and UL CA)
1.2.3A.7
Virtual test for CA (4DL CA)
1.2.3A.8
Virtual test for CA (5DL CA)
I.2.2.3
CA Performance tests (Chapter 8)

CA Performance minimum requirements in 3GPP TS 36.101 [2] are specified mostly in the same clause with the legacy requirements, as additional test points marked with CA capability identifiers. CA introduces a new feature in terms of Annex I.1 bullet 4) c). Furthermore the set of CA test points has a wide coverage in terms of Annex I.1 bullet 3).

In TS 36.521-1 are specified several separate "individual tests" for different CA scenarios and UE capabilities.

Rule:

Following tests and clauses are specified in TS 36.521-1:

Test group clause:

<x.x.x>_A
<Test> for CA

Individual tests:

<x.x.x>_A.<y>
<Test> for CA (<CA type > <DL/UL support> <Release>)

where:

<x.x.x>
= number of the corresponding legacy test (if available), or number derived from TS 36.101 without potential suffix "A" (if no legacy test available)

<y>
= incrementing clause number (Arabic numeral)

<Test>
= title of the corresponding legacy test (if available), or title derived from TS 36.101 without potential "for CA" (if no legacy test available)

<CA type>
= mandatory identifier {intra-band contiguous; intra-band non-contiguous; inter-band}

<DL/UL support>
= mandatory identifier {DL CA}

<Release>
= optional identifier showing the release applicability of the test. To be included only when there is already a test with the same title for earlier releases.

Examples:

1.2.3

Virtual test

1.2.3_A

Virtual test for CA

1.2.3_A.1
Virtual test for CA (2DL CA)

1.2.3_A.2
Virtual test for CA (3DL CA)

1.2.3_A.3
Virtual test for CA (4DL CA)

1.2.3_A.4
Virtual test for CA (5DL CA)

I.2.3
Tests for UL-MIMO (Uplink Multiple Antenna Transmission)

{End of changes}
