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	Reason for change:
	 A NB-IoT UE may support RRC connection re-establishment for Control Plane CIoT EPS optimisation.
This allow resumption of SRB1bis for a NB-IoT UE for which AS security has not been activated, e.g. at radio link failure.

 According TS 36.331 V14.4.0
“The UE shall only initiate the procedure either when AS security has been activated or for a NB-IoT UE supporting RRC connection re-establishment for the Control Plane CIoT EPS optimisation. The UE initiates the procedure when one of the following conditions is met:

1>
upon detecting radio link failure, in accordance with 5.3.11; or”

	
	

	Summary of change:
	 Table A.4.4-1: Additional information
 An capability for RRC connection re-establishment has been added.
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	To verify RRC connection re-establishment for Control Plane CIoT EPS optimisation will not be possible.
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<Start of next modified section>
A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	


>> Skipped part >>

	157
	Support of zone based transmission resource pool selection for V2X sidelink communication
	36.306, 4.3.21.12
	Rel-14
	pc_v2xZoneBasedPoolSelection
	

	158
	Require intra-frequency measurement gaps for operating in CE Mode A or CE Mode B
	36.306, 4.3.5.1.2
	Rel-13
	pc intraFreq-CE-NeedForGaps
	

	159
	Support of 4 layer spatial multiplexing in DL
	36.306, 4.3.4.7
	Rel-10
	pc_4Layer_spatial_muxDL
	

	nnn
	Support of RRC connection re-establishment
	36.331, 5.3.7.2
	Rel-14
	pc_RRC_re-establishment_CP_CIoT
	An UE supporting S1-U data transfer shall set this PICS to true.


<End of modified section>
