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1
Introduction

On chapter 9 of TS 36.521-1 and TS 36.101, test coverage about Channel State Information Reporting testcases for CA is defined as “among all supported CA capabilities, if corresponding CA tests with the largest number of CCs supported by the UE are tested, the test coverage can be considered fulfilled without executing the CA tests with less than the largest number of CCs supported by the UE”.
And on the same chapter, CA configuration and CA bandwidth combination selection rules for CA UE CQI tests for CA with 3 or more DL CCs is defined as “Any one of the supported CA configurations with largest aggregated CA bandwidth combination” / “Largest aggregated CA bandwidth combination”.
But, on TS 36.101, for the multiple DL CA combinations, there are lack of requirement for some CA combinations.
2
Current Situation and Possible Solutions
As on TS 36.521-1, all testcases have sub-clause about “Minimum conformance requirements” for referencing clause of TS 36.101. For the testcases in sub-clause of “9.6.1 Periodic reporting on multiple cells (Cell-Specific Reference Symbols)” of TS 36.521-1, they are referring to 9.6.1.x of TS 36.101.
And following tables on “9.6.1 Periodic reporting on multiple cells (Cell-Specific Reference Symbols)” of TS 36.101 are defining the ‘Test number’ for test configuration and bandwidth combination of CA configurations with 3 or more DL CCs. (On each table, the Notes part is removed for readability.)
Table 9.6.1.1-4: PUCCH 1-0 static test (FDD, 3 DL CA)

	Test number
	Bandwidth combination (MHz)

	1
	3x20

	2
	20+20+15

	3
	20+20+10

	4
	20+15+15

	5
	20+15+10

	6
	20+10+10

	7
	15+15+10

	8
	20+10+5

	9
	20+15+5

	10
	10+10+5


Table 9.6.1.1-5: PUCCH 1-0 static test (FDD, 4 DL CA)

	Test number
	Bandwidth combination (MHz)

	1
	4x20

	2
	20+20+20+10

	3
	20+20+10+10

	4
	20+20+10+5

	5
	20+10+10+5


Table 9.6.1.1-7: PUCCH 1-0 static test (FDD, 5 DL CA)

	Test number
	Bandwidth combination (MHz)

	1
	5x20


Table 9.6.1.2-4: PUCCH 1-0 static test (TDD, 3 DL CA)

	Test number
	Bandwidth combination (MHz)

	1
	3x20

	2
	20+20+15


Table 9.6.1.2-5: PUCCH 1-0 static test (TDD, 4 DL CA)

	Test number
	Bandwidth combination (MHz)

	1
	4x20

	2
	20+20+20+15


Table 9.6.1.3-4: PUCCH 1-0 static test (TDD-FDD CA with FDD PCell, 3 DL CA)

	Test number
	Bandwidth combination (MHz)

	1
	20MHz for FDD cell and 2x20MHz for TDD cell

	2
	15MHz for FDD cell and 2x20MHz for TDD cell

	3
	10MHz for FDD cell and 2x20MHz for TDD cell

	4
	2x20MHz for FDD cell and 20MHz for TDD cell

	5
	20+15MHz for FDD cell and 20MHz for TDD cell

	6
	20+10MHz for FDD cell and 20MHz for TDD cell


Table 9.6.1.3-5: PUCCH 1-0 static test (TDD-FDD CA with FDD PCell, 4 DL CA)

	Test number
	Bandwidth combination (MHz)

	1
	20MHz for FDD cell and 3x20MHz for TDD cell

	2
	2x20MHz for FDD cell and 2x20MHz for TDD cell

	3
	20+15MHz for FDD cell and 2x20MHz for TDD cell

	4
	2x15MHz for FDD cell and 2x20MHz for TDD cell

	5
	2x20+15MHz for FDD cell and 20MHz for TDD cell

	6
	2x15+20MHz for FDD cell and 20MHz for TDD cell


Table 9.6.1.3-7: PUCCH 1-0 static test (TDD-FDD CA with FDD PCell, 5 DL CA)

	Test number
	Bandwidth combination (MHz)

	1
	15MHz+2×20MHz for FDD cell and 2x20MHz for TDD cell

	2
	2×15MHz+20MHz for FDD cell and 2x20MHz for TDD cell


Table 9.6.1.4-4: PUCCH 1-0 static test (TDD-FDD CA with TDD PCell, 3 DL CA)

	Test number
	Bandwidth combination (MHz)

	1
	2x20MHz for TDD cell and 20MHz for FDD cell

	2
	2x20MHz for TDD cell and 15MHz for FDD cell

	3
	2x20MHz for TDD cell and 10MHz for FDD cell

	4
	2x20MHz for FDD cell and 20MHz for TDD cell

	5
	20+15MHz for FDD cell and 20MHz for TDD cell

	6
	20+10MHz for FDD cell and 20MHz for TDD cell


Table 9.6.1.4-5: PUCCH 1-0 static test (TDD-FDD CA with TDD PCell, 4 DL CA)

	Test number
	Bandwidth combination (MHz)

	1
	3x20MHz for TDD cell and 20MHz for FDD cell

	2
	2x20MHz for FDD cell and 2x20MHz for TDD cell

	3
	20+15MHz for FDD cell and 2x20MHz for TDD cell

	4
	2x15MHz for FDD cell and 2x20MHz for TDD cell

	5
	2x20+15MHz for FDD cell and 20MHz for TDD cell

	6
	2x15+20MHz for FDD cell and 20MHz for TDD cell


Table 9.6.1.4-7: PUCCH 1-0 static test (TDD-FDD CA with TDD PCell, 5 DL CA)

	Test number
	Bandwidth combination (MHz)

	1
	15MHz+2×20MHz for FDD cell and 2x20MHz for TDD cell

	2
	2×15MHz+20MHz for FDD cell and 2x20MHz for TDD cell


Observation 1) 

On those tables, there are no 5, 10, and 15 MHz FDD cell for 5DL FDD CA, no 5 MHz FDD cell for 3DL TDD-FDD CA, and no 5 and 10 MHz FDD cell for 4/5DL TDD-FDD CA.
Below tables are the table about E-UTRA operating bands and channel bandwidth, on TS 36.101.
Table 5.5-1 E-UTRA operating bands

	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	

	1
	1920 MHz
	–
	1980 MHz 
	2110 MHz
	–
	2170 MHz
	FDD

	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz
	–
	2155 MHz
	FDD

	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894MHz
	FDD

	61
	830 MHz
	–
	840 MHz
	875 MHz
	–
	885 MHz
	FDD

	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD

	9
	1749.9 MHz
	–
	1784.9 MHz
	1844.9 MHz
	–
	1879.9 MHz
	FDD

	10
	1710 MHz
	–
	1770 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	11
	1427.9 MHz
	–
	1447.9 MHz 
	1475.9 MHz
	–
	1495.9 MHz 
	FDD

	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	FDD

	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	FDD

	14
	788 MHz
	–
	798 MHz
	758 MHz
	–
	768 MHz
	FDD

	15
	Reserved
	Reserved
	FDD

	16
	Reserved
	Reserved
	FDD

	17
	704 MHz
	–
	716 MHz
	734 MHz
	–
	746 MHz
	FDD

	18
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	FDD

	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	FDD

	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	FDD

	22
	3410 MHz
	–
	3490 MHz
	3510 MHz
	–
	3590 MHz
	FDD

	231
	2000 MHz
	–
	2020 MHz
	2180 MHz
	–
	2200 MHz
	FDD

	24
	1626.5 MHz
	–
	1660.5 MHz
	1525 MHz
	–
	1559 MHz
	FDD

	25
	1850 MHz
	–
	1915 MHz
	1930 MHz
	–
	1995 MHz
	FDD

	26
	814 MHz
	–
	849 MHz
	859 MHz
	–
	894 MHz
	FDD

	27
	807 MHz
	–
	824 MHz
	852 MHz
	–
	869 MHz
	FDD

	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	FDD

	29
	N/A
	717 MHz
	–
	728 MHz
	FDD2

	30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	FDD

	31
	452.5 MHz
	–
	457.5 MHz
	462.5 MHz
	–
	467.5 MHz
	FDD

	32
	
	N/A
	
	1452 MHz
	–
	1496 MHz
	FDD2

	33
	1900 MHz
	–
	1920 MHz
	1900 MHz
	–
	1920 MHz
	TDD

	34
	2010 MHz
	–
	2025 MHz 
	2010 MHz
	–
	2025 MHz
	TDD

	35
	1850 MHz
	–
	1910 MHz
	1850 MHz
	–
	1910 MHz
	TDD

	36
	1930 MHz
	–
	1990 MHz
	1930 MHz
	–
	1990 MHz
	TDD

	37
	1910 MHz
	–
	1930 MHz
	1910 MHz
	–
	1930 MHz
	TDD

	38
	2570 MHz
	–
	2620 MHz
	2570 MHz
	–
	2620 MHz
	TDD

	39
	1880 MHz
	–
	1920 MHz
	1880 MHz
	–
	1920 MHz
	TDD

	40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD

	41
	2496 MHz
	
	2690 MHz
	2496 MHz
	
	2690 MHz
	TDD

	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD

	43
	3600 MHz
	–
	3800 MHz
	3600 MHz
	–
	3800 MHz
	TDD

	44
	703 MHz
	–
	803 MHz
	703 MHz
	–
	803 MHz
	TDD

	45
	1447 MHz
	–
	1467 MHz
	1447 MHz
	–
	1467 MHz
	TDD

	46
	5150 MHz
	–
	5925 MHz
	5150 MHz
	–
	5925 MHz
	TDD8

	47
	5855 MHz
	–
	5925 MHz
	5855 MHz
	–
	5925 MHz
	TDD11

	48
	3550 MHz
	–
	3700 MHz
	3550 MHz
	–
	3700 MHz
	TDD

	…
	
	
	
	
	
	
	

	64
	Reserved
	

	65
	1920 MHz
	–
	2010 MHz 
	2110 MHz
	–
	2200 MHz
	FDD

	66
	1710 MHz
	–
	1780 MHz 
	2110 MHz
	–
	2200 MHz
	FDD4

	67
	
	N/A
	
	738 MHz
	–
	758 MHz
	FDD2

	68
	698 MHz
	–
	728 MHz 
	753 MHz
	–
	783 MHz 
	FDD

	69
	N/A
	2570 MHz  
	–
	2620 MHz
	FDD2

	70
	1695 MHz
	–
	1710 MHz 
	1995 MHz
	–
	2020 MHz
	FDD10

	NOTE 1:
Band 6, 23 is not applicable

NOTE 2:
Restricted to E-UTRA operation when carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.

NOTE 3:  A UE that complies with the E-UTRA Band 65 minimum requirements in this specification shall also comply with the E-UTRA Band 1 minimum requirements.
NOTE 4:
The range 2180-2200 MHz of the DL operating band  is restricted to E-UTRA operation when carrier aggregation is configured.

NOTE 5:
A UE that supports E-UTRA Band 66 shall receive in the entire DL operating band

NOTE 6:
A UE that supports E-UTRA Band 66 and CA operation in any CA band shall also comply with the minimum requirements specified for the DL CA configurations CA_66B, CA_66C and CA_66A-66A. 

NOTE 7:
A UE that complies with the E-UTRA Band 66 minimum requirements in this specification shall also comply with the E-UTRA Band 4 minimum requirements.

NOTE 8:
This band is an unlicensed band restricted to licensed-assisted operation using Frame Structure Type 3  
NOTE 9:
In this version of the specification, restricted to E-UTRA DL operation when carrier aggregation is configured. 

NOTE 10:
The range 2010-2020 MHz of the DL operating band is restricted to E-UTRA operation when carrier aggregation is configured and TX-RX separation is 300 MHz The range 2005-2020 MHz of the DL operating band is restricted to E-UTRA operation when carrier aggregation is configured and TX-RX separation is 295 MHz.

NOTE 11:
This band is unlicensed band used for V2X communication. There is no expected network deployment in this band so both Frame Structure Type 1 and Frame Structure Type 2 can be used.


Table 5.6.1-1: E-UTRA channel bandwidth

	E-UTRA band / Channel bandwidth

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	1
	
	
	Yes
	Yes
	 Yes
	 Yes

	2
	Yes
	Yes
	Yes
	Yes
	Yes1
	Yes1

	3
	Yes
	Yes
	Yes
	Yes
	Yes1 
	Yes1

	4
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	5
	Yes
	Yes
	Yes
	Yes1
	
	

	6
	
	
	Yes
	Yes1
	
	

	7
	
	
	Yes
	Yes
	Yes3
	Yes1, 3

	8
	Yes
	Yes
	Yes
	Yes1
	
	

	9
	
	
	Yes
	Yes
	Yes1
	Yes1

	10
	
	
	Yes
	Yes
	Yes
	Yes

	11
	
	
	Yes
	Yes1
	
	

	12
	Yes
	Yes
	Yes1
	Yes1
	
	

	13
	
	
	Yes1
	Yes1
	
	

	14
	
	
	Yes1
	Yes1
	
	

	...
	
	
	
	
	
	

	17
	
	
	Yes1
	Yes1
	
	

	18
	
	
	Yes
	Yes1
	Yes1
	

	19
	
	
	Yes
	Yes1
	Yes1
	

	20
	
	
	Yes
	Yes1
	Yes1
	Yes1

	21
	
	
	Yes
	Yes1
	Yes1
	

	22
	
	
	Yes
	Yes
	Yes1
	Yes1

	23
	Yes
	Yes
	Yes
	Yes
	Yes1
	Yes1

	24
	
	
	Yes
	Yes
	
	

	25
	Yes
	Yes
	Yes
	Yes
	Yes1
	Yes1

	26
	Yes
	Yes
	Yes
	Yes1
	Yes1
	

	27
	Yes
	Yes
	Yes
	Yes1
	
	

	28
	
	Yes
	Yes
	Yes1
	Yes1
	Yes1, 2

	30
	
	
	Yes
	Yes1
	
	

	31
	Yes
	Yes1
	Yes1
	
	
	

	...
	
	
	
	
	
	

	33
	
	
	Yes 
	Yes
	Yes
	Yes

	34
	
	
	Yes
	Yes
	Yes
	

	35
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	36
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	37
	
	
	Yes
	Yes
	Yes
	Yes

	38
	
	
	Yes
	Yes
	Yes3
	Yes3

	39
	
	
	Yes
	Yes
	Yes3
	Yes3

	40
	
	
	Yes
	Yes
	Yes
	Yes

	41
	
	
	Yes
	Yes
	Yes
	Yes

	42
	
	
	Yes
	Yes
	Yes
	Yes

	43
	
	
	Yes
	Yes
	Yes
	Yes

	44
	
	Yes
	Yes
	Yes
	Yes
	Yes

	45
	
	
	Yes
	Yes
	Yes
	Yes

	46
	
	
	
	Yes
	
	Yes

	47
	
	
	
	Yes
	
	Yes

	48
	
	
	Yes
	Yes
	Yes
	Yes

	…
	
	
	
	
	
	

	64
	Reserved

	65
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	66
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	68
	
	
	Yes
	Yes
	Yes5
	

	
	
	
	
	
	
	

	70
	
	
	Yes
	Yes
	Yes
	Yes4

	NOTE 1:
1 refers to the bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (subclause 7.3) is allowed.

NOTE 2:
2 For the 20 MHz bandwidth, the minimum requirements are specified for E-UTRA UL carrier frequencies confined to either 713-723 MHz or 728-738 MHz

NOTE 3:
3 refers to the bandwidth for which the uplink transmission bandwidth can be restricted by the network for some channel assignments in FDD/TDD co-existence scenarios in order to meet unwanted emissions requirements (Clause 6.6.3.2).
NOTE 4:
4  For the 20 MHz bandwidth, the minimum requirements are restricted to E‑UTRA operation when carrier aggregation is configured.

NOTE 5:
5 For the 15 MHz bandwidth, the minimum requirements are specified for E-UTRA UL carrier frequencies confined to either 705.5 MHz or 710.5-720.5 MHz


Observation 2) 

With above table, the maximum bandwidth and possibility of multiple CCs on the band is as on following table.
	Duplex type
	Maximum Bandwidth
	E-UTRA band
	Multiple CCs possiblity

	FDD
	20 MHz
	1,2,3,4,7,10,20,22,25,28,66
	O

	
	
	9,20
	20+15, 20+10

	
	
	70
	X

	
	15 MHz
	26
	O

	
	
	18,19,21
	X

	
	10 MHz
	5,8,11,24
	O

	
	
	12,17,27
	10+7,2,7

	
	
	13,14,30
	X

	
	5 MHz
	31
	X

	TDD
	20 MHz
	33,35,36,37,38,39,40,41,42,43,44,45,46,47,48
	O

	
	
	33,37,45
	X

	
	15 MHz
	34
	X


Those bands highlighted with blue may require 15 MHz CC on CA combinations, yellow for 10 MHz CC, green for 5MHz CC.
With above observation 1) and 2), it could be foreseen that CA combination including those band(s) would have no test configuration(‘Test number’) on the tables in Clause 9.6 of TS 36.101.
And furthermore, if the CA combination including those band(s) is the largest aggregated CA bandwidth combination by an UE, that UE can’t be tested with current TS 36.521-1 which refers to TS 36.101.

For example, with currently defined TDD-FDD CA combinations, 

2x20+10MHz for FDD cell and 20MHz for TDD cell
· CA_1A-3A-5A-40A
· CA_1A-3A-5A-41A
· CA_1A-3A-8A-40A
· CA_1A-5A-7A-46A
20+10MHz for FDD cell and 2x20MHz for TDD cell

· CA_1A-5A-46C 

· CA_5A-7A-46C

To handle this, following solutions would be possible.

Solution 1) Send an LS to RAN4 for re-checking the tables with all CA combinations and wait for TS 36.101 to be updated. And LS contains suggestion for new CA combination should be checked with those tables. 
Solution 2) Send an LS to RAN4 for corrections to be made on the tables and wait for TS 36.101 to be updated. And LS contains suggestion for new CA combination should be checked with those tables.
Solution 3) Make a notice to each CA combination RAN4 delegates by corresponding RAN5 delegates, and wait for TS 36.101 to be updated.
Solution 4) Manage to do with current TS 36.101, and make a solution within RAN5.
3
Proposal
Current situation with CQI TCs for CA was presented. And, suggestion about solutions for handling insufficient requirement was given. With those,
Proposal: Make a decision whether RF group to take one of the solutions between Solution 1) to 4).
