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6.8.2.1
V2X Sidelink Communication Preconfiguration for out-of-network coverage operation
The IE SL-V2X-Preconfiguration contains the resource pool information for V2X sidelink communication.
Table 6.8.2.1-1: SL-V2X-Preconfiguration
	Derivation Path: 36.331 clause 9.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-Preconfiguration-r14 ::= SEQUENCE {
	
	
	

	  v2x-PreconfigFreqList-r14 SEQUENCE (SIZE (1..maxFreqV2X-r14)) OF SEQUENCE {
	1 entry of SL-V2X-PreconfigFreqInfo-r14-DEFAULT
	
	

	  }
	
	
	

	  anchorCarrierFreqList-r14
	Not present
	
	

	  cbr-PreconfigList-r14 SEQUENCE {
	
	
	

	    cbr-RangeCommonConfigList-r14 SEQUENCE   (SIZE (1..maxSL-V2X-CBRConfig2-r14)) OF SEQUENCE { 
	
	
	

	SL-CBR-r14
	0
	
	

	  }
	
	
	

	sl-CBR-PSSCH-TxConfigList-r14 SEQUENCE (SIZE (1..maxSL-V2X-TxConfig2-r14)) OF SEQUENCE {
	
	
	

	SL-CBR-PSSCH-TxConfig-r14 ::= SEQUENCE {
	
	
	

	cr-Limit-r14
	10000
	
	

	tx-Parameters-r14 {
	
	
	

	minMCS-PSSCH-r14
	0
	
	

	maxMCS-PSSCH-r14
	17
	
	

	minSubChannel-NumberPSSCH-r14
	1
	
	

	maxSubchannel-NumberPSSCH-r14
	10
	
	

	allowedRetxNumberPSSCH-r14
	n1
	
	

	maxTxPower-r14
	Not Present
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	 }
	
	
	

	}
	
	
	


Table 6.8.2.1-1A: SL-V2X-PreconfigFreqInfo-r14-DEFAULT
	Derivation Path: 36.331 clause 9.3.2

	SL-V2X-PreconfigFreqInfo-r14 ::=            SEQUENCE {
	
	
	

	  v2x-CommPreconfigGeneral-r14
	SL-PreconfigGeneral-r12-DEFAULT
	
	

	  v2x-CommPreconfigSync-r14
	SL-PreconfigV2X-Sync-r14-DEFAULT
	
	

	  v2x-CommRxPoolList-r14 SEQUENCE (SIZE(1..maxSL-V2X-RxPoolPreconf-r14)) OF SEQUENCE {    
	1 entry of SL-V2X-PreconfigCommPool-r14-DEFAULT

	
	

	}
	
	
	

	  v2x-CommTxPoolList-r14 SEQUENCE (SIZE(1..maxSL-V2X-TxPoolPreconf-r14)) OF SEQUENCE {                    
	1 entry of SL-V2X-PreconfigCommPool-r14-DEFAULT

	
	

	}
	
	
	

	  p2x-CommTxPoolList-r14                     
	SL-V2X-PreconfigCommPool-r14-DEFAULT
	
	

	  v2x-ResourceSelectionConfig-r14       
	Not Present
	
	

	  zoneConfig-r14                               
	Not Present
	
	

	  syncPriority-r14                                
	gnss
	
	

	  thresSL-TxPrioritization-r14            
	Not Present
	
	

	  offsetDFN-r14                                  
	Not Present
	
	

	}
	
	
	


Table 6.8.2.1-1B: SL-PreconfigGeneral-r12-DEFAULT
	Derivation Path: 36.331 clause 9.3.2

	SL-PreconfigGeneral-r12 ::=     SEQUENCE {
	
	
	

	   
	
	-- PDCP configuration
	

	    rohc-Profiles-r12                 SEQUENCE {
	
	
	

	       profile0x0001-r12                     
	FALSE
	
	

	       profile0x0002-r12                     
	FALSE
	
	

	       profile0x0004-r12                     
	FALSE
	
	

	       profile0x0006-r12                    
	FALSE
	
	

	       profile0x0101-r12                     
	FALSE
	
	

	       profile0x0102-r12                     
	FALSE
	
	

	       profile0x0104-r12                     
	FALSE
	
	

	    }
	
	
	

	   
	
	-- Physical configuration
	

	    carrierFreq-r12                   
	54890
	
	

	    maxTxPower-r12                   
	23
	
	

	    additionalSpectrumEmission-r12     
	32
	
	

	    sl-bandwidth-r12                 
	n50
	
	

	    tdd-ConfigSL-r12 {               
	
	
	

	    subframeAssignmentSL-r12
	None
	
	

	   }
	
	
	

	    reserved-r12                      
	'00000000 00000000 010'B
	
	

	    ...
	
	
	

	    [[
	
	
	

	  additionalSpectrumEmission-v1440
	Not Present      
	
	

	    ]]
	
	
	

	}
	
	
	


Table 6.8.2.1-1C: SL-V2X-PreconfigCommPool-r14-DEFAULT
	Derivation Path: 36.331 clause 9.3.2

	SL-V2X-PreconfigCommPool-r14 ::=            SEQUENCE {
	
	-- This IE is same as SL-CommResourcePoolV2X with rxParametersNCell absent
	

	
	
	
	

	       sl-OffsetIndicator-r14                     
	Not Present      
	
	

	       sl-Subframe-r14                               
	
	
	

	{
	
	
	

	bs20-r14
	'11111111 11111111 1111'B
	
	

	}
	
	
	

	       adjacencyPSCCH-PSSCH-r14       
	TRUE
	
	

	       sizeSubchannel-r14                        
	n5
	
	

	       numSubchannel-r14                       
	n10 
	
	

	       startRB-Subchannel-r14                 
	0
	
	

	       startRB-PSCCH-Pool-r14               
	Not Present                
	
	

	       dataTxParameters-r14                   
	31
	
	

	       zoneID-r14                                     
	Not Present                        
	
	

	       threshS-RSSI-CBR-r14       
	30
	
	

	       cbr-pssch-TxConfigList-r14 SEQUENCE (SIZE (1..8)) OF SL-PPPP-TxPreconfigIndex-r14 OF SEQUENCE {             
	1 entry of SL-CBR-PPPP-TxPreconfigList-r14-DEFAULT
	Indicates the mapping between PPPPs, CBR ranges by using indexes of the entry in cbr-RangeCommonConfigList in cbr-PreconfigList, and PSSCH transmission parameters and CR limits by using indexes of the entry in sl-CBR-PSSCH-TxConfigList in cbr-PreconfigList.
	

	}
	
	
	

	       resourceSelectionConfigP2X-r14    
	Not Present  
	
	

	       syncAllowed-r14                              
	Not Present                   
	
	

	       restrictResourceReservationPeriod-r14 
	Not Present
	
	

	}
	
	
	


Table 6.8.2.1-1D: SL-PreconfigV2X-Sync-r14-DEFAULT
	Derivation Path: 36.331 clause 9.3.2

	SL-PreconfigV2X-Sync-r14 ::=  SEQUENCE {
	
	
	

	       syncOffsetIndicators-r14                   
	SL-V2X-SyncOffsetIndicators-r14
	
	

	       syncTxParameters-r14       
	30
	
	

	       syncTxThreshOoC-r14              
	1
	
	

	       filterCoefficient-r14                
	Fco
	
	

	       syncRefMinHyst-r14                   
	dB0 
	
	

	       syncRefDiffHyst-r14                       
	dB0
	
	

	}
	
	
	


Table 6.8.2.1-1E: SL-CBR-PPPP-TxPreconfigList-r14-DEFAULT
	Derivation Path: 36.331 clause 9.3.2

	SL-CBR-PPPP-TxPreconfigList-r14 ::=  SEQUENCE (SIZE (1..8)) OF SEQUENCE {
	
	
	

	SL-PPPP-TxPreconfigIndex-r14 ::= SEQUENCE {
	
	
	

	       priorityThreshold-r14               
	1
	
	

	       defaultTxConfigIndex-r14            
	0
	
	

	       cbr-ConfigIndex-r14                        
	0
	
	

	       tx-ConfigIndexList-r14              SEQUENCE (SIZE (1..maxCBR-Level-r14)) OF SEQUENCE {
	
	
	

	Tx-PreconfigIndex-r14 ::=                  
	0
	
	

	     }
	
	
	

	   }
	
	
	

	}
	
	
	


Table 6.8.2.1-1F: SL-V2X-Preconfiguration for V2X sidelink communication with MCC

	Derivation Path: 36.331 clause 9.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-Preconfiguration-r14 ::= SEQUENCE {
	
	
	

	  v2x-PreconfigFreqList-r14 SEQUENCE (SIZE (1..maxFreqV2X-r14)) OF SEQUENCE {
	2 entries of SL-V2X-PreconfigFreqInfo-r14
	
	

	    SL-V2X-PreconfigFreqInfo-r14 [1]
	SL-V2X-PreconfigFreqInfo-r14-DEFAULT
	
	

	    SL-V2X-PreconfigFreqInfo-r14 [2]
	SL-V2X-PreconfigFreqInfo-r14-DEFAULT
	
	

	  }
	
	
	

	  anchorCarrierFreqList-r14
	Not present
	
	

	  cbr-PreconfigList-r14
	Not present
	
	

	}
	
	
	


