Page 1



3GPP TSG-RAN WG5 Meeting #77 
R5-176448
Reno, USA, November 27th - December 1st 2017
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.521-3
	CR
	2037
	rev
	-
	Current version:
	14.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Update RRM test cases 9.1.4.1_1 and 9.1.4.2_1 to add test configurations for TDD UL/DL configuration 0

	
	

	Source to WG:
	Huawei

	Source to TSG:
	R5

	
	

	Work item code:
	LTE_TDD_eIMTA-UEConTest
	
	Date:
	2017-11-2

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	 In TS 36.133, the test configurations for TDD UL/DL configuration 0 was introduced in A.9.1.4 under eIMTA WI. That shall be considered in RAN5 test cases. .

	
	

	Summary of change:
	Add the test configuration of TDD UL/DL configuration 0 into 9.1.4.1_1 and 9.1.4.2_1.
The signal levels of test configuration of TDD UL/DL configuration 0 are identical to that of configuration 1. No additional TT analysis is needed.

	
	

	Consequences if not approved:
	The test case is not complete.

	
	

	Clauses affected:
	 9.1.4.1_1, 9.1.4.2_1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<Beginning of Changes >
9.1.4.1_1
TDD - TDD Inter Frequency Absolute RSRP Accuracy (Rel‑12 and forward)
9.1.4.1_1.1
Test purpose

Same test purpose as in clause 9.1.4.1.1

9.1.4.1_1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 12 and forward. Applicability requires support for FGI bits 16 and 25.

9.1.4.1_1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell that has different carrier frequency from the serving cell.
The accuracy requirements in Table 9.1.4.1_1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in TS 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex I.3.3 for a corresponding Band.

Table 9.1.4.1_1.3-1: RSRP TDD-TDD Inter frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	(4.5
	(9
	(-6 dB
	FDD_A, TDD_A
	-121
	N/A
	-70

	
	
	
	FDD_B
	-120.5
	N/A
	-70

	
	
	
	FDD_C, TDD_C
	-120
	N/A
	-70

	
	
	
	FDD_D
	-119.5
	N/A
	-70

	
	
	
	FDD_E, TDD_E
	-119
	N/A
	-70

	
	
	
	FDD_F
	-118.5
	N/A
	-70

	
	
	
	FDD_G
	-118
	N/A
	-70

	
	
	
	FDD_H
	-117.5
	N/A
	-70

	
	
	
	FDD_N
	-114.5
	N/A
	-70

	(8
	(11
	(-6 dB
	FDD_A, TDD_A, FDD B, FDD_C, TDD_C, FDD_D, FDD_E, TDD_E, FDD_F, FDD_G, FDD_H, FDD_N
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 3:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table9.1.2.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.
The normative reference for this requirement is TS 36.133 [4] clause 9.1.3.1 , clause 9.1.4 and A.9.1.4.

9.1.4.1_1.4
Test description

9.1.4.1_1.4.1
Initial conditions

Same initial conditions as in clause 9.1.4.1.4.1 with the following exceptions:

-
Instead of 9.1.4.1.4.3 ( use 9.1.4.1_1.4.3.
9.1.4.1_1.4.2
Test procedure

Same test procedure as in clause 9.1.4.1.4.2 with the following exceptions:

-
Instead of Table 9.1.4.1.5-2 ( use Table 9.1.4.1_1.5-1 for TDD UL/DL configuration 1.
-
Instead of Table 9.1.4.1.5-2 ( use Table 9.1.4.1_1.5-2 for TDD UL/DL configuration 0.
-
Instead of Table 9.1.4.1.5-3 ( use Table 9.1.4.1_1.5-3.

9.1.4.1_1.4.3
Message contents

Same message contents as in clause 9.1.4.1.4.3 with following exceptions.

Table 9.1.4.1_1.4.3-1: SystemInformationBlockType1 for TDD UL/DL configuration 0

	Derivation Path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  tdd-Config SEQUENCE ::= SEQUENCE {
	
	
	

	    subframeAssignment
	sa0
	
	

	    specialSubframePatterns
	Ssp6
	
	

	  }
	
	
	

	}
	
	
	


9.1.4.1_1.5
Test requirement

Table 9.1.4.1_1.5-1 and Table 9.1.4.1_1.5-2 define the primary level settings including test tolerances for all tests for TDD UL/DL configuration 1 and 0 respectively. 

Each RSRP TDD inter-frequency absolute accuracy test shall meet the reported values test requirements in table 9.1.4.1_1.5-3.
Table 9.1.4.1_1.5-1: RSRP TDD-TDD Inter frequency absolute accuracy test parameters for TDD configuration 1
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	10
	10
	10
	10

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote1
	
	1
	1

	Gap Pattern Id
	
	0
	-
	0
	-

	Measurement bandwidth
	
[image: image1.wmf]PRB

n


	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
	
[image: image2.wmf]PRB

n


	13—36
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and D.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RA Note2
	
	
	
	
	

	OCNG_RB Note2 
	
	
	
	
	

	
[image: image3.wmf]oc
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Note3
	Bands TDD_A
	dBm/15 kHz
	-89.25
	-89.25 
	(
[image: image4.wmf]oc

N

 for Channel 2 +8dB)
	-117

	
	Bands TDD_C
	
	
	
	
	-116

	
	Bands TDD_E
	
	
	
	
	-115
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s

I

Ê


	dB
	10.00
	10.00
	13.00
	-3.20

	RSRPNote4
	Bands TDD_A
	dBm/15 kHz
	-79.25
	-79.25
	(RSRP for Cell 2 +24.2dB)
	-120.20

	
	Bands TDD_C
	
	
	
	
	-119.20

	
	Bands TDD_E
	
	
	
	
	-118.20

	IoNote4
	Bands TDD_A
	dBm/9 MHz
	-51.05
	-51.05
	(Io for Channel 2 +19.51dB)
	-87.52

	
	Bands TDD_C
	
	
	
	
	-86.52

	
	Bands TDD_E
	
	
	
	
	-85.52

	
[image: image6.wmf]oc

s

N

Ê


	dB
	10
	10
	13
	-3.2

	Propagation condition
	-
	AWGN
	AWGN

	NOTE 1: 
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in TS 36.211. 

NOTE 2: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 3: 
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image7.wmf]oc

N

 to be fulfilled.

NOTE 4: 
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

NOTE 5: 
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

NOTE 6:
E-UTRA operating band groups are as defined in Section 3.5.


Table 9.1.4.1_1.5-2: RSRP TDD-TDD Inter frequency absolute accuracy test parameters for TDD configuration 0
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	10
	10
	10
	10

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote1
	
	0
	0

	Gap Pattern Id
	
	0
	-
	0
	-

	Measurement bandwidth
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	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.2
	
	R.5 TDD
	-
	R.5 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and D.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	

	OCNG_RBNote2 
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Note3
	Bands TDD_A
	dBm/15 kHz
	-89.25
	-89.25 
	(
[image: image11.wmf]oc

N

 for Channel 2 +8dB)
	-117

	
	Bands TDD_C
	
	
	
	
	-116

	
	Bands TDD_E
	
	
	
	
	-115
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	dB
	10
	10
	13
	-3.20

	RSRPNote4
	Bands TDD_A
	dBm/15 kHz
	-79.25
	-79.25
	(RSRP for Cell 2 +24.2dB)
	-120.20

	
	Bands TDD_C
	
	
	
	
	-119.20

	
	Bands TDD_E
	
	
	
	
	-118.20

	IoNote4
	Bands TDD_A
	dBm/9 MHz
	-51.05
	-51.05
	(Io for Channel 2 +19.51dB)
	-87.52

	
	Bands TDD_C
	
	
	
	
	-86.52

	
	Bands TDD_E
	
	
	
	
	-85.52

	
[image: image13.wmf]oc

s

N

Ê


	dB
	10
	10
	13
	-3.2

	Propagation condition
	-
	AWGN
	AWGN

	Note 1: 
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in TS 36.211.

Note 2: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: 
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: 
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: 
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.


Table 9.1.4.1_1.5-3: RSRP TDD-TDD Inter frequency absolute accuracy requirements for the reported values

	Normal Conditions
	Test 1

All bands
	Test 2

	Lowest reported value (Cell 2)
	RSRP_52
	Bands TDD_A
	RSRP_14

	
	
	Bands TDD_C
	RSRP_15

	
	
	Bands TDD_E
	RSRP_16

	Highest reported value (Cell 2)
	RSRP_71
	Bands TDD_A
	RSRP_26

	
	
	Bands TDD_C
	RSRP_27

	
	
	Bands TDD_E
	RSRP_28

	Extreme Conditions
	Test 1

All bands
	Test 2

	Lowest reported value (Cell 2)
	RSRP_49
	Bands TDD_A
	RSRP_10

	
	
	Bands TDD_C
	RSRP_11

	
	
	Bands TDD_E
	RSRP_12

	Highest reported value (Cell 2)
	RSRP_74
	Bands TDD_A
	RSRP_31

	
	
	Bands TDD_C
	RSRP_32

	
	
	Bands TDD_E
	RSRP_33


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.
< Unchanged Text Skipped >
9.1.4.2_1
TDD - TDD Inter Frequency Relative Accuracy of RSRP (Rel‑12 and forward)
9.1.4.2_1.1
Test purpose

Same test purpose as in clause 9.1.4.2.1.

9.1.4.2_1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 12 and forward. Applicability requires support for FGI bits 16 and 25.

9.1.4.2_1.3
Minimum conformance requirements

The relative accuracy of RSRP in inter frequency case is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on a different frequency.
The accuracy requirements in Table 9.1.4.2_1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in TS 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP1,2|dBm according to Annex I.3.4 for a corresponding Band.
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Table 9.1.4.2_1.3-1: RSRP TDD-TDD Inter frequency relative accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 3
	dBm/BWChannel

	(4.5
	(6
	(-6 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_B
	-120.5
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 4:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table9.1.2.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.
The normative reference for this requirement is TS 36.133 [4] clause 9.1.3.2, clause 9.1.4 and A.9.1.4.

9.1.4.2_1.4
Test description

9.1.4.2_1.4.1
Initial conditions

Same initial conditions as in clause 9.1.4.2.4.1 with the following exceptions:

-
Instead of 9.1.4.2.4.3 ( use 9.1.4.2_1.4.3.

9.1.4.2_1.4.2
Test procedure

Same test procedure as in clause 9.1.4.2.4.2 with the following exceptions:

-
Instead of Table 9.1.4.2.5-2 ( use Table 9.1.4.2_1.5-1 for TDD UL/DL configuration 1.
-
Instead of Table 9.1.4.2.5-2 ( use Table 9.1.4.2_1.5-2 for TDD UL/DL configuration 0.
-
Instead of Table 9.1.4.2.5-3 ( use Table 9.1.4.2_1.5-3.

9.1.4.2_1.4.3
Message contents

Same message contents as in clause 9.1.4.2.4.3 with following exceptions.

Table 9.1.4.2_1.4.3-1: SystemInformationBlockType1 for TDD UL/DL configuration 0

	Derivation Path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  tdd-Config SEQUENCE ::= SEQUENCE {
	
	
	

	    subframeAssignment
	sa0
	
	

	    specialSubframePatterns
	Ssp6
	
	

	  }
	
	
	

	}
	
	
	


9.1.4.2_1.5
Test requirement

Table 9.1.4.2_1.5-1 and Table 9.1.4.2_1.5-2 defines the primary level settings including test tolerances for all tests for TDD UL/DL configuration 1 and 0 respectively.
Each RSRP TDD inter-frequency relative accuracy test shall meet the reported values test requirements in table 9.1.4.2_1.5-3. The mapping of measured quantity is defined in Table 9.1.4.2_1.5-3. The range in the signalling may be larger than the guaranteed accuracy range.
Table 9.1.4.2_1.5-1: RSRP TDD-TDD Inter frequency relative accuracy test parameters for TDD configuration 1
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel
	MHz
	10
	10
	10
	10

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote1
	
	1
	1

	Gap Pattern Id
	
	0
	-
	0
	-

	Measurement bandwidth
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	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and D.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RA Note2
	
	
	
	
	

	OCNG_RB Note2 
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Note3
	Bands TDD_A
	dBm/15 kHz
	-89.25
	-89.25 
	(
[image: image19.wmf]oc

N

 for Channel 2 +7dB)
	-117

	
	Bands TDD_C
	
	
	
	
	-116

	
	Bands TDD_E
	
	
	
	
	-115
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	dB
	10.00
	10.00
	13.00
	-3.20

	RSRPNote4
	Bands TDD_A
	dBm/15 kHz
	-79.25
	-79.25
	(RSRP for Cell 2 +23.2dB)
	-120.20

	
	Bands TDD_C
	
	
	
	
	-119.20

	
	Bands TDD_E
	
	
	
	
	-118.20

	IoNote4
	Bands TDD_A
	dBm/9 MHz
	-51.05
	-51.05
	(Io for Channel 2 +18.51dB)
	-87.52

	
	Bands TDD_C
	
	
	
	
	-86.52

	
	Bands TDD_E
	
	
	
	
	-85.52
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	dB
	10
	10
	13
	-3.2

	Propagation condition
	-
	AWGN
	AWGN

	Note 1: 
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in TS 36.211.  

Note 2:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image22.wmf]oc
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 to be fulfilled.

Note 4:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.


Table 9.1.4.2_1.5-2: RSRP TDD-TDD Inter frequency absolute accuracy test parameters for TDD configuration 0
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	10
	10
	10
	10

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote1
	
	0
	0

	Gap Pattern Id
	
	0
	-
	0
	-

	Measurement bandwidth
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	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.2
	
	R.5 TDD
	-
	R.5 TDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and D.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote2
	
	
	
	
	

	OCNG_RBNote2 
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N

Note3
	Bands TDD_A
	dBm/15 kHz
	-89.25
	-89.25 
	(
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 for Channel 2 +7dB)
	-117

	
	Bands TDD_C
	
	
	
	
	-116

	
	Bands TDD_E
	
	
	
	
	-115
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	dB
	10
	10
	13
	-3.20

	RSRPNote4
	Bands TDD_A
	dBm/15 kHz
	-79.25
	-79.25
	(RSRP for Cell 2 +23.2dB)
	-120.20

	
	Bands TDD_C
	
	
	
	
	-119.20

	
	Bands TDD_E
	
	
	
	
	-118.20

	IoNote4
	Bands TDD_A
	dBm/9 MHz
	-51.05
	-51.05
	(Io for Channel 2 +18.51dB)
	-87.52

	
	Bands TDD_C
	
	
	
	
	-86.52

	
	Bands TDD_E
	
	
	
	
	-85.52
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	dB
	10
	10
	13
	-3.2

	Propagation condition
	-
	AWGN
	AWGN

	Note 1: 
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in TS 36.211.

Note 2: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: 
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: 
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: 
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.


Table 9.1.4.2_1.5-3: RSRP TDD-TDD Inter frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2

	
	All bands
	All bands

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - 7)
	RSRP_(x - 30)

	Highest reported value (Cell 2)
	RSRP_(x + 7)
	RSRP_(x - 17)

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - 9)
	RSRP_(x - 32)

	Highest reported value (Cell 2)
	RSRP_(x + 9)
	RSRP_(x - 16)

	RSRP_x is the reported value of Cell 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.
<End of changes >
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