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5.5.8
Default MCPTT configuration management messages and other information elements

5.5.8.1
MCPTT Initial UE Configuration

Table 5.5.8.1-1: MCPTT Initial UE Configuration

	Derivation Path: TS 24.483, clause 8.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	/<x>/
	urn:oma:mo:oma-dm-mcptt-ue-initial-configuration:1.0
	
	
	

	/<x>/Name
	‘example’
	
	
	

	/<x>/Ext/
	vendor specific
	Optional
	
	

	/<x>/DefaultUserProfile/UserID
	user identity
	any chr string
	
	

	/<x>/DefaultUserProfile/UserProfileIndex
	0
	Values 0-255
	
	

	/<x>/OnNetwork/GMSURI
	sip:gmsuri1.example.net
	
	TS 23.003
	

	/<x>/OnNetwork/GroupCreationXUI
	group creation XUI
	
	TS 23.003
	

	/<x>/OnNetwork/GMSXCAPRootURI
	http://xcap.<domain>
	
	TS 23.003
	

	/<x>/OnNetwork/CMSXCAPRootURI
	http://xcap.<domain>
	
	TS 23.003
	

	/<x>/OnNetwork/Timers/T100
	2
	Values 0-255
	
	

	/<x>/OnNetwork/Timers/T101
	2
	Values 0-255
	
	

	/<x>/OnNetwork/Timers/T103
	5
	Values 0-255
	
	

	/<x>/OnNetwork/Timers/T104
	2
	Values 0-255
	
	

	/<x>/OnNetwork/Timers/T132
	3
	Values 0-255
	
	

	/<x>/OnNetwork/HPLMN/PLMN
	000000
	MCC,MNC 
	
	

	/<x>/OnNetwork/HPLMN/Service
	FFS
	
	
	

	/<x>/OnNetwork/HPLMN/VPLMN
	-
	Optional
	
	

	/<x>/OnNetwork/HPLMN/VPLMN/PLMN
	-
	Optional
	
	

	/<x>/OnNetwork/HPLMN/VPLMN/Service
	-
	Optional
	
	

	/<x>/OnNetwork/AppServerInfo/IDMSAuthEndpoint
	http://IDMSAuthEndpoint.example.net
	
	TS 23.003
	

	/<x>/OnNetwork/AppServerInfo/IDMSTokenEndpoint
	http://IDMSTokenEndpoint.example.net
	
	TS 23.003
	

	/<x>/OnNetwork/AppServerInfo/HTTPProxy
	http://proxy.example.net
	
	TS 23.003
	

	/<x>/OnNetwork/AppServerInfo/GMS
	sip:gms1.example.net
	
	TS 23.003
	

	/<x>/OnNetwork/AppServerInfo/CMS
	sip:cms1.example.net
	
	TS 23.003
	

	/<x>/OnNetwork/AppServerInfo/KMS
	http://kms.example.net
	
	TS 23.003
	

	/<x>/OnNetwork/AppServerInfo/TLSTunnelAuthMethod/Mutual
	false
	
	
	

	/<x>/OnNetwork/IntegrityProtection
	true
	
	
	

	/<x>/OnNetwork/ConfidentialityProtection
	true
	
	
	

	/<x>/OffNetwork/Timers/TFG1
	2000
	
	
	

	/<x>/OffNetwork/Timers/TFG2
	2000
	
	
	

	/<x>/OffNetwork/Timers/TFG3
	2000
	
	
	

	/<x>/OffNetwork/Timers/TFG4
	5
	
	
	

	/<x>/OffNetwork/Timers/TFG5
	2
	
	
	

	/<x>/OffNetwork/Timers/TFG11
	3000
	
	
	

	/<x>/OffNetwork/Timers/TFG12
	3000
	
	
	

	/<x>/OffNetwork/Timers/TFG13
	1
	
	
	

	/<x>/OffNetwork/Timers/TFG14
	1
	
	
	

	/<x>/OffNetwork/Timers/TFP1
	2000
	
	
	

	/<x>/OffNetwork/Timers/TFP2
	5000
	
	
	

	/<x>/OffNetwork/Timers/TFP3
	2000
	
	
	

	/<x>/OffNetwork/Timers/TFP4
	5000
	
	
	

	/<x>/OffNetwork/Timers/TFP5
	2
	
	
	

	/<x>/OffNetwork/Timers/TFP6
	3000
	
	
	

	/<x>/OffNetwork/Timers/TFP7
	5
	
	
	

	/<x>/OffNetwork/Timers/TFB1
	100
	
	
	

	/<x>/OffNetwork/Timers/TFB2
	1
	
	
	

	/<x>/OffNetwork/Timers/TFB3
	10
	
	
	

	/<x>/OffNetwork/Timers/T201
	5
	
	
	

	/<x>/OffNetwork/Timers/T202
	5
	
	
	

	/<x>/OffNetwork/Timers/T203
	5
	
	
	

	/<x>/OffNetwork/Timers/T204
	5
	
	
	

	/<x>/OffNetwork/Timers/T205
	5
	
	
	

	/<x>/OffNetwork/Timers/T230
	10
	
	
	

	/<x>/OffNetwork/Timers/T233
	10
	
	
	

	/<x>/OffNetwork/Timers/TFE1
	30
	
	
	

	/<x>/OffNetwork/Timers/TFE2
	30
	
	
	

	/<x>/OffNetwork/Counters/CFP1
	2
	
	
	

	/<x>/OffNetwork/Counters/CFP3
	5
	
	
	

	/<x>/OffNetwork/Counters/CFP4
	2
	
	
	

	/<x>/OffNetwork/Counters/CFP6
	2
	
	
	

	/<x>/OffNetwork/Counters/CFP11
	2
	
	
	

	/<x>/OffNetwork/Counters/CFP12
	2
	
	
	

	/<x>/OffNetwork/Counters/C201
	2
	
	
	

	/<x>/OffNetwork/Counters/C204
	2
	
	
	

	/<x>/OffNetwork/Counters/C205
	2
	
	
	

	
	
	
	
	


5.5.8.2
MCPTT UE Configuration

Table 5.5.8.2-1: MCPTT UE Configuration

	Derivation Path: TS 24.483, clause 4.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Node: <x>
	urn:oma:mo:oma-dm-mcptt-ue-configuration:1.0
	
	
	

	/<x>/Name
	example
	
	
	

	/<x>/Ext/
	vendor specific
	Optional
	
	

	/<x>/Common/PrivateCall/MaxCallN10
	2
	
	
	

	/<x>/Common/MCPTTGroupCall/MaxCallN4
	2
	
	
	

	/<x>/Common/MCPTTGroupCall/MaxTransmissionN5
	5
	
	
	

	/<x>/Common/MCPTTGroupCall/PrioritizedMCPTTGroup/<x>/MCPTTGroupID
	user.001.group@mcptt.example.org
	
	OMA OMA-TS-XDM_Group-V1_1
	

	/<x>/Common/MCPTTGroupCall/PrioritizedMCPTTGroup/<x>/MCPTTGroupPriorityHierarchy
	0
	
	
	

	/<x>/OnNetwork/RelayService
	true
	
	
	

	/<x>/OnNetwork/IPv6Preferred
	false
	
	
	

	/<x>/OnNetwork/RelayedMCPTTGroup/<x>/MCPTTGroupID
	user.001.group@mcptt.example.org
	
	OMA OMA-TS-XDM_Group-V1_1
	

	/<x>/OnNetwork/RelayedMCPTTGroup/<x>/RelayServiceCode
	FFS
	
	
	


5.5.8.3
MCPTT User Profile

Table 5.5.8.3-1: MCPTT User Profile

	Derivation Path: TS 24.483, clause 5.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Node: <x>
	urn:oma:mo:oma-dm-mcptt-user-profile:1.0
	
	
	

	/<x>/Name
	‘example’
	
	
	

	/<x>/Ext/
	vendor specific
	Optional
	
	

	/<x>/<x>/Common/MCPTTUserID
	user.001@mcptt.example.org
	
	
	

	/<x>/<x>/Common/MCPTTUserProfileIndex
	0
	
	
	

	/<x>/<x>/Common/MCPTTUserProfileName
	‘example’
	
	
	

	/<x>/<x>/Common/PreSelectedIndication
	-
	
	
	

	/<x>/<x>/Common/UserAlias
	user001
	
	
	

	/<x>/<x>/Common/AuthorisedAlias
	false
	
	
	

	/<x>/<x>/Common/ParticipantType
	‘dispatch’
	
	
	

	/<x>/<x>/Common/Organization
	test
	
	
	

	/<x>/<x>/Common/PrivateCall/Authorised
	true
	
	
	

	/<x>/<x>/Common/PrivateCall/AuthorisedAny
	true
	
	
	

	/<x>/<x>/Common/PrivateCall/UserList/<x>/Entry/MCPTTID
	FFS
	
	
	

	/<x>/<x>/Common/PrivateCall/UserList/<x>/Entry/DiscoveryGroupID
	FFS
	
	
	

	/<x>/<x>/Common/PrivateCall/UserList/<x>/Entry/UserInfoID
	FFS
	
	
	

	/<x>/<x>/Common/PrivateCall/UserList/<x>/Entry/DisplayName
	FFS
	
	
	

	/<x>/<x>/Common/PrivateCall/ManualCommence
	true
	
	
	

	/<x>/<x>/Common/PrivateCall/AutoCommence
	true
	
	
	

	/<x>/<x>/Common/PrivateCall/AutoAnswer
	false
	
	
	

	/<x>/<x>/Common/PrivateCall/FailRestrict
	false
	
	
	

	/<x>/<x>/Common/PrivateCall/AllowedMediaProtection
	true
	
	
	

	/<x>/<x>/Common/PrivateCall/AllowedFloorControlProtection
	true
	
	
	

	/<x>/<x>/Common/PrivateCall/EmergencyCall/Authorised
	true
	
	
	

	/<x>/<x>/Common/PrivateCall/EmergencyCall/CancelPriority
	false
	
	
	

	/<x>/<x>/Common/PrivateCall/EmergencyCall/MCPTTPrivateRecipient/Entry/ID
	FFS
	
	
	

	/<x>/<x>/Common/PrivateCall/EmergencyCall/MCPTTPrivateRecipient/Entry/DiscoveryGroupID
	FFS
	
	
	

	/<x>/<x>/Common/PrivateCall/EmergencyCall/MCPTTPrivateRecipient/Entry/UserInfoID
	FFS
	
	
	

	/<x>/<x>/Common/PrivateCall/EmergencyCall/MCPTTPrivateRecipient/Entry/DisplayName
	FFS
	
	
	

	/<x>/<x>/Common/PrivateCall/EmergencyCall/MCPTTPrivateRecipient/Entry/Usage
	‘Locally Determined’
	
	
	

	/<x>/<x>/Common/MCPTTGroupCall/MaxSimultaneousCallsN6
	5
	
	
	

	/<x>/<x>/Common/MCPTTGroupCall/EmergencyCall/Enabled
	true
	
	
	

	/<x>/<x>/Common/MCPTTGroupCall/EmergencyCall/MCPTTGroupInitiation/Entry/GroupID
	FFS
	
	
	

	/<x>/<x>/Common/MCPTTGroupCall/EmergencyCall/MCPTTGroupInitiation/Entry/DisplayName
	FFS
	
	
	

	/<x>/<x>/Common/MCPTTGroupCall/EmergencyCall/MCPTTGroupInitiation/Entry/Usage
	FFS
	
	
	

	/<x>/<x>/Common/MCPTTGroupCall/EmergencyCall/CancelMCPTTGroup
	FFS
	
	
	

	/<x>/<x>/Common/MCPTTGroupCall/ImminentPerilCall/Authorised
	true
	
	
	

	/<x>/<x>/Common/MCPTTGroupCall/ImminentPerilCall/Cancel
	true
	
	
	

	/<x>/<x>/Common/MCPTTGroupCall/ImminentPerilCall/MCPTTGroupInitiation/Entry/GroupID
	FFS
	
	
	

	/<x>/<x>/Common/MCPTTGroupCall/ImminentPerilCall/MCPTTGroupInitiation/DisplayName
	FFS
	
	
	

	/<x>/<x>/Common/MCPTTGroupCall/ImminentPerilCall/MCPTTGroupInitiation/Entry/Usage
	FFS
	
	
	

	/<x>/<x>/Common/MCPTTGroupCall/EmergencyAlert/Authorised
	true
	
	
	

	/<x>/<x>/Common/MCPTTGroupCall/EmergencyAlert/Cancel
	true
	
	
	

	/<x>/<x>/Common/MCPTTGroupCall/EmergencyAlert/Entry/ID
	FFS
	
	
	

	/<x>/<x>/Common/MCPTTGroupCall/EmergencyAlert/Entry/DisplayName
	FFS
	
	
	

	/<x>/<x>/Common/MCPTTGroupCall/EmergencyAlert/Entry/Usage
	FFS
	
	
	

	/<x>/<x>/Common/MCPTTGroupCall/Priority
	0
	
	
	

	/<x>/<x>/Common/MCPTTGroupBroadcast/Authorised
	true
	
	
	

	/<x>/<x>/Common/UserBroadcast/Authorised
	true
	
	
	

	/<x>/<x>/OnNetwork/MCPTTGroupList/<x>/Entry/MCPTTGroupID
	FFS
	
	
	

	/<x>/<x>/OnNetwork/MCPTTGroupList/<x>/Entry/DisplayName
	FFS
	
	
	

	/<x>/<x>/OnNetwork/ImplicitAffiliations/<x>/Entry/MCPTTGroupID
	FFS
	
	
	

	/<x>/<x>/OnNetwork/ImplicitAffiliations/<x>/Entry/DisplayName
	FFS
	
	
	

	/<x>/<x>/OnNetwork/AllowedRegroup
	true
	
	
	

	/<x>/<x>/OnNetwork/AllowedPresenceStatus
	false
	
	
	

	/<x>/<x>/OnNetwork/AllowedPresence
	false
	
	
	

	/<x>/<x>/OnNetwork/EnabledParticipation
	true
	
	
	

	/<x>/<x>/OnNetwork/AllowedTransmission
	true
	
	
	

	/<x>/<x>/OnNetwork/AllowedManualSwitch
	true
	
	
	

	/<x>/<x>/OnNetwork/PrivateCall/EmergencyAlert/Entry/ID
	FFS
	
	
	

	/<x>/<x>/OnNetwork/PrivateCall/EmergencyAlert/Entry/DisplayName
	FFS
	
	
	

	/<x>/<x>/OnNetwork/PrivateCall/EmergencyAlert/Entry/Usage
	FFS
	
	
	

	/<x>/<x>/OffNetwork/Authorised
	true
	
	
	

	/<x>/<x>/OffNetwork/MCPTTGroupInfo/<x>/Entry/MCPTTGroupID
	FFS
	
	
	

	/<x>/<x>/OffNetwork/MCPTTGroupInfo/<x>/Entry/DisplayName
	FFS
	
	
	

	/<x>/<x>/OffNetwork/AllowedListen
	true
	
	
	

	/<x>/<x>/OffNetwork/AllowedTransmission
	true
	
	
	

	/<x>/<x>/OffNetwork/EmergencyCallChange
	true
	
	
	

	/<x>/<x>/OffNetwork/ImminentPerilCallChange
	true
	
	
	

	/<x>/<x>/OffNetwork/UserInfoID
	FFS
	
	
	

	/<x>/Status
	true
	
	
	


5.5.8.4
MCPTT Service Configuration

Table 5.5.8.4-1: MCPTT Service Configuration

	Derivation Path: TS 24.483, clause 4.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Node: <x>
	urn:oma:mo:oma-dm-mcptt-service configuration:1.0
	
	
	

	/<x>/Name
	‘example’
	
	
	

	/<x>/Ext/
	vendor specific
	Optional
	
	

	/<x>/Common/BroadcastMCPTTGroupCall/NumLevelGroupHierarchy
	1
	
	
	

	/<x>/Common/BroadcastMCPTTGroupCall/NumLevelUserHierarchy
	1
	
	
	

	/<x>/Common/MinLengthAliasID
	1
	
	
	

	/<x>/OffNetwork/PrivateCall/MaxDuration
	60
	
	
	

	/<x>/OffNetwork/PrivateCall/HangTime
	5
	
	
	

	/<x>/OffNetwork/PrivateCall/CancelTimeout
	5
	
	
	

	/<x>/OffNetwork/EmergencyCall/MCPTTGroupTimeout
	5
	
	
	

	/<x>/OffNetwork/NumLevelHierarchy
	4
	
	
	

	/<x>/OffNetwork/TransmitTimeout
	60
	
	
	

	/<x>/OffNetwork/TransmissionWarning
	50
	
	
	

	/<x>/OffNetwork/HangTimeWarning
	4
	
	
	

	/<x>/OffNetwork/DefaultPPPP/MCPTTPrivateCallSignalling
	1
	
	
	

	/<x>/OffNetwork/DefaultPPPP/MCPTTPrivateCallMedia
	1
	
	
	

	/<x>/OffNetwork/DefaultPPPP/MCPTTEmergencyPrivateCallSignalling
	8
	
	
	

	/<x>/OffNetwork/DefaultPPPP/MCPTTEmergencyPrivateCallMedia
	8
	
	
	

	/<x>/OffNetwork/LogMetadata
	true
	
	
	


5.5.8.5
MCPTT Group Configuration

Table 5.5.8.5-1: MCPTT Group Configuration

	Derivation Path: TS 24.483, clause 4.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Node: <x>
	urn:oma:mo:oma-dm-mcptt-group configuration:1.0
	
	
	

	/<x>/Name
	‘example’
	
	
	

	/<x>/Ext/
	vendor specific
	Optional
	
	

	/<x>/<x>/Common/MCPTTGroupID
	FFS
	
	
	

	/<x>/<x>/Common/MCPTTGroupAlias
	FFS
	
	
	

	/<x>/<x>/Common/MCPTTGroupMemberList/<x>/MCPTTID
	FFS
	
	
	

	/<x>/<x>/Common/MCPTTGroupMemberList/<x>/UserPriority
	FFS
	
	
	

	/<x>/<x>/Common/MCPTTGroupMemberList/<x>/ParticipantType
	FFS
	
	
	

	/<x>/<x>/Common/MCPTTGroupOwner
	FFS
	
	
	

	/<x>/<x>/Common/PreferredVoiceCodec
	FFS
	
	
	

	/<x>/<x>/Common/MCPTTGroupLevel
	0
	
	
	

	/<x>/<x>/Common/UserLevel
	0
	
	
	

	/<x>/<x>/Common/AllowedEmergencyCall
	true
	
	
	

	/<x>/<x>/Common/AllowedImminentPerilCall
	true
	
	
	

	/<x>/<x>/Common/AllowedEmergencyAlert
	true
	
	
	

	/<x>/<x>/Common/MediaProtectionRequired
	true
	
	
	

	/<x>/<x>/Common/FloorControlProtectionRequired
	true
	
	
	

	/<x>/<x>/Common/MediaProtectionSecurityMaterial
	FFS
	
	
	

	/<x>/<x>/OffNetwork/MCPTTGroupParameter/<x>/ProSeLayer2GroupID
	FFS
	
	
	

	/<x>/<x>/OffNetwork/MCPTTGroupParameter/<x>/IPMulticastAddress
	127.0.0.1
	
	
	

	/<x>/<x>/OffNetwork/MCPTTGroupParameter/<x>/RelayServiceCode
	FFS
	
	
	

	/<x>/<x>/OffNetwork/MCPTTGroupParameter/<x>/IPVersions
	IPv4
	
	
	

	/<x>/<x>/OffNetwork/EmergencyCallCancel
	5
	
	
	

	/<x>/<x>/OffNetwork/ImminentPerilCallCancel
	5
	
	
	

	/<x>/<x>/OffNetwork/HangTime
	5
	
	
	

	/<x>/<x>/OffNetwork/MaxDuration
	60
	
	
	

	/<x>/<x>/OffNetwork/QueueUsage
	true
	
	
	

	/<x>/<x>/OffNetwork/DefaultPPPP/MCPTTGroupCallSignalling
	1
	
	
	

	/<x>/<x>/OffNetwork/DefaultPPPP/MCPTTGroupCallMedia
	1
	
	
	

	/<x>/<x>/OffNetwork/DefaultPPPP/MCPTTEmergencyGroupCallSignalling
	8
	
	
	

	/<x>/<x>/OffNetwork/DefaultPPPP/MCPTTEmergencyGroupCallMedia
	8
	
	
	

	/<x>/<x>/OffNetwork/DefaultPPPP/MCPTTImminentPerilGroupCallSignalling
	7
	
	
	

	/<x>/<x>/OffNetwork/DefaultPPPP/MCPTTImminentPerilGroupCallMedia
	7
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