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	Reason for change:
	 Test coverage for Control Plane CIoT EPS optimisation and radio link failure is missing.
 According TS 36.331 V14.4.0

“The UE shall only initiate the procedure either when AS security has been activated or for a NB-IoT UE supporting RRC connection re-establishment for the Control Plane CIoT EPS optimisation. The UE initiates the procedure when one of the following conditions is met:

1>
upon detecting radio link failure, in accordance with 5.3.11; or”

	
	

	Summary of change:
	 A new test case, NB-IoT / Radio link failure / T301 expiry / T311 expiry / RRC connection re-establishment has been added.


	
	

	Consequences if not approved:
	 RRC connection re-establishment for Control Plane CIoT EPS optimisation is not tested.
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	Other comments:
	


22.4.19.3.3
Specific message contents

Table 22.4.19.3.3-1: SystemInformationBlockType2-NB for Ncell 1, Ncell 2 (preamble and all steps)

	Derivation Path: 36.331 clause 8.1.4.3.3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2-NB-r13 ::= SEQUENCE {
	
	
	

	  ue-TimersAndConstants-r13 SEQUENCE {
	
	
	

	    t301-r13
	ms2500
	
	

	    t311-r13
	ms10000
	
	

	  }
	
	
	

	}
	
	
	


<Start of next modified section>
22.4.19a
NB-IoT / Radio link failure / T301 expiry / T311 expiry / RRC connection re-establishment
22.4.19a.1
Test Purpose (TP)

Same as 22.4.19.1.
22.4.19a.2
Conformance requirements

Same as 22.4.19.2 and

[TS 36.331, clause 5.3.7.2]

The UE shall only initiate the procedure either when AS security has been activated or for a NB-IoT UE supporting RRC connection re-establishment for the Control Plane CIoT EPS optimisation. The UE initiates the procedure when one of the following conditions is met:

1>
upon detecting radio link failure, in accordance with 5.3.11; or

...
Upon initiation of the procedure, the UE shall:

...
1>
start timer T311;

...
1>
perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];

22.4.19a.3
Test description

22.4.19a.3.1
Pre-test conditions

Same as 22.4.19.3.1.

22.4.19a.3.2
Test procedure sequence

Same as 22.4.19.3.2.

22.4.19a.3.3
Specific message contents

Same as 22.4.19.3.3.
<End of modified section>
