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{Start of changes}
4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT
	Branch

	E-UTRAN RRC_IDLE State Mobility
	

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.2
	E-UTRAN TDD - TDD cell re-selection intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	<Unchanged Sections Skipped>

	8.15.1
	E-UTRAN FDD-TDD Inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Rel-9
	C22
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 25
	
	
	2Rx, 4Rx

	8.15.2
	E-UTRAN FDD-TDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in asynchronous cells
	Rel-9
	C38
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 4 and 25
	
	
	2Rx, 4Rx

	8.15.3
	E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	C39
	UE supporting E-UTRA FDD and E-UTRA TDD and inter-frequency SI acquisition in FDD for HO and Feature Group Indicator 25
	
	
	2Rx, 4Rx

	8.16.1
	E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.1 or TC 8.16.5 or TC 8.16.9 or TC 8.16.13 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.2
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.2 or TC 8.16.6 or TC 8.16.10 or TC 8.16.14 or TC 8.16.21 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.3
	E-UTRAN FDD-FDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.3 or TC 8.16.7 or TC 8.16.11 or TC 8.16.15 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.4
	E-UTRANTDD-TDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.4 or TC 8.16.8 or TC 8.16.12 or TC 8.16.16 or TC 8.16.22 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.5
	E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX for 20 MHz bandwidth
	Rel-10
	C32c
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.1 or TC 8.16.5 or TC 8.16.9 or TC 8.16.13 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.6
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 20 MHz bandwidth
	Rel-10
	C33c
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.2 or TC 8.16.6 or TC 8.16.10 or TC 8.16.14 or TC 8.16.21 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.7
	E-UTRA FDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 20 MHz bandwidth
	Rel-10
	C32c
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.3 or TC 8.16.7 or TC 8.16.11 or TC 8.16.15 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.8
	E-UTRAN TDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 20 MHz bandwidth
	Rel-10
	C33c
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.4 or TC 8.16.8 or TC 8.16.12 or TC 8.16.16 or TC 8.16.22 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.9
	E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX for 10MHz+5MHz
	Rel-11
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.1 or TC 8.16.5 or TC 8.16.9 or TC 8.16.13 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.10
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 10MHz+5MHz
	Rel-11
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.2 or TC 8.16.6 or TC 8.16.10 or TC 8.16.14 or TC 8.16.21 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.11
	E-UTRAN FDD event triggered reporting on deactivating SCell with PCell interruption in non-DRX for 10MHz+5MHz
	Rel-11
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.3 or TC 8.16.7 or TC 8.16.11 or TC 8.16.15 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.12
	E-UTRAN TDD event triggered reporting on deactivating SCell with PCell interruption in non-DRX for 10MHz+5MHz
	Rel-11
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.4 or TC 8.16.8 or TC 8.16.12 or TC 8.16.16 or TC 8.16.22 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.13
	E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX for 5 MHz+5MHz
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.1 or TC 8.16.5 or TC 8.16.9 or TC 8.16.13 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.14
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 5 MHz+5MHz
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.2 or TC 8.16.6 or TC 8.16.10 or TC 8.16.14 or TC 8.16.21 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.15
	E-UTRA FDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 5MHz+5MHz bandwidth
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.3 or TC 8.16.7 or TC 8.16.11 or TC 8.16.15 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.16
	E-UTRA TDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 5MHz+5MHz bandwidth
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.4 or TC 8.16.8 or TC 8.16.12 or TC 8.16.16 or TC 8.16.22 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.17
	E-UTRAN FDD activation and deactivation of known SCell in non-DRX
	Rel-10
	C32b
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 25
	Either TC 8.16.17 or TC 8.16.17A shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.17A
	E-UTRAN FDD activation and deactivation of known SCell in non-DRX for 20MHz +20MHz bandwidth
	Rel-10
	C32a
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 25
	Either TC 8.16.17 or TC 8.16.17A shall be executed.
(Note 1)
	
	

	8.16.18
	E-UTRAN TDD activation and deactivation of known SCell in non-DRX
	Rel-10
	C33b
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 25
	Either TC 8.16.18 or TC 8.16.18A shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.18A
	E-UTRAN TDD activation and deactivation of known SCell in non-DRX for 20MHz +20MHz bandwidth
	Rel-10
	C33a
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 25
	Either TC 8.16.18 or TC 8.16.18A shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.21
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 20MHz+10MHz
	Rel-10
	C33d
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.2 or TC 8.16.6 or TC 8.16.10 or TC 8.16.14 or TC 8.16.21 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.22
	E-UTRAN TDD event triggered reporting on deactivating SCell with PCell interruption in non-DRX for 20MHz+10MHz
	Rel-10
	C33d
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.4 or TC 8.16.8 or TC 8.16.12 or TC 8.16.16 or TC 8.16.22 shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.16.23
	E-UTRAN TDD-FDD CA event triggered reporting under deactivated SCell in non-DRX with PCell in FDD
	Rel-12
	C67
	UE supporting E-UTRA FDD and TDD and 2DL CA with FDD as PCell and Feature Group Indicator 111
	
	
	2Rx, 4Rx

	8.16.24
	E-UTRAN TDD-FDD CA event triggered reporting under deactivated SCell in non-DRX with PCell in TDD
	Rel-12
	C68
	UE supporting E-UTRA FDD and TDD and 2DL CA with TDD as PCell and Feature Group Indicator 111
	
	
	2Rx, 4Rx

	<Unchanged Sections Skipped>

	9.12.1
	FS3 channel occupancy test (PCell using FDD)
	Rel-13
	C157
	UE supporting E-UTRA FDD and Downlink LAA with FDD as Pcell and Feature Group Indicator 16 and channel occupancy measurement
	
	
	2Rx, 4Rx

	9.12.2
	FS3 channel occupancy test (PCell using TDD)
	Rel-13
	C158
	UE supporting E-UTRA TDD and Downlink LAA with TDD as Pcell and Feature Group Indicator 16 and channel occupancy measurement
	
	
	2Rx, 4Rx


Table 4.2-1a: Applicability of RRM conformance test cases Conditions

	C01
IF A.4.1-1/1 THEN R ELSE N/A

	C01a
IF (A.4.1-1/1 AND A.4.4-1a/13 AND A.4.4-1a/25) THEN R ELSE N/A

	<Unchanged Sections Skipped>

	C31
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1b/15) THEN R ELSE N/A

	C32
IF (A.4.1-1/1 AND A.4.2-1/2 AND A.4.4-3a/111) THEN R ELSE N/A

	C32a
IF (A.4.1-1/1 AND A.4.2-1/2 AND A.4.4-1a/25) AND A.4.3-3a/7 THEN R ELSE N/A

	C32b
IF (A.4.1-1/1 AND A.4.2-1/2 AND A.4.4-1a/25) THEN R ELSE N/A

	C32c
IF (A.4.1-1/1 AND A.4.2-1/2 AND A.4.4-3a/111) AND A.4.3-3a/7 THEN R ELSE N/A

	C33
IF (A.4.1-1/2 AND A.4.2-1/2 AND A.4.4-3b/111) THEN R ELSE N/A

	C33a
IF (A.4.1-1/2 AND A.4.2-1/2 AND A.4.4-1b/25) AND A.4.3-3a/7 THEN R ELSE N/A

	C33b
IF (A.4.1-1/2 AND A.4.2-1/2 AND A.4.4-1b/25) THEN R ELSE N/A

	C33c
IF (A.4.1-1/2 AND A.4.2-1/2 AND A.4.4-3b/111) AND A.4.3-3a/7 THEN R ELSE N/A

	C33d
IF (A.4.1-1/2 AND A.4.2-1/2 AND A.4.4-3b/111) AND A.4.3-3a/8 THEN R ELSE N/A

	C34
IF (A.4.1-1/2 AND A.4.1-1/6) THEN R ELSE N/A

	C35
IF (A.4.1-1/2 AND A.4.1-1/7) THEN R ELSE N/A

	C36
IF (A.4.1-1/2 AND A.4.1-1/6 AND A.4.4-1b/12 AND A.4.4-1b/26) THEN R ELSE N/A


{End of changes}
