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1.
Introduction

For a Multimode UE supporting SRLTE there is no need to implement the LTE<->1xRTT IRAT transitions, as a SRLTE UE is by its definition capable to camp on and monitor paging of both RATs simultaneously.
2.
Discussion
As a consequence of the above, the following test cases shall not be applicable for a compliant UE supporting SRLTE, which is not the case as per current Applicability criterion defined in 3GPP TS 36 523-2: 
	TC (3GPP TS 36.523-1)
	Description
	Current Applicability criterion as per 3GPP TS 36.523-2

	6.2.3.10
	Inter-RAT Cell Reselection: from E-UTRA RRC_IDLE to CDMA2000 1xRTT Idle – When CDMA2000 1xRTT is lower reselection priority than E-UTRA
	C07 
	UEs supporting E-UTRA and 1xRTT and NOT
Category M1

	6.2.3.10a
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to 1xRTT Dormant / 1xRTT cell is lower reselection priority than E-UTRA (Squal < ThreshServing, LowQ and Srxlev > ThreshX, LowP)
	C07 
	UEs supporting E-UTRA and 1xRTT and NOT
Category M1

	6.2.3.9
	Inter-RAT Cell Reselection: from E-UTRA RRC_IDLE to CDMA2000 1xRTT Dormant– When CDMA2000 1xRTT cell is higher reselection priority than EUTRA
	C07 
	UEs supporting E-UTRA and 1xRTT and NOT
Category M1

	6.2.3.9a
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to 1xRTT Dormant /1xRTT cell is higher reselection priority than E-UTRA (Srxlev > Thresh1xRTT,HighP)
	C07 
	UEs supporting E-UTRA and 1xRTT and NOT
Category M1

	8.1.3.10
	RRC connection release / Redirection from E-UTRAN to CDMA2000-1xRTT
	C07 
	UEs supporting E-UTRA and 1xRTT and NOT
Category M1


C07 
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/4 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A
	Item (3GPP TS 36 523-2
	Description
	Mnemonic
	Release

	A.4.1-1/1
	E-UTRA FDD
	pc_eFDD
	Rel-8

	A.4.1-1/2
	E-UTRA TDD
	pc_eTDD
	Rel-8

	A.4.1-1/4
	1xRTT
	pc_1xRTT
	Rel-8

	A.4.3.2-2A/1
	Category DL M1
	pc_ue_CategoryDL_M1
	Rel-13


3.
Proposals
IN order to correct the above mentioned Test cases applicability a new PICS item needs to be introduced in 3GPP TS 36 523-2 for compliant UEs supporting SRLTE, as proposed below:
	Item (3GPP TS 36.523-2 Table
	Description
	Mnemonic
	Release

	x.y.z
	Multimode UE supporting Simultaneous camping on LTE and 1xRTT for PS and CS services
	pc_simultaneous_LTE_1xRTT

	Rel-8


	TC (3GPP TS 36.523-1)
	Description
	Proposed Applicability criterion in 
3GPP TS 36.523-2

	6.2.3.10
	Inter-RAT Cell Reselection: from E-UTRA RRC_IDLE to CDMA2000 1xRTT Idle – When CDMA2000 1xRTT is lower reselection priority than E-UTRA
	C07a 

	6.2.3.10a
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to 1xRTT Dormant / 1xRTT cell is lower reselection priority than E-UTRA (Squal < ThreshServing, LowQ and Srxlev > ThreshX, LowP)
	C07a 

	6.2.3.9
	Inter-RAT Cell Reselection: from E-UTRA RRC_IDLE to CDMA2000 1xRTT Dormant– When CDMA2000 1xRTT cell is higher reselection priority than EUTRA
	C07a 

	6.2.3.9a
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to 1xRTT Dormant /1xRTT cell is higher reselection priority than E-UTRA (Srxlev > Thresh1xRTT,HighP)
	C07a 

	8.1.3.10
	RRC connection release / Redirection from E-UTRAN to CDMA2000-1xRTT
	C07a


C07a 
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/4 AND NOT A.4.3.2-2A/1 AND NOT x.y.z THEN R ELSE N/A
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