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<< New content follows >>
Annex O (informative): Applicability MIMO Methodologies
The followinh methodologies are considered in this specification:

1)
Multi-probe Anechoic Chamber (MPAC);
2)
Radiated Two-Stage (RTS).

The content of Table O-1 derived from [29] Table 12.4-1 is based only on methodologies that are harmonized and items that relate to the applicability of methods.
Table O-1: Comparison of harmonized methodologies
	Attribute
	Anechoic Chamber
	Multi-stage methods

	
	Multi probe
	2 stage method rad.

	MIMO OTA attributes not yet tested
	

	DUT size constraints
	Depends on chamber size1, and

number of active antenna probes and

channel emulator ports to fit

required active antenna probes
	Depends on chamber size1
(SISO chamber quiet zone)

	Other Considerations
	

	Non-intrusive test mode for DUT

antenna pattern measurement
	Not required
	Required

	Major equipment elements for MIMO OTA

 test setup (all need MIMO BS emulator)
	MIMO capable anechoic chamber to fit

antenna probes and channel emulator
	SISO anechoic chamber with

additional antenna

and channel emulator

	DUT Antenna radiation pattern adaptation,

performance discrimination
	Yes2
	Feasibility study not yet performed3

	Dependence on number of UE Rx ports
	N/A
	The two probe RTS system is only applicable to UE with 2 Rx antennas

	Note 1: 
Chamber size depends on the size of the UE and the frequency of the test.

Note 2: 
Based on preliminary feasibility study.
Note 3: 
It will require DUT feedback mechanism.


In addition, the harmonization outcome states:

1. Considering the positive outcome of the MPAC/RTS harmonization analysis, the following applicability criteria for the MPAC/RTS harmonization are proposed based on the current understanding of the RTS methodology capabilities:

a.
The harmonized RTS system is a two-probe system capable of measuring devices with two Rx antennas. Devices with more Rx antennas are not supported.

b.
The RTS method is only applicable to devices which do not change their antenna pattern in response to the radio environment.

c.
The RTS method requires device support for the antenna test function (ATF) defined in TR 36.978. The ATF access of devices depends on the support of chip vendors.

d.
There are two methods defined for ATF access, L3 signalling or a vendor-supplied device app. The devices used for harmonization were all modified to install the special ATF application. Harmonization has been confirmed using devices with the special ATF application. Harmonization for unmodified devices using the L3 access has not been confirmed.

e.
RTS is harmonized for FDD bands. TDD harmonization has not been evaluated.
f.
Harmonization measurements for RTS were performed with correlation based channel models; harmonization and channel model validation limits would need to be confirmed for geometric based channel models.
The DUT size constraints require further study.
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