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{Start of changes}

Table 8.1.4.3.3-1: SystemInformationBlockType2-NB
	Derivation Path: 36.331 clause 6.7.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2-NB-r13 ::= SEQUENCE {
	
	
	

	  radioResourceConfigCommon-r13 SEQUENCE {}
	RadioResourceConfigCommonSIB- NB-DEFAULT
	See subclause 8.1.6
	

	  ue-TimersAndConstants-r13 SEQUENCE {
	
	
	

	    t300-r13
	ms10000
	
	

	    t301-r13
	ms10000
	
	

	    t310-r13
	ms1000
	
	

	    n310-r13
	n2
	
	

	    t311-r13
	ms1000
	
	

	    n311-r13
	n1
	
	

	  }
	
	
	

	  freqInfo-r13 SEQUENCE {
	
	
	

	    ul-CarrierFreq-r13
	Not present
	Default UL EARFCN applies
	Standalone

	    ul-CarrierFreq-r13
	See subclause 8.1.3.1
	
	Inband_Same, Inband_Different, Guardband

	    additionalSpectrumEmission-r13
	1 (NS_01)
	A-MPR doesn’t apply by default.

See TS 36.101 table 6.2.4-1.
	

	  }
	
	
	

	  timeAlignmentTimerCommon-r13
	Infinity
	
	

	  multiBandInfoList-r13 SEQUENCE {}
	Not present
	
	

	  lateNonCriticalExtension SEQUENCE {}
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	Inband_Same
	In-band with same PCI test environment

	Inband_Different
	In-band with different PCI test environment

	Standalone
	Standalone test environment

	Guardband
	Guard-band test environment


{End of changes}
