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	Reason for change:
	In TC 8.11.1.1.3 test point 2, an aggregation level of 8 is demanded by minimum conformance requirements. For the used fixed RMC R.79 FDD the MPDCCH allocation is 2 PRBs. In combination with CEModeA and a repetition level of 1, this requires a MPDCCH-PRB-set size of 2 according to TS 36.213 Table 9.1.5-1a and 9.1.5-1b, since else no MPDCCH candidates monitored by a CE UE exist. 
In the Table 4.6.3-2B of TS 36.508 EPDCCH-Config-r11-DEFAULT the IE numberPRB-Pairs-v1310 = n6 is signalled resulting in MPDCCH-PRB-set size of 2+4 PRBs. However, for this set size and a MPDCCH allocation of 2 PRBs the UE does not monitor any MPDCCH candidate.
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8.11.1.1.3.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with condition CEModeA and for Test 2 with the following exception.
 Table 8.11.1.1.3.4.3-1: EPDCCH-Config-r11-DEFAULT configuration for Test 2
	Derivation Path: 36.508 Table 4.6.3-2B

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	

	      setConfigToAddModList-r11 SEQUENCE {
	1 entry
	
	

	        setConfigId-r11[1]
	0
	
	

	        transmissionType-r11[1]
	distributed
	
	

	        resourceBlockAssignment-r11[1] SEQUENCE{
	
	
	

	          numberPRB-Pairs-r11
	n2
	
	

	          resourceBlockAssignment-r11
	0000
	
	

	        }
	
	
	

	        dmrs-ScramblingSequenceInt-r11[1]
	0
	
	

	        pucch-ResourceStartOffset-r11[1]
	0
	
	

	        re-MappingQCL-ConfigListId-r11[1]
	Not present
	
	

	        numberPRB-Pairs-v1310 CHOICE[1] {
	Not present
	
	

	        }
	
	
	

	      }
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