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< Start of modified section >

4.5.2
UE Registration (State 2)

…

Table 4.5.2.4-3: ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST (Step 14)

	Derivation Path: Table 4.7.3-6 with condition IMS_PDN_ConnEstab for PDN1_IMS and NOT IMS_PDN_ConnEstab

	Information Element
	Value/remark
	Comment
	Condition

	EPS bearer identity
	'0101'B
	arbitrary value used for PDN connectivity being maintained during the test case
	PDN1_IMS OR NOT MULTI_PDN

	EPS bearer identity
	'1100'B
	arbitrary value used for additional PDN connectivity which may be released before entering the test procedure of the test case
	MULTI_PDN AND NOT PDN1_IMS

	PDN address
	
	
	IPv4_address_only

	  Length of PDN address contents
	5 octets
	
	

	  PDN type value
	‘001’B
	IPv4
	

	  PDN address information
	IPv4 address
	The SS provides a valid IPv4 address
	NOT IPv4-DHCP

	
	0.0.0.0
	DHCPv4 is to be used to allocate the IPv4 address
	IPv4-DHCP

	ESM cause
	IF "PDN type" IE in step 4 is 'IPv4v6' THEN '00110010'B ELSE Not present
	"PDN type IPv4 only allowed"
	


NOTE:
The default message contents specified in table 4.7.3-6 apply unless the condition IPv4_address_only in table 4.5.2.4-3 is true.

	Condition
	Explanation

	IPv4_address_only
	This condition applies if the test case preamble description indicates that the UE is allocated an IPv4 address only.

	IPv4-DHCP
	If in the last PDN CONNECTIVITY REQUEST or ESM INFORMATION RESPONSE sent prior to this message, the IE Protocol configuration options contains a configuration protocol option = '000B00H' ("IPv4 address allocation via DHCPv4", length of contents = 0).

Note 1:
This condition is used in conjunction with IPv4 or IPv4v6 as indicated in the "PDN address row" just above.
Note 2:
If both messages, PDN CONNECTIVITY REQUEST and ESM INFORMATION RESPONSE, are received and contain a Protocol configuration options IE then the IE from the message which is received later shall be used.


< End of modified section >

…
< Start of modified section >
4.6.3
Radio resource control information elements

…
–
RadioResourceConfigCommon-DEFAULT

Table 4.6.3-13: RadioResourceConfigCommon-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  rach-ConfigCommon
	RACH-ConfigCommon-DEFAULT
	
	

	  prach-Config
	PRACH-Config-DEFAULT
	
	

	  pdsch-ConfigCommon
	Not present
	
	

	
	PDSCH-ConfigCommon-DEFAULT
	
	FullConfig, HO-to-EUTRA

	  pusch-ConfigCommon
	PUSCH-ConfigCommon-DEFAULT
	
	

	  phich-Config
	Not present
	
	

	
	PHICH-Config-DEFAULT
	
	FullConfig, HO-to-EUTRA

	  pucch-ConfigCommon
	Not present
	
	SAME-BW

	
	PUCCH-ConfigCommon-DEFAULT
	
	DIFF-BW, FullConfig, HO-to-EUTRA

	  soundingRSUL-ConfigCommon
	SoundingRS-UL-ConfigCommon-DEFAULT
	
	

	  uplinkPowerControlCommon
	Not present
	
	

	
	UplinkPowerControlCommon-DEFAULT
	
	FullConfig, HO-to-EUTRA

	  antennaInfoCommon
	Not present
	
	

	  antennaInfoCommon SEQUENCE {
	
	
	2TX

	    antennaPortsCount
	an2
	
	

	  }
	
	
	

	  antennaInfoCommon SEQUENCE {
	
	
	FullConfig, HO-to-EUTRA

	    antennaPortsCount
	an1
	
	

	  }
	
	
	

	  p-Max
	Not present
	
	

	  tdd-Config
	Not present
	
	FDD or LAA SCell

	
	TDD-Config-DEFAULT
	
	TDD

	  ul-CyclicPrefixLength
	len1
	
	

	  uplinkPowerControlCommon-v1020
	UplinkPowerControlCommon-v1020-DEFAULT
	
	CA

	
	Not present
	
	

	  tdd-Config-v1130
	Not present
	
	

	  pusch-ConfigCommon-v1270
	Not present
	
	

	  prach-Config-v1310
	Not present
	
	

	
	PRACH-Config-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  freqHoppingParameters-r13
	Not present
	
	

	  pdsch-ConfigCommon-v1310
	Not present
	
	

	
	PDSCH-ConfigCommon-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  pucch-ConfigCommon-v1310
	Not present
	
	

	
	PUCCH-ConfigCommon-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  pusch-ConfigCommon-v1310
	Not present
	
	

	  
	PUSCH-ConfigCommon-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  uplinkPowerControlCommon-v1310
	Not present
	
	

	  highSpeedConfig-r14
	Not present
	
	

	
	HighSpeedConfig-r14-DEFAULT
	
	HighSpeedEnhance

	  prach-Config-v1430
	Not present
	
	

	
	PRACH-Config-v1430-DEFAULT
	
	HighSpeedEnhance

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	2TX
	Used for cells with two antenna ports

	SAME-BW
	Source and target cell are configured with same bandwidth

	DIFF-BW
	Source and target cell are configured with different bandwidth

	UL CA
	When UL Carrier Aggregation is used.

	FullConfig
	Handover with full configuration option (Rel-9 or later)

	HO-to-EUTRA
	Inter-RAT handover to E-UTRA

	CA
	For Carrier Aggregation Test cases

	CEmodeA
	Used for CE mode A testing

	CEmodeB
	Used for CE mode B testing

	LAA SCell
	For LAA SCell environment

	HighSpeedEnhance
	High speed test environment


< End of modified section >

…
< Start of modified section >
4.6.6
Measurement information elements

-
MeasConfig-DEFAULT

Table 4.6.6-1: MeasConfig-DEFAULT

	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList
	Not present
	
	

	
	MeasObjectEUTRA-GENERIC
	
	eICIC

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList 
	Not present
	
	

	
	ReportConfigToAddModList_DEFAULT
	
	eICIC

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	Not present
	
	

	
	MeasIdToAddModList_DEFAULT
	
	eICIC

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	
	
	
	

	
	
	
	


	
	
	
	

	  measGapConfig
	Not present
	
	

	
	MeasGapConfig-GP1
	
	INTER-FREQ,

UTRAN

	
	MeasGapConfig-GP2
	
	GERAN, INTER-RAT

	
	MeasGapConfig-CE
	
	intraFreq-CE-NeedForGaps

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	

	  measObjectToAddModList-v9e0 SEQUENCE {
	
	
	Band > 64 and eICIC

	    measObjectEUTRA-v9e0 SEQUENCE {
	One entry
	
	

	    carrierFreq-v9e0[1]
	Downlink EARFCN for Freq
	
	

	    }
	
	
	

	  }
	
	
	

	Note:
For signalling test, table 6.5.1-1 is applied.


	Condition
	Explanation

	INTER-FREQ
	For E-UTRA inter-freq measurements

	INTER-RAT
	For inter-RAT measurements with UTRAN and GERAN

	eICIC
	For eICIC measurements

	Band > 64
	If band > 64 is selected

	intraFreq-CE-NeedForGaps
	For UE having set pc_intraFreq-CE-NeedForGaps to TRUE.


-
MeasGapConfig-GP1

Table 4.6.6-1A: MeasGapConfig-GP1

	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig-GP1 ::= CHOICE {
	
	
	

	 setup SEQUENCE {
	
	
	

	   gapOffset CHOICE {
	
	
	

	     gp0 
	0
	TGRP = 40 ms
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


-
MeasGapConfig-CE
Table 4.6.6-1BA: MeasGapConfig-CE
	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig-CE ::= CHOICE {
	
	
	

	 setup SEQUENCE {
	
	
	

	   gapOffset CHOICE {
	
	
	

	      gp0 
	20
	TGRP = 40 ms
	

	      }
	
	
	

	  }
	
	
	

	}
	
	
	


-
MeasGapConfig-GP2

Table 4.6.6-1B: MeasGapConfig-GP2

	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig-GP2 ::= CHOICE {
	
	
	

	 setup SEQUENCE {
	
	
	

	   gapOffset CHOICE {
	
	
	

	      gp1 
	0
	TGRP = 80 ms
	

	      }
	
	
	

	  }
	
	
	

	}
	
	
	


-
MeasDS-Config-DEFAULT

Table 4.6.6-1CA: MeasDS-Config-DEFAULT

	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasDS-Config-DEFAULT ::= CHOICE {
	
	
	

	  release
	NULL
	
	

	  setup SEQUENCE {
	
	
	

	    dmtc-PeriodOffset-r12 CHOICE {
	
	
	

	      ms160-r12

	10
	
	

	    }
	
	
	

	    ds-OccasionDuration-r12 CHOICE {
	
	
	

	      durationFDD-r12
	1
	
	FDD

	      durationTDD-r12
	2
	
	TDD

	
	1
	
	LAA SCell

	    }
	
	
	

	    measCSI-RS-ToRemoveList-r12
	Not present
	
	

	    measCSI-RS-ToAddModList-r12 SEQUENCE (SIZE (1..maxCSI-RS-Meas-r12)) OF MeasCSI-RS-Config-r12 {
	
	
	

	      
	Not present
	
	

	
	MeasCSI-RS-Config-Default
	
	CSI-RS

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	CSI-RS
	For CSI-RS measurements

	LAA SCell
	For LAA SCell environment


-
MeasCSI-RS-Config-DEFAULT
Table 4.6.6-1CB: MeasCSI-RS-Config-DEFAULT

	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasCSI-RS-Config-DEFAULT ::= SEQUENCE {
	
	
	

	  measCSI-RS-Id-r12
	Set according to specific message content
	
	

	  physCellId-r12
	Set according to specific message content
	
	

	  scramblingIdentity-r12
	1
	
	

	  resourceConfig-r12
	2
	
	

	  subframeOffset-r12
	0
	
	

	  csi-RS-IndividualOffset-r12

	0
	
	

	}
	
	
	


-


	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


–
MeasObjectCDMA2000-GENERIC

Table 4.6.6-1C: MeasObjectCDMA2000-GENERIC

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	As per specific message content
	[type1XRTT, typeHRPD]
	

	  carrierFreq SEQUENCE {
	
	
	

	    bandClass
	As per specific message content
	Should be one of the following: bc0, bc1, bc2, bc3, bc4, bc5, bc6, bc7, bc8, bc9, bc10, bc11, bc12, bc13, bc14, bc15, bc16, bc17, spare14, spare13, spare12, spare11, spare10,spare9, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1, ...
	

	    arfcn
	Downlink channel number
	INTEGER (0 to 2047)
	

	  }
	
	
	

	  searchWindowSize
	As per specific message content
	INTEGER (0..15)
	

	  offsetFreq
	0 (0 dB)
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList 
	[Not present]
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


< End of modified section >

…
< Start of modified section >
4.7.3
Contents of ESM messages

…

ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST

This message is sent by the SS to the UE.

Table 4.7.3-6: ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST

	Derivation Path: 24.301 clause 8.3.6

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	An arbitrarily selected value between '0101'B and '1111'B.
	
	

	Procedure transaction identity
	The same value as the value set in the latest PDN CONNECTIVITY REQUEST message sent prior to this message.
	
	

	Activate default EPS bearer context request message identity
	'1100 0001'B
	Activate default EPS bearer context request
	

	EPS QoS
	See Reference default EPS bearer context #1 in table 6.6.1-1
	
	NOT IMS_PDN_ConnEstab

	EPS QoS
	See Reference default EPS bearer context #2 in table 6.6.1-1
	
	IMS_PDN_ConnEstab

	Access point name
	The SS defines a Default APN
	
	NOT IMS_PDN_ConnEstab AND NOT APN_Provided

	Access point name
	APN as provided in ESM INFORMATION RESPONSE or PDN CONNECTIVITY REQUEST
	
	NOT IMS_PDN_ConnEstab AND APN_Provided

	Access point name
	IMS. mnc<MNC>.mcc<MCC>.gprs

The <MNC> and <MCC> are set to the same values as in IMSI.
	
	IMS_PDN_ConnEstab AND NOT APN_Provided

	Access point name
	Use APN Network Identifier provided in ESM INFORMATION RESPONSE or PDN CONNECTIVITY REQUEST message and the APN Operator Identifier mnc<MNC>.mcc<MCC>.gprs. The <MNC> and  <MCC> are set to the same values as in IMSI.
	
	IMS_PDN_ConnEstab AND APN_Provided

	PDN address
	
	
	IPv4 

	  Length of PDN address contents
	5 octets
	
	

	  PDN type value
	‘001’B
	IPv4
	

	  PDN address information
	IPv4 address
	The SS provides a valid IPv4 address
	NOT IPv4-DHCP

	
	0.0.0.0
	DHCPv4 is to be used to allocate the IPv4 address
	IPv4-DHCP

	PDN address
	
	
	IPv6

	  Length of PDN address contents
	9 octets
	
	

	  PDN type value
	‘010’B
	IPv6
	

	  PDN address information
	IPv6 interface identifier
	The SS provides a valid IPv6 interface identifier
	

	PDN address
	
	
	IPv4v6

	  Length of PDN address contents
	13 octets
	
	

	  PDN type value
	‘011’B
	IPv4v6
	

	  PDN address information (Octets 4 to 11)
	IPv6 interface identifier
	The SS provides a valid IPv6 interface identifier
	

	  PDN address information (Octets 12 to 15)
	IPv4 address
	The SS provides a valid IPv4 address
	NOT IPv4-DHCP

	
	0.0.0.0
	DHCPv4 is to be used to allocate the IPv4 address
	IPv4-DHCP

	PDN address
	
	
	CIoT_CP_NON_IP

	  Length of PDN address contents
	2 octets
	
	

	  PDN type value
	‘101’B
	Non-IP PDN
	

	  PDN address information (Octets 4 to 7)
	Coded as 0
	spare
	

	Transaction identifier
	Not present
	
	

	Transaction identifier
	Distinct value between 0 and 127 calculated on basis of the EPS bearer identity.
	
	pc_UTRAN AND/OR pc_GERAN

	Negotiated QoS
	See Reference default EPS bearer context #1 in table 6.6.1-1
	
	

	Negotiated LLC SAPI
	See Reference default EPS bearer context #1 in table 6.6.1-1
	
	

	Radio priority
	See Reference default EPS bearer context #1 in table 6.6.1-1
	
	

	Packet flow Identifier
	Not present
	
	

	Packet flow Identifier
	'0000 0000'B
	Best Effort
	pc_GERAN

	APN-AMBR
	See Reference default EPS bearer context #1 in table 6.6.1-1
	
	

	ESM cause
	Not present
	
	

	Protocol configuration options
	Not present
	
	pc_NB or pc_NonIP_PDN

	Protocol configuration options
	
	
	NOT (pc_NB or pc_NonIP_PDN)

	  Configuration protocol
	See Reference default EPS bearer context #1 in table 6.6.1-1
	
	

	  Container ID 1
	‘0001’H
	
	P-CSCF IPv6

	    Length of container ID 1 contents
	
	Length value determined by the TTCN implementation
	

	    Container ID 1 contents
	IPv6 address
	P-CSCF IPv6 Address
	

	  Container ID 2
	‘000C’H
	
	P-CSCF IPv4

	    Length of container ID 2 contents
	
	Length value determined by the TTCN implementation
	

	    Container ID 2 contents
	IPv4 address
	P-CSCF IPv4 Address
	

	  Container ID n
	‘0003’H
	n assigned to next available number
	DNS IPv6

	    Length of container ID n contents
	
	Length value determined by the TTCN implementation
	

	    Container ID n contents
	IPv6 address
	DNS IPv6 Address
	

	  Container ID n+1
	‘000D’H
	n assigned to next available number
	DNS IPv4

	    Length of container ID n+1 contents
	
	Length value determined by the TTCN implementation
	

	    Container ID n+1 contents
	IPv4 address
	DNS IPv4 Address
	

	WLAN offload indication
	Not present
	
	

	WLAN offload indication
	
	
	WLAN

	   WLAN offload acceptability
	‘0001’B
	Offloading the traffic of the PDN connection via a WLAN when in S1 mode is acceptable
	

	NBIFOM container
	Not present
	
	

	Header compression configuration
	Not present or set according to specific message content
	
	

	Control plane only indication
	Not present
	
	

	Control plane only indication
	‘0001’B
	
	CIoT_ControlPlane_PDN 

	Extended protocol configuration options
	Not present
	
	NOT (pc_NB or pc_NonIP_PDN)

	Extended protocol configuration options
	
	
	pc_NB or pc_NonIP_PDN

	  Configuration protocol
	See Reference default EPS bearer context #1 in table 6.6.1-1
	
	

	  Container ID n
	‘0003’H
	n assigned to next available number
	DNS IPv6

	    Length of container ID n contents
	
	Length value determined by the TTCN implementation
	

	    Container ID n contents
	IPv6 address
	DNS IPv6 Address
	

	  Container ID n+1
	‘000D’H
	n assigned to next available number
	DNS IPv4

	    Length of container ID n+1 contents
	
	Length value determined by the TTCN implementation
	

	    Container ID n+1 contents
	IPv4 address
	DNS IPv4 Address
	

	Serving PLMN rate control
	Not present
	
	

	Serving PLMN rate control
	‘FFFF’H
	Maximum number of ESM DATA TRANSPORT messages allowed per 6 min interval is not restricted
	CIoT_ControlPlane_PDN


	Condition
	Explanation

	IPv4
	If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the PDN type = '001'B

	IPv6
	If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the PDN type = '010'B

	IPv4v6
	If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the PDN type = '011'B

	IPv4-DHCP
	If in the last PDN CONNECTIVITY REQUEST or ESM INFORMATION RESPONSE sent prior to this message, the IE Protocol configuration options contains a configuration protocol option = '000B00H' ("IPv4 address allocation via DHCPv4", length of contents = 0).

Note 1: This condition is used in conjunction with IPv4 or IPv4v6 as indicated in the "PDN address row" just above. 

Note 2: If both messages, PDN CONNECTIVITY REQUEST and ESM INFORMATION RESPONSE, are received and contain a Protocol configuration options IE then the IE from the message which is received later shall be used.

	P-CSCF IPv6
	If in the last PDN CONNECTIVITY REQUEST or ESM INFORMATION RESPONSE sent prior to this message, the Protocol configuration options and the additional parameter list was included with a “P-CSCF IPv6 Address Request”

Note 1: This condition is only applicable for UEs with IMS support (TS 36.523-2 A.4.4-1/25).

Note 2: If both messages, PDN CONNECTIVITY REQUEST and ESM INFORMATION RESPONSE, are received and contain a Protocol configuration options IE then the IE from the message which is received later shall be used.

	P-CSCF IPv4
	If in the last PDN CONNECTIVITY REQUEST or ESM INFORMATION RESPONSE sent prior to this message, the Protocol configuration options and the additional parameter list was included with a “P-CSCF IPv4 Address Request”

Note 1: This condition is only applicable for UEs with IMS support (TS 36.523-2 A.4.4-1/25).

Note 2: If both messages, PDN CONNECTIVITY REQUEST and ESM INFORMATION RESPONSE, are received and contain a Protocol configuration options IE then the IE from the message which is received later shall be used.

	DNS IPv6
	If in the last PDN CONNECTIVITY REQUEST or ESM INFORMATION RESPONSE sent prior to this message, the Protocol configuration options and the additional parameter list was included with a “DNS IPv6 Address Request”.

Note: If both messages, PDN CONNECTIVITY REQUEST and ESM INFORMATION RESPONSE, are received and contain a Protocol configuration options IE then the IE from the message which is received later shall be used.

	DNS IPv4
	If in the last PDN CONNECTIVITY REQUEST or ESM INFORMATION RESPONSE sent prior to this message, the Protocol configuration options and the additional parameter list was included with a “DNS IPv4 Address Request”.

Note: If both messages, PDN CONNECTIVITY REQUEST and ESM INFORMATION RESPONSE, are received and contain a Protocol configuration options IE then the IE from the message which is received later shall be used.

	APN_Provided
	If in the last PDN CONNECTIVITY REQUEST or ESM INFORMATION RESPONSE sent prior to this message an Access Point Name was included 

NOTE: APN_Provided is equivalent to pc_Provide_IMS_APN for establishment of the first PDN connectivity during initial registration and if the first PDN is IMS (see table 4.7.3-14)

	IMS_PDN_ConnEstab
	If this message refers to establishment of connectivity to the IMS PDN (only applicable if the UE supports IMS according to TS 36.523-2 A.4.4-1/25).

	WLAN
	If the message is being sent for RAN Assisted WLAN interworking.

	CIoT_ControlPlane_PDN
	If the associated PDN connection is only for control plane CIoT optimization

	CIoT_CP_NON_IP
	If the UE requests a Non-IP type PDN


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.

< End of modified section >
…

< Start of modified section >

PDN CONNECTIVITY REQUEST

This message is sent by the UE to the SS.

Table 4.7.3-20: PDN CONNECTIVITY REQUEST

	Derivation Path: 24.301 clause 8.3.20

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	'0000'B
	No EPS bearer identity assigned
	

	Procedure transaction identity
	Any value from 1 to 254
	
	

	PDN connectivity request message identity
	'1101 0000'B
	PDN connectivity request
	

	Request type
	'0001'B
	initial request
	

	PDN type
	Any value between '001'B, '010'B, '011'B and '100'B
	The allowed values are respectively IPv4, IPv6, IPv4v6 and "unused but interpreted as IPv6 by the network"
	

	PDN type
	‘101’B
	Non-IP
	CIoT_CP_NON_IP

	ESM information transfer flag
	Not present or any allowed value
	
	

	Access point name
	Not present
	The value is mandatory when the PDN CONNECTIVITY REQUEST message is sent together with an ATTACH REQUEST message.
	

	Protocol configuration options
	Not present or any allowed value
	The value received from the UE does not affect the possible verdict associated with the message when received by the SS. The SS shall remember if this IE is present and its contents because this affects subsequent SS behaviour, e.g. coding of ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST.
	NOT (pc_NB or pc_NonIP_PDN)

	Protocol configuration options
	Not present
	
	pc_NB or pc_NonIP_PDN

	NBIFOM container
	Not present or any allowed value
	
	

	Header compression configuration
	Not present or any allowed value
	
	

	Extended protocol configuration options
	Not present or any allowed value
	
	


	Condition
	Explanation

	CIoT_CP_NON_IP
	If the UE requests a Non-IP type PDN


NOTE:
This message is sent without integrity protection before NAS security mode control procedure has been successfully completed and sent within SECURITY PROTECTED NAS MESSAGE message after NAS security mode control procedure has been successfully completed.

< End of modified section >
…

< Start of modified section >
6.5.1
Measurement information elements

-
MeasConfig-DEFAULT

Table 6.5.1-1: MeasConfig-DEFAULT

	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList 
	Not present
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	Not present
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	
	
	
	

	
	
	
	


	
	
	
	

	  measGapConfig
	Not present
	
	

	
	MeasGapConfig-GP1
	
	INTER-FREQ,

UTRAN

	
	MeasGapConfig-GP2
	
	GERAN, INTER-RAT

	
	MeasGapConfig-CE
	
	intraFreq-CE-NeedForGaps

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	INTER-FREQ
	For E-UTRA inter-freq measurements

	UTRAN
	For inter-RAT measurements with UTRAN

	GERAN
	For inter-RAT measurements with GERAN

	INTER-RAT
	For inter-RAT measurements with UTRAN and GERAN

	intraFreq-CE-NeedForGaps
	For UE having set pc_intraFreq-CE-NeedForGaps to TRUE.


-
MeasGapConfig-GP1

Table 6.5.1-2: MeasGapConfig-GP1

	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig-GP1 ::= CHOICE {
	
	
	

	 setup SEQUENCE {
	
	
	

	   gapOffset CHOICE {
	
	
	

	     gp0 
	30
	TGRP = 40 ms
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


-
MeasGapConfig-GP2

Table 6.5.1-3: MeasGapConfig-GP2

	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig-GP2 ::= CHOICE {
	
	
	

	 setup SEQUENCE {
	
	
	

	   gapOffset CHOICE {
	
	
	

	      gp1 
	30
	TGRP = 80 ms
	

	      }
	
	
	

	  }
	
	
	

	}
	
	
	


-
MeasGapConfig-CE
Table 6.5.1-4: MeasGapConfig-CE
	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig-CE ::= CHOICE {
	
	
	

	 setup SEQUENCE {
	
	
	

	   gapOffset CHOICE {
	
	
	

	      gp0 
	20
	TGRP = 40 ms
	

	      }
	
	
	

	  }
	
	
	

	}
	
	
	


< End of modified section >
