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<< Unchanged sections omitted >>
–
SL-V2X-PreconfigCommPool-r14-DEFAULT

Table 4.6.3-20J: SL-V2X-PreconfigCommPool-r14-DEFAULT

	Derivation Path: 36.331 clause 9.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-PreconfigCommPool-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  sl-OffsetIndicator-r14
	Not present
	
	

	  sl-Subframe-r14 CHOICE {
	
	
	

	    bs20-r14
	11110000000000000000
	
	BITMAP_1

	
	00001111000000000000
	
	BITMAP_2

	
	00000000111100000000
	
	BITMAP_3

	
	00000000000011110000
	
	BITMAP_4

	
	00000000000000001111
	
	BITMAP_5

	
	11111111111111111111
	
	BITMAP_6

	  }
	
	
	

	  adjacencyPSCCH-PSSCH-r14
	true
	BOOLEAN
	

	  sizeSubchannel-r14
	n5
	
	BW10

	
	n10
	
	BW20

	  numSubchannel-r14
	n10
	
	

	  startRB-Subchannel-r14
	0
	
	

	  startRB-PSCCH-Pool-r14
	Not present
	
	

	  dataTxParameters-r14
	31
	p0-r12
	

	  zoneID-r14
	Not present
	INTEGER (0..7)
	

	  threshS-RSSI-CBR-r14
	Not present
	INTEGER (0..45)
	

	  cbr-pssch-TxConfigList-r14
	Not present
	
	

	  resourceSelectionConfigP2X-r14
	Not present
	
	

	  syncAllowed-r14
	Not present
	
	

	  restrictResourceReservationPeriod-r14
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	BW10
	10 MHz channel bandwidth cell environment

	BW20
	20 MHz channel bandwidth cell environment


–
SL-V2X-PreconfigFreqInfo-r14-DEFAULT

Table 4.6.3-20K: SL-V2X-PreconfigFreqInfo-r14-DEFAULT

	Derivation Path: 36.331 clause 9.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-PreconfigFreqInfo-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  v2x-CommPreconfigGeneral-r14 SEQUENCE {
	
	SL-PreconfigGeneral-r12
	

	    rohc-Profiles-r12 SEQUENCE {
	
	-- PDCP configuration
	

	      profile0x0001-r12
	false
	
	

	      profile0x0002-r12
	false
	
	

	      profile0x0004-r12
	false
	
	

	      profile0x0006-r12
	false
	
	

	      profile0x0101-r12
	false
	
	

	      profile0x0102-r12
	false
	
	

	      profile0x0104-r12
	false
	
	

	    }
	
	
	

	    carrierFreq-r12
	f1 as per table 6.2.3.5-1
	ARFCN-ValueEUTRA-r9
	

	    maxTxPower-r12
	26
	
	

	    additionalSpectrumEmission-r12
	1(NS_01)
	A-MPR doesn’t apply by default.

See TS 36.101 table 6.2.4-1
	

	    sl-bandwidth-r12
	Set according to specific message content
	
	

	    tdd-ConfigSL-r12 SEQUENCE {
	
	TDD-ConfigSL-r12
	

	      subframeAssignment
	none
	
	

	    }
	
	
	

	    reserved-r12
	‘0000000000000000000’B
	
	

	  }
	
	
	

	  v2x-CommPreconfigSync-r14
	Not present
	
	

	  v2x-CommRxPoolList-r14 SEQUENCE (SIZE (1..maxSL-V2X-RxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14 {
	1 entry
	
	

	    SL-V2X-PreconfigCommPool-r14[1]
	SL-V2X-PreconfigCommPool-r14-DEFAULT using condition BITMAP_6
	
	

	  }
	
	
	

	  v2x-CommTxPoolList-r14 SEQUENCE (SIZE (1..maxSL-V2X-TxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14 {
	
	
	

	    SL-V2X-PreconfigCommPool-r14[1]
	SL-V2X-PreconfigCommPool-r14-DEFAULT using conditions BITMAP_6 and COND_TX
	
	

	  }
	
	
	

	  p2x-CommTxPoolList-r14
	Not present
	
	

	  v2x-ResourceSelectionConfig
	SL-CommTxPoolSensingConfig-r14-DEFAULT
	
	

	  zoneConfig-r14
	Not present
	
	

	  syncPriority-r14
	gnss
	
	

	  thresSL-TxPrioritization-r14
	Not present
	
	

	  offsetDFN-r14
	Not present
	
	

	}
	
	
	




	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	
	

	
	

	
	


<< End of changes >>
