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5

Operating bands and Channel arrangement
5.3
UE channel bandwidth

5.3.1
General

The BS channel bandwidth supports a single NR RF carrier in the uplink or downlink at the Base Station. Different UE channel bandwidths may be supported within the same spectrum for transmitting to and receiving from UEs connected to the BS. The placement of the UE channel bandwidth is flexible, but can only be completely within the BS channel bandwidth. [The BS shall be able to transmit to and/or receive from one or more UE Bandwidth parts that are smaller than or equal to the number of carrier resource blocks on the RF carrier, in any part of the carrier resource blocks.]

5.3.2
Maximum transmission bandwidth configuration

The maximum transmission bandwidth configuration NRB for each channel bandwidth and subcarrier spacing is specified in Table 5.3.2-1.

Table 5.3.2-1: Maximum transmission bandwidth configuration NRB
	SCS (kHz)
	5MHz
	10MHz
	15MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50MHz
	60 MHz
	80 MHz
	100 MHz

	
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB

	15
	25
	52
	79
	106
	133
	[TBD]
	216
	270
	N/A
	N/A
	N/A

	30
	11
	24
	38
	51
	65
	[TBD]
	106
	133
	162
	217
	273

	60
	N/A
	11
	18
	24
	31
	[TBD]
	51
	65
	79
	107
	135


5.3.3
Minimum guardband and transmission bandwidth configuration

The minimum guardband for each UE channel bandwidth and SCS is specified in Table 5.3.3-1 The relationship between the channel bandwidth, the guardband and the transmission bandwidth configuration is shown in Figure 5.3.3-1.

Table 5.3.3-1: Minimum Guardband for each UE channel bandwidth and SCS (kHz)

	SCS (kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	40 MHz
	50MHz
	60 MHz
	80 MHz
	100 MHz

	15
	242.5
	312.5
	382.5
	452.5
	522.5
	552.5
	692.5
	N/A
	N/A
	N/A

	30
	505
	665
	645
	805
	785
	905
	1045
	825
	925
	845

	60
	N/A
	1010
	990
	1330
	1310
	1610
	1570
	1530
	1450
	1370


NOTE:
The minimum guardbands have been calculated using the following equation: (CHBW x 1000 (kHz) - RB value x SCS x 12) / 2 - SCS/2, where RB values are from Table 5.3.2-1.
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Figure 5.3.3-1: Definition of channel bandwidth and transmission bandwidth configuration for one NR channel

The number of RBs configured in any channel bandwidth shall ensure that the minimum guardband specified in this clause is met. [In the case that multiple numerologies are multiplexed in the same symbol, the minimum guardband is FFS]

Editor’s note: Further rewording is needed based on the understanding that the minimum guardband shall be met for single numerology. FFS on how to capture the SU/Minimum guardband for the additional BS channel BW.

5.3.4
RB alignment with Different Numerologies

Editor’s note: Will be described with reference to the RAN1 definition.

5.3.5
Channel bandwidth per operating band 

The requirements in this specification apply to the combination of channel bandwidths, SCS and operating bands shown in Table 5.3.5-1. The transmission bandwidth configuration in Table 5.3.2-1 shall be supported for each of the specified channel bandwidths. The channel bandwidths are specified for both the TX and RX path.

Table 5.3.5-1: Channel Bandwidths for Each NR band

	NR band / SCS / UE Channel bandwidth

	NR Band
	SCS

kHz
	5 MHz
	101,2 MHz
	152 MHz
	202 MHz
	252 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz

	n1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	n2
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	n5
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n38
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	n50
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	n51
	15
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	

	n70
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	n75
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	n76
	15
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n77
	15
	
	Yes
	
	Yes
	
	
	Yes
	Yes
	
	
	

	
	30
	
	Yes
	
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	n78
	15
	
	Yes
	
	Yes
	
	
	Yes
	Yes
	
	
	

	
	30
	
	Yes
	
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	

	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	n80
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	n81
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n82
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n83
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n84
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	NOTE 1:
90% spectrum utilization may not be achieved for 30kHz SCS. 

NOTE 2:
90% spectrum utilization may not be achieved for 60kHz SCS.


5.3.5C
Channel bandwidth for SUL band combination
Table 5.3.5C-1: Supported channel bandwidths per SUL band combination

	SUL band combination
	NR Band
	Subcarrier spacing

(kHz)
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25 MHz
	30 MHz
	40

MHz
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz

	SUL_n78A-n80A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	
	n80
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	


5.4
Channel Arrangement

5.4.1
Channel Spacing
5.4.1.1
Channel spacing for adjacent NR carriers

The spacing between carriers will depend on the deployment scenario, the size of the frequency block available and the channel bandwidths. The nominal channel spacing between two adjacent NR carriers is defined as following:

Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2 ±[5kHz]

where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective NR carriers. The channel spacing can be adjusted depending on the channel raster to optimize performance in a particular deployment scenario.

5.4.1.2
Channel Spacing for CA

Editor’s note: Detailed structure of the subclause is TBD.

5.4.2
Channel Raster
5.4.2.1
Channel Raster and Numbering

The channel raster defines a set of RF reference frequencies that are used to identify the RF channel position. The RF reference frequency for an RF channel maps to a resource element on the carrier.

A global frequency raster is defined for all frequencies from 0 to 100 GHz and is used to define the set of allowed RF reference frequencies. The granularity of the global frequency raster is ΔFGlobal. For each operating band, a subset of frequencies from the global frequency raster are applicable for that band and forms a channel raster for that band with a granularity ΔFRaster, which may be equal to or larger than ΔFGlobal.  

The RF reference frequency in the uplink and downlink is designated by the NR Absolute Radio Frequency Channel Number (NR-ARFCN) in the range [0.. 2016666] on the global frequency raster. The relation between the NR-ARFCN and the RF reference frequency FREF in MHz for the downlink and uplink is given by the following equation, where FREF-Offs and NRef-Offs are given in table 5.4.2.1-1 and NREF is the NR-ARFCN.

FREF = FREF-Offs + ΔFraster (NREF – NREF-Offs)

Table 5.4.2.1-1: NR-ARFCN parameters for the global frequency raster
	Frequency range
	ΔFGlobal
	FREF-Offs (MHz)
	NREF-Offs
	Range of NREF

	0 – 3000 MHz
	5 kHz
	0 MHz
	0
	0 – 599999

	3000 – 24250 MHz
	15 kHz
	3000 MHz
	600000
	600000 – 2016666


For SUL bands defined in Table 5.2.1-1. 
FREF_SUL = FREF+ΔSUL, ΔSUL=0kHz or 7.5kHz.

ΔSUL is signalled by the network. 

The mapping between the channel raster and corresponding resource element is given in Section 5.4.2.2. The applicable entries for each operating band are defined in Section 5.4.2.3

5.4.2.2
Channel Raster to Resource Element Mapping
The mapping between the RF reference frequency on the channel raster and the corresponding resource element is given in Table 5.4.2.2-1. The mapping depends on the total number of RBs that are allocated in the channel and applies to both UL and DL.

Table 5.4.2.2-1: Channel Raster to Resource Element Mapping
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5.4.2.3
Channel raster entries for each operating band

The NR-ARFCN applicable in each NR operating band are given in Table 5.4.2.2‑1. 

-
For NR operating bands with 100 kHz channel raster, ΔFRaster = 20 × ΔFGlobal. In this case every 20th NR-ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in Table 5.4.2.3‑1 is given as <20>.

-
For NR operating bands with 5 kHz channel raster below 3GHz, ΔFRaster = 3 × ΔFGlobal. In this case all NR‑ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in Table 5.4.2.3‑1 is given as <3>.

-
For NR operating bands with 15 kHz and 60 kHz channel raster above 3GHz, ΔFRaster = ΔFGlobal. In this case all NR‑ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in Table 5.4.2,3.‑2 is given as <1>.
Table 5.4.2.3-1: Applicable NR-ARFCN per operating band

	NR Operating Band
	ΔFRaster 

[kHz] 
	Uplink

Range of NREF

(First – <Step size> – Last)
	Downlink

Range of NREF

(First – <Step size> – Last)

	n1
	100 kHz
	384000 – <20> – 396000
	422000 – <20> – 434000

	n2
	100 kHz
	370000 – <20> – 382000
	386000 – <20> – 398000

	n3
	100 kHz
	342000 – <20> – 357000
	361000 – <20> – 376000

	n5
	100 kHz
	164800 – <20> – 169800
	173800 – <20> – 178800

	n7
	15 kHz
	500001 – <3> – 513999
	524001 – <3> – 537999

	n8
	100 kHz
	176000 – <20> – 78300
	185000 – <20> – 192000

	n20
	100 kHz
	166400 – <20> – 172400
	158200 – <20> – 164200

	n28
	100 kHz
	140600 – <20> – 149600
	151600 – <20> – 160600

	n38
	15 kHz
	514002 – <3> – 523998
	514002 – <3> – 523998

	n41
	15 kHz
	499200 – <3> – 537999
	499200 – <3> – 537999

	n50
	100 kHz
	286400 – <20> – 303400
	286400 – <20> – 303400

	n51
	100 kHz
	285400 – <20> – 286400
	285400 – <20> – 286400

	n66
	100 kHz
	342000 – <20> – 356000
	422000 – <20> – 440000

	n70
	100 kHz
	339000 – <20> – 342000
	399000 – <20> – 404000

	n71
	100 kHz
	132600 – <20> – 139600
	123400 – <20> – 130400

	n74
	100 kHz
	285400 – <20> – 294000
	295000 – <20> – 303600

	n75
	100 kHz
	N/A
	286400 – <20> – 303400

	n76
	100 kHz
	N/A
	285400 – <20> – 286400

	n77
	15 kHz
	620000 – <1> – 680000
	620000 – <1> – 680000

	n78
	15 kHz
	620000 – <1> – 653333
	620000 – <1> – 653333

	n79
	15 kHz
	693333 – <1> – 733333
	693333 – <1> – 733333

	n80
	100 kHz
	342000 – <20> – 357000
	N/A

	n81
	100 kHz
	176000 – <20> – 183000
	N/A

	n82
	100 kHz
	166400 – <20> – 172400 
	N/A

	n83
	100 kHz
	140600 – <20> –149600
	N/A

	n84
	100 kHz
	384000 – <20> – 396000
	N/A


5.4.3
Synchronization Raster
5.4.3.1
Synchronization Raster and Numbering

The synchronization raster indicates the frequency positions of the synchronization block that can be used by the UE for system acquisition when explicit signalling of the synchronization block position is not present. 

A global synchronization raster is defined for all frequencies. The frequency position of the SS block is defined as SSref with corresponding number GSCN. The GSCN and are numbered in increasing frequency order. The parameters defining the SSref and GSCN for all the frequency ranges are in Table 5.4.3.1-1.

The mapping between the SSREF and the corresponding SS block resource element is given in subclause 5.4.3.2. The synchronization raster and the subcarrier spacing of the synchronization block is defined separately for each band.

Table 5.4.3.1-1: GSCN parameters for the global frequency raster
	Frequency range
	SS_Block frequency position
	Range of SSREF

	0 – 2650 MHz
	N*900kHz+ M*5kHz, N=1:[2944], M=-1:1
	1 – [8832] 

	2400-24250 MHz
	2400MHz+N*1.44MHz,N= 0:[15173]
	[8833-24006]


5.4.3.2
Synchronization Raster to Synchronization Block Resource Element Mapping

The mapping between the synchronization raster and the corresponding resource element of the SS block is given in Table 5.4.3.2-1. The mapping depends on the total number of RBs that are allocated in the channel and applies to both UL and DL.

Table 5.4.3.2-1: Synchroniztion Raster to SS block Resource Element Mapping
	Resource element index 
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	Physical  resource block number 
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5.4.3.3
Synchronization Raster entries for each operating band

The synchronization raster for each band is give in Table 5.4.3.3-1. The distance between applicable GSCN entries is given by the <Step size> indicated in Table 5.4.3.3-1. 

Table 5.4.3.3-1: Applicable SS raster entries per operating band

	NR Operating Band
	SS  Block SCS
	Range of GSCN
(First – <Step size> – Last)

	n1
	15kHz
	7033 - <1> -  7224

	n2
	15kHz
	6433 - <1> -  6624

	n3
	15kHz
	6016 - <1> -  6258

	n5
	15kHz
	2896 - <1> -  2973

	
	30kHz
	2911 - <1> -  2961

	n7
	15kHz
	8734 - <1> -  8958

	n8
	15kHz
	3082 - <1> -  3192

	n20
	15kHz
	2635 - <1> -  2730

	n28
	15kHz
	2527 - <1> -  2670

	n38
	15kHz
	8566 - <1> -  8724

	n41
	15kHz
	8899 - <1> -  9030

	n50
	15kHz
	4774 - <1> -  5049

	n51
	15kHz
	4756 - <1> -  4764

	n66
	15kHz
	7033 - <1> -  7326

	
	30kHz
	7048 - <1> -  7317

	n70
	15kHz
	6649 - <1> -  6726

	n71
	15kHz
	2056 - <1> -  2166

	n74
	15kHz
	4915 - <1> -  5052

	n75
	15kHz
	4774 - <1> -  5049

	n76
	15kHz
	4756 - <1> -  4764

	n77
	30kHz
	9460 - <1> -  10079

	n78
	30kHz
	9460 - <1> -  9801

	n79
	30kHz
	10245 - <1> -  10613


5.4.4
TX–RX frequency separation

Table 5.4.4-1: Default UE TX-RX frequency separation

	NR Operating Band
	TX – RX 
carrier centre frequency
separation

	n71
	-46 MHz

	NOTE 1:
Default TX-RX carrier centre frequency separation.
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