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	 Introduce draft RRC messages. 


	
	

	Summary of change:
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	Consequences if not approved:
	 Details will be missing.

	
	

	Clauses affected:
	4.6.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	 


<Start of first modified section>
4.6.1
Contents of RRC messages
Editor’s Note: Details are FFS. This input is based on TS 38.331[6] v0.1.0 work in progress.   
–
MIB
Table [4.6.1-1]: MIB
	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MIB ::= SEQUENCE {
	
	
	

	  ssb-IndexExplicit
	FFS 
	
	

	  halfFrameIndex
	FFS
	
	

	  systemFrameNumber
	FFS
	
	

	  subCarrierSpacingCommon
	FFS
	
	

	  ssb-subcarrierOffset
	FFS
	
	

	  dmrs-TypeA-Position
	FFS
	
	

	  pdcchConfigSIB1
	FFS
	
	

	  cellBarred
	FFS
	
	

	  intraFreqReselection
	FFS
	
	

	  spare
	FFS
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
MeasurementReport
Table [4.6.1-2]: MeasurementReport
	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport ::= SEQUENCE {
	
	
	

	        measResults
	FFS
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


<End of modified section>
<Start of next modified section>
–
RRCReconfigurationComplete
Table [4.6.1-4]: RRCReconfigurationComplete
	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfigurationComplete ::= SEQUENCE {
	
	
	

	rrc-TransactionIdentifier
	FFS
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcReconfigurationComplete ::= SEQUENCE {
	
	
	

	        FFS
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


–
SIB1
Table [4.6.1-5]: SIB1
	Derivation Path: 38.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  ssb-PositionsInBurst ::= SEQUENCE {
	
	
	

	    inOneGroup
	FFS
	
	

	    groupPresence
	FFS
	
	

	  }
	
	
	

	  ssb-periodicityServingCell
	FFS
	
	

	  ss-PBCH-BlockPower
	FFS
	
	

	  frequencyInfoUL
	FFS
	
	

	  supplementaryUplink ::= SEQUENCE {
	
	
	

	    frequencyInfoUL
	FFS
	
	

	  }
	
	
	

	  tdd-UL-DL-configuration
	FFS
	
	

	  pucch-Format0-BaseSequenceHopping
	FFS
	
	

	  PUCCH-Format1-BaseSequenceHopping
	FFS
	
	

	}
	
	
	


	Condition
	Explanation 

	
	


<End of modified section>
