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<Start>
8.2.5.1
RRC connection reconfiguration / PSCell addition failure
8.2.5.1.1
Test Purpose (TP)

(1)

with { UE is in E-UTRA RRC_CONNECTED state and satisfies the configured event B1 condition for  inter-RAT NR measurement with periodical reporting }

ensure that {

  when { UE receives an RRCConnectionReconfiguration message with nr-Config IE containing NR RRCReconfiguration message to add PSCell and UE fails RACH procedure on PSCell }

    then { UE initiates the NR SCG failure information procedure to report SCGFailureInformation with failure type randomAccessProblem including measurement results of available NR frequencies }

            }

8.2.5.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.5.3, 5.6.13a.3, TS 38.331, clauses 5.3.5.3, 5.7.3.3 and 5.7.3.4.
[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

…

1>
if the received RRCConnectionReconfiguration includes endc-ReleaseAndAdd:

2>
perform ENDC release as specified in TS38.331 [82, 5.3.5.x];

1>
if the received RRCConnectionReconfiguration includes the sk-Counter:

2>
perform key update procedure as specified in TS 38.331 [82, 5.3.5.8];

1>
if the received RRCConnectionReconfiguration includes the nr-SecondaryCellGroupConfig: 

2>
perform NR RRC Reconfiguration as specified in TS 38.331 [82, 5.3.5.5];

1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig1: 

2>
perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6];

1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig2:

2>
perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6];
…

1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the RRCConnectionReconfiguration message includes perCC-GapIndicationRequest:

3>
include perCC-GapIndicationList and numFreqEffective;

2>
if the frequencies are configured for reduced measurement performance:

3>
include numFreqEffectiveReduced;

2>
if the received RRCConnectionReconfiguration message included nr-SecondaryCellGroupConfig:

3>
include scg-ConfigResponseNR;
1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

 [TS 36.331, clause 5.6.13a.3]

The UE shall set the contents of the SCGFailureInformationNR message as follows:
1>
include failureType within failureReportSCG-NR and set it to indicate the SCG failure in accordance with TS 38.331 [82, 5.7.3.3];

1>
include and set measResultSCG in accordance with TS 38.331 [82, 5.7.3.4]:

1>
for each NR frequency the UE is configured to measure by measConfig for which measurement results are available:

2>
set the measResultFreqListNR to include the best measured cells, ordered such that the best cell is listed first, and based on measurements collected up to the moment the UE detected the failure, and for each cell that is included, include the optional fields that are available;

NOTE:
Field measResultSCG is used to report available results for NR frequencies the UE is configured to measure by NR RRC signalling.
The UE shall submit the SCGFailureInformationNR message to lower layers for transmission.
[TS 38.331, clause 5.3.5.3]

The UE shall perform the following actions upon reception of the RRCReconfiguration:

1>
if the RRCReconfiguration includes the secondaryCellGroup:

2>
perform the cell group configuration for the SCG according to 5.3.5.5;

1>
if the RRCReconfiguration message contains the radioBearerConfig:

2>
perform the radio bearer configuration according to 5.3.5.6;

1>
if the RRCReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>  if the UE is configured with E-UTRA nr-SecondaryCellGroupConfig (MCG is E-UTRA): 

2> if RRCReconfiguration was received via SRB1:

3> construct RRCReconfigurationComplete message and submit it via the EUTRA MCG embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10].

3> if reconfigurationWithSync was included in spCellConfig of an SCG:

4> initiate the random access procedure on the SpCell, as specified in TS 38.321 [3];

2> else (RRCReconfiguration was received via SRB3):

3> submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;

NOTE:
In the case of SRB1, the random access is triggered by RRC layer itself as there is not necessarily other UL transmission. In the case of SRB3, the random access is triggered by the MAC layer due to arrival of RRCReconfigurationComplete. 
1>  if MAC of an NR cell group successfully completes a random access procedure triggered above; 

2>  stop timer T304 for that cell group;

2>  apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the respective target SpCell, if any;

2>  apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the respective target SpCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of that target SpCell;

2>  the procedure ends;

[TS 38.331, clause 5.7.3.3]

FFS
[TS 38.331, clause 5.7.3.4]

The UE shall set the contents of the MeasResultSCG-Failure as follows:

1>
set the measResultServFreqList to include for each SCG cell that is configured by the SN to be measured, if any, within measResultServingCell the quantities of the concerned SCell, if available, according to performance requirements in [FFS_Ref];

1>
for each SCG serving frequency included in measResultServFreqList include within measResultBestNeighCell the physCellId and the quantities of the best non-serving cell, based on RSRP, on the concerned serving frequency;

1>
set the measResultNeighCells to include the best measured cells on non-serving NR frequencies, ordered such that the best cell is listed first, and based on measurements collected up to the moment the UE detected the failure, and set its fields as follows;

2>
if the UE was configured to perform measurements by the SN for one or more non-serving NR frequencies and measurement results are available, include the measResultListNR;

2>
for each neighbour cell included: 

3>
include the optional fields that are available;

NOTE 2:
The measured quantities are filtered by the L3 filter as configured in the mobility measurement configuration. The measurements are based on the time domain measurement resource restriction, if configured. Blacklisted cells are not required to be reported.

 8.2.5.1.3
Test description

8.2.5.1.3.1
Pre-test conditions

System Simulator:

The SS configures the test environment in accordance to Table 8.2.5.1.3.1-1.

Table 8.2.5.1.3.1-1: Test environment

	Cell configuration
	System Information Combination

([xx] clause FFS)

	E-UTRA Cell x is PCell,

NR Cell y is PSCell
	FFS


UE:

None.

Preamble:

The SS performs the generic procedure in [xx] to get UE in state RRC_CONNECTED using generic procedure parameter Connectivity(E-UTRA-EPC).
8.2.5.1.3.2
Test procedure sequence

Table 8.2.5.1.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to add NR PSCell. RRCConnectionReconfiguration message contains the ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	The UE transmits a preamble on PRACH to initiate the NR PSCell addition
	-->
	(PRACH Preamble)
	-
	-

	4
	The SS waits for 10 seconds

NOTE: The SS does not transmit Random Access Response to the UE.
	-
	-
	-
	-

	5
	Check: Does the UE transmit an SCGFailureInformationNR message with failureType set to ‘randomAccessProblem’?
	-->
	SCGFailureInformationNR
	1
	P


8.2.5.1.3.3
Specific message contents

Table 8.2.2.2.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.5.1.3.2-1)

FFS
Table 8.2.2.1.3.3-2: SCGFailureInformationNR (step 5, Table 8.2.2.1.3.2-1)

FFS

<End>
