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5.5.8
Default MCPTT configuration management messages and other information elements

5.5.8.1
MCPTT Initial UE Configuration

Table 5.5.8.1-1: MCPTT Initial UE Configuration Defaults

	Derivation Path: TS 24.483 [13], clause 8.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Node
	"urn:oma:mo:oma-dm-mcptt-ue-initial-configuration:1.0"
	Base node
	
	

	  Name
	"mcptt-client-A-init-config"
	Name of configuration file
	
	

	  Ext
	px_MCPTT_vendor_specific_information_init_configC
	
	
	

	  DefaultUserProfile
	
	
	
	

	    UserID
	px_MCPTT_User_A_ID
	Default User Identity
	
	

	    UserProfileIndex
	"0"
	Values 0-255. Indicates selected user profile
	
	

	  OnNetwork
	
	
	
	

	    GMSURI
	px_MCPTT_GMSURI
	The group management service URI information which contains the public service identity for performing subscription proxy function of the GMS
	TS 23.003 [69]
	

	    GroupCreationXUI
	px_MCPTT_GroupCreationXUI
	Indicates the group creation XUI information for creation of groups
	TS 23.003 [69]
	

	    GMSXCAPRootURI
	px_MCPTT_GMSXCAPRootURI
	Indicates the group management server XCAP Root URI information
	TS 23.003 [69]
	

	    CMSXCAPRootURI
	px_MCPTT_CMSXCAPRootURI
	Indicates the configuration management server XCAP Root URI information
	TS 23.003 [69]
	

	    Timers
	
	
	
	

	      T100
	"2"
	Values 0-255 sec
	TS 24.380 [10]
	

	      T101
	"2"
	Values 0-255 sec
	TS 24.380 [10]
	

	      T103
	"5"
	Values 0-255 sec
	TS 24.380 [10]
	

	      T104
	"2"
	Values 0-255 sec
	TS 24.380 [10]
	

	      T132
	"3"
	Values 0-255 sec
	TS 24.380 [10]
	

	    HPLMN
	
	
	
	

	      PLMN
	PLMN1
	the PLMN on which the UE is allowed for MCPTT services.

Public Land Mobile Network is uniquely identified by its PLMN identifier; consists of Mobile Country Code (MCC) and Mobile Network Code (MNC) and are defined by the operator.
NOTE: PLMN1 shall be the PLMN of the Cell on which the UE is camped during testing.
	TS 23.003 [69]
	

	      Service
	
	Node indicates the MCPTT related services on a per HPLMN basis
	
	

	        MCPTTToConRef
	
	interior node contains the configuration parameters for establishment of the PDN connection for the MCPTT service on a per HPLMN basis
	
	

	          ConRef
	Any value
	<A network access point object>
linkage to the connectivity parameters
	
	

	        MCCommonCoreToConRef
	
	interior node contains the configuration parameters for establishment of the PDN connection for the MC common core service on a per HPLMN basis
	
	

	          ConRef
	Any value
	<A network access point object>

linkage to the connectivity parameters
	
	

	        MCIDMToConRef
	
	interior node contains the configuration parameters for establishment of the PDN connection for the MC identity management service on a per HPLMN basis
	
	

	          ConRef
	Any value
	<A network access point object>

linkage to the connectivity parameters
	
	

	      VPLMN
	
	
	
	

	        PLMN
	PLMN2
	VPLMN configuration for another PLMN which can be used by the UE to access MCPTT service
NOTE: PLMN2 shall be a different PLMN to PLMN1 of a Cell to which the UE will move during testing when specified in a test case.
	
	

	        Service
	
	Node indicates the MCPTT related services on  the VPLMN
	
	

	          MCPTTToConRef
	
	interior node contains the configuration parameters for establishment of the PDN connection for the MCPTT service on a per VPLMN and HPLMN basis
	
	

	            ConRef
	Any value
	<A network access point object>

linkage to the connectivity parameters
	
	

	          MCCommonCoreToConRef
	
	interior node contains the configuration parameters for establishment of the PDN connection for the MC common core service on a per VPLMN and HPLMN basis
	
	

	            ConRef
	Any value
	<A network access point object>

linkage to the connectivity parameters
	
	

	          MCIDMToConRef
	
	interior node contains the configuration parameters for establishment of the PDN connection for the MC identity management service on a per VPLMN and HPLMN basis
	
	

	            ConRef
	Any value
	<A network access point object>

linkage to the connectivity parameters
	
	

	    AppServerInfo
	
	
	
	

	      IDMSAuthEndpoint
	px_MCPTT_IDMSAuthEndpoint
	Identity management server authorisation endpoint identity information
	TS 23.003 [69]
	

	      IDMSTokenEndpoint
	px_MCPTT_IDMSTokenEndpoint
	Identity management server token endpoint identity information
	TS 23.003 [69]
	

	      HTTPProxy
	not present
	No HTTP Proxy
	TS 23.003 [69]
	

	      GMS
	px_MCPTT_GMS
	Indicates the group management server identity information
	TS 23.003 [69]
	

	      CMS
	px_MCPTT_CMS
	Indicates the configuration management server identity information
	TS 23.003 [69]
	

	      KMS
	px_MCPTT_KMS
	Indicates the key management server identity information
	TS 23.003 [69]
	

	      TLSTunnelAuthMethod
	
	
	
	

	        Mutual
	"false"
	Indicates whether mutual authentication is used for the TLS tunnel authentication
false=one-way authentication based on the server certificate is used
	
	

	        X509
	""
	the X.509 certificate for mutual authentication for the TLS tunnel authentication
	
	

	        Key
	""
	pre-shared key for mutual authentication for the TLS tunnel authentication
	
	

	    IntegrityProtection
	"true"
	Indicates whether integrity protection is enabled
	
	

	    ConfidentialityProtection
	"true"
	Indicates whether integrity protection is enabled
	
	

	  OffNetwork
	
	
	
	

	    Timers
	
	
	
	

	      TFG1
	"150"
	Indicates the timer for wait for call announcement; Values: 0-65535 ms
	TS 24.379 [9]
	

	      TFG2
	"2000"
	Indicates the timer for call announcement; Values: 0-65535 ms
	TS 24.379 [9]
	

	      TFG3
	"40"
	Indicates the timer for call probe retransmission; Values: 0-65535 ms
	TS 24.379 [9]
	

	      TFG4
	"20"
	Indicates the timer for waiting for the MCPTT user; Values: 0-60 s
	TS 24.379 [9]
	

	      TFG5
	"2"
	Indicates the timer for not present incoming call announcements; Values: 0-255 s
	TS 24.379 [9]
	

	      TFG11
	"3000"
	Indicates the timer for MCPTT emergency end retransmission; Values: 0-65535 ms
	TS 24.379 [9]
	

	      TFG12
	"3000"
	Indicates the timer for MCPTT imminent peril end retransmission; Values: 0-65535 ms
	TS 24.379 [9]
	

	      TFG13
	"1"
	Indicates the timer for implicit priority downgrade; Values: 0-255 s
	TS 24.379 [9]
	

	      TFG14
	"1"
	Indicates the MCPTT timer for implicit priority downgrade (imminent peril); Values: 0-255 s
	TS 24.379 [9]
	

	      TFP1
	"2000"
	Indicates the timer for private call request retransmission; Values: 0-65535 ms
	TS 24.379 [9]
	

	      TFP2
	"5000"
	Indicates the timer for waiting for call response message; Values: 0-65535 ms
	TS 24.379 [9]
	

	      TFP3
	"2000"
	Indicates the timer for private call release retransmission; Values: 0-65535 ms
	TS 24.379 [9]
	

	      TFP4
	"5000"
	Indicates the timer for private call release retransmission; Values: 0-65535 ms
	TS 24.379 [9]
	

	      TFP5
	"30"
	Indicates the timer for call release; Values: 0-600 s
	TS 24.379 [9]
	

	      TFP6
	"3000"
	Indicates the timer for MCPTT emergency private call cancel retransmission; Values: 0-65535 ms
	TS 24.379 [9]
	

	      TFP7
	"6"
	Indicates the timer for waiting for any message with same call identifier; Values: 0-255 s
	TS 24.379 [9]
	

	      TFB1
	"300"
	Indicates the timer for max duration; Values: 0-600 s
	TS 24.379 [9]
	

	      TFB2
	"10"
	Indicates the timer for max duration; Values: 0-10 s
	TS 24.379 [9]
	

	      TFB3
	"20"
	Indicates the timer for waiting for the MCPTT user; Values: 0-60 s
	TS 24.379 [9]
	

	      T201
	"1000"
	Indicates the timer for floor request; Values: 0-65535 ms
	TS 24.380 [10]
	

	      T203
	"5"
	Indicates the timer for end of RTP media; Values: 0-255 s
	TS 24.380 [10]
	

	      T204
	"5"
	Indicates the timer for floor queue position request; Values: 0-255 s
	TS 24.380 [10]
	

	      T205
	"1"
	Indicates the timer for floor granted request; Values: 0-255 s
	TS 24.380 [10]
	

	      T230
	"10"
	Indicates the timer for inactivity; Values: 0-255 s
	TS 24.380 [10]
	

	      T233
	"10"
	Indicates the timer for pending user action; Values: 0-255 s
	TS 24.380 [10]
	

	      TFE1
	"30"
	Indicates the timer for MCPTT emergency alert; Values: 0-65535 s
	TS 24.379 [9]
	

	      TFE2
	"10"
	Indicates the timer for MCPTT emergency alert re-transmission; Values: 0-10 s
	TS 24.379 [9]
	

	    Counters
	
	
	
	

	      CFP1
	"3"
	Indicates the counter for private call request retransmission
	TS 24.379 [9]
	

	      CFP3
	"5"
	Indicates the counter for private call release retransmission
	TS 24.379 [9]
	

	      CFP4
	"2"
	Indicates the counter for private call accept retransmission
	TS 24.379 [9]
	

	      CFP6
	"2"
	Indicates the counter for private call accept retransmission
	TS 24.379 [9]
	

	      CFP11
	"2"
	Indicates the counter for MCPTT group call emergency end retransmission
	TS 24.379 [9]
	

	      CFP12
	"2"
	Indicates the counter for MCPTT imminent peril call emergency end retransmission
	TS 24.379 [9]
	

	      C201
	"3"
	Indicates the counter for floor request
	TS 24.379 [9]
	

	      C204
	"2"
	Indicates the counter for floor queue position request
	TS 24.379 [9]
	

	      C205
	"4"
	Indicates the counter for floor granted request
	TS 24.379 [9]
	


5.5.8.2
MCPTT UE Configuration

Table 5.5.8.2-1: MCPTT UE Configuration Defaults

	Derivation Path: TS 24.483 [13], clause 4.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Node
	"urn:oma:mo:oma-dm-mcptt-ue-configuration:1.0"
	Base node
	
	

	  Name
	"mcptt-client-A-config"
	Name of configuration file
	
	

	  Ext
	px_MCPTT_vendor_specific_information_config
	
	
	

	  Common
	
	For on-network operation and off-network operation
	
	

	    PrivateCall
	
	
	
	

	      MaxCallN10
	"2"
	Indicates the maximum number of private calls
	
	

	    MCPTTGroupCall
	
	
	
	

	      MaxCallN4
	"3"
	Indicates the maximum number of simultaneous group calls
	
	

	      MaxTransmissionN5
	"5"
	Indicates the maximum number of transmissions in a group
	
	

	      PrioritizedMCPTTGroup
	
	One prioritised group
	
	

	        MCPTTGroupID
	px_MCPTT_Group_A_ID
	Value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the  group id. 
	
	

	        MCPTTGroupPriority
	"7"
	Indicates the requested presentation priority of group call; Values: 0-7
"7"=the top priority among groups
	
	

	  OnNetwork
	
	Only for on-network operation
	
	

	    RelayService
	"true"
	Indicates the authorisation to use a relay service
	
	

	    IPv6Preferred
	"false"
	Indicates whether IPv6 is preferred over IPv4 for on-network operation when the MCPTT UE has both IPv4 and IPv6 host configuration.
	
	

	    RelayedMCPTTGroup
	
	
	
	

	      MCPTTGroupID
	px_MCPTT_Group_A_ID
	One allowed relayed MCPTT group
	
	

	      RelayServiceCode
	"123456"
	Identifies a connectivity service the ProSe UE-to-Network Relay provides to Public Safety applications; 24-bit value
	TS 23.303 [68]
	


5.5.8.3
MCPTT User Profile

Table 5.5.8.3-1: MCPTT User Profile Defaults

	Derivation Path: TS 24.483 [13], clause 5.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Node
	"urn:oma:mo:oma-dm-mcptt-user-profile:1.0"
	Base node
	
	

	  Name
	"mcptt-user-A-profile"
	Name of User Profile file
	
	

	  Ext
	px_MCPTT_vendor_specific_information_user_profile
	
	
	

	  Common
	
	
	
	

	    MCPTTUserID
	px_MCPTT_User_A_ID
	MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user
	
	

	    MCPTTUserProfileIndex
	"0"
	Index for the particular MCPTT user profile
	
	

	    MCPTTUserProfileName
	px_MCPTT_User_A_Profile_Name
	Profile name for the MCPTT user
	
	

	    PreSelectedIndication
	not present
	
	TS 23.179 [8]
	

	    UserAlias
	px_MCPTT_User_A_Alias
	Alphanumeric aliases of MCPTT user
	
	

	    AuthorisedAlias
	"false"
	Indicates authorisation to create and delete aliases of other MCPTT users
	
	

	    ParticipantType
	px_MCPTT_User_A_ParticipantType
	Participant type of the MCPTT user
	
	

	    Organization
	px_MCPTT_User_A_Organization
	Indicates the organization an MCPTT user belongs to
	
	

	    PrivateCall
	
	
	
	

	      Authorised
	"true"
	Indicates the authorisation to make a MCPTT private call
	
	

	      AuthorisedAny
	"true"
	indicates the authorisation to make a MCPTT private call to any MCPTT user
	
	

	      UserList
	
	User 1
	
	

	        Entry
	
	
	
	

	          MCPTTID
	px_MCPTT_User_B_ID
	MCPTT user(s) who can be called in a MCPTT private call
	
	

	          DiscoveryGroupID
	"1234"
	Discovery group ID in the ProSe discovery procedures
	TS 23.303 [68]
	

	          UserInfoID
	"5555"
	Prose user Info ID in the ProSe discovery procedures
	TS 23.303 [68]
	

	          DisplayName
	"User B Name"
	a human readable name for this User
	
	

	      UserList
	
	User 2
	
	

	        Entry
	
	
	
	

	          MCPTTID
	px_MCPTT_User_C_ID
	MCPTT user(s) who can be called in a MCPTT private call
	
	

	          DiscoveryGroupID
	"1234"
	Discovery group ID in the ProSe discovery procedures
	TS 23.303 [68]
	

	          UserInfoID
	"6666"
	ProSe user Info ID in the ProSe discovery procedures
	TS 23.303 [68]
	

	          DisplayName
	"User C Name"
	a human readable name for this User
	
	

	      ManualCommence
	"true"
	Indicates the authorisation to make a MCPTT private call with manual commencement
	
	

	      AutoCommence
	"true"
	Indicates the authorisation to make a MCPTT private call with automatic commencement
	
	

	      AutoAnswer
	"true"
	Indicates the authorisation of MCPTT user to force automatic answer for a MCPTT private call
	
	

	      FailRestrict
	"false"
	Indicates the authorisation to restrict the provision of a notification of call failure reason for a MCPTT private call
	
	

	      MediaProtection
	"true"
	Indicates authorisation to protect confidentiality and integrity of media for MCPTT private calls
	
	

	      FloorControlProtection
	"true"
	Indicates authorisation to protect confidentiality and integrity of floor control signalling for MCPTT private calls.
	
	

	      EmergencyCall
	
	
	
	

	        Authorised
	"true"
	Indicates the authorisation to make an MCPTT emergency private call.
	
	

	        CancelPriority
	"true"
	Indicates the authorisation to cancel emergency priority in an MCPTT emergency private call by an authorised MCPTT user
	
	

	        MCPTTPrivateRecipient
	
	
	
	

	          Entry
	
	
	
	

	            ID
	px_MCPTT_User_B_ID
	The MCPTT private recipient for an MCPTT emergency private call
	
	

	            DiscoveryGroupID
	"1234"
	Discovery group ID in the ProSe discovery procedures
	
	

	            UserInfoID
	"5555"
	ProSe user Info ID in the ProSe discovery procedures
	
	

	            DisplayName
	"User B Name"
	a human readable name for this User
	
	

	            Usage
	"UsePreConfigured"
	Indicates the criteria to determine when initiation of an MCPTT emergency private call uses the MCPTT private recipient ID.
	
	

	    MCPTTGroupCall
	
	
	
	

	      MaxSimultaneousCallsN6
	"3"
	Indicates the maximum number of simultaneously received MCPTT group calls
	
	

	      EmergencyCall
	
	
	
	

	        Enabled
	"true"
	Indicates the authorisation to make an MCPTT emergency group call functionality enabled for MCPTT user
	
	

	        MCPTTGroupInitiation
	
	
	
	

	          Entry
	
	
	
	

	            GroupID
	px_MCPTT_Group_A_ID
	The group used upon certain criteria on initiation of an MCPTT emergency group call
	
	

	            DisplayName
	px_MCPTT_Group_A_Namenot present
	The display name for group used for emergency
	
	

	            Usage
	"UseCurrentlySelectedGroup"
	Use currently selected MCPTT group for an on-network MCPTT emergency group call
	
	

	        CancelMCPTTGroup
	"true"
	Indicates the authorisation to cancel an in progress MCPTT emergency call associated with a group.
	
	

	      ImminentPerilCall
	
	
	
	

	        Authorised
	"true"
	Indicates the authorisation to make an Imminent Peril group call
	
	

	        Cancel
	"true"
	Indicates the authorisation for in-progress MCPTT imminent peril cancelation
	
	

	        MCPTTGroupInitiation
	
	
	
	

	          Entry
	
	Multiple entries [x]; single default entry
	
	

	            GroupID
	px_MCPTT_Group_A_ID
	the group used on initiation of an MCPTT imminent peril group call.
	
	

	            DisplayName
	px_MCPTT_Group_A_Namenot present
	display name for group used for the imminent peril call
	
	

	            Usage
	"UseCurrentlySelectedGroup"
	Use currently selected MCPTT group for an on-network MCPTT imminent peril group call
	
	

	      EmergencyAlert
	
	
	
	

	        Authorised
	"true"
	Indicates the authorisation to activate an MCPTT emergency alert
	
	

	        Cancel
	"true"
	Indicates the authorisation to cancel an MCPTT emergency alert
	
	

	        Entry
	
	
	
	

	          ID
	px_MCPTT_Group_A_ID
	Indicates the MCPTT group used upon certain criteria on initiation of an MCPTT emergency alert.
	
	

	          DisplayName
	px_MCPTT_Group_A_Namenot present
	Optional; name of emergency alert group
	
	

	          Usage
	"UseCurrentlySelectedGroup"
	Use currently selected MCPTT group for emergency alert
	
	

	      Priority
	"10"
	Indicates the priority of the MCPTT group calls, 0-255
	
	

	    MCPTTGroupBroadcast
	
	
	
	

	      Authorised
	"true"
	Indicates the authorisation to create a user-broadcast group
	
	

	    UserBroadcast
	
	
	
	

	      Authorised
	"true"
	Indicates the authorisation to create a user-broadcast group
	
	

	  OnNetwork
	
	
	
	

	    MCPTTGroupList
	
	Group 1 the MCPTT user is allowed to affiliate to
	
	

	      Entry
	
	
	
	

	        MCPTTGroupID
	px_MCPTT_Group_A_ID
	The MCPTT group ID for the on-network MCPTT group that the MCPTT user is allowed to affiliate to.
	
	

	        DisplayName
	px_MCPTT_Group_A_Name
	The display name for the group
	
	

	    MCPTTGroupList
	
	Group 2 the MCPTT user is allowed to affiliate to
	
	

	      Entry
	
	
	
	

	        MCPTTGroupID
	px_MCPTT_Group_D_ID
	The MCPTT group ID for the on-network MCPTT group that the MCPTT user is allowed to affiliate to.
	
	

	        DisplayName
	px_MCPTT_Group_D_Name
	The display name for the group
	
	

	    ImplicitAffiliations
	
	Group 1 the MCPTT user is implicitly affiliated to
	
	

	      Entry
	
	Multiple entries [x]; single default entry
	
	

	        MCPTTGroupID
	px_MCPTT_Group_A_ID
	indicates a MCPTT group ID to which the MCPTT user is implicitly affiliated to
	
	

	        DisplayName
	px_MCPTT_Group_A_Name
	display name for implicitly affiliated group
	
	

	    AllowedRegroup
	"true"
	Indicates whether the MCPTT user is authorised to perform dynamic regrouping operations
	
	

	    AllowedPresenceStatus
	"true"
	Indicates the presence status on the network of this MCPTT user is available
	
	

	    AllowedPresence
	"true"
	Indicates whether the MCPTT user is authorised to obtain whether a particular MCPTT User is present on the network
	
	

	    EnabledParticipation
	"true"
	Indicates whether the MCPTT user is allowed to participate in MCPTT private calls that they are invited to
	
	

	    AllowedTransmission
	"true"
	Indicates whether the MCPTT user is authorised to override transmission in a MCPTT private call
	
	

	    AllowedManualSwitch
	"true"
	Indicates whether the MCPTT user is authorised to manually switch to off-network operation while in on-network operation
	
	

	    PrivateCall
	
	
	
	

	      EmergencyAlert
	
	
	
	

	        Entry
	
	
	
	

	          ID
	px_MCPTT_User_B_ID
	Indicates the default MCPTT user ID to be used upon certain criteria on initiation of an MCPTT private emergency alert for on-network
	
	

	          DisplayName
	px_MCPTT_User_A_Alias
	The display name corresponding to private emergency call id
	
	

	          Usage
	"UsePreConfigured"
	Indicates the criteria to determine when initiation of an MCPTT emergency private call uses the MCPTT private recipient ID.
	
	

	  OffNetwork
	
	
	
	

	    Authorised
	"true"
	Indicates the authorisation for off-network services
	
	

	    MCPTTGroupInfo
	
	Group 1
	
	

	      Entry
	
	
	
	

	        MCPTTGroupID
	px_MCPTT_Group_A_ID
	Indicates an off-network MCPTT group for use by an MCPTT user
	
	

	        DisplayName
	px_MCPTT_Group_A_Name
	The display name corresponding to off-network group id
	
	

	    AllowedListen
	"false"
	Indicates whether the MCPTT user is allowed to listen both overriding and override
	
	

	    AllowedTransmission
	"false"
	Indicates whether the MCPTT user is allowed to transmit in case of override (overriding and/or overridden)
	
	

	    EmergencyCallChange
	"true"
	Indicates the authorisation for a participant to change an off-network group call in-progress to an off-network MCPTT emergency group call
	
	

	    ImminentPerilCallChange
	"true"
	Indicates the authorisation for a participant to change an off-network group call in-progress to an off-network MCPTT imminent peril group call
	
	

	    UserInfoID
	"5555"
	ProSe user info ID
	TS 23.303 [68]
	

	  Status
	"true"
	indicates whether this MCPTT user profile is enabled or disabled
	
	


5.5.8.4
MCPTT Service Configuration

Table 5.5.8.4-1: MCPTT Service Configuration Defaults

	Derivation Path: TS 24.483 [13], clause 7.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Node
	"urn:oma:mo:oma-dm-mcptt-service configuration:1.0"
	
	
	

	  Name
	"mcptt-service-configuration"
	Name of configuration file
	
	

	  Ext
	px_MCPTT_vendor_specific_information_service_conf
	
	
	

	  Common
	
	
	
	

	    BroadcastMCPTTGroupCall
	
	
	
	

	      NumLevelGroupHierarchy
	"1"
	Indicates the number of levels of group hierarchy for group-broadcast groups
	
	

	      NumLevelUserHierarchy
	"1"
	Indicates the number of levels of user hierarchy for user-broadcast groups
	
	

	    MinLengthAliasID
	"2"
	Indicates minimum length of an alphanumeric identifier (i.e., alias)
	
	

	  OffNetwork
	
	
	
	

	    PrivateCall
	
	
	
	

	      MaxDuration
	"60"
	Indicates max private call (with floor control) duration. Values: 0-65535 s
	
	

	      HangTime
	"5"
	Indicates hang timer for private calls (with floor control). Values: 0-65535 s
	
	

	      CancelTimeout
	"5"
	Indicates timeout value for the cancellation of an in progress emergency for an MCPTT private call. Values: : 0-65535 s
	
	

	    EmergencyCall
	
	
	
	

	      MCPTTGroupTimeout
	"5"
	Indicates time limit for an in progress MCPTT emergency call related to an MCPTT group. Values: 0-65535 s
	
	

	
	
	
	
	

	    NumLevelHierarchy
	"4"
	Indicates the number of levels of hierarchy for floor control override in off-network. Values: 4-256
	
	

	    TransmitTimeout
	"60"
	Indicates transmit time limit from a single request to transmit in a group or private call. Values: 0-65535 s
	
	

	    TransmissionWarning
	"50"
	Indicates configuration of warning time before time limit of transmission is reached (off-network). Values: 0-255 s
	
	

	    HangTimeWarning
	"4"
	Indicates configuration of warning time before hang time is reached (off-network). Values: Values: 0-255 s
	
	

	    DefaultPPPP
	
	
	
	

	      PrivateCallSignalling
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 23.303 [68]
	

	      PrivateCallMedia
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 23.303 [68]
	

	      EmerPrivateCallSignalling
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 23.303 [68]
	

	      EmergencyPrivateCallMedia
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 23.303 [68]
	

	    LogMetadata
	"true"
	Indicates whether an MCPTT emergency group call is permitted on the MCPTT group
	
	


5.5.8.5
MCPTT Group Configuration

Table 5.5.8.5-1: MCPTT Group Configuration Defaults

	Derivation Path: TS 24.483 [13], clause 6.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Node
	urn:oma:mo:oma-dm-mcptt-group configuration:1.0
	Group 1
	
	

	  Name
	"mcptt-group-A-configuration"
	Name of configuration file
	
	

	
	
	
	
	

	  Common
	
	
	
	

	    MCPTTGroupID
	px_MCPTT_Group_A_ID
	Value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 
	
	

	    MCPTTGroupAlias
	px_MCPTT_Group_A_Name
	Value is a <display-name> element specified in OMA OMA-TS-XDM_Group-V1_1 
	
	

	    MCPTTGroupMemberList
	
	group member 1
	
	

	
	
	
	
	

	        MCPTTID
	px_MCPTT_User_A_ID
	Indicates an MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user
	
	

	        UserPriority
	"3"
	Indicates the user priority of the MCPTT group member
	TS 24.481 [11]
	

	        ParticipantType
	px_MCPTT_User_A_ParticipantType
	Participant type of the MCPTT group
	
	

	    MCPTTGroupMemberList
	
	group member 2
	
	

	        MCPTTID
	px_MCPTT_User_B_ID
	Indicates an MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user
	
	

	        UserPriority
	"2"
	Indicates the user priority of the MCPTT group member
	TS 24.481 [11]
	

	        ParticipantType
	px_MCPTT_User_B_ParticipantType
	Participant type of the MCPTT group
	
	

	    MCPTTGroupMemberList
	
	group member 3
	
	

	        MCPTTID
	px_MCPTT_User_C_ID
	Indicates an MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user
	
	

	        UserPriority
	"1"
	Indicates the user priority of the MCPTT group member
	TS 24.481 [11]
	

	        ParticipantType
	px_MCPTT_User_C_ParticipantType
	Participant type of the MCPTT group
	
	

	    MCPTTGroupOwner
	px_MCPTT_Group_A_Owner_Organization
	Group’s owner (Mission Critical Organisation).
	
	

	    PreferredVoiceCodec
	px_MCPTT_Group_A_preferred_VCodec
	Preferred voice codec is a RTP payload. MCPTT clients shall support the AMR-WB codec.
	RFC 4566 [27]

TS 26.171 [66]
	

	    MCPTTGroupLevel
	"0"
	Indicates the level within a group hierarchy (only applicable for group-broadcast group).
	
	

	    UserLevel
	"0"
	Indicates the level within user hierarchy (only applicable for user-broadcast group).
	
	

	    AllowedEmergencyCall
	"true"
	Indicates whether an MCPTT emergency group call is permitted on the MCPTT group
	
	

	    AllowedImminentPerilCall
	"true"
	Indicates whether an MCPTT imminent peril group call is permitted on the MCPTT group
	
	

	    AllowedEmergencyAlert
	"true"
	Indicates whether an MCPTT emergency alert is possible on the MCPTT group
	
	

	    MediaProtectionReq
	"true"
	Indicates whether confidentiality and integrity of media is required on the MCPTT group
	
	

	    FloorControlProtectionReq
	"true"
	Indicates whether confidentiality and integrity of floor control signalling is required on the MCPTT group
	
	

	    MediaProtectionMaterial
	MIKEY-SAKKE I_MESSAGE as defined in TS 33.579-1 [2], Table 5.5.9.1-1
	The security material for group media protection.
	TS 33.179 [15]
	

	  OffNetwork
	
	
	
	

	    MCPTTGroupParameter
	
	
	
	

	
	
	
	
	

	        ProSeLayer2GroupID
	px_Group_A_ProSeLayer2GroupID
	Indicates the Prose layer-2 group ID
	TS 23.303 [68]
	

	        IPMulticastAddress
	"0.0.0.0"
	Indicates the ProSe group IP multicast address
	TS 23.303 [68]
	

	        RelayServiceCode
	"123456"
	Indicates the connectivity service that the ProSe UE-to-network relay provides to public safety applications
	TS 23.303 [68]
	

	        IPVersions
	"IPv4"
	Indicates whether IPv4 or IPv6 is used for the MCPTT group
	TS 23.303 [68]
	

	    EmergencyCallCancel
	"65535"
	Indicates the timeout value for the cancellation of an in progress emergency for an MCPTT group call. Values: 0-65535 s
	
	

	    ImminentPerilCallCancel
	"65535"
	Indicates the timeout value for the cancellation of an in progress imminent peril for an MCPTT group call. Values: 0-65535 s
	
	

	    HangTime
	"5"
	Indicates the group call hang timer. Values: 0-65535 s
	
	

	    MaxDuration
	"60"
	Indicates the max duration of group calls. Values: 0-65535 s
	
	

	    QueueUsage
	"true"
	Indicates if queuing is enabled or not
	
	

	    DefaultPPPP
	
	
	
	

	      GroupCallSignalling
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      GroupCallMedia
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      EmerGroupCallSignalling
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      EmerGroupCallMedia
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      ImPerilGroupCallSignalling
	"7"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      ImPerilGroupCallMedia
	"7"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	Node
	urn:oma:mo:oma-dm-mcptt-group configuration:1.0
	Group 2
	
	

	  Name
	"mcptt-group-D-configuration"
	Name of configuration file
	
	

	  Common
	
	
	
	

	    MCPTTGroupID
	px_MCPTT_Group_D_ID
	Value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 
	
	

	    MCPTTGroupAlias
	px_MCPTT_Group_D_Name
	Value is a <display-name> element specified in OMA OMA-TS-XDM_Group-V1_1 
	
	

	    MCPTTGroupMemberList
	
	group member 1
	
	

	        MCPTTID
	px_MCPTT_User_A_ID
	Indicates an MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user
	
	

	        UserPriority
	"3"
	Indicates the user priority of the MCPTT group member
	TS 24.481 [11]
	

	        ParticipantType
	px_MCPTT_User_A_ParticipantType
	Participant type of the MCPTT group
	
	

	    MCPTTGroupMemberList
	
	group member 2
	
	

	        MCPTTID
	px_MCPTT_User_B_ID
	Indicates an MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user
	
	

	        UserPriority
	"2"
	Indicates the user priority of the MCPTT group member
	TS 24.481 [11]
	

	        ParticipantType
	px_MCPTT_User_B_ParticipantType
	Participant type of the MCPTT group
	
	

	    MCPTTGroupOwner
	px_MCPTT_Group_D_Owner_Organization
	Group’s owner (Mission Critical Organisation).
	
	

	    PreferredVoiceCodec
	px_MCPTT_Group_D_preferred_VCodec
	Preferred voice codec is a RTP payload. MCPTT clients shall support the AMR-WB codec.
	RFC 4566 [27]

TS 26.171 [66]
	

	    MCPTTGroupLevel
	"0"
	Indicates the level within a group hierarchy (only applicable for group-broadcast group).
	
	

	    UserLevel
	"0"
	Indicates the level within user hierarchy (only applicable for user-broadcast group).
	
	

	    AllowedEmergencyCall
	"false"
	Indicates whether an MCPTT emergency group call is permitted on the MCPTT group
	
	

	    AllowedImminentPerilCall
	"false"
	Indicates whether an MCPTT imminent peril group call is permitted on the MCPTT group
	
	

	    AllowedEmergencyAlert
	"false"
	Indicates whether an MCPTT emergency alert is possible on the MCPTT group
	
	

	    MediaProtectionReq
	"true"
	Indicates whether confidentiality and integrity of media is required on the MCPTT group
	
	

	    FloorControlProtectionReq
	"true"
	Indicates whether confidentiality and integrity of floor control signalling is required on the MCPTT group
	
	

	    MediaProtectionMaterial
	MIKEY-SAKKE I_MESSAGE as defined in TS 33.579-1 [2], Table 5.5.9.1-1
	The security material for group media protection.
	TS 33.179 [15]
	

	  OffNetwork
	
	
	
	

	    MCPTTGroupParameter
	
	
	
	

	        ProSeLayer2GroupID
	px_MCPTT_Group_D_ProSeLayer2GroupID
	Indicates the Prose layer-2 group ID
	TS 23.303 [68]
	

	        IPMulticastAddress
	"0.0.0.0"
	Indicates the ProSe group IP multicast address
	TS 23.303 [68]
	

	        RelayServiceCode
	"123456"
	Indicates the connectivity service that the ProSe UE-to-network relay provides to public safety applications
	TS 23.303 [68]
	

	        IPVersions
	"IPv4"
	Indicates whether IPv4 or IPv6 is used for the MCPTT group
	TS 23.303 [68]
	

	    EmergencyCallCancel
	"65535"
	Indicates the timeout value for the cancellation of an in progress emergency for an MCPTT group call. Values: 0-65535 s
	
	

	    ImminentPerilCallCancel
	"65535"
	Indicates the timeout value for the cancellation of an in progress imminent peril for an MCPTT group call. Values: 0-65535 s
	
	

	    HangTime
	"5"
	Indicates the group call hang timer. Values: 0-65535 s
	
	

	    MaxDuration
	"60"
	Indicates the max duration of group calls. Values: 0-65535 s
	
	

	    QueueUsage
	"true"
	Indicates if queuing is enabled or not
	
	

	    DefaultPPPP
	
	
	
	

	      GroupCallSignalling
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      GroupCallMedia
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      EmerGroupCallSignalling
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      EmerGroupCallMedia
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      ImPerilGroupCallSignalling
	"7"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      ImPerilGroupCallMedia
	"7"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	


