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Recommended Test Case Applicability
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<Start of first modified section>
Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT


Skipped Items
	7.1.4.21
	UE power headroom reporting / Extended PHR
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.22
	Correct HARQ process handling / UL MIMO
	Rel-10
	C158
	UE supporting E-UTRA and UL MIMO and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.23
	Correct HARQ process handling / TTI bundling with enhanced HARQ pattern
	Rel-12
	C227
	UEs supporting E-UTRA FDD and TTI bundling and TTI bundling with enhanced HARQ pattern and Feature Group Indicator 7 and NOT Category M1
	pc_eFDD
	
	
	

	7.1.4.24
	Correct HARQ process handling / TTI bundling without resource allocation restriction
	Rel-12
	C228
	UEs supporting E-UTRA and TTI bundling and NOT (UE Category 0 or Category M1)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.24a
	Correct HARQ process handling / TTI bundling without resource allocation restriction / UE with limited TB size
	Rel-12
	C228a
	UEs supporting E-UTRA and TTI bundling and UE Category 0
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.24b
	Correct HARQ process handling / Enhanced Coverage / CE Mode A
	Rel-13
	C254a
	UEs supporting E-UTRA and CE mode A
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.24c
	Correct HARQ process handling / Enhanced Coverage / CE Mode B
	Rel-13
	C255
	UEs supporting E-UTRA and CE mode B
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.25.1
	FDD-TDD CA / Correct HARQ process handling / PUSCH / FDD PCell and TDD SCell
	Rel-12
	C235
	UE supporting E-UTRA FDD and TDD and 2DL CA and 2UL CA with tdd-FDD-CA-PCellDuplex-r12 with the second bit set to "1 "
	
	
	
	

	7.1.4.25.2
	FDD-TDD CA / Correct HARQ process handling / PUSCH / TDD PCell and FDD SCell
	Rel-12
	C234
	UE supporting E-UTRA FDD and TDD and 2DL CA and 2UL CA with tdd-FDD-CA-PCellDuplex-r12 with the first bit set to "1"
	
	
	
	

	7.1.4.26.1
	Correct handling of MAC control information / Buffer status / Split DRB
	Rel-12
	C244
	UEs supporting E-UTRA and DC Split DRB
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.27.1
	DC power headroom reporting / PSCell activation and DL pathloss change reporting / SCG DRB
	Rel-12
	C245
	UEs supporting E-UTRA and DC SCG DRB
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.27.2
	DC power headroom reporting/ PSCell addition and DL pathloss change reporting / Split DRB
	Rel-12
	C244
	UEs supporting E-UTRA and DC Split DRB
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.28
	Correct handling of UL assignment / Dynamic case / eIMTA
	Rel-12
	C256
	UEs supporting E-UTRA and eIMTA and NOT Category M1
	pc_eTDD
	
	
	

	7.1.4.28a
	CA / Correct handling of UL assignment / Dynamic case / eIMTA / Inter-band CA
	Rel-12
	C265
	UEs supporting E-UTRA and Inter-band Uplink Carrier Aggregation and eIMTA
	pc_eTDD
	
	
	

	7.1.4.29.1
	CA / PUCCH SCell / Correct handling of MAC control information / Scheduling requests and PUCCH
	Rel-13
	C301
	UEs supporting E-UTRA and DL CA and UL CA and PUCCH SCell
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.29.2
	CA / PUCCH SCell / UE power headroom reporting / Periodic reporting
	Rel-13
	C301
	UEs supporting E-UTRA and DL CA and UL CA and PUCCH SCell
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.30
	eLAA / Cross Carrier UL Scheduling for eLAA SCell 
	Rel-14
	Cmmm
	UEs supporting E-UTRA and uplink LAA and cross carrier uplink scheduling

	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.31
	eLAA / Logical channel prioritization handling / laa-UL-Allowed 
	Rel-14
	Cnnn
	UEs supporting E-UTRA and uplink LAA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


<End of First modified section>

<Start of second modified section>

Table 4-1a: Applicability of tests Conditions

	C317
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-1/6 OR A.4.1-1/7) AND [45]A.12/55 AND [8]A.10/17 THEN R ELSE N/A

	C318
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND [45]A.12/55 AND [8]A.10/16 THEN R ELSE N/A

	C319
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/7 AND [45]A.12/55 AND [8]A.10/16 THEN R ELSE N/A

	C320
IF A.4.1-1/1 AND A.4.3.3-1/1 AND A.4.4-1/109 AND A.4.4-1/166 THEN R ELSE N/A

	C321
IF A.4.1-1/2 AND A.4.3.3-1/1 AND A.4.4-1/166 THEN R ELSE N/A

	Cmmm
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/ggg AND A.4.4-1/kkk THEN R ELSE N/A

	Cnnn
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/ggg THEN R ELSE N/A


<End of second modified section>
<Start of third modified section>

A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	

	2
	Support of Allowed CSG list
	36.331 Annex B.2
	Rel-8
	pc_Allowed_CSG_list
	For Rel-8: CSG autonomous search is optional.

For Rel-9 or later releases: CSG autonomous search is mandatory for UEs supporting CSG full functionality.

	<< Unchanged rows skipped >>

	161
	Support of PUSCH enhancement for MMTEL voice and video enhancements mode
	36.306, 4.3.32.2
	Rel-14
	pc_recommendedBitRate
	

	162
	Support of bit rate recommendation query for MMTEL voice and video enhancements
	36.306, 4.3.32.4
	Rel-14
	pc_recommendedBitRateQuery
	Support of bit rate recommendation message and bit rate recommendation query message

	163
	Support of PUCCH transmission on SCell in CA
	36.306, 4.3.4.47
	Rel-13
	pc_PUCCH_SCell
	

	164
	Support high speed enhancement for random access preambles generated from restricted set type B in high speed scenoario as specified in TS 36.211
	36.306
	Rel-14
	pc_Highspeed_Enh_Prach
	

	165
	Support of RRC connection re-establishment
	36.306, 6.7.5
	Rel-14
	pc_RRC_re-establishment_CP_CIoT
	An UE supporting S1-U data transfer shall set this PICS to true.

	166
	Support of SRS switching between a band pair
	36.306, 4.3.5.24, 4.3.5.25
	Rel-14
	pc_SRS_switching
	Support of SRS switching between a band pair

	ggg
	Supports uplink LAA operation
	36.306, 4.3.23.8
	Rel-14
	pc_uplink_LAA
	Support of Enhanced LAA operations

	kkk
	Supports cross carrier uplink scheduling
	36.306, 4.3.23.9
	Rel-14
	pc_crosscarrier_UL_Scheduling
	Support of Cross Carrier UL Scheduling for Enhanced LAA operations


<End of third modified section>
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