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1
Introduction

The bearer types are redefined in TS 37.340 [1] v15.0.0.
2
Discussion
Three bearer types exist. As expressed in the stage 2 description in TS 37.370 [1], 4.2.2 User Plane

“In MR-DC, from a UE perspective, three bearer types exist: MCG bearer, SCG bearer and split bearer. These three bearer types are depicted in Figure 4.2.2-1 for MR-DC with EPC (EN-DC) and in Figure 4.2.2-2 for MR-DC with 5GC (NGEN-DC, NE-DC).

…
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Figure 4.2.2-1: Radio Protocol Architecture for MCG, SCG and split bearers from a UE perspective in MR-DC with EPC (EN-DC).”
For a split bearer, the NR PDCP can be terminated in the MN or SN. Defined as 

“MN terminated bearer: in MR-DC, a radio bearer for which PDCP is located in the MN.
…
SN terminated bearer: in MR-DC, a radio bearer for which PDCP is located in the SN.”
From a network perspective, each bearer (MCG, SCG and split bearer) can be terminated either in MN or in SN.
Also, according the figure
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Figure 4.2.2-3: Network side protocol termination options for MCG, SCG and split bearers in MR-DC with EPC (EN-DC).

From the UE perspective, there’s no difference if the split bearer is terminated in the MN (Master Node) or SN (Secondary Node). So, this will not be visible from the UE and need not to be expressed for UE testing.
Test cases and bearer type

To avoid inconsistency, only the valid bearer types from a UE perspective should be reflected in the test cases and common test environment.  

3
Proposal
It’s proposed

1. To update the common test environment and test cases to reflect the UE perspective. 
4
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