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< Unchanged sections omitted >
8.10.1.2.9
TDD 4 Layer Spatial Multiplexing (User-Specific Reference Symbols)

8.10.1.2.9.1
Test purpose

To verify the UE’s rank-4 performance and ability to receive a predefined test signal, representing a multi-path fading channel that is determined by the SNR with a percentage of the information bit throughput for a specified downlink Reference Measurement Channel (RMC) not falling below a specified value for 4layer transmission on antenna ports 7-10 using DM-RS with full RB allocation with multiple CSI reference symbol configurations with non-zero and zero transmission power.

8.10.1.2.9.2
Test applicability

This test applies to E-UTRA TDD release 10 and forward UE of category ≥ 5 which supports 4Rx antenna ports. Applicability requires support for FGI bit 103.

8.10.1.2.9.3
Minimum conformance requirements

The requirements are specified in Table 8.10.1.2.9.3-2, with the addition of the parameters in Table 8.10.1.2.9.3-1 and the downlink physical channel setup according to Annex C.3.2.

Table 8.10.1.2.9.3-1: Minimum performance for 4 Layer Spatial Multiplexing (User-Specific Reference Symbols)

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	0
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	dB
	0 (Note 1)

	
	(
	dB
	-3

	Beamforming model
	
	4 layer precoding based on WB PMI feedback

	Cell-specific reference signals
	
	Antenna ports 0,1

	CSI reference signals
	
	Antenna ports 15,…,18

	Beamforming model
	
	Annex B.4.3

	CSI-RS periodicity and subframe offset
TCSI-RS / ∆CSI-RS 
	Subframes
	5 / 4

	CSI reference signal configuration
	
	3

	Zero-power CSI-RS configuration

ICSI-RS /
ZeroPowerCSI-RS bitmap 
	Subframes / bitmap
	4 /
0010000000000000
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at antenna port
	dBm/15kHz
	-98

	Symbols for unused PRBs
	
	OCNG (Note 3)

	Number of allocated resource blocks (Note 2)
	PRB
	50

	Simultaneous transmission
	
	No

	PDSCH transmission mode
	
	9

	Number of HARQ processes
	
	7

	HARQ redundancy version
	
	{0,1,2,3}

	CFI
	
	2

	Precoding granularity
	
	50

	PMI delay
	
	10 or 11

	Reporting interval
	
	1 or 4

	Reporting mode
	
	PUSCH 3-1

	CodeBookSubsetRestriction bitmap
	
	0x FFFF000000000000

	Uplink-Downlink Configuration
	
	1

	Special subframe configuration
	
	4

	Note 1:
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Note 2:
50 resource blocks are allocated in sub-frames 4, 9 and 41 resource blocks (RB0–RB20 and RB30–RB49) are allocated in sub-frame 0,1 and 6.
Note 3:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


< Unchanged sections omitted >

8.10.1.2.9.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.10.1.2.9.4.3-1: Void
Table 8.10.1.2.9.4.3-2: PhysicalConfigDedicated-DEFAULT
	Derivation Path: TS 36.508 [7] clause 4.8.2.1.6 Table 4.8.2.1.6-1 PhysicalConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	Not present
	
	RBC

	  antennaInfo
	Not present
	
	RBC

	  antennaInfo-r10 CHOICE{
	
	
	RBC

	      explicitValue-r10
	AntennaInfoDedicated-r10
	
	

	  }
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10- DEFAULT
	
	RBC

	  csi-RS-Config-r10
	CSI-RS-Config-r10
	
	RBC

	}
	
	
	


	Condition
	Explanation

	RBC
	Used at configuration of a radio bearer combination during SRB2+DRB establishment


Table 8.10.1.2.9.4.3-3: AntennaInfoDedicated-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	  transmissionMode-r10 
	tm9-v1020
	
	

	  codebookSubsetRestriction-r10
	0xFFFF000000000000
	If the UE is configured with transmissionMode tm9, E-UTRAN only configures the field codebookSubsetRestriction if PMI/RI reporting is configured
	

	  ue-TransmitAntennaSelection CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 8.10.1.2.9.4.3-4: CSI-RS-Config-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-Config-r10 ::= SEQUENCE {
	
	
	

	  csi-RS-r10 CHOICE{
	
	
	

	    setup SEQUENCE {
	
	
	

	      antennaPortsCount-r10
	An4
	Parameter represents the number of antenna ports used for transmission of CSI reference signals
	

	      resourceConfig-r10
	3
	Parameter: CSI reference signal configuration
	

	      subframeConfig-r10
	4
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 when CSI-RS SubframeConfig is from 0-4; Parameter: 
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	      p-C-r10
	-3
	Parameter: 
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 which is the assumed ratio of PDSCH EPRE to CSI-RS EPRE when UE derives CSI feedback
	

	     }
	
	
	

	  }
	
	
	

	  zeroTxPowerCSI-RS-r10 CHOICE{
	
	
	

	    setup SEQUENCE {
	
	
	

	      zeroTxPowerResourceConfigList-r12
	2
	Parameter: ZeroPowerCSI-RS
	

	      zeroTxPowerSubframeConfig-r12
	4
	Parameter: 
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	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.10.1.2.9.4.3-5: CQI-ReportConfig-r10-DEFAULT
	Derivation Path: TS 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic-r10
	Rm31
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic-r10
	Not present
	
	

	  pmi-RI-Report-r9
	setup
	
	

	}
	
	
	


Table 8.10.1.2.9.4.3-6: RRCConnectionReconfiguration
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	  nonCriticalExtension SEQUENCE {
	
	
	

	    lateNonCriticalExtension SEQUENCE {
	Not present
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        maxLayersMIMO-r10
	fourLayers
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


< End of changes >
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