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	Reason for change:
	New NR PDCP test case ‘Ciphering and deciphering / Correct functionality of encryption algorithm AES/SRB/DRB’ needs to be added as per 5GS test plan

	
	

	Summary of change:
	Addition of new NR PDCP test case 
7.3.3.2: Ciphering and deciphering / Correct functionality of encryption algorithm AES/SRB/DRB
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	NR Functionality cannot be tested on UE
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	Other comments:
	This is an update of R5-180828 and outcome of 1 revision


7.3.1.2.3.3
Specific message contents

None.

<<< Start of New Text>>>

7.3.3.2
Ciphering and deciphering / Correct functionality of encryption algorithm AES / SRB / DRB
7.3.3.2.1
Test Purpose (TP)

(1):

with { UE in RRC_CONNECTED state }
ensure that {
  when { Functionality of encryption algorithms with AES is taken into use on SRB }
    then {UE performs correct ciphering/deciphering function in PDCP entitys associated with SRB }
}
(2):
with { UE in RRC_CONNECTED state }
ensure that {
  when { Functionality of encryption algorithms with AES is taken into use on DRB }
    then {UE performs correct ciphering/deciphering function in PDCP entitys associated with SRB }
}

7.3.3.2.2
Conformance requirements

Same conformance requirement as in clause 7.3.3.1.2
7.3.3.2.3
Test description

7.3.3.2.3.1
Pre-test conditions

Same Pre-test conditions as in clause 7.3.3.1.3.1 except the ciphering algorithm ‘nea2 (AES)’ is configured.
7.3.3.2.3.2
Test procedure sequence

Same Test procedure sequence as in clause 7.3.3.1.3.2
7.3.3.2.3.3
Specific message contents
None
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