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6.3.2
On-network / Location/ On-demand Location Information Request

6.3.2.1
Test Purpose (TP)

(1)
with { UE (MCPTT Client)registered and authorized for MCPTT service and not in an emergency state }
ensure that {
  when { UE (MCPTT Client) receives a location information configuration message and then receives a location information request }

    then { UE (MCPTT Client) sends the location information report by sending a SIP MESSAGE message and UE (MCPTT Client) includes location information for non-emergency information and uses the correct ReportID referenced in the location request }

            }

6.3.2.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.379, clause 13.3.2, 13.3.3, 13.3.4.2 Unless otherwise stated, these are Rel-13 requirements.
[TS24.379 clause 13.3.2]
Upon receiving a SIP MESSAGE request containing:
1)
an Accept-Contact header field with the media feature tag g.3gpp.icsi-ref set to the value "urn:urn-7:3gpp-service.ims.icsi.mcptt";
2)
a Content-Type header field set to "application/vnd.3gpp.mcptt-location-info+xml"; and

3)
 an application/vnd.3gpp.mcptt-location-info+xml MIME body with a <Configuration> root element included in the <location-info> root element;

then the MCPTT client:

1)
shall store the contents of the <Configuration> elements;

…

3)
shall start the minimumReportInterval timer.
[TS24.379 clause 13.3.3]

Upon receiving a SIP MESSAGE request containing

1)
an Accept-Contact header field with the media feature tag g.3gpp.icsi-ref set to the value "urn:urn-7:3gpp-service.ims.icsi.mcptt";

2)
a Content-Type header field set to "application/vnd.3gpp.mcptt-location-info+xml"; and

3)
 an application/vnd.3gpp.mcptt-location-info+xml MIME body with a <Request> element included in the <location-info> root element;

then the MCPTT client:

1)
shall send a location report as specified in subclause 13.3.4; and

2)
shall reset the minimumReportInterval timer.
 [TS24.379 clause 13.3.4.2]

…

If the MCPTT client does not need to send a SIP request for other reasons, the MCPTT client shall generate a SIP MESSAGE request in accordance with 3GPP TS 24.229 [4] and IETF RFC 3428 [33]. The MCPTT client;

1)
shall include in the Request-URI, the SIP URI received in the P-Asserted-Identity header field in the received SIP MESSAGE request for location report configuration;

2)
shall include a Content-Type header field set to "application/vnd.3gpp.mcptt-location-info+xml";

3)
shall include an application/vnd.3gpp.mcptt-location-info+xml MIME body and in the <location-info> root element include:

a)
a <Report> element and if the Report was triggered by a location request include the <ReportID> attribute set to the value of the <RequestID> attribute in the received Request;
…
4)
shall include an Accept-Contact header field with the media feature tag g.3gpp.mcptt along with parameters "require" and "explicit" in accordance with IETF RFC 3841 [6];

5)
shall set the minimumReportInterval timer to the minimumReportInterval time and start the timer;

…

7)
shall send the SIP MESSAGE request as specified in 3GPP TS 24.229 [4].

6.3.2.3
Test description

6.3.2.3.1
Pre-test conditions

System Simulator:
-
SS (MCPTT server)
-
For the underlining "transport bearer" over which the SS and the UE will communicate Parameters are set to the default parameters for the basic E-UTRA Single cell network scenarios, as defined in TS 36.508 [24] clause 4.4. The simulated Cell 1 shall belong to PLMN1 (the PLMN specified for MCPTT operation in the MCPTT configuration document).
UE:

-
UE (MCPTT client)

-
The test USIM set as defined in TS 36.579-1 [2], subclause 5.5.10 is inserted.
Preamble:

-
The UE has performed the Generic Test Procedure for MCPTT UE registration as specified in TS 36.579-1 [2], subclause 5.4.2.

-
The MCPTT User performs the Generic Test Procedure for MCPTT Authorization/Configuration and Key Generation as specified in TS 36.579-1 [2], subclause 5.3.2.

-
GNSS simulator is activated and to report changed UE location coordinates, the simulator shall use OTDOA UE position technology as defined in 3GPP TS 36.509 [23].
-
UE States at the end of the preamble

-
The UE is in E-UTRA Registered, Idle Mode state.

-
The MCPTT Client Application has been activated and User has registered-in as the MCPTT User with the Server as active user at the Client.












	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	




6.3.2.3.2
Test procedure sequence

Table 6.3.2.3.2-1: Main Behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: The E-UTRA/EPC actions which are related to the MCPTT call establishment are described in TS 56.579-1 [2], subclause 5.4.4 'Generic Test Procedure for MCPTT CT communication in E-UTRA'. The test sequence below shows only the MCPTT relevant messages exchanged.
	-
	-
	-
	-

	1
	The SS sends a location reporting configuration containing the non-emergency location information to the UE (MCPTT Client)
	<---
	SIP MESSAGE
	-
	-

	2
	The SS sends an on-demand location reporting request
	<---
	SIP MESSAGE
	-
	-

	3
	Check: Does the UE (MCPTT Client) send a SIP MESSAGE containing the location information report with the correct ReportID?
	--->
	SIP MESSAGE
	1
	P

	4
	The SS sends a location reporting configuration with update configuration scope element and containing the emergency information to the UE (MCPTT Client)
	<---
	SIP MESSAGE
	-
	-

	5
	The SS sends on-demand location reporting request
	<---
	SIP MESSAGE
	-
	-

	6
	Check: Does the UE (MCPTT Client) send a SIP MESSAGE containing the location information report with the correct ReportID?
	--->
	SIP MESSAGE
	1
	P

	-
	EXCEPTION: SS releases the E-UTRA connection.
	-
	-
	-
	-


6.3.2.3.3
Specific message contents

Table 6.3.2.3.3-1: SIP MESSAGE (Step 1, Table 6.3.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"multipart/mixed;boundary="any allowed value
	
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-info+xml"
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	TS 24.379 [9] clause F.3
	

	        Location-Info
	As described in Table 6.3.1.3.3-2
	
	
	


Table 6.3.2.3.3-2: Location-Info in SIP MESSAGE (Table 6.3.2.3.3-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.22.4.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	present
	
	
	

	  Configuration
	present
	
	
	

	    NonEmergencyLocationInformation
	present
	
	
	

	      ServingEcgi
	present
	
	
	

	      NeighbouringEcgi
	present
	
	
	

	      MbmsSaId
	present
	
	
	

	      MbsfnArea
	present
	
	
	

	      GeographicalCoordinate
	present
	
	
	

	      minimumIntervalLength
	"10"
	
	
	

	    EmergencyLocationInformation"
	not present
	
	
	

	      ServingEcgi
	not present
	
	
	

	      NeighbouringEcgi
	not present
	
	
	

	      MbmsSaId
	not present
	
	
	

	      MbsfnArea
	not present
	
	
	

	      GeographicalCoordinate
	not present
	
	
	

	      minimumIntervalLength
	not present
	
	
	

	    TriggeringCriteria
	not present
	
	
	


Table 6.3.2.3.3-3: SIP MESSAGE (Step 2, Table 6.3.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"multipart/mixed;boundary="any allowed value
	
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-info+xml"
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	TS 24.379 [9] clause F.3
	

	        Location-Info
	As described in Table 6.3.1.3.3-4
	
	
	


Table 6.3.2.3.3-4: Location-Info in SIP MESSAGE (Table 6.3.2.3.3-3)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.22.4.3-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition


Table 6.3.2.3.3-5: SIP MESSAGE (Step 3, Table 6.3.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"multipart/mixed;boundary="any allowed value
	
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-info+xml"
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	TS 24.379 [9] clause F.3
	

	        Location-Info
	As described in Table 6.3.1.3.3-6
	
	
	


Table 6.3.2.3.3-6: Location-Info in SIP MESSAGE (Table 6.3.2.3.3-5)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.22.4.1-1 condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	present
	
	
	

	  Report
	present
	
	
	

	    CurrentLocation
	present
	
	
	

	      CurrentServingEcgi
	present
	
	
	

	      NeighbouringEcgi
	present
	
	
	

	      MbmsSaId
	present
	
	
	

	      MbsfnArea
	present
	
	
	

	      CurrentCoordinate
	present
	
	
	

	    ReportID
	"1"
	
	
	

	    ReportType
	"NonEmergency"
	
	
	


Table 6.3.2.3.3-7: SIP MESSAGE (Step 4, Table 6.3.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"multipart/mixed;boundary="any allowed value
	
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-info+xml"
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	TS 24.379 [9] clause F.3
	

	        Location-Info
	As described in Table 6.3.1.3.3-8
	
	
	


Table 6.3.2.3.3-8: Location-Info in SIP MESSAGE (Table 6.3.2.3.3-7)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.22.4.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	present
	
	
	

	  Configuration
	present
	
	
	

	    ConfigureScope
	"Update"
	
	
	

	    NonEmergencyLocationInformation
	not present
	
	
	

	      ServingEcgi
	not present
	
	
	

	      NeighbouringEcgi
	not present
	
	
	

	      MbmsSaId
	not present
	
	
	

	      MbsfnArea
	not present
	
	
	

	      GeographicalCoordinate
	not present
	
	
	

	      minimumIntervalLength
	not present
	
	
	

	    EmergencyLocationInformation"
	present
	
	
	

	      ServingEcgi
	present
	
	
	

	      NeighbouringEcgi
	not present
	
	
	

	      MbmsSaId
	not present
	
	
	

	      MbsfnArea
	not present
	
	
	

	      GeographicalCoordinate
	not present
	
	
	

	      minimumIntervalLength
	"5"
	
	
	

	    TriggeringCriteria
	not present
	
	
	


Table 6.3.2.3.3-9: SIP MESSAGE (Step 5, Table 6.3.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"multipart/mixed;boundary="any allowed value
	
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-info+xml"
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	TS 24.379 [9] clause F.3
	

	        Location-Info
	As described in Table 6.3.1.3.3-10
	
	
	


Table 6.3.2.3.3-10: Location-Info in SIP MESSAGE (Table 6.3.2.3.3-9)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.22.4.3-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	
	
	
	

	  Request
	
	
	
	

	    RequestID
	"2"
	The RequestID that the MCPTT Client will reference in the Report
	
	


Table 6.3.2.3.3-11: SIP MESSAGE (Step 6, Table 6.3.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"multipart/mixed;boundary="any allowed value
	
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-info+xml"
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	TS 24.379 [9] clause F.3
	

	        Location-Info
	As described in Table 6.3.1.3.3-12
	
	
	


Table 6.3.2.3.3-12: Location-Info in SIP MESSAGE (Table 6.3.2.3.3-11)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.22.4.1-1 condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	present
	
	
	

	  Report
	present
	
	
	

	    CurrentLocation
	present
	
	
	

	      CurrentServingEcgi
	present
	
	
	

	      NeighbouringEcgi
	present
	
	
	

	      MbmsSaId
	present
	
	
	

	      MbsfnArea
	present
	
	
	

	      CurrentCoordinate
	present
	
	
	

	    ReportID
	"2"
	
	
	

	    ReportType
	"NonEmergency"
	
	
	


