
3GPP TSG-RAN WG5 Meeting #78 
R5-180268
Athens, Greece, 26th February - 2nd March 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.523-1
	CR
	4369
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Add test case for NB-IoT / Radio link failure / Radio link recovery while T310 is running / no RRC connection re-establishment


	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R5

	
	

	Work item code:
	NB_IOTenh-UEConTest
	
	Date:
	2018-02-02

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	 Test coverage for Control Plane CIoT EPS optimisation and radio link failure is missing.
 

	
	

	Summary of change:
	 A new test case, NB-IoT / Radio link failure / Radio link recovery while T310 is running / no RRC connection re-establishment has been added.


	
	

	Consequences if not approved:
	 RRC connection re-establishment for Control Plane CIoT EPS optimisation is not tested.
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<Start of next modified section>
22.4.21a
NB-IoT / Radio link failure / Radio link recovery while T310 is running / no RRC connection re-establishment
22.4.21a.1
Test Purpose (TP)

Same as 22.4.21.1.
22.4.21a.2
Conformance requirements

Same as 22.4.21.2 and

[TS 36.331, clause 5.3.7.2]

The UE shall only initiate the procedure either when AS security has been activated or for a NB-IoT UE supporting RRC connection re-establishment for the Control Plane CIoT EPS optimisation. The UE initiates the procedure when one of the following conditions is met:

1>
upon detecting radio link failure, in accordance with 5.3.11; or

...
Upon initiation of the procedure, the UE shall:

...
1>
start timer T311;

...
1>
perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];

22.4.21a.3
Test description

22.4.21a.3.1
Pre-test conditions

Same as 22.4.21.3.1.

22.4.21a.3.2
Test procedure sequence

Same as 22.4.21.3.2.

22.4.21a.3.3
Specific message contents

Same as 22.4.21.3.3.
<End of modified section>
