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<Start of modified section>
15.8
Communication Forwarding on non reply: MO call initiation

15.8.1
Definition
Test to verify that the MTSI MO UE correctly handles session setup where call is being forwarded due to no reply. This process is described in 3GPP TS 24.604 [106], clauses 4.2.1, 4.5.2.1 and A.1.3 and 3GPP TS 24.229 [10], clause 9.2.3. 

15.8.2
Conformance requirement

[TS 24.604, clause 4.2.1.4]:

The CFNR service enables a served user to have the network redirect to another user communications which are addressed to the served user's address, and for which the connection is not established within a defined period of time. The CFNR service may operate on all communications, or just those associated with specified services. The served user's ability to originate communications is unaffected by the CFNR supplementary service.

The CFNR service can only be invoked by the network after the communication has been offered to the served user and an indication that the called user is being informed of the communication has been received.

[TS 24.604, clause 4.5.2.1]:

When communication diversion has occurred on the served user side and the network option "Originating" user receives notification that his communication has been diverted (forwarded or deflected)" is set to true, the originating UA may receive a 181 (Call is being forwarded) response according to the procedures described in 3GPP TS 24.229.

The Information given by the History header could be displayed by the UA if it is a UE.

[TS 24.229, clause 9.2.3]:

Since the UE does not know that forking has occurred until a second provisional response arrives, the UE will request the radio/bearer resources as required by the first provisional response. For each subsequent provisional response that may be received, different alternative actions may be performed depending on the requirements in the SDP answer:

-
the UE has sufficient radio/bearer resources to handle the media specified in the SDP of the subsequent provisional response, or

-
the UE must request additional radio/bearer resources to accommodate the media specified in the SDP of the subsequent provisional response.

NOTE 1:
When several forked responses are received, the resources requested by the UE is the "logical OR" of the resources indicated in the multiple responses to avoid allocation of unnecessary resources. The UE does not request more resources than proposed in the original INVITE request.

NOTE 2:
When service-based local policy is applied, the UE receives the same authorization token for all forked requests/responses related to the same SIP session.
When an 199 (Early Dialog Terminated) response for the INVITE request is received for an early dialogue, the UE shall release reserved radio/bearer resources associated with that early dialogue.

When the first final 200 (OK) response for the INVITE request is received for one of the early dialogues, the UE proceeds to set up the SIP session using the radio/bearer resources required for this session. Upon the reception of the first final 200 (OK) response for the INVITE request, the UE shall release all unneeded radio/bearer resources.

GIBA:

NOTE 1:
GIBA does not allow SIP requests to be protected using an IPsec security association because it does not perform a key agreement procedure.

Reference(s)

3GPP TS 24.604 [106], clauses 4.2.1 and 4.5.2.1; 3GPP TS 24.229 [10], clause 9.2.3
15.8.3
Test purpose

1)
To verify that when initiating MO call the UE handles correctly the successive 180 and 181 provisional responses received during call setup.

15.8.4
Method of test
Initial conditions

UE contains either SIM application (GIBA), ISIM and USIM applications or only USIM application on UICC. UE has discovered P-CSCF and registered to IMS services, by executing the generic test procedure in Annex C.2 or C.2a (GIBA only) up to the last step.

SS is configured with the shared secret key of IMS AKA algorithm, related to the IMS private user identity (IMPI) configured on the UICC card equipped into the UE. SS has performed AKAv1-MD5 authentication with the UE and accepted the registration (IMS security).

Test procedure applicable for a UE with E-UTRA support (TS 34.229-2 [5] A.18/1)

1-9B)
UE executes the procedures described in TS 36.508 [94] table 4.5A.6.3-1 steps 1 to 14 but only steps 1 to 11 of Annex C.21 in the parallel behaviour to steps 13-14 of table 4.5A.6.3-1.
10)
SS responds to the INVITE with a valid 181 Call Is Being Forwarded response.

11)
SS (now starting to simulate the UE to which call was forwarded) sends another 183 Session in Progress response to the INVITE request. As this response contains an SDP answer it is sent reliably.
12)
SS waits for the UE to send a PRACK request, containing an SDP offer in which the UE tells to have reserved the local resources.

13)
SS responds to the PRACK request with valid 200 OK response. The response contains an SDP answer which tells that SS has reserved its local resources as well.

13A)
UE may send an UPDATE request.

13B)
If UE sent and UPDATE request, SS responds with 200 OK.
14)
SS responds to the INVITE request with 180 Ringing response.
14A)
As the 180 Ringing response was sent reliably, UE sends a PRACK request.

14B)
SS responds to PRACK with 200 OK.
15)
SS responds to the INVITE request with valid 200 OK response.

16)
SS waits for the UE to send an ACK to acknowledge receipt of the 200 OK for INVITE.

17)
Call is released on the UE. SS waits the UE to send a BYE request.

18)
SS responds to the BYE request with valid 200 OK response.
Expected sequence

NOTE:
Only the IMS procedure relevant to the test purpose is described below.

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1-9B
	
	Steps 1-11 as defined in Annex C.21
	The same messages as in steps 2 - 11 of Annex C.21 are used. Referred from 36.508 [94] table 4.5A.6.3-1 for a UE with E-UTRA support.

	10
	(
	181 Call is being forwarded
	SS sends 181 response to indicate that call forwarding has been started as the user did not answer to the phone

	11
	(
	183 Session Progress
	SS (simulating the phone to which the call was forwarded) responds with 183 Session Progress containing an SDP answer indicating support for AMR-WB codec and state of the local preconditions. UE will consider this response as forked one since it has different To tag this time compared to step 8.

	12-13B
	
	Steps 5-8 as defined in Annex C.21
	The same messages as specified in steps 5 - 8 of Annex C.21 are used with To-tag and Contact Address as in the 183 response of step 11

	14
	(
	180 Ringing
	The SS sends 180 Ringing response to the UE

	14A
	(
	PRACK
	UE acknowledges the receipt of 180 response by sending PRACK.

	14B
	(
	200 OK
	The SS responds PRACK with 200 OK.

	15
	(
	200 OK
	The SS responds INVITE with 200 OK to indicate that the virtual remote UE had answered the call

	16
	(
	ACK
	The UE acknowledges the receipt of 200 OK for INVITE

	17
	(
	BYE
	The UE releases the call with BYE

	18
	(
	200 OK
	The SS sends 200 OK for BYE


NOTE:
The default messages contents in annex A are used with condition “IMS security“ or “GIBA” when applicable

Specific Message Contents

181 Call is being forwarded for INVITE (Step 10)

Use the default message “181 Call is being forwarded” in annex A.2.14

183 Session Progress for INVITE (Step 11)

Use the default message “183 Session in Progress for INVITE” in annex A.2.3 with the following exceptions:

	Header/param
	Value/remark

	To
	

	
tag
	different tag must be used than the one used in steps 3-9 as this response is now from another UE and belongs to another dialog instance. Note that this new tag must be used within the rest of the steps (10-17) in this test case instead of the tag used within steps 3-9.

	Contact
	

	
addr-spec 
	different URI must be used than the one used in step 3 as this is supposed now to represent another UE to which the call is being forwarded.. Note that this new Contact must be used within the rest of the steps (13-14) in this test case.

	Require
	

	
option-tag

	precondition

	Message-body
	Same contents as specified in step 4 annex C.21. except for o-line:

o=- 22222222 22222222 IN (addrtype) (unicast-address for new remote UE).


PRACK or UPDATE (Step 12 or 13A)

The UE shall include an SDP body as described in C.21, Step 5 , but with the following exceptions:

-
Contents of o= line is not checked

180 Ringing for INVITE (Step 14)

Use the default message “180 Ringing for INVITE” in annex A.2.6 applying condition A3 (Response sent reliably) and with the following exceptions:

	Header/param
	Value/remark

	Contact
	

	
addr-spec
	Same value as in the 183 response of step 11

	History-Info
	

	
hi-targeted-to-uri
	Same value as in the 181 response of step 10

	
hi-index
	Same value as in the 181 response of step 10


PRACK (Step 14A)

Use the default message “PRACK” in annex A.2.4.
200 OK for PRACK (Step 14B)

Use the default message "200 OK for other requests than REGISTER or SUBSCRIBE" in annex A.3.1.

200 OK for INVITE (Step 15)

Use the default message “200 OK for other requests than REGISTER or SUBSCRIBE” in annex A.3.1 with the following exceptions:

	Header/param
	Value/remark

	Contact
	

	
addr-spec
	Same value as in the 183 response of step 11

	History-Info
	

	
hi-targeted-to-uri
	Same value as in the 181 response of step 10

	
hi-index
	Same value as in the 181 response of step 10


ACK (Step 16)

Use the default message “ACK” in annex A.2.7.
BYE (Step 17)

Use the default message “BYE” in annex A.2.8.

200 OK for BYE (Step 18)

Use the default message “200 OK for other requests than REGISTER or SUBSCRIBE” in annex A.3.1.
15.8.5
Test requirements

SS must check that if the UE uses IMS security, it sends all the requests over the security associations set up during registration, in accordance to 3GPP TS 24.229 [10], clause 5.1.1.5.1.
<End of modified section>
<Start of modified section>
J.15.6
Communication forwarding on non reply: MO call initiation / UE category M1

J.15.6.1
Definition
Test to verify that the MTSI MO UE correctly handles session setup where call is being forwarded due to no reply. This process is described in 3GPP TS 24.604 [106], clauses 4.2.1, 4.5.2.1 and A.1.3 and 3GPP TS 24.229 [10], clause 9.2.3

J.15.6.2
Conformance requirement

As described in clause 15.8.2.

J.15.6.3
Test purpose
As described in clause 15.8.3.

J.15.6.4
Method of test
Initial conditions

UE contains either ISIM and USIM applications or only USIM application on UICC. UE has activated the IP-CAN to the Evolved Packet Core (EPC) via Wireless Local Access Network (WLAN) with SS. The UE has registered to IMS according the procedure C.2.
Test procedure applicable for a category M1 UE (TS 34.229-2 [5] A.18/1 and TS 36.523-2 [147] A.4.3.2-2A/1)

As described in clause 15.8.4, steps 1-18. Except, steps 1-9B and 12-13B replaced by steps in C.21d, and that step 11 uses AMR instead of AMR-WB codec.

J.15.6.5
Test requirements

The UE shall send requests and responses as described in clause J.15.6.4.

<End of modified section>
