Page 1



3GPP TSG-RAN5 Meeting#78
R5-180370
Athens, Greece, 26th Feb 2018 – 2nd Mar 2018
	

	Text Proposal

	

	
	38.521-1
	CR
	N/A
	rev
	N/A
	Current version:
	0.1.0
	

	

	

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Introduction of Operating bands to TS 38.521-1

	
	

	Source to WG:
	China Unicom

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2018-02-08

	
	
	
	
	

	Category:
	N/A
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Operating bands for NR SA FR1 in TS 38.521-1 is currently missing

	
	

	Summary of change:
	Added operating bands to clause 5.

	
	

	Consequences if not approved:
	Operating bands for 5G NR FR1 will still be missing.

	
	

	Clauses affected:
	5.1 5.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


<Start of modified section>
5

Operating bands and Channel arrangement
5.1
General

The channel arrangements presented in this clause are based on the operating bands and channel bandwidths defined in the present release of specifications.

NOTE:
Other operating bands and channel bandwidths may be considered in future releases.

Requirements throughout the RF specifications are in many cases defined separately for different frequency ranges (FR). The frequency ranges in which NR can operate according to this version of the specification are identified as described in Table 5.1-1. 

Table 5.1-1: Definition of frequency ranges

	Frequency range designation
	Corresponding frequency range 

	FR1
	450 MHz – 6000 MHz

	FR2
	24250 MHz – 52600 MHz


The present specification covers FR1 operating bands.

5.2
Operating bands

NR is designed to operate in the FR1 operating bands defined in Table 5.2-1.

Editor’s note: The lists of specific NR operating bands and band combinations is maintained in TR 38.817-01 [yy] and will be merged into TS 38.101-1 [xx] in a future version.

Table 5.2-1: NR operating bands in FR1

	NR Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	n1
	1920 MHz
	–
	1980 MHz 
	2110 MHz
	–
	2170 MHz
	FDD

	n2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	n3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	n5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894MHz
	FDD

	n7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	n8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD

	n20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	FDD

	n28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	FDD

	n38
	2570 MHz
	–
	2620 MHz
	2570 MHz
	–
	2620 MHz
	TDD

	n41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	n50
	1432 MHz
	–
	1517 MHz
	1432 MHz
	–
	1517 MHz
	TDD

	n51
	1427 MHz
	–
	1432 MHz
	1427 MHz
	–
	1432 MHz
	TDD

	n66
	1710 MHz
	–
	1780 MHz 
	2110 MHz
	–
	2200 MHz
	FDD

	n70
	1695 MHz
	–
	1710 MHz 
	1995 MHz
	–
	2020 MHz
	FDD

	n71
	663 MHz
	–
	698 MHz 
	617 MHz
	–
	652 MHz
	FDD

	n74
	1427 MHz
	–
	1470 MHz 
	1475 MHz
	–
	1518 MHz 
	FDD

	n75
	N/A
	1432 MHz
	–
	1517 MHz
	SDL

	n76
	N/A
	1427 MHz
	–
	1432 MHz
	SDL

	n78 
	3300 MHz
	–
	3800 MHz 
	3300 MHz
	–
	3800 MHz 
	TDD

	n77 
	3300 MHz
	–
	 4200 MHz
	3300 MHz
	–
	 4200 MHz
	TDD

	n79 
	4400 MHz
	–
	5000 MHz
	4400 MHz
	–
	5000 MHz
	TDD

	n80
	1710 MHz
	–
	1785 MHz
	N/A
	SUL

	n81
	880 MHz
	–
	915 MHz
	N/A
	SUL

	n82
	832 MHz
	–
	862 MHz
	N/A
	SUL

	n83
	703 MHz
	–
	748 MHz
	N/A
	SUL

	n84
	1920 MHz
	–
	1980 MHz 
	N/A
	SUL


5.2A
Operating bands for CA

5.2A.1
Intra-band CA

NR intra-band contiguous carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.1-1, where all operating bands are within FR1.

Table 5.2A.1-1: Intra-band contiguous CA operating bands in FR1

	NR CA Band
	NR Band

(Table 5.2-1)

	
	

	
	

	
	

	
	

	
	


5.2A.2
Inter-band CA

NR inter-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.2-1, where all operating bands are within FR1.

Table 5.2A.2-1: Inter-band CA operating bands involving FR1 (two bands)

	NR CA Band
	NR Band

(Table 5.2-1)

	
	

	
	

	
	

	
	

	
	

	
	


Editor’s note: The above tables should only cover band combinations where the NR bands are in FR1. More tables may be added based on the agreed CA band combinations.

5.2B
Operating bands for DC

NR dual connectivity is designed to operate in the operating bands defined in Table 5.2B-1, where all operating bands are within FR1.

Table 5.2B-1: Inter-band DC operating bands involving FR1 (two bands)

	NR CA Band
	NR Band

(Table 5.2-1)

	
	

	
	

	
	

	
	

	
	

	
	


5.2C
Operating band combination for SUL

NR operation is designed to operate in the operating band combination defined in Table 5.2C-1, where all operating bands are within FR1.
Table 5.2C-1: Operating band combination for SUL in FR1

	NR Band combination for SUL
	NR Band

(Table 5.2-1)

	SUL_n78-n80
	n78, n80
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