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	Addition of applicability for new LTE_VoLTE_ViLTE_enh-UEConTest testcases
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	Reason for change:
	New test cases for LTE_VoLTE_ViLTE_enh-UEConTest testcases are added into 36.523-1, related applicabilities are required.

	
	

	Summary of change:
	Adding applicabilities for LTE_VoLTE_ViLTE_enh-UEConTest testcases

	
	

	Consequences if not approved:
	New LTE_VoLTE_ViLTE_enh-UEConTest testcases will be not applicable.
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	Other comments:
	


Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT


Skip unchanged rows

	7.1.4.29.2
	CA / PUCCH SCell / UE power headroom reporting / Periodic reporting
	Rel-13
	C301
	UEs supporting E-UTRA and DL CA and UL CA and PUCCH SCell
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.30
	MAC PDU header handling / Recommended bit rate
	Rel-14
	CXXX
	UEs supports the bit rate recommendation message from the eNB to the UE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4a.1
	Correct downlink reception and uplink transmission when specific valid subframes is signaled for BL UE
	Rel-13
	C254
	UEs supporting E-UTRA and (CE Mode A or CE Mode B)
	pc_eFDD
	
	
	


Skip unchanged rows

Table 4-1a: Applicability of tests Conditions

Skip unchanged rows

	C320
IF A.4.1-1/1 AND A.4.3.3-1/1 AND A.4.4-1/109 AND A.4.4-1/166 THEN R ELSE N/A

	C321
IF A.4.1-1/2 AND A.4.3.3-1/1 AND A.4.4-1/166 THEN R ELSE N/A

	CXXX
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/YYY THEN R ELSE N/A


Skip unchanged rows

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	165
	Support of RRC connection re-establishment
	36.306, 6.7.5
	Rel-14
	pc_RRC_re-establishment_CP_CIoT
	An UE supporting S1-U data transfer shall set this PICS to true.

	166
	Support of SRS switching between a band pair
	36.306, 4.3.5.24, 4.3.5.25
	Rel-14
	pc_SRS_switching
	Support of SRS switching between a band pair

	YYY
	Support of bit rate recommendation for MMTEL voice and video enhancements
	36.306, 4.3.32.3
	Rel-14
	pc_ recommendedBitRate
	Support of the bit rate recommendation message from the eNB to the UE


